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Abstract of document:

During TSG RAN WG3#46, it was proposed to create a TR which captures the solutions, agreements and open issues during the realisation of a Congestion Control Solution for EDCH and - if possible - for HSDPA.

The purpose of the TR 25.902 is to record all the information related to this item and trace its status.

Changes since last presentation to TSG RAN Meeting #28:

- TS 25.435 was added to the impacted Iub/Iur User Plane protocol specifications.

- Three of four open issues were removed:

CR1080 to TS 25.423 allows CRNC to decide whether a particular E-DCH flow is subject to congestion control at flow setup.

Regarding the possibility of an Iub/Iur Congestion Control solution incorporating Rate Adaptation a solution was not possible at this time.


With respect to Softhandover, no issues have been found concerning the relationship/interaction with E-DCH Congestion Control.
The following CRs were implemented in the affected specifications:

	CR Title
	Impacted Specification
	CR implemented against version:
	CR Number

	Transport Network Congestion Detection and Control
	TS 25.427
	V6.2.0
	109

	Transport Network Congestion Detection and Control
	TS 25.425
	V6.1.0
	99

	Transport Network Congestion Detection and Control
	TS 25.435
	V6.1.0
	142

	Congestion Indication for HSDPA
	TS 25.435
	V6.3.0
	143

	Congestion control for HSDPA
	TS 25.423
	V6.5.0
	1080


Outstanding Issues:

Iub/Iur Congestion Control has been considered for HSDPA and HSUPA only. Could any final solution be applicable for UL and DL DCH?
Contentious Issues: none
