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	Transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission”, in section 5.2.15, TS 25.215 is updated in RAN1 to include downlink power not used by HS-PDSCH, HS-SCCH or EUL downlink signalling channels (E-AGCH, E-RGCH, and E-HICH). The requirements are the same however some changes are done so that the requirements are applicable to the updated measurement in RAN1.  
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	Due to the introduction of E-DCH, the existing measurement defined in section 5.2.15 (TS 25.215) “Transmitted carrier power of all codes not used for HS-PDSCH or HS-SCCH transmission” has been replaced in RAN1 by 

“Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission”.

In order to ensure that the RAN4 requirements are applicable to the new definition in RAN1, the following changes are done in section 9.2.16 of TS 25.133:

Title is changed to align it with RAN1 definition in TS 25.215

Reported vale and measured quality values are changed to align them with RAN1 (TS 25.215) and RAN3 (TS 25.433) specifications
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9.2.16
Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission
The measurement period shall be 100 ms.

9.2.16.1
Accuracy requirement

Table 9.63

	Parameter
	Unit
	Accuracy [% units]
	Conditions

	
	
	
	Range

	Ptot
	%
	( 5
	For 5% ( Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission (95%


9.2.16.2
Measurement report mapping for transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission
The reporting range for Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission is from 0 ... 100 %.

In table 9.64 the mapping of measured quantity is defined. The range in the signalling may be larger than the guaranteed accuracy range.

Table 9.64

	Reported value
	Measured quantity value
	Unit

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_000
	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission = 0
	%

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_001
	0 < Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission ( 1
	%

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_002
	1 < Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission ( 2
	%

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_003
	2 < Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission ( 3
	%

	…
	…
	…

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_098
	97 < Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission ( 98
	%

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_099
	98 < Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission ( 99
	%

	Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission_100
	99 < Transmitted carrier power of all codes not used for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH or E-HICH transmission ( 100
	%
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