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10.3.6.71a
Secondary CCPCH info MBMS

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Secondary scrambling code
	OP
	
	Secondary scrambling code 10.3.6.74
	May only be sent for SCCPCH channels not carrying the PCH.

	>>STTD indicator
	MD
	
	STTD Indicator 10.3.6.78
	Default value is “TRUE”

	>>Spreading factor
	MP
	
	Integer(4, 8, 16, 32, 64, 128, 256)
	

	>>Code number
	MP
	
	Integer(0..Spreading factor – 1)
	

	
	
	
	
	

	
	
	
	
	

	>>Timing Offset
	MD
	
	Integer(0..38144 by step of 256)
	Chip

Delay of the Secondary CCPCH relative to the Primary CCPCH.

Default value is 0.

	>TDD
	
	
	
	

	>>Downlink Timeslots and Codes
	MP
	
	Downlink timeslots and codes 10.3.6.32
	One or more timeslots and codes for S-CCPCH supporting MBMS MTCHSFN


Note: For FDD, the S-CCPCH signalled in this IE is always configured with flexible position, TFCI is always present and pilot is always absent.
11.3 Information element definitions

SecondaryCCPCHInfo-MBMS-r6 ::=

SEQUENCE {


modeSpecificInfo



CHOICE {



fdd







SEQUENCE {




secondaryScramblingCode


SecondaryScramblingCode


OPTIONAL,




sttd-Indicator




BOOLEAN,




sf-AndCodeNumber



SF256-AndCodeNumber,






timingOffset




TimingOffset




DEFAULT 0



},



tdd384






DownlinkTimeslotsCodes,



tdd128






DownlinkTimeslotsCodes-LCR-r4


}

}
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