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	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.306
	0126
	-
	Rel-6
	Correction on table 5.1g (FDD E-DCH physical layer categories)
	F
	6.5.0
	6.6.0
	R2-052252
	EDCH-L23

	25.306
	0127
	-
	Rel-6
	E-DCH L2 Buffer sizes
	F
	6.5.0
	6.6.0
	R2-052253
	EDCH-L23

	25.309
	0007
	-
	Rel-6
	SG update and retransmission of scheduling information corrections
	F
	6.3.0
	6.4.0
	R2-052114
	EDCH-L23

	25.309
	0008
	-
	Rel-6
	Minor corrections to E-DCH Stage 2 following offline review
	F
	6.3.0
	6.4.0
	R2-052115
	EDCH-L23

	25.309
	0009
	-
	Rel-6
	Clarification of the term “pre-emption” for E-DCH
	F
	6.3.0
	6.4.0
	R2-052116
	EDCH-L23

	25.309
	0010
	-
	Rel-6
	UE behavior to RGs when holding SG
	B
	6.3.0
	6.4.0
	R2-052137
	EDCH-L23

	25.309
	0011
	-
	Rel-6
	Correction to E-TFC selection in compressed mode for 10 ms TTI
	F
	6.3.0
	6.4.0
	R2-052250
	EDCH-L23

	25.309
	0012
	-
	Rel-6
	Correction to MAC-e/es Entity
	F
	6.3.0
	6.4.0
	R2-052251
	EDCH-L23

	25.309
	0013
	-
	Rel-6
	Introduction of Reference Received Total Wideband Power
	F
	6.3.0
	6.4.0
	R2-052295
	EDCH-L23

	25.309
	0014
	-
	Rel-6
	Maximum number of reference E-TFCs
	F
	6.3.0
	6.4.0
	R2-052328
	EDCH-L23

	25.321
	0219
	4
	Rel-6
	Additional text on EUL in MAC specification
	C
	6.5.0
	6.6.0
	R2-052339
	EDCH-L23
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