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3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in [1] apply, together as:
Data Description Indicator (DDI): MAC-e header field used to identify the logical channel, MAC-d flow and the size of the MAC-d PDUs concatenated into a MAC-es PDU.
E-DCH active set: The set of cells which carry the E-DCH for one UE.

HARQ profile: One HARQ profile consists of a power offset attribute and maximum number of transmissions. 

MBMS activated services: the MBMS multicast services the UE has joined as well as the broadcast services the UE is interested in.

MCCH acquisition: the procedure for acquiring all MCCH information relevant for the UE ie. includes reception of the RB information for the UE’s MBMS activated services.

MBMS controlling cell: the cell from which the UE receives MCCH.

MBMS notification: a notification provided by UTRAN indicating a change in the provision of one or more MBMS services.

MBMS transmission: a possibly repeated session of an MBMS service. An MBMS transmission is uniquely identified by the combination of the MBMS service identity and the MBMS session identity.
Primary Absolute Grant: Absolute Grant received with the primary E-RNTI.

Secondary Absolute Grant: Absolute Grant received with the secondary E-RNTI.
Serving E-DCH cell: Cell from which the UE receives Absolute Grants from the Node-B scheduler. A UE has one Serving E-DCH cell.

Serving E-DCH RLS or Serving RLS: Set of cells which contains at least the Serving E-DCH cell and from which the UE can receive and combine one Relative Grant. The UE has only one Serving E-DCH RLS.

Non-serving E-DCH RL or Non-serving RL: Cell which belongs to the E-DCH active set but does not belong to the Serving E-DCH RLS and from which the UE can receive one Relative Grant. The UE can have zero, one or several Non-serving E-DCH RL(s).

3.2
Abbreviations

For the purposes of the present document, the following abbreviations apply:

ACK
Acknowledgement
AG
Absolute Grant
AICH
Acquisition Indicator CHannel

AM
Acknowledged Mode

AS
Access Stratum

ASC
Access Service Class

ASN.1
Abstract Syntax Notation.1

BCCH
Broadcast Control Channel

BCFE
Broadcast Control Functional Entity

BER
Bit Error Rate

BLER
BLock Error Rate

BSS
Base Station Sub-system

CCCH
Common Control Channel

CCPCH
Common Control Physical CHannel

CH
Conditional on history

CM
Connection Management

CN
Core Network

C-RNTI
Cell RNTI

CTCH
Common Traffic CHannel

CTFC
Calculated Transport Format Combination

CV
Conditional on value

DCA
Dynamic Channel Allocation

DCCH
Dedicated Control Channel

DCFE
Dedicated Control Functional Entity

DCH
Dedicated Channel

DC-SAP
Dedicated Control SAP

DDI
Data Description Indicator
DGPS
Differential Global Positioning System

DL
Downlink

DSCH
Downlink Shared Channel

DTCH
Dedicated Traffic Channel

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced uplink DCH

E-DPCCH
E-DCH Dedicated Physical Control Channel

E-DPDCH
E-DCH Dedicated Physical Data Channel
E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-RGCH
E-DCH Relative Grant Channel

E-RNTI
E-DCH RNTI
E-TFCI
E-DCH Transport Format Combination Indicator
FACH
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

GC-SAP
General Control SAP

GERAN
GSM/EDGE Radio Access Network

GRA
GERAN Registration Area

G-RNTI
Geran Radio Network Temporary Identity
HARQ
Hybrid Automatic Repeat Request
HCS
Hierarchical Cell Structure

HFN
Hyper Frame Number

H-RNTI
HS-DSCH RNTI
HS-DSCH
High Speed Downlink Shared Channel

ID
Identifier

IDNNS
Intra Domain NAS Node Selector
IE
Information element

IETF
Internet Engineering Task Force

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IP
Internet Protocol

ISCP
Interference on Signal Code Power

L1
Layer 1

L2
Layer 2

L3
Layer 3

LAI
Location Area Identity

MAC
Media Access Control

MBMS
Multimedia Broadcast Multicast Service

MCC
Mobile Country Code

MCCH

MBMS point-to-multipoint Control Channel

MD
Mandatory default

MICH
MBMS notification Indicator Channel

MM
Mobility Management

MNC
Mobile Network Code

MP
Mandatory present

MTCH

MBMS point-to-multipoint Traffic Channel

MSCH
MBMS point-to-multipoint Scheduling Channel

NACC
Network Assisted Cell Change

NAS
Non Access Stratum

Nt-SAP
Notification SAP

NW
Network

OP
Optional

PCCH
Paging Control Channel

PCH
Paging Channel

PDCP
Packet Data Convergence Protocol

PDSCH
Physical Downlink Shared Channel

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PNFE
Paging and Notification Control Functional Entity

PRACH
Physical Random Access CHannel

PSI
Packet System Information

p-t-m
Point-to-Multipoint

P-TMSI
Packet Temporary Mobile Subscriber Identity

p-t-p
Point-to-Point

PUSCH
Physical Uplink Shared Channel

QoS
Quality of Service

RAB
Radio access bearer

RACH
Random Access CHannel

RAI
Routing Area Identity

RAT
Radio Access Technology

RB
Radio Bearer

RFE
Routing Functional Entity
RG
Relative Grant
RL
Radio Link

RLC
Radio Link Control
RLS
Radio Link Set
RNC
Radio Network Controller

RNTI
Radio Network Temporary Identifier

RRC
Radio Resource Control

RSCP
Received Signal Code Power
RSN
Retransmission Sequence Number
RSSI
Received Signal Strength Indicator

SAP
Service Access Point

SCFE
Shared Control Function Entity

SCTD
Space Code Transmit Diversity

SF
Spreading Factor
SG 
Serving grant
SHCCH
Shared Control Channel

SI
System Information

SIR
Signal to Interference Ratio

S-RNTI
SRNC - RNTI

TDD
Time Division Duplex

TF
Transport Format

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TM
Transparent Mode

TME
Transfer Mode Entity

TMSI
Temporary Mobile Subscriber Identity

Tr
Transparent
TSN
Transmission Sequence Number
Tx
Transmission

UE
User Equipment

UL
Uplink

UM
Unacknowledged Mode

URA
UTRAN Registration Area

U-RNTI
UTRAN-RNTI

USCH
Uplink Shared Channel

UTRAN
Universal Terrestrial Radio Access Network
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8.5.28
Actions related to E_DCH_TRANSMISSION variable

The variable E_DCH_TRANSMISSION shall be set to "TRUE" only when all the following conditions are met:

1>
the UE is in CELL_DCH state;

1>
the variable E_RNTI includes either the Primary E-RNTI or the Secondary E-RNTI or both the Primary and the Secondary E-RNTI;

1>
the UE has stored the following IEs:

-
IE "E-DCH Transmission Time Interval";

-
IE "HARQ info for E-DCH";

- 
IE "E-DCH information", including the IE "E-DPCCH info" and the IE "E-DPDCH info".

- 
one of the radio links in the active set is configured as the serving E-DCH radio link, and for this radio link the UTRAN has configured the IE "E-HICH configuration" and the IE "E-AGCH info".

1>
there is at least one logical channel mapped to E-DCH for which:

2>
the corresponding E-DCH MAC-d flow is configured, i.e. the IEs "E-DCH MAC-d flow power offset" and "E-DCH MAC-d flow maximum number of retransmissions", and the transmission grant type are configured.

If any of the above conditions is not met and the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
set the variable E_DCH_TRANSMISSION to FALSE;

1>
stop any E-AGCH, E-HICH and E-RGCH reception procedures;

1>
stop any E-DPCCH and E-DPDCH transmission procedures;

1>
clear the variable E_RNTI;
1>
release all E-DCH HARQ resources;

1>
no longer consider any radio link to be the serving E-DCH radio link.

Whenever the variable E_DCH_TRANSMISSION is set to TRUE, the UE shall:

1>
perform E_AGCH reception procedures according to the stored E_AGCH configuration as stated in:

2>
subclause 8.6.3.14 for the IE "New Primary E-RNTI" and the IE "New Secondary E-RNTI".

1>
perform E-HICH reception procedures for all radio links in the active set for which an E-HICH configuration has been provided;

1>
perform E-RGCH reception procedures for all radio links in the active set for which an E-RGCH configuration has been provided;

1>
perform E-DPCCH transmission procedures according to the stored E-DPCCH configuration as stated in:

2>
subclause 8.6.6.37 for the IE "E-DPCCH Info";

1>
perform E-DPDCH transmission procedures according to the stored E-DPDCH configuration as stated in:

2>
subclause 8.6.5.16 for the IE "E-DCH Transmission Time Interval";

2>
subclause 8.6.5.17 for the IE "HARQ info for E-DCH".

2>
subclause 8.6.6.37 for the IE “E-DPDCH Info”.
1>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Non-scheduled transmission grant info" is configured shall:

2>
obey the scheduling and size restrictions as specified for that MAC-d flow (see subclause  8.6.5.18).
1>
inclusion of MAC-d PDU's in a MAC-e PDU for logical channels belonging to a MAC-d flow for which the IE "Scheduled transmission grant info" is configured shall:

2>
be performed in accordance with the received scheduling grant on E-AGCH/E-RGCH (see [15]); and

2>
obey the scheduling restrictions as specified for scheduled transmissions  (see subclause  8.6.6.37).

Whenever the variable E_DCH_TRANSMISSION is set to FALSE, the UE shall:

1>
not perform E-AICH, E-HICH and E-RGCH reception procedures;

1>
not perform E-DPCCH and E-DPDCH transmission procedures.
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8.6.3.14
New E-RNTI

If the IE "New Primary E-RNTI" and/or the IE “New Secondary E-RNTI” are/is included and the UE will be in CELL_DCH state after completion of this procedure, the UE shall:

1>
store the new value(s) in the variable E_RNTI;

1>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
When the variable E_DCH_TRANSMISSION is set to TRUE the UE shall:

1>
use the value of the Primary E-RNTI and/or Secondary E-RNTI stored in the variable E_RNTI as UE identities in the E-AGCH reception procedure in the physical layer.
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8.6.4.6
RB information to release

If the IE "RB information to release" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

1>
if the IE "RB identity" is set to a value less than 4:

2>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "RB identity" refers to a signalling radio bearer:

2>
release the RLC entity for the signalling radio bearer;

2>
delete the information about the signalling radio bearer from the variable ESTABLISHED_RABS.

1>
if the IE "RB identity" refers to a radio bearer:

2>
release the PDCP and RLC entities for that radio bearer;

2>
indicate release of the RAB subflow associated with the radio bearer to upper layers;

2>
delete the information about the radio bearer from the variable ESTABLISHED_RABS;

2>
when all radio bearers belonging to the same radio access bearer have been released:

3>
indicate release of the radio access bearer to upper layers providing the "CN domain identity" together with the "RAB identity" stored in the variable ESTABLISHED_RABS;

3>
delete all information about the radio access bearer from the variable ESTABLISHED_RABS.

The UE shall:

1>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
1> determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28
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8.6.5.5
Added or Reconfigured UL TrCH information

If the IE "Added or Reconfigured UL TrCH information" is included then the UE shall:

1>
for the transport channel identified by the IE "UL Transport Channel Identity" and IE "Uplink transport channel type":

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

NOTE:
The UE stores the UL transport channel configuration until it is explicitly deleted by a message containing the IE "Deleted UL TrCH information" or the UE leaves RRC Connected mode.
1>
if the choice "UL parameters" is set to 'EDCH':

2>
if the IE "HARQ Info" is included:

3>
perform the actions specified in subclause 8.6.5.17.

2>
if the IE "Added or Reconfigured E-DCH MAC-d Flow" is included:

3>
perform the actions as specified in subclause 8.6.5.18.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
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8.6.6.4
Downlink information for each radio link

If the IE "Downlink information for each radio link" is included in a received message, the UE shall:

1>
if the UE would enter CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the UE is in TDD mode and shared transport channels are assigned to the UE:

3>
start to receive the indicated Secondary CCPCH.

2>
if the UE is in TDD mode and no shared transport channels are assigned to the UE:

3>
set the variable UNSUPPORTED_CONFIGURATION to TRUE.

2>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving HS-DSCH radio link.
2>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving E-DCH radio link.

2>
if the IE "E-AGCH Info" is included:

3>
store the newly received E-AGCH configuration.

2>
if the IE "E-HICH information" is included:

3>
store this E-HICH configuration for the concerning radio link.

2>
if the IE "E-RGCH information" is included:

3>
store this E-RGCH configuration for the concerning radio link.

2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.

1>
in addition, if the message was received in CELL_DCH state and the UE remains in CELL_DCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the IE "Serving HS-DSCH radio link indicator" is set to 'TRUE':

3>
consider this radio link as the serving HS-DSCH radio link;

3>
if the serving HS-DSCH radio link was another radio link than this radio link prior to reception of the message and the IE "H-RNTI" is not included:
4>
clear the variable H_RNTI.

2>
if the IE "Serving HS-DSCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving HS-DSCH radio link prior to reception of this message:

3>
no longer consider this radio link as the serving HS-DSCH radio link.

2>
determine the value for the HS_DSCH_RECEPTION variable and take the corresponding actions as described in subclause 8.5.25.
2>
if the IE "Serving E-DCH radio link indicator" is set to 'TRUE':
3>
consider this radio link as the serving E-DCH radio link;
3>
if the serving E-DCH radio link was another radio link than this radio link prior to reception of the message:

4>
if the IE "New Primary E-RNTI" is not included:

5>
clear the Primary E-RNTI stored in the variable E_RNTI.

4>
if the IE "New Secondary E-RNTI" is not included:

5>
clear the Secondary E-RNTI stored in the variable E_RNTI.

2>
if the IE "Serving E-DCH radio link indicator" is set to ‘FALSE’ and this radio link was considered the serving E-DCH radio link prior to reception of this message:

3>
no longer consider this radio link as the serving E-DCH radio link.
2>
determine the value for the E_DCH_TRANSMISSION variable and take the corresponding actions as described in subclause 8.5.28.
2>
for each optional IE part of the IE "Downlink information for each radio link" that is not present:
3>
do not change its current downlink physical channel configuration corresponding to the IE, which is absent, if not stated otherwise elsewhere.
NOTE:
The Release '99 RADIO BEARER RECONFIGURATION message always includes at least one IE "Downlink information for each radio link" containing the mandatory IEs, even if UTRAN does not require the reconfiguration of any radio link.
1>
if the UE would enter either the CELL_FACH, CELL_PCH or URA_PCH state according to subclause 8.6.3.3 applied on the received message:

2>
if the received message is CELL UPDATE CONFIRM:

3>
ignore the IE "Downlink information for each radio link".

2>
if the received message is any other message than CELL UPDATE CONFIRM; and

2>
if IEs other than the IE "Primary CPICH info" (for FDD) or the IE "Primary CCPCH info" (for TDD) are included in the IE "Downlink information for each radio link":

3>
ignore these IEs.

2>
act on the other IEs contained in the IE "Downlink information for each radio link" as specified in subclause 8.6 applied on this radio link.
~~~~ Next Modified Section ~~~~

10.2.39
RRC CONNECTION REQUEST

RRC Connection Request is the first message transmitted by the UE when setting up an RRC Connection to the network.


RLC-SAP: TM


Logical channel: CCCH


Direction: UE ( UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Message Type
	MP
	
	Message Type
	
	

	Radio Bearer IEs
	
	
	
	
	

	Predefined configuration status information
	MP
	
	Boolean
	True indicates the UE has all pre- configurations stored with the same value tag as broadcast in the cell in which the RRC connection establishment is initiated
	REL-5

	UE information elements
	
	
	
	
	

	Initial UE identity
	MP
	
	Initial UE identity 10.3.3.15
	
	

	Establishment cause
	MP
	
	Establishment cause 10.3.3.11
	
	

	Protocol error indicator
	MD
	
	Protocol error indicator 10.3.3.27
	Default value is FALSE
	

	>UE Specific Behaviour Information 1 idle
	OP
	
	UE Specific Behaviour Information 1 idle

10.3.3.51
	This IE shall not be included in this version of the protocol
	

	UE capability indication
	OP
	
	Enumerated (HS-DSCH, HS-DSCH+E-DCH)
	Absence of this IE implies that neither HS-DSCH nor E-DCH are  supported by the UE
	REL-6

	Measurement information elements
	
	
	
	
	

	Measured results on RACH
	OP
	
	Measured results on RACH 10.3.7.45
	
	

	Access stratum release indicator
	MP
	
	Enumerated(REL-4,
	Absence of the IE implies R99.

The IE also indicates the release of the RRC transfer syntax supported by the UE

13 spare values are needed
	REL-4

	
	
	
	REL-5
	
	REL-5

	
	
	
	REL-6)
	
	REL-6


If the encoded message does not fill a transport block, the RRC layer shall insert padding according to subclause 12.1.
~~~~ Next Modified Section ~~~~

10.3.5.2
Added or Reconfigured UL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH
	USCH is TDD only
	

	
	
	
	,E-DCH)
	
	REL-6

	UL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	
	

	
	CV-NotE-DCH
	
	
	
	REL-6

	CHOICE UL parameters
	
	
	
	
	REL-6

	>DCH,USCH
	
	
	
	
	REL-6

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	
	

	>E-DCH
	
	
	
	
	REL-6

	>>E-DCH Transmission Time 

Interval
	MP
	
	Integer(2,10)
	Unit is ms.
	REL-6

	>>HARQ info for E-DCH
	OP
	
	10.3.5.7d
	
	REL-6

	>>Added or reconfigured E-DCH 

MAC-d flow
	OP
	
	10.3.5.1b
	
	REL-6


	Condition
	Explanation

	NotE-DCH
	If the uplink transport channel type is DCH or USCH then this IE is mandatory otherwise it is not needed.


NOTE:

This information element is included within IE "Predefined RB configuration".
~~~~ Next Modified Section ~~~~

10.3.6.27
Downlink information for each radio link

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Choice mode
	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Primary CPICH info
	MP
	
	Primary CPICH info 10.3.6.60
	
	

	>>Cell ID
	OP
	
	Cell ID 10.3.2.2
	
	REL-4

	>>Serving HS-DSCH radio link indicator
	MP
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving HS-DSCH radio link
	REL-5

	>> Serving E-DCH radio link indicator
	MP
	
	Boolean
	The value "TRUE" indicates that this radio link is the serving E-DCH radio link
	REL-6

	>TDD
	
	
	
	
	

	>>Primary CCPCH info
	MP
	
	Primary CCPCH info 10.3.6.57
	
	

	CHOICE DPCH info
	OP
	
	
	
	REL-6

	>Downlink DPCH info for each RL
	MP
	
	Downlink DPCH info for each RL 10.3.6.21
	
	

	>Downlink F-DPCH info for each RL
	MP
	
	Downlink F-DPCH info for each RL 10.3.6.23ob
	
	REL-6

	E-AGCH Info
	OP
	
	E-AGCH Info 10.3.6.100
	
	REL-6

	E-HICH Information
	OP
	
	E-HICH Info 10.3.6.101
	
	REL-6

	E-RGCH Information
	OP
	
	E-RGCH Info

10.3.6.102
	
	REL-6


~~~~ Next Modified Section ~~~~

10.3.6.85
TPC combination index

NOTE:
Only for FDD.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	TPC combination index
	MP
	
	Integer(0..5)
	Radio links with the same index have TPC bits, which for the UE are known to be the same.
	

	
	
	
	
	Radio links that are part of the E-DCH active set and with the same index have acknowledgement feedback signals on the E-HICH which for the UE are known to be the same.
	REL-6


~~~~ Next Modified Section ~~~~

10.3.6.99
E-DPDCH Info

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-TFCI table index
	MP
	
	Integer (0..1)
	Indicates which standardised E-TFCI TB size table shall be used
	REL-6

	E-DCH minimum set E-TFCI
	MD
	
	Integer (0..127)
	See [15]; Absence means no E-DCH minimum set
	

	Reference E-TFCIs
	MP
	1 to [8]
	
	See [29]
	REL-6

	>Reference E-TFCI
	MP
	
	Integer (0..127)
	
	REL-6

	>Reference E-TFCI PO
	MP
	
	FFS
	
	REL-6

	Maximum channelisation codes
	MP
	
	Enumerated (sf64, sf32, sf16, sf8, sf4, 2sf4, 2sf2, 2sf2and2sf4)
	
	REL-6

	PLnon-max
	MP
	
	Real (0.44 ..1.0 by step of 0.04)
	As defined in [27]
	REL-6

	Scheduling Information Configuration
	MP
	
	
	
	REL-6

	>Periodicity for Scheduling Info – no grant
	MD
	
	Enumerated (everyMACePDU,4,10,20,50,100,200,500,1000)
	Values in ms

Default value is “no report”
	REL-6



	>Periodicity for Scheduling Info – grant
	MD
	
	Enumerated (everyMACePDU,4,10,20,50,100,200,500,1000)
	Values in ms

Default value is “no report”
	REL-6

	>Power Offset for Scheduling Info 
	MP
	
	Integer (0..6)
	Only used when no MACd PDU’s are included in the same MACe PDU. Unit is in dB.
	REL-6

	Scheduled Transmission configuration
	MP
	
	
	
	REL-6

	>2ms scheduled transmission grant HARQ process allocation
	MD
	
	Bitstring (8)
	MAC-d PDU’s belonging to MAC-d flows not configured with a “Max MAC-e PDU contents size” are only allowed to be transmitted in those processes for which the bit is set to “1”.

Bit 0 corresponds to HARQ process 0, bit 1 corresponds to HARQ process 1,…

Default value is: transmission in all HARQ processes is allowed.
	REL-6

	>Serving Grant
	OP
	
	Integer(0..31)
	
	REL-6

	>Primary/Secondary Grant Selector
	OP
	
	Enumerated (“primary”, “secondary”)
	Indicates whether the Serving Grant is received with a Primary E-RNTI or Seconary E-RNTI
	REL-6


~~~~ Next Modified Section ~~~~

10.3.6.102
E-RGCH Info

Includes the configuration for the E-DCH related Relative Grant Channel. The E-RGCH is using the same DL scrambling code and channelisation code as configured for the E-HICH channel (see subclause 10.3.6.101).

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Signature Sequence
	MP
	
	Integer(0..39)
	
	REL-6

	RG combination index
	MP
	
	Integer(0..5)
	Cells with an index equal to the index of the Serving E-DCH cell belong to the Serving E-DCH RLS. The E-RGCH from these cells have RG commands which for the UE are known to be the same as the RG commands from the Serving E-DCH cell.
	REL-6

	E-RGCH stepsize
	MD
	
	Integer (1..6)
	Unit is in dB; Default value is 1dB
	REL-6


~~~~ Next Modified Section ~~~~

11.2
PDU definitions

-- ***************************************************

--

-- RRC CONNECTION SETUP

--

-- ***************************************************

RRCConnectionSetup-r6-IEs ::= SEQUENCE {


-- TABULAR: Integrity protection shall not be performed on this message.



activationTime




ActivationTime





OPTIONAL,



new-U-RNTI





U-RNTI,



new-c-RNTI





C-RNTI







OPTIONAL,



new-H-RNTI





H-RNTI







OPTIONAL,



newPrimary-E-RNTI



E-RNTI







OPTIONAL,



newSecondary-E-RNTI



E-RNTI







OPTIONAL,



rrc-StateIndicator



RRC-StateIndicator,



utran-DRX-CycleLengthCoeff

UTRAN-DRX-CycleLengthCoefficient,



-- TABULAR: If capabilityUpdateRequirement is not present, the default value



-- defined in 10.3.3.2 shall be used.



capabilityUpdateRequirement

CapabilityUpdateRequirement-r5

OPTIONAL,


-- Specification mode information



specificationMode



CHOICE {




complete





SEQUENCE {





-- Radio bearer IEs





srb-InformationSetupList

SRB-InformationSetupList-r6,





-- Transport channel IEs





ul-CommonTransChInfo


UL-CommonTransChInfo-r4



OPTIONAL,





ul-AddReconfTransChInfoList

UL-AddReconfTransChInfoList-r6

OPTIONAL,





dl-CommonTransChInfo


DL-CommonTransChInfo-r4



OPTIONAL,





dl-AddReconfTransChInfoList

DL-AddReconfTransChInfoList-r5

OPTIONAL




},




preconfiguration



SEQUENCE {





-- All IEs that include an FDD/TDD choice are split in two IEs for this message,





-- one for the FDD only elements and one for the TDD only elements, so that one





-- FDD/TDD choice in this level is sufficient.





preConfigMode




CHOICE {






predefinedConfigIdentity

PredefinedConfigIdentity,






defaultConfig




SEQUENCE {







defaultConfigMode



DefaultConfigMode,







defaultConfigIdentity 


DefaultConfigIdentity-r5






}





}




}



},


-- Physical channel IEs



frequencyInfo




FrequencyInfo





OPTIONAL,



maxAllowedUL-TX-Power


MaxAllowedUL-TX-Power



OPTIONAL,



ul-ChannelRequirement


UL-ChannelRequirement-r6


OPTIONAL,



ul-EDCH-Information



UL-EDCH-Information-r6



OPTIONAL,



dl-HSPDSCH-Information


DL-HSPDSCH-Information



OPTIONAL,



dl-CommonInformation


DL-CommonInformation-r6



OPTIONAL,



dl-InformationPerRL-List

DL-InformationPerRL-List-r6


OPTIONAL

}
~~~~ Next Modified Section ~~~~

11.3
Information element definitions

-- ***************************************************

--

--     TRANSPORT CHANNEL INFORMATION ELEMENTS (10.3.5)

--

-- ***************************************************

UL-AddReconfTransChInformation-r6 ::= CHOICE {


dch-usch






SEQUENCE {



ul-TransportChannelType



UL-TrCH-Type,



transportChannelIdentity


TransportChannelIdentity,



transportFormatSet




TransportFormatSet


},


e-dch







SEQUENCE {



tti








E-DCH-TTI,



harq-Info






E-DCH-Harq-Info




OPTIONAL,



addReconf-MAC-d-Flow



E-DCH-AddReconf-MAC-d-Flow

OPTIONAL


}

}
~~~~ Next Modified Section ~~~~

11.3
Information element definitions

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

E-DPDCH-SchedulingTransmConfiguration ::= SEQUENCE {


ms2-SchedTransmGrantHARQAlloc

BIT STRING (SIZE (8))



OPTIONAL,


servingGrant





INTEGER (0..31)





OPTIONAL,


primary-Secondary-GrantSelector

ENUMERATED { primary, secondary }
OPTIONAL
}
~~~~ Next Modified Section ~~~~

11.3
Information element definitions

-- ***************************************************

--

--     PHYSICAL CHANNEL INFORMATION ELEMENTS (10.3.6)

--

-- ***************************************************

E-RGCH-CombinationIndex ::=


INTEGER (0..5)
E-RGCH-Information ::=



SEQUENCE {


signatureSequence




E-HICH-RGCH-SignatureSequence,


rg-CombinationIndex




E-RGCH-CombinationIndex,


e-RGCH-StepSize





E-RGCH-StepSize





OPTIONAL

}
E-RGCH-StepSize ::=




INTEGER (1..6)
~~~~ Next Modified Section ~~~~

13.4.4b
E_DCH_TRANSMISSION

This variable indicates whether E-DPDCH and E-DPCCH transmission procedures are ongoing. See subclause 8.5.28 for actions related to the setting of this variable.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	E-DCH transmission
	MP
	
	Boolean
	TRUE: E-DCH transmission is ongoing.

Set to FALSE when entering UTRA RRC connected mode when not otherwise stated in the procedure.

Set to FALSE when leaving UTRA RRC connected mode.
	REL-6
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