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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2655
	-
	Rel-6
	Re-entry in service in CELL_PCH before T316 expiry
	F
	6.6.0
	6.7.0
	R2-052219
	TEI6

	25.331
	2656
	-
	Rel-6
	ASN.1 alignment to Rel-5 of InterRATCellInfoIndication
	F
	6.6.0
	6.7.0
	R2-052220
	TEI6

	25.331
	2657
	-
	Rel-6
	Addition of Inter-frequency measurements reporting on RACH reporting in the ASN.1 of RRC CONNECTION REQUEST and CELL UPDATE messages
	F
	6.6.0
	6.7.0
	R2-052221
	TEI6

	25.331
	2658
	-
	Rel-6
	Correction to the Amount of Reporting
	F
	6.6.0
	6.7.0
	R2-052223
	TEI6

	25.331
	2659
	-
	Rel-6
	Minor correction of HS-DSCH/ E-DCH capability indication
	F
	6.6.0
	6.7.0
	R2-052224
	TEI6

	25.331
	2662
	-
	Rel-6
	Including HS-DPCCH power offset and HARQ preamble mode in active set update
	B
	6.6.0
	6.7.0
	R2-052234
	TEI6

	25.331
	2676
	-
	Rel-6
	Introducing pre- configuration upon radio bearer establishment
	C
	6.6.0
	6.7.0
	R2-052284
	TEI6

	25.331
	2681
	-
	Rel-6
	Maximum number of reference ETFCI’s
	F
	6.6.0
	6.7.0
	R2-052329
	TEI6
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