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5.9A
Spectrum Emission Mask with HS-DPCCH

5.9A.1
Definition and applicability

The spectrum emission mask of the UE applies to frequencies, which are between 2,5 MHz and 12,5 MHz away from the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.

The requirements and this test apply for Release 5 and later releases to all types of UTRA for the FDD UE that support HSDPA.


5.9A.2
Minimum Requirements

The power of any UE emission shall not exceed the levels specified in table 5.9A.1. The absolute requirement is based on a –50 dBm/3.84 MHz minimum power threshold for the UE. This limit is expressed for the narrower measurement bandwidths as –55.8 dBm/1 MHz and –71.1 dBm/30 kHz. This is applicable for all values of[image: image1.wmf]c

b

,[image: image2.wmf]d

b

and[image: image3.wmf]hs

b

 as specified in [5].

Table 5.9A.1: Spectrum Emission Mask Requirement

	Δf in MHz
(Note 1)
	Minimum requirement (Note 2) Band I, II, III, IV, V, VI
	Additional requirements Band II, Band IV and Band V (Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement
	
	

	2.5 to 3.5
	[image: image4.wmf]dBc
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	-71.1 dBm
	-15 dBm
	30 kHz 
(Note 4)

	3.5 to 7.5
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	-55.8 dBm
	-13 dBm
	1 MHz 
(Note 5)

	7.5 to 8.5
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	-55.8 dBm
	-13 dBm
	1 MHz
(Note 5)

	8.5 to 12.5 MHz
	-49 dBc
	-55.8 dBm
	-13 dBm
	1 MHz
(Note 5)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement for bands I, II, III, IV, V & VI is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for band II, whichever is the lower power.

Note 4:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 5:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.
Note 6:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


The normative reference for this requirement is TS 25.101 [1] clause 6.6.2.1.1.

5.9A.3
Test purpose

To verify that the power of UE emission does not exceed the prescribed limits shown in table 5.9A.1. even in the presence of the HS-DPCCH. (see note). This is applicable for all values of[image: image7.wmf]c

b
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b

and[image: image9.wmf]hs

b

 as specified in [5]. The maximum output power with HS-DPCCH is specified in table 5.2A.1.
Excess emission increases the interference to other channels or to other systems.
Note:  For a static signal, the measurement with a  1MHz filter can be replaced by a narrower filter and integration over the  bandwidth. (Note 6 in table 5.9A.1) For a non static signal the above described replacement gives different results, depending on the type of  dynamic in the signal and depending on the bandwidth of the filter. Hence the signal is tested only when static.    
5.9A.4
Method of test

5.9A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS (node B emulator) to the UE antenna connector as shown in figure A.20.

2)
An HSDPA call is set up according to TS 34.108 [3] clause 7.3.6.3. RF parameters are set up according to table E.5.1 and table E.5.10. 
3)
Enter the UE into loopback test mode in the presence of HSDPA and start the loopback test. 

See TS 34.108 [3] and TS 34.109 [4] for details regarding loopback test mode for HSDPA.

5.9A.4.2
Procedure

1)
Send TRANSPORT CHANNEL RECONFIGURATION message to set the beta values according to table C.10.1.4 and the DPCH frame offset according the HS-DPCCH slot offset required for measurements.

2)
Set and send continuously Up power control commands to the UE until the UE output power with HS-DPCCH shall be set to maximum as defined in table 5.2A.1.

3)
Start transmitting HSDPA Data.

4)
Measure the power of the transmitted signal with a measurement filter of bandwidths according to table 5.9A.3. Measurements with an offset from the carrier centre frequency between 2,515 MHz and 3,485 MHz shall use a 30 kHz measurement filter. Measurements with an offset from the carrier centre frequency between 4 MHz and 12 MHz shall use 1 MHz measurement bandwidth and the result may be calculated by integrating multiple 50 kHz or narrower filter(≥3kHz)  measurements. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The centre frequency of the filter shall be stepped in contiguous steps according to table 5.9A.3. The measured power shall be recorded for each step. The measurement duration with the filter on one frequency shall last at least the filter settling time and the measurement period shall be inside the HS-DPCCH on-period
5)
Measure the RRC filtered mean power centered on the assigned channel frequency.

6)
Calculate the ratio of the power 4) with respect to 5) in dBc.

7)
Repeat steps 1-6 for all the different combinations of beta values as given in table C.10.1.4.

All messages indicated above shall use the same content as described in the default message content in clause 9 of TS 34.108 [3], except the TRANSPORT CHANNEL RECONFIGURATION message which is defined in Annex I.
5.9A.5
Test requirements

The result of clause 5.9A.4.2 step 6) shall fulfil the requirements of table 5.9A.3.

	Table 5.9A.3: Spectrum Emission Mask Requirement

Δf in MHz
(Note 1)
	Minimum requirement (Note 2) Band I, II, III, IV, V, VI
	Additional requirements Band II, Band IV and Band V (Note 3)
	Measurement bandwidth (Note 6)

	
	Relative requirement
	Absolute requirement
	
	

	2.5 to 3.5
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	-69.6 dBm
	-15 dBm
	30 kHz 
(Note 4)

	3.5 to 7.5
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	-54.3 dBm
	-13 dBm
	1 MHz 
(Note 5)

	7.5 to 8.5
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	-54.3 dBm
	-13 dBm
	1 MHz
(Note 5)

	8.5 to 12.5 MHz
	-47.5 dBc
	-54.3 dBm
	-13 dBm
	1 MHz
(Note 5)

	Note 1:
(f is the separation between the carrier frequency and the centre of the measurement bandwidth.

Note 2:
The minimum requirement for bands I, II, III, IV, V & VI is calculated from the relative requirement or the absolute requirement, whichever is the higher power.

Note 3:
For operation in Band II, Band IV and Band V only, the minimum requirement is calculated from the minimum requirement calculated in Note 2 or the additional requirement for band II, whichever is the lower power.

Note 4:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 5:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz.
Note 6:
As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. However, to improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
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