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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.11.9 which is part of the HS_ENH_wk31 test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_3_11_9
Test Group:
InterRAT/CellChangeOrderUTRAN_ToGSM/
ATS Version:
iWD-TVB2004-12_D05wk31 + essential modifications.
System Simulator used:
Aeroflex 6401 AIME/CT ISHO
UE used:
Qualcomm 6275
Verification Status:
PASS
4 Corrections required for test case 8.3.11.9
4.1 Introduction

This section describes the changes required to make test case 8.3.11.9 run correctly with a 3G UE. All modifications are marked with label “AEROFLEX#HSDPA <number>” for related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was HS_ENH_r5_wk31.mp which is part of the iWD-TVB2004-12_D05wk31 release. This ATS provided by MCC160 which contains GCF package WI-014 test cases. 
4.2 Tc_8_3_11_9 (AEROFLEX#HSDPA _001)
	Test step name
	tc_8_3_11_9 : lt_LocalTest

	Reason for change
	As the test step ts_RRC_NAS_SessionActPS_MO_P9_P10_r5 is created for PS call (64kbps) and can not be used when a HSDPA PS call is established.  Hence the existing ts_RRC_NAS_SessionActPS_MO_P9_P10_HS should be used.

	Summary of change
	Changed the row 21 from +ts_RRC_NAS_SessionActPS_MO_P9_P10_r5 (tsc_CellA) to +ts_RRC_NAS_SessionActPS_MO_P9_P10_HS (tsc_CellA)

	Source of change
	Called the existing ts_RRC_NAS_SessionActPS_MO_P9_P10_HS

	Label
	AEROFLEX#HSDPA_001


Before:
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After: 
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4.3  ts_G_ModifyPDP_Context_AcceptOrDeactivate  (AEROFLEX#HSDPA _002)
	Test step name
	ts_G_ModifyPDP_Context_AcceptOrDeactivate

	Reason for change
	The downlink messages were not Ciphered in the original test step. The downlink messages should be ciphered depending on the px_GSM_CipheringOnOff.

	Summary of change
	1. Added row 2 as [px_GSM_CipheringOnOff = ‘1’B]

2. Copied existing rows 2 to 14 in row  3 to 15 and modified the rows  3, 7 and 12 as tsc_LLC_NoCiph to tsc_LLC_Cipher.

3. Added row 16 as [px_GSM_CipheringOnOff = ‘0’B]

4. Added row 30 as [TRUE]



	Source of change
	

	Label
	AEROFLEX#HSDPA_002


Before:
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5 Branches executed in test case 8.3.11.9
This test case is executed with pc_CS, pc_PS and pc_HSDPA all set to TRUE. Integrity and Ciphering are also enabled.

6 Execution Log Files

6.1 Qualcomm 6275 3G UE 

The Qualcomm 3G UE 6275 passed this test case in CS+PS mode on the RIWS 6401 AIME/CT ISHO system. Log of the successful test case execution is enclosed in R5s050350.zip [1]

7 References

	[1]
	R5s050350
This archive comprises HTML Execution log files and the TTCN MP file.
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