
3GPP TSG RAN WG5 (Testing) 
Tdoc z
R5s050294
01 Jan - 31 Dec 2005
	CR-Form-v7

	CHANGE REQUEST

	

	z

	34.123-3
	CR
	 1371
	z

rev
	-
	z

Current version:
	5.1.0
	z


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the z
 symbols.

	

	Proposed change affects:
z

	UICC appsz

	
	ME
	
	Radio Access Network
	
	Core Network
	

	

	Title:
z

	Upgrade HSENH ATS to full R5

	
	

	 Source:
z

	TSG RAN WG5 Testing

	
	

	Work item code:
z

	TEI
	
	Date: z

	02/08/05

	
	
	
	
	

	Category:
z

	F
	
	Release: z

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPPTR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
z
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	New constraints and test steps created for full R5 support.  A new naming convention has been introduced: 
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A spreadsheet is attached listing the renamed objects and new test steps contained in the affected test cases.
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2 Corrections Required2.1 New constraints and test steps
A delta of test cases 8.2.3.30 and 8.2.4.36 is attached as an example of the changes made to all test cases. (Please open index.html).
A spreadsheet is attached listing the constraints and test steps that have been modified.

2.2 RB_ConfigType
	TTCN object
	RB_ConfigType

	Reason for change
	New HSDPA configurations need to be added 

	Summary of change
	New HSDPA config types added to the end of RB_ConfigType 
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