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	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-051312
	34.108
	431
	-
	F
	Rel-5
	5.5.0
	Feature Clean Up: Removal of DRAC from section 9 of 34.108
	TEI

	R5-051356
	34.108
	432
	-
	F
	Rel-5
	5.5.0
	Feature Clean Up: Removal of SSDT from 34.108
	TEI

	R5-051379
	34.108
	433
	-
	F
	Rel-5
	5.5.0
	Feature Clean Up: Removal of 80 ms TTI for DCH for all cases except when the UE supports SF512 from 34.108
	TEI

	R5-051543
	34.108
	434
	-
	C
	Rel-5
	5.5.0
	Feature Clean Up: Removal of CPCH from section 4 of 34.108
	TEI

	R5-051544
	34.108
	435
	-
	C
	Rel-5
	5.5.0
	Feature Clean Up: Removal of CPCH from section 6 of 34.108
	TEI

	R5-051545
	34.108
	436
	-
	C
	Rel-5
	5.5.0
	Feature Clean Up: Removal of CPCH from section 7 & 8 of 34.108
	TEI

	R5-051546
	34.108
	437
	-
	C
	Rel-5
	5.5.0
	Feature Clean Up: Removal of CPCH from section 9 of 34.108
	TEI

	R5-051548
	34.108
	438
	-
	F
	Rel-5
	5.5.0
	Feature Clean Up: Removal of DSCH ( FDD mode) from 34.108
	TEI

	R5-051161
	34.108
	439
	-
	F
	Rel-5
	5.5.0
	Modification to PS setup procedure for inter RAT RRM testing
	TEI

	R5-051430
	34.108
	440
	-
	F
	Rel-5
	5.5.0
	CR to 34.108: RRC CONNECTION SETUP exception for HSDPA testing
	TEI

	R5-051112
	34.108
	441
	-
	F
	Rel-5
	5.5.0
	CR to 34.108: Correction to the RADIO BEARER SETUP message for HSDPA testing
	TEI

	R5-051041
	34.108
	448
	-
	F
	Rel-5
	5.5.0
	Use ‘Same as UL’ for the Added or Reconfigured DL TrCH information of the added or reconfigured PS RAB
	TEI

	R5-051044
	34.108
	449
	-
	F
	Rel-5
	5.5.0
	Correction to the default contents for Radio Bearer Setup message
	TEI

	R5-051058
	34.108
	450
	-
	F
	Rel-5
	5.5.0
	Corrections to default parameters of UL:384kbps PS Bearer
	TEI

	R5-051318
	34.108
	451
	-
	F
	Rel-5
	5.5.0
	 Correction to NB AMR Radio Bearer Configurations 
	TEI

	R5-051325
	34.108
	452
	-
	F
	Rel-5
	5.5.0
	Correction to default contents of Cell Update and Initial Direct transfer message for Rel-5
	TEI

	R5-051365
	34.108
	453
	-
	F
	Rel-5
	5.5.0
	Correction to DPCCH Power Offset IE in default contents for RRC Connection Setup and Radio Bearer Setup message
	TEI

	R5-051324
	34.108
	455
	-
	F
	Rel-5
	5.5.0
	Correction to default contents of RADIO BEARER SETUP MESSAGE for the IE “Number of Processes”
	TEI

	R5-051345
	34.108
	456
	-
	F
	Rel-5
	5.5.0
	Correction of DL channelisation code in RADIO BEARER SETUP for HSDPA configurations
	TEI

	R5-051584
	34.108
	458
	-
	F
	Rel-5
	5.5.0
	Replacement of the technical content of 34.108 Rel-5 by a pointer to Rel-6 document
	TEI

	R5-051588
	34.108
	459
	-
	F
	Rel-5
	5.5.0
	Introduction of HSDPA + Wideband AMR radio bearer combination
	TEI

	R5-051311
	34.108
	460
	-
	F
	Rel-5
	5.5.0
	Feature Clean Up: Removal of DRAC from section 6 of 34.108
	TEI
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