3GPP TSG RAN WG5 Meeting #29 
Tdoc (
R5-052343
Seoul, Korea  7th – 11th November, 2005


	CR-Form-v7

	CHANGE REQUEST

	

	(

	34.121
	CR
	600
	(

rev
	-
	(

Current version:
	6.2.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Addition of HSDPA Enhanced performance requirements plus splitting of Test Cases in Sections 9.2.1, 9.2.2 and 9.2.3

	
	

	Source:
(

	TSG RAN WG5 Testing

	
	

	Work item code:
(

	RInImp-HSPerf-RxDiv_Test
	
	Date: (

	28/10/2005

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	HSDPA Enhanced performance requirements Type 1/Type 2 have been added to TS 25.10 for Release 6 and therefore need to be added to 34.121. In addition the test cases have been split into a number of sections to aid understanding and to ease validations. Various typos and minor errors exist in original test cases.

	
	 

	Summary of change:
(

	- Section 9.2.1, 9.2.2 and 9.2.3 test cases split into separate test cases to provide logical groupings of core release and HSDPA category-related functionality: 9.2.1A to 9.2.1C, 9.2.2 and 9.2.2B, 9.2.3A and 9.2.3B.

- New Test cases to support Enhanced Performance requirements added: 9.2.1D to 9.2.1F, 9.2.2C and D, 9.2.3C and D.

- New “General” section added into 9.2

- Typographical errors corrected in existing test cases 9.2.1, 9.2.2 and 9.2.3 and appendix F

- Various clarifications made in existing test cases  9.2.1, 9.2.2 and 9.2.3 and changes made for consistency.
- Additional connection diagrams A21 and A22 added to Appendix A

- Unecessary information deleted from other HSDPA connection diagrams in Appendix A and superfluous diagram A17 deleted

- New Fixed Reference Channel definition C.8.1.6 added to Appendix C

- New information added to Appendix D, D.2.5

- New Level Set Tables added to E.5.3

- New values added to various tables in Appendix F
- Various minimum test times tables reformatted in Appendix F and one unecessary entry deleted.

- New minimum test times tables added to appendix F (values in new tables are FFS)

	
	

	Consequences if 
(

not approved:
	UEs supporting Release 6 will not have full HSDPA test coverage. Test will be confusing and validations will be difficult to manage.

	
	

	Clauses affected:
(

	All clauses in 9.2, 9.2.1, 9.2.2 and 9.2.3. New A.21, new A.22, new C.8.1.6,  new D.2.5, changes to E.5.3, F.1.6, F.2.5, F.5.5, F.6.3.4 all tables F.6.3.5.2.X

	
	

	
	Y
	N
	
	

	Other specs
(

	
	x
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	x
	 O&M Specifications
	

	
	

	Other comments:
(

	Minimum test times values in new tables in Appendix F are FFS. Similar changes to test cases 9.3.1 and 9.4 are covered in separate CRs. 


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

9
Performance requirements for HSDPA

9.1
General

The performance requirements for the UE in this clause are specified for the measurement channels specified in Annex C, the propagation conditions specified in Annex D and the Down link Physical channels specified in Annex E. 
When DCCH has been configured on downlink DCH then DCCH Data shall be continuously transmitted on downlink DCH during the measurement period. When there is no signalling to transmit on downlink DCCH then dummy DCCH transmission as described in Annex C.9 shall be used.
The common RF test conditions of Performance requirements are defined in clause E.5, and each test conditions in clause 9 should refer to clause E.5. Individual test conditions are defined in the paragraph of each test.

Note 1:
The UE output power needs to be high enough so that uplink transmission can be received error free in the SS.
9.2
Demodulation of HS-DSCH (Fixed Reference Channel)

The minimum performance requirement for a particular UE belonging to certain HS-DSCH category are determined according to Table 9.2.1. The performance requirements for a particular UE belonging to certain HS-DSCH category and supporting the optional enhanced performance requirements type 1 are determined according to Table 9.2.2.The performance requirements for a particular UE belonging to HS-DSCH categories 7 or 8 and supporting the optional enhanced performance requirements type 2 are determined according to Table 9.2.3.

Table 9.2.1: FRC for minimum performance requirements for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
	Open Loop Diversity
	Closed Loop Diversity

	Category 1
	H-Set 1
	H-Set 1
	H-Set 1

	Category 2
	H-Set 1
	H-Set 1
	H-Set 1

	Category 3
	H-Set 2
	H-Set 2
	H-Set 2

	Category 4
	H-Set 2
	H-Set 2
	H-Set 2

	Category 5
	H-Set 3
	H-Set 3
	H-Set 3

	Category 6
	H-Set 3
	H-Set 3
	H-Set 3

	Category 7 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 8 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 11
	H-Set 4
	H-Set 4
	H-Set 4

	Category 12
	H-Set 5
	H-Set 5
	H-Set 5

	Note 1
Single link minimum performance requirements for Categories 7 and 8 in Pedestrian A with 
[image: image1.wmf]ˆ
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3.


Table 9.2.2: FRC for enhanced performance requirements type 1 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link
	Open Loop Diversity
	Closed Loop Diversity

	Category 1
	H-Set 1
	H-Set 1
	H-Set 1

	Category 2
	H-Set 1
	H-Set 1
	H-Set 1

	Category 3
	H-Set 2
	H-Set 2
	H-Set 2

	Category 4
	H-Set 2
	H-Set 2
	H-Set 2

	Category 5
	H-Set 3
	H-Set 3
	H-Set 3

	Category 6
	H-Set 3
	H-Set 3
	H-Set 3

	Category 7 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Category 8 (Note 1)
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 3

	Note 1
 Single link enhanced performance requirements type 1 for Categories 7 and 8 in Pedestrian A with 
[image: image2.wmf]ˆ
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3.


Table 9.2.3: FRC for enhanced performance requirements type 2 for different HS-DSCH categories

	HS-DSCH category
	Corresponding requirement

	
	Single Link (Note 1)
	Open Loop Diversity (Note 2)
	Closed Loop Diversity (Note 3)

	Category 7
	H-Set 6, H-Set 3 
	H-Set 3
	H-Set 6, H-Set 3

	Category 8
	H-Set 6, H-Set 3
	H-Set 3
	H-Set 6, H-Set 3

	Note 1
 Single link enhanced performance requirements type 2 for Categories 7 and 8 with 
[image: image3.wmf]ˆ
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=10dB are set according to H-Set 6. Requirements in other conditions are according to H-Set 3 minimum performance requirements.

Note 2
Open loop transmit diversity requirements are set according to H-Set 3 minimum performance requirements.

Note 3
Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
[image: image4.wmf]ˆ
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=10dB and 
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=-3dB are set according to H-Set 6. Requirements in other conditions are set according to H-Set 3 minimum performance requirements


During the Fixed Reference Channel tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4:

Table 9.2.4: Node-B Emulator Behaviour in response to ACK/NACK/DTX

	HS-DPCCH ACK/NACK Field State
	Node-B Emulator Behaviour

	ACK
	ACK: new transmission using  1st redundancy and constellation version (RV) 

	NACK
	NACK: retransmission using the next RV (up to the maximum permitted number or RV’s)

	DTX
	DTX: retransmission using the RV previously transmitted to the same H-ARQ process


NOTE:
Performance requirements in this section assume a sufficient power allocation to HS-SCCH_1 so that probability of reporting DTX is very low.

The reference for this requirement is TS 25.101 [1] clauses 9.2. 

9.2.1
Single Link Performance
The test cases in the following sections 9.2.1A to 9.2.1F define the Single Link Performance tests for the different H-Sets for the different HS-DSCH Categories as defined in tables 9.2.1, 9.2.2 and 9.2.3.









	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	





	
	
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	





	
	
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	





	
	
	
	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	






















	
	
	
	
	
	

	
	
	

	
	
	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	





	
	
	
	
	
	

	
	
	

	
	
	



	
	
	

	
	
	

	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	



	
	
	
	
	
	

	
	
	

	
	
	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	


9.2.1A
Single Link Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
9.2.1A.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for the FDD UE  that support HSDPA UE capability categories 1 to 6. 

9.2.1A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1A.1 and 9.2.1A.3 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1A.2 and 9.2.1A.4.
Table 9.2.1A.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image48.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1A.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put 
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 (kbps) *
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= 0 dB
	T-put 
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= 10 dB

	1
	PA3
	-6
	65
	309

	
	
	-3
	N/A
	423

	2
	PB3
	-6
	23
	181

	
	
	-3
	138
	287

	3
	VA30
	-6
	22
	190

	
	
	-3
	142
	295

	4
	VA120
	-6
	13
	181

	
	
	-3
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1A.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1A.4: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put 
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= 10 dB

	1
	PA3
	-6
	198 

	
	
	-3
	368 

	2
	PB3
	-6
	34 

	
	
	-3
	219 

	3
	VA30
	-6
	47 

	
	
	-3
	214 

	4
	VA120
	-6
	28 

	
	
	-3
	167 

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1 and 9.2.1.2. 

9.2.1A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1A.4
Method of test

9.2.1A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.16.

2)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to tables 9.2.1A.1 and 9.2.1A.3 and levels according to  tables 9.2.1A.5 to 9.2.1A.8 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]
5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number i is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A

9.2.1A.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1A.5 to 9.2.1A.8 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1 and F.6.3.5.2.2. 

9.2.1A.5
Test Requirements

Tables 9.2.1A.5 to 9.2.1A.8 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1A.5: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1A.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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[image: image61.wmf]ˆ

/

oroc

II

= 0.6 dB
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	1
	PA3
	-5.9
	65
	309

	
	
	-2.9
	N/A
	423

	2
	PB3
	-5.9
	23
	181

	
	
	-2.9
	138
	287

	3
	VA30
	-5.9
	22
	190

	
	
	-2.9
	142
	295

	4
	VA120
	-5.9
	13
	181

	
	
	-2.9
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1A.7: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1A.8: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
[image: image66.wmf]R

 (kbps) *

[image: image67.wmf]ˆ

/

oroc

II

= 10.6 dB

	 1
	PA3
	-5.9
	198 

	
	
	-2.9
	368 

	2
	PB3
	-5.9
	34 

	
	
	-2.9
	219 

	3
	VA30
	-5.9
	47 

	
	
	-2.9
	214 

	4
	VA120
	-5.9
	28 

	
	
	-2.9
	167 

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1

2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)
3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1B
Single Link Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5

9.2.1B.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for the FDD UE  that support HSDPA UE capability categories 11 and 12.

9.2.1B.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 4/5 specified in Annex C.8.1.4 and C.8.1.5 respectively, with the addition of the relevant parameters in Table 9.2.1B.1 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in Tables 9.2.1B.2 and 9.2.1B.3.
Table 9.2.1B.1: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH

	[image: image68.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1B.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	72
	340

	
	
	-3
	N/A
	439

	2
	PB3
	-6
	24
	186

	
	
	-3
	142
	299

	3
	VA30
	-6
	19
	183

	
	
	-3
	148
	306

	4
	VA120
	-6
	11
	170

	
	
	-3
	144
	284

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.1B.3: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	98
	464

	
	
	-3
	N/A
	635

	2
	PB3
	-6
	35
	272

	
	
	-3
	207
	431

	3
	VA30
	-6
	33
	285

	
	
	-3
	213
	443

	4
	VA120
	-6
	20
	272

	
	
	-3
	210
	413

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.3. 

9.2.1B.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1B.4
Method of test

9.2.1B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.16.

2)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table 9.2.1B.1 and levels according to tables  9.2.1B.4 to 9.2.1B.6 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 5: The information bit payload block is 3202 bits long. Hence the PRBSequence must be at least 3202 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]
5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A
9.2.1B.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1B.4 to 9.2.1B.6 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.3 and F.6.3.5.2.4. 

9.2.1B.5
Test Requirements

Tables 9.2.1B.4 to 9.2.1B.6 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1B.4: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH

	[image: image79.wmf]oc
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1B.5: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image80.wmf]/

cor

EI

 (dB)
	T-put 
[image: image81.wmf]R

 (kbps) *
 
[image: image82.wmf]ˆ
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= 0.6 dB
	T-put 
[image: image83.wmf]R

 (kbps) *

[image: image84.wmf]ˆ
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II

= 10.6 dB

	1
	PA3
	-5.9
	72
	340

	
	
	-2.9
	N/A
	439

	2
	PB3
	-5.9
	24
	186

	
	
	-2.9
	142
	299

	3
	VA30
	-5.9
	19
	183

	
	
	-2.9
	148
	306

	4
	VA120
	-5.9
	11
	170

	
	
	-2.9
	144
	284

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.1B.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH

[image: image85.wmf]/
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 (dB)
	T-put 
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	1
	PA3
	-5.9
	98
	464

	
	
	-2.9
	N/A
	635

	2
	PB3
	-5.9
	35
	272

	
	
	-2.9
	207
	431

	3
	VA30
	-5.9
	33
	285

	
	
	-2.9
	213
	443

	4
	VA120
	-5.9
	20
	272

	
	
	-2.9
	210
	413

	* Notes:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


9.2.1C
Single Link Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1C.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 6 and later releases for all types of UTRA for the FDD UE  that support HSDPA UE capability categories 7 and 8.

9.2.1C.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1C.1, 9.2.1C.3, 9.2.1C.5 and 9.2.1C.7 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in Tables 9.2.1C.2, 9.2.1C.4, 9.2.1C.6, and 9.2.1C.8.
Table 9.2.1C.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH

	[image: image90.wmf]oc

I


	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image91.wmf]/

cor
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 (dB)
	T-put 
[image: image92.wmf]R

 (kbps) *
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/
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II

= 10 dB

	1
	PA3
	-6
	1407

	
	
	-3
	2090


Table 9.2.1C.3: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH

	[image: image94.wmf]oc

I


	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.4: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-6
	887

	
	
	-3
	1664


Table 9.2.1C.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image98.wmf]oc

I


	
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.6: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	T-put 
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	2
	PB3
	-6
	23
	181

	
	
	-3
	138
	287

	3
	VA30
	-6
	22
	190

	
	
	-3
	142
	295

	4
	VA120
	-6
	13
	181

	
	
	-3
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to I+1, i integer)


Table 9.2.1C.7: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image104.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1C.8: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-6
	34 

	
	
	-3
	219 

	3
	VA30
	-6
	47 

	
	
	-3
	214 

	4
	VA120
	-6
	28 

	
	
	-3
	167 

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4 and 9.2.1.5. 

9.2.1C.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1C.4
Method of test

9.2.1C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.16.

2)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to tables 9.2.1C.1, 9.2.1C.3, 9.2.1C.5 or 9.2.1C.7 and levels according to tables 9.2.1C.9 to 9.2.1C.16 respectively. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 3 (16QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]
5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A 
9.2.1C.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1C.9 to  9.2.1C.16 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1, F.6.3.5.2.2, F.6.3.5.2.5 and F.6.3.5.2.6. 

9.2.1C.5
Test Requirements

Tables 9.2.1C.9 to 9.2.1C.16 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1C.9: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH

	[image: image108.wmf]oc
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.10: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put 
[image: image110.wmf]R

 (kbps) *
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= 10.6 dB

	1
	PA3
	-5.9
	1407

	
	
	-2.9
	2090


Table 9.2.1C.11: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.12: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-5.9
	887

	
	
	-2.9
	1664


Table 9.2.1C.13: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.14: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-5.9
	23
	181

	
	
	-2.9
	138
	287

	3
	VA30
	-5.9
	22
	190

	
	
	-2.9
	142
	295

	4
	VA120
	-5.9
	13
	181

	
	
	-2.9
	140
	275

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1C.15: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1C.16: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-5.9
	34 

	
	
	-2.9
	219 

	3
	VA30
	-5.9
	47 

	
	
	-2.9
	214 

	4
	VA120
	-5.9
	28 

	
	
	-2.9
	167 

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1D
Single Link Performance - Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

9.2.1D.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support: the HSDPA UE capability categories 1 to 6 and the optional enhanced performance requirements type 1.
9.2.1D.2
Minimum requirements

The performance requirements for a particular UE belonging to certain HS-DSCH category and supporting the optional enhanced performance requirements type 1 are determined according to the relevant part of Table 9.2.2. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1D.1 and 9.2.1D.3 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1D.2 and 9.2.1D.4.
Table 9.2.1D.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image126.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1D.2: Minimum requirement Enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-12
	N/A
	247

	
	
	-9
	N/A
	379

	
	
	-6
	195
	N/A

	
	
	-3
	329
	N/A

	2
	PB3
	-9
	N/A
	195

	
	
	-6
	156
	316

	
	
	-3
	263
	N/A

	3
	VA30
	-9
	N/A
	212

	
	
	-6
	171
	329

	
	
	-3
	273
	N/A

	4
	VA120
	-9
	N/A
	191

	
	
	-6
	168
	293

	
	
	-3
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1D.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image132.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1D.4: Minimum requirement Enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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	1
	PA3
	-9
	312

	
	
	-6
	487

	2
	PB3
	-6
	275

	
	
	-3
	408

	3
	VA30
	-6
	296

	
	
	-3
	430

	4
	VA120
	-6
	271

	
	
	-3
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1 and 9.2.1.2. 

9.2.1D.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1D.4
Method of test

9.2.1D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.21 for UEs that support receive diversity or figure A.16 for UEs that do not support receive diversity.

2)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table 9.2.1D.1 or 9.2.1D.3 and the levels according to tables 9.2.1D.5 to 9.2.1D.8 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]
5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number i is continued exactly after 6 TTIs.

6)
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and for UEs that support receive diversity as also  described in clause D.2.5.

9.2.1D.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1D.5 to 9.2.1D.8 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1A and F.6.3.5.2.2A. 

9.2.1D.5
Test Requirements

Tables 9.2.1D.5 to 9.2.1D.8 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1D.5: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1D.6: Test requirement enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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[image: image139.wmf]ˆ

/

oroc

II

= 0.6 dB
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	1
	PA3
	-11.9
	N/A
	247

	
	
	-8.9
	N/A
	379

	
	
	-5.9
	195
	N/A

	
	
	-2.9
	329
	N/A

	2
	PB3
	-8.9
	N/A
	195

	
	
	-5.9
	156
	316

	
	
	-2.9
	263
	N/A

	3
	VA30
	-8.9
	N/A
	212

	
	
	-5.9
	171
	329

	
	
	-2.9
	273
	N/A

	4
	VA120
	-8.9
	N/A
	191

	
	
	-5.9
	168
	293

	
	
	-2.9
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1D.7: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1D.8: Test requirement enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-8.9
	312

	
	
	-5.9
	487

	2
	PB3
	-5.9
	275

	
	
	-2.9
	408

	3
	VA30
	-5.9
	296

	
	
	-2.9
	430

	4
	VA120
	-5.9
	271

	
	
	-2.9
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1E
Single Link Performance - Enhanced Performance Requirements Type 1- QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1E.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 7 and 8; and the optional enhanced performance requirements type 1.

9.2.1E.2
Minimum requirements

The performance requirements for a particular UE belonging to certain HS-DSCH category and supporting the optional enhanced performance requirements type 1 are determined according to the relevant part of Table 9.2.2. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1E.1, 9.2.1E.3, 9.2.1E.5 and 9.2.1E.7 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1E.2, 9.2.1E.4, 9.2.1E.6 and 9.2.1E.8.
Table 9.2.1E.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.2: Minimum requirement Enhanced requirements type 1 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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= 10 dB

	1
	PA3
	-12
	672

	
	
	-9
	1305


Table 9.2.1E.3: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.4: Minimum requirement Enhanced requirements type 1 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-9
	912

	
	
	-6
	1730


Table 9.2.1E.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.6: Minimum requirement Enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-9
	N/A
	195

	
	
	-6
	156
	316

	
	
	-3
	263
	N/A

	3
	VA30
	-9
	N/A
	212

	
	
	-6
	171
	329

	
	
	-3
	273
	N/A

	4
	VA120
	-9
	N/A
	191

	
	
	-6
	168
	293

	
	
	-3
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1E.7: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH
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	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1E.8: Minimum requirement Enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-6
	275

	
	
	-3
	408

	3
	VA30
	-6
	296

	
	
	-3
	430

	4
	VA120
	-6
	271

	
	
	-3
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4, and 9.2.1.5. 

9.2.1E.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1E.4
Method of test

9.2.1E.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
The SS (node B emulator) and faders and AWGN noise sources to the UE antenna connectors as shown in figure A.21 for UEs that support receive diversity or figure A.16 for UEs that do not support receive diversity.
2)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table  9.2.1E.1, 9.2.1E.3 or 9.2.1E.5 and levels according to tables  9.2.1E.9 to 9.2.1E.16 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 3 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBSequence must be at least 4664 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]
5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number i is continued exactly after 6 TTIs.

6)
Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and for UEs that support receive diversity as also  described in clause D.2.5.
9.2.1E.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1E.9 to 9.2.1E.16 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1A, F.6.3.5.2.2A, F.6.3.5.2.5A and F.6.3.5.2.6A. 

9.2.1E.5
Test Requirements

Tables 9.2.1E.9 to 9.2.1E.16 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1E.9: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.10: Test requirement enhanced requirements type 1 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-11.9
	672

	
	
	-8.9
	1305


Table 9.2.1E.11: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.12: Test requirement enhanced requirements type 1 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-8.9
	912

	
	
	-5.9
	1730


Table 9.2.1E.13: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.14: Test requirement enhanced requirement type 1 QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-8.9
	N/A
	195

	
	
	-5.9
	156
	316

	
	
	-2.9
	263
	N/A

	3
	VA30
	-8.9
	N/A
	212

	
	
	-5.9
	171
	329

	
	
	-2.9
	273
	N/A

	4
	VA120
	-8.9
	N/A
	191

	
	
	-5.9
	168
	293

	
	
	-2.9
	263
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.1E.15: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1E.16: Test requirement enhanced requirement type 1 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	2
	PB3
	-5.9
	275

	
	
	-2.9
	408

	3
	VA30
	-5.9
	296

	
	
	-2.9
	430

	4
	VA120
	-5.9
	271

	
	
	-2.9
	392

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


9.2.1F
Single Link Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3

9.2.1F.1
Definition and applicability

The receiver single link performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in different multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support: HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 2.
9.2.1F.2
Minimum requirements

The performance requirements for a particular UE belonging to HS-DSCH categories 7 and 8 and supporting the optional enhanced performance requirements type 2 are determined according to the relevant part of Table 9.2.3. 

During the Fixed Reference Channel (FRC) tests the behaviour of the Node-B emulator in response to the ACK/NACK signalling field of the HS-DPCCH is specified in Table 9.2.4.

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.1F.1, 9.2.1F.3 and 9.2.1F.5 plus the downlink physical channel setup according to table E.5.1.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.1F.2, 9.2.1F.4 and 9.2.1F.6.
Table 9.2.1F.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1F.2: Minimum requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	1494

	
	
	-3
	2153

	2
	PB3
	-6
	1038

	
	
	-3
	1744

	3
	VA30
	-6
	1142

	
	
	-3
	1782

	4
	VA120
	-6
	909

	
	
	-3
	1467


Table 9.2.1F.3: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version  coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1F.4: Minimum requirement Enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	991

	
	
	-3
	1808

	2
	PB3
	-6
	465

	
	
	-3
	1370

	3
	VA30
	-6
	587

	
	
	-3
	1488

	4
	VA120
	-6
	386

	
	
	-3
	1291


Table 9.2.1F.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	dBm/3.84 MHz
	P-CPICH

	 [image: image190.wmf]oc
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	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.1F.6: Minimum requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	65
	N/A

	
	
	-3
	N/A
	N/A

	2
	PB3
	-6
	23
	N/A

	
	
	-3
	138
	N/A

	3
	VA30
	-6
	22
	N/A

	
	
	-3
	142
	N/A

	4
	VA120
	-6
	13
	N/A

	
	
	-3
	140
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


2)  For UE supporting enhanced performance requirement type 2 and condition 
[image: image196.wmf]ˆ
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= 10 dB this is tested using the Fixed Reference Channel (FRC) H-Set 6.


The reference for this requirement is TS 25.101 [1] clauses 9.2.1.1, 9.2.1.2, 9.2.1.4, and 9.2.1.5. 

9.2.1F.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multicode reception and channel decoding with incremental redundancy. 

9.2.1F.4
Method of test

9.2.1F.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS (node B emulator) and fader and AWGN noise source to the UE antenna connector as shown in figure A.16. 

2)
Set up an HSDPA call according to TS 34.108 [3] clause 7.3.6.3 with levels according to table E.5.0.

3)
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-4 according to table  9.2.1F.1, 9.2.1F.3 or 9.2.1F.5 and levels according to tables  9.2.1F.7 to 9.2.1F.12 as appropriate. The configuration of the downlink channels is defined in table E.5.1.

4)
The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 6 (16 QAM): The information bit payload block is 9377 bits long. Hence the PRBSequence must be at least 9377 * 10 bits long. ) Use a PRBS from ITU-T O.153 Ref [27]
5)
The SS shall not time the transmission freely. It shall time the transmission strictly according to the  reference measurement channels: i.e. Process number is continued exactly after 6 TTIs.

6)
Setup the fading simulator with fading conditions as described in  table D.2.2.1.A. 

9.2.1F.4.2
Procedure

1)
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data.

2)
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.1F.7 to 9.2.1F.12 count the number of  NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and  decide pass or fail according to Annex F.6.3 tables F.6.3.5.2.1, F.6.3.5.2.5B and F.6.3.5.2.6B. 

9.2.1F.5
Test Requirements

Tables 9.2.1F.7 to 9.2.1F.12 define the primary level settings including test tolerance for all relevant throughput tests. The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Table 9.2.1F.7: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH

	[image: image197.wmf]oc
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1F.8: Test requirement enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image198.wmf]/

cor
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 (dB)
	T-put 
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 (kbps) *
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/
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II

= 10.6 dB

	1
	PA3
	-5.9
	1494

	
	
	-2.9
	2153

	2
	PB3
	-5.9
	1038

	
	
	-2.9
	1744

	3
	VA30
	-5.9
	1142

	
	
	-2.9
	1782

	4
	VA120
	-5.9
	909

	
	
	-2.9
	1467


Table 9.2.1F.9: Test Parameters for Testing 16QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1F.10: Test requirement enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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= 10.6 dB

	1
	PA3
	-5.9
	991

	
	
	-2.9
	1808

	2
	PB3
	-5.9
	465

	
	
	-2.9
	1370

	3
	VA30
	-5.9
	587

	
	
	-2.9
	1488

	4
	VA120
	-5.9
	386

	
	
	-2.9
	1291


Table 9.2.1F.11: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.1F.12: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	65
	N/A

	
	
	-2.9
	N/A
	N/A

	2
	PB3
	-5.9
	23
	N/A

	
	
	-2.9
	138
	N/A

	3
	VA30
	-5.9
	22
	N/A

	
	
	-2.9
	142
	N/A

	4
	VA120
	-5.9
	13
	N/A

	
	
	-2.9
	140
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


2)  For UE supporting enhanced performance requirement type 2 and condition 
[image: image211.wmf]ˆ

/

oroc

II

= 10 dB this is tested using the Fixed Reference Channel (FRC) H-Set 6.


9.2.2
Open Loop Diversity Performance
The test cases in the following sections 9.2.2A to 9.2.2D define the Open Loop Diversity Performance tests for the different H-Sets for the different HS-DSCH Categories as defined in tables 9.2.1, 9.2.2 and 9.2.3.
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9.2.2A
Open Loop Diversity Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
9.2.2A.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 6. 

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 7 and 8.

9.2.2A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1.
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.2A.1 and 9.2.2A.3  plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2A.2 and 9.2.2A.4.
Table 9.2.2A.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH

	[image: image254.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2A.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	77
	375

	
	
	-3
	180
	475

	2
	PB3
	-6
	20
	183

	
	
	-3
	154
	274

	3
	VA30
	-6
	15
	187

	
	
	-3
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2A.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2A.4: Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	295

	
	
	-3
	463

	2
	PB3
	-6
	24

	
	
	-3
	243

	3
	VA30
	-6
	35

	
	
	-3
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1
2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)

3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1 and 9.2.2.2. 

9.2.2A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2A.4
Method of test

9.2.2A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

2. Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2A.1 or 9.2.2A.3 and levels according to tables 9.2.2A.6 to 9.2.2A.9. The configuration of the downlink channels is defined in table E.5.2.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.2A.5: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2A.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2A.6 to 9.2.2A.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.1 and F.6.3.5.3.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2A.5
Test Requirements

Tables 9.2.2A.6 to 9.2.2A.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2A.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2A.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	77
	375

	
	
	-2.9
	180
	475

	2
	PB3
	-5.9
	20
	183

	
	
	-2.9
	154
	274

	3
	VA30
	-5.9
	15
	187

	
	
	-2.9
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2A.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2A.9: Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	T-put 
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= 10.8 dB

	1
	PA3
	-5.9
	295

	
	
	-2.9
	463

	2
	PB3
	-5.9
	24

	
	
	-2.9
	243

	3
	VA30
	-5.9
	35

	
	
	-2.9
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.2.2B     Open Loop Diversity Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5
9.2.2B.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 11 and 12. 

9.2.2B.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of  Table 9.2.1. 
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 4/5 specified in Annex  C.8.1.4 and C.8.1.5 respectively, with the addition of the relevant parameters in Table 9.2.2B.1 plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2B.2 and 9.2.2B.3.
Table 9.2.2B.1: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH

	[image: image274.wmf]oc
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2B.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image275.wmf]/

cor

EI

 (dB)
	T-put 
[image: image276.wmf]R

 (kbps) *
 
[image: image277.wmf]ˆ

/

oroc

II

= 0 dB
	T-put 
[image: image278.wmf]R

 (kbps) *

[image: image279.wmf]ˆ

/

oroc

II

= 10 dB

	1
	PA3
	-6
	70
	369

	
	
	-3
	171
	471

	2
	PB3
	-6
	14
	180

	
	
	-3
	150
	276

	3
	VA30
	-6
	11
	184

	
	
	-3
	156
	285

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.2B.3: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	116
	563

	
	
	-3
	270
	713

	2
	PB3
	-6
	30
	275

	
	
	-3
	231
	411

	3
	VA30
	-6
	23
	281

	
	
	-3
	243
	426

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clause 9.2.2.3. 

9.2.2B.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2B.4
Method of test

9.2.2B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2B.1 and levels according to tables 9.2.2B.5 to 9.2.2B.7. The configuration of the downlink channels is defined in table E.5.2.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.2B.4: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2B.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2B.5 to 9.2.2B.7 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.3 and F.6.3.5.3.4. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2B.5
Test Requirements

Tables 9.2.2B.5 to 9.2.2B.7 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2B.5: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2B.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	70
	369

	
	
	-2.9
	171
	471

	2
	PB3
	-5.9
	14
	180

	
	
	-2.9
	150
	276

	3
	VA30
	-5.9
	11
	184

	
	
	-2.9
	156
	285

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.2B.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	116
	563

	
	
	-2.9
	270
	713

	2
	PB3
	-5.9
	30
	275

	
	
	-2.9
	231
	411

	3
	VA30
	-5.9
	23
	281

	
	
	-2.9
	243
	426

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.2.2C    Open Loop Diversity Performance - Enhanced Performance Requirements Type 1 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
9.2.2C.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 1 to 8 and the optional enhanced performance requirements type 1.
9.2.2C.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant parts of Table 9.2.2.1
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and  C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.2C.1 and  9.2.2C.3 plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2C.2 and 9.2.2C.4.
Table 9.2.2C.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2C.2: Minimum requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3
	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-12
	N/A
	268

	
	
	-9
	N/A
	407

	
	
	-6
	197
	N/A

	
	
	-3
	333
	N/A

	2
	PB3
	-9
	N/A
	183

	
	
	-6
	152
	288

	
	
	-3
	251
	N/A

	3
	VA30
	-9
	N/A
	197

	
	
	-6
	164
	307

	
	
	-3
	261
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2C.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2C.4: Minimum requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3 
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-9
	340

	
	
	-6
	513

	2
	PB3
	-6
	251

	
	
	-3
	374

	3
	VA30
	-6
	280

	
	
	-3
	398

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1 and 9.2.2.2. 

9.2.2C.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2C.4
Method of test

9.2.2C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.19 for UEs that do not support receive diversity.
2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2C.1 or 9.2.2C.3 and levels according to tables 9.2.2C.6  to 9.2.2C.9. The configuration of the downlink channels is defined in table E.5.2.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.2C.5: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2C.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2C.6 to 9.2.2C.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.5 and F.6.3.5.3.6. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2C.5
Test Requirements

Tables 9.2.2C.6 to 9.2.2C.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2C.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2C.7: Test requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3 
	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH

[image: image307.wmf]/

cor

EI

 (dB)
	T-put 
[image: image308.wmf]R

 (kbps) *
 
[image: image309.wmf]ˆ

/

oroc

II

= 0.8 dB
	T-put 
[image: image310.wmf]R

 (kbps) *

[image: image311.wmf]ˆ

/

oroc

II

= 10.8 dB

	1
	PA3
	-11.9
	N/A
	268

	
	
	-8.9
	N/A
	407

	
	
	-5.9
	197
	N/A

	
	
	-2.9
	333
	N/A

	2
	PB3
	-8.9
	N/A
	183

	
	
	-5.9
	152
	288

	
	
	-2.9
	251
	N/A

	3
	VA30
	-8.9
	N/A
	197

	
	
	-5.9
	164
	307

	
	
	-2.9
	261
	N/A

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2C.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2C.9: Test requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3 
	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-8.9
	340

	
	
	-5.9
	513

	2
	PB3
	-5.9
	251

	
	
	-2.9
	374

	3
	VA30
	-5.9
	280

	
	
	-2.9
	398

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.2.2D    Open Loop Diversity Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC)  H-Set 3
9.2.2D.1
Definition and applicability

The receiver open loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 6 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 2.
9.2.2D.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1.
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 3 specified in Annex  C.8.1.3, with the addition of the relevant parameters in Tables 9.2.2D.1 and 9.2.2D.3 plus the downlink physical channel setup according to table E.5.2.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.2D.2 and 9.2.2D.4.
Table 9.2.2D.1: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2D.2: Minimum requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	77
	375

	
	
	-3
	180
	475

	2
	PB3
	-6
	20
	183

	
	
	-3
	154
	274

	3
	VA30
	-6
	15
	187

	
	
	-3
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2D.3: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.2D.4: Minimum requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	295

	
	
	-3
	463

	2
	PB3
	-6
	24

	
	
	-3
	243

	3
	VA30
	-6
	35

	
	
	-3
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.2.1 and 9.2.2.2.
9.2.2D.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.2D.4
Method of test

9.2.2D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.2D.1 or 9.2.2D.3 and levels according to tables 9.2.2D.6 to 9.2.2D.9. The configuration of the downlink channels is defined in table E.5.2.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.2D.5: Specific Message Contents for open-loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	 - TX Diversity indicator
	TRUE


RRC CONNECTION SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP

	Information Element
	Value/remark

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	STTD

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.2D.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to Tables E.5.6 to E.5.8B as specified by  table E.5.9 and  start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.2D.6 to 9.2.2D.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.3.1 and F.6.3.5.3.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.2D.5
Test Requirements

Tables 9.2.2D.6 to 9.2.2D.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests. The pass / fail decision for throughput is done according to Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3,PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (open loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.2: column Note.

Table 9.2.2D.6: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2D.7: Test requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	77
	375

	
	
	-2.9
	180
	475

	2
	PB3
	-5.9
	20
	183

	
	
	-2.9
	154
	274

	3
	VA30
	-5.9
	15
	187

	
	
	-2.9
	162
	284

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.2D.8: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3



	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.2D.9: Test requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	295

	
	
	-2.9
	463

	2
	PB3
	-5.9
	24

	
	
	-2.9
	243

	3
	VA30
	-5.9
	35

	
	
	-2.9
	251

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4.
9.2.3
Closed Loop Diversity Performance
The test cases in the following sections 9.2.3A to 9.2.3D define the Closed Loop Diversity Performance tests for the different H-Sets for the different HS-DSCH Categories as defined in tables 9.2.1, 9.2.2 and 9.2.3.









	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	





	
	
	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	





	
	
	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	





	
	
	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
















	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	



	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	












	
	
	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	





	
	
	
	
	

	
	
	

	
	
	


	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	



	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	





	
	
	
	
	

	
	
	

	
	
	

	

	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	



	
	
	

	
	
	

	


	



	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	



9.2.3A
Closed Loop Diversity Performance - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
9.2.3A.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 6.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 7 and 8.

9.2.3A.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1. 

The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in tables 9.2.3A.1 and 9.2.3A.3 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3A.2 and  9.2.3A.4.
Table 9.2.3A.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH

	[image: image378.wmf]oc
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3A.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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[image: image380.wmf]R

 (kbps) *
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	T-put 
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	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	301

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3A.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH

	[image: image384.wmf]oc
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3A.4 Minimum requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	361

	
	
	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	255

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1 and 9.2.3.2. 

9.2.3A.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3A.4
Method of test

9.2.3A.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS ( Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3A.1 or 9.2.3A.3 and levels according to tables 9.2.3A.6 to 9.2.3A.9. The configuration of the downlink channels is defined in table E.5.3.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.3A.5: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


RRC CONNECTION SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3A.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3A.6 to 9.2.3A.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1 and F.6.3.5.4.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3A.5
Test Requirements

Tables 9.2.3A.6 to 9.2.3A.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3A.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3A.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	301

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3A.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3A.9 Test requirement 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	255

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4
9.2.3B
Closed Loop Diversity Performance - QPSK, Fixed Reference Channel (FRC) H-Set 4/5
9.2.3B.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply to Release 5 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 11 and 12
9.2.3B.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.1.
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 4/5 specified in Annex  C.8.1.4 and C.8.1.5 respectively, with the addition of the relevant parameters in Tables 9.2.3B.1 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3B.2 and 9.2.3B.3.
Table 9.2.3B.1: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH

	[image: image398.wmf]oc
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version  coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3B.2: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	114
	398

	
	
	-3
	223
	457

	2
	PB3
	-6
	43
	196

	
	
	-3
	167
	292

	3
	VA30
	-6
	40
	199

	
	
	-3
	170
	305

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.3B.3: Minimum requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	177
	599

	
	
	-3
	338
	687

	2
	PB3
	-6
	75
	299

	
	
	-3
	260
	452

	3
	VA30
	-6
	71
	306

	
	
	-3
	258
	458

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


The reference for this requirement is TS 25.101 [1] clause 9.2.3.3. 

9.2.3B.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3B.4
Method of test

9.2.3B.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3B.1 and levels according to tables 9.2.3B.5 to 9.2.3B.7. The configuration of the downlink channels is defined in table E.5.3.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.3B.4: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


RRC CONNECTION SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3B.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3B.5 to 9.2.3B.7 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables  F.6.3.5.4.3 and F.6.3.5.4.4. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3B.5
Test Requirements

Tables 9.2.3B.5 to 9.2.3B.7 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3B.5: Test Parameters for Testing QPSK FRCs H-Set 4/H-Set 5

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3B.6: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 4

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image410.wmf]/

cor

EI

 (dB)
	T-put 
[image: image411.wmf]R

 (kbps) *
 
[image: image412.wmf]ˆ

/

oroc

II

= 0.8 dB
	T-put 
[image: image413.wmf]R

 (kbps) *

[image: image414.wmf]ˆ

/

oroc

II

= 10.8 dB

	1
	PA3
	-5.9
	114
	398

	
	
	-2.9
	223
	457

	2
	PB3
	-5.9
	43
	196

	
	
	-2.9
	167
	292

	3
	VA30
	-5.9
	40
	199

	
	
	-2.9
	170
	305

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 4


Table 9.2.3B.7: Test requirement QPSK, Fixed Reference Channel (FRC) H-Set 5

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	177
	599

	
	
	-2.9
	338
	687

	2
	PB3
	-5.9
	75
	299

	
	
	-2.9
	260
	452

	3
	VA30
	-5.9
	71
	306

	
	
	-2.9
	258
	458

	* Note:
The reference value R is for the Fixed Reference Channel (FRC) H-Set 5


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4
9.2.3C
Closed Loop Diversity Performance Enhanced Performance Requirements Type 1, QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3
9.2.3C.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.
The requirements and this test apply to Release 6 and later releases for all types of UTRA for FDD UE that support HSDPA UE capability categories 1 to 8 and the optional enhanced performance requirements type 1.

9.2.3C.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.2.
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 1/2/3 specified in Annex C.8.1.1, C.8.1.2 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.3C.1 and  9.2.3C.3 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3C.2 and 9.2.3C.4.
Table 9.2.3C.1: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3C.2: Minimum requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	301

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3C.3: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3C.4 Minimum requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	361

	
	
	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	255

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1 and 9.2.3.2. 

9.2.3C.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3C.4
Method of test

9.2.3C.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.22 for UEs that support receive diversity or figure A.19 for UEs that do not support receive diversity.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3C.1 or 9.2.3C.3 and levels according to tables 9.2.3C.6 to 9.2.3C.9. The configuration of the downlink channels is defined in table E.5.3.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.3C.5: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


RRC CONNECTION SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3C.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3C.6 to 9.2.3C.9 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1 and F.6.3.5.4.2. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3C.5
Test Requirements

Tables 9.2.3C.6 to 9.2.3C.9 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3C.6: Test Parameters for Testing QPSK FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3C.7: Test requirement Enhanced requirement type 1, QPSK, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	301

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integers)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


Table 9.2.3C.8: Test Parameters for Testing 16QAM FRCs H-Set 1/H-Set 2/H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3C.9 Test requirement Enhanced requirement type 1, 16QAM, Fixed Reference Channel (FRC) H-Set 1/2/3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	255

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1


2) For Fixed Reference Channel (FRC) H-Set 2 the reference values for R should be scaled (multiplied by 1.5 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)


3) For Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4
9.2.3D
Closed Loop Diversity Performance - Enhanced Performance Requirements Type 2 - QPSK/16QAM, Fixed Reference Channel (FRC) H-Set 6/3
9.2.3D.1
Definition and applicability

The receiver closed loop transmit diversity performance of the High Speed Physical Downlink Shared Channel (HS-DSCH) in multi-path fading environments are determined by the information bit throughput R.

The requirements and this test apply for Release 6 and later releases to all types of UTRA for the FDD UE that support HSDPA UE capability categories 7 and 8 and the optional enhanced performance requirements type 2.

9.2.3D.2
Minimum requirements

Requirements for a particular UE belonging to certain HS-DSCH category are determined according to the relevant part of Table 9.2.3.
The requirements are specified in terms of minimum information bit throughput R for the DL reference channels H-set 6/3 specified in Annex C.8.1.6 and C.8.1.3 respectively, with the addition of the relevant parameters in Tables 9.2.3D.1, 9.2.3D.3, 9.2.3D.5 and 9.2.3D.7 plus the downlink physical channel setup according to table E.5.3.

Using this configuration the throughput shall meet or exceed the minimum requirements specified in tables 9.2.3D.2, 9.2.3D.4, 9.2.3D.6 and 9.2.3D.8.
Table 9.2.3D.1: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Rate
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.2: Minimum requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PB3
	-3
	1536


Table 9.2.3D.3: Test Parameters for Testing 16-QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Rate
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.4: Minimum requirement Enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PB3
	-3
	1154


Table 9.2.3D.5: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{0,2,5,6}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.6: Minimum requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	118
	399

	
	
	-3
	225
	458

	2
	PB3
	-6
	50
	199

	
	
	-3
	173
	*Note 2

	3
	VA30
	-6
	47
	204

	
	
	-3
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)

2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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Table 9.2.3D.7: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60

	DPCH frame offset 

(DPCH,n)
	Chip
	0

	Redundancy and constellation version coding sequence
	
	{6,2,1,5}

	Maximum number of HARQ transmission
	
	4

	Feedback Error Ratio
	%
	4

	Closed loop timing adjustment mode
	
	1

	Note:
The HS-SCCH-1 and HS-PDSCH shall be transmitted continuously with constant power. HS-SCCH-1 shall only use the identity of the UE under test for those TTI intended for the UE.


Table 9.2.3D.8 Minimum requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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	1
	PA3
	-6
	361

	
	
	-3
	500

	2
	PB3
	-6
	74

	
	
	-3
	*Note 2

	3
	VA30
	-6
	84

	
	
	-3
	254

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 

2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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The reference for this requirement is TS 25.101 [1] clauses 9.2.3.1, 9.2.3.2, 9.2.3.4 and 9.2.3.5. 

9.2.3D.3
Test purpose

To verify the ability of the receiver to receive a predefined test signal, representing a multi-path fading channel with information bit throughput R not falling below a specified value. The test stresses the multi-code reception and channel decoding with incremental redundancy.

9.2.3D.4
Method of test

9.2.3D.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1.
Connect the SS (Node B Emulator) and faders and AWGN noise sources to the UE antenna connector as shown in figure A.19.

2.
Set the node B emulator behaviour according to table 9.2.4. Set the test parameters for tests 1-3 according to table  9.2.3D.1, 9.2.3D.3, 9.2.3D.5 or 9.2.3D.7 and levels according to tables 9.2.3D.10 to 9.2.3D.17. The configuration of the downlink channels is defined in table E.5.3.
3. The information bit data shall be pseudo random and not repeated before 10 different information bit payload blocks are processed. (e.g. Fixed reference Channel Definition H-set 1 (16 QAM): The information bit payload block is 4664 bits long. Hence the PRBS must be at least 4664 * 10 bits long ) Use a PRBS from ITU-T O.153 Ref [27].
4. Setup the fading simulators with fading conditions as described in  table D.2.2.1.A and clause D.2.5.

Table 9.2.3D.9: Specific Message Contents for closed loop transmit diversity mode

SYSTEM INFORMATION BLOCK TYPE5

	Information Element
	Value/remark

	PRACH system information list
	

	- AICH info
	

	- STTD Indicator
	TRUE

	Secondary CCPCH system information
	

	- PICH info
	

	- STTD Indicator
	TRUE

	- Secondary CCPCH info
	

	- STTD Indicator
	TRUE

	Primary CCPCH info
	

	- CHOICE mode
	FDD

	- TX Diversity indicator
	TRUE


RRC CONNECTION SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


RADIO BEARER SETUP for Closed loop mode1

	Information Element
	Value/remark

	CHOICE channel requirement
	Uplink DPCH info

	         - Number of FBI bit
	1

	Downlink information common for all radio links
	

	- CHOICE mode
	FDD

	- TX Diversity Mode
	Closed loop mode1

	Downlink DPCH info for each RL
	

	- CHOICE mode
	FDD

	- Downlink DPCH info for each RL
	

	- Closed loop timing adjustment mode
	1


9.2.3D.4.2
Procedure

1.
Set up a HSDPA connection according to the generic HSDPA set-up procedure specified in TS 34.108 [3] with levels according to table E.5.0.

2.
Once the HSDPA connection is setup, change levels according to  Tables E.5.6 to E.5.8B as specified by  table E.5.9 and start transmitting HSDPA Data. 

3.
For all relevant propagation conditions, for all relevant Ioc levels, for all relevant Ec/Ior, for all relevant Îor/Ioc, for all relevant H-sets in  tables 9.2.3D.10 to 9.2.3D.17 count the number of NACK, ACK and statDTX on the UL HS-DPCCH during the test interval and decide pass or fail according to Annex F.6.3 tables F.6.3.5.4.1, F.6.3.5.4.2, F.6.3.5.4.5 and F.6.3.5.4.6. ACK is counted as a pass. NACK and statDTX are counted as a failure.

9.2.3D.5
Test Requirements

Tables 9.2.3D.10 to 9.2.3D.17 define the primary level settings including test tolerance and test parameters for all relevant throughput tests.  The pass / fail decision for throughput is done according to  Annex F.6.3.

Tables E.5.6 to E.5.8B define the secondary and subsequently ranked level settings including test tolerance. As those level settings are not uniform for the throughput tests in this clause, Table E.5.9 indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary.

Note that the levels in tables E.5.6 to E.5.8B, when applied in this subclause (closed loop transmit diversity)  are equal to the sum of the levels at both antennas. They are equally divided between both antennas according to Table E.5.3: column Note.

Table 9.2.3D.10: Test Parameters for Testing QPSK FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.11: Test requirement Enhanced requirement type 2 QPSK, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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	1
	PB3
	-2.9
	1536


Table 9.2.3D.12: Test Parameters for Testing 16-QAM FRCs H-Set 6

	Parameter
	Unit
	Test 1

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.13: Test requirement Enhanced requirement type 2 16QAM, Fixed Reference Channel (FRC) H-Set 6

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH

[image: image467.wmf]/

cor

EI

 (dB)
	T-put 
[image: image468.wmf]R

 (kbps) *

[image: image469.wmf]ˆ

/

oroc

II

= 10.8 dB

	1
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	-2.9
	1154


Table 9.2.3D.14: Test Parameters for Testing QPSK FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.15: Test requirement Enhanced performance requirements Type 2, QPSK, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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 (kbps) *
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	T-put 
[image: image474.wmf]R

 (kbps) *
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= 10.8 dB

	1
	PA3
	-5.9
	118
	399

	
	
	-2.9
	225
	458

	2
	PB3
	-5.9
	50
	199

	
	
	-2.9
	173
	*Note 2

	3
	VA30
	-5.9
	47
	204

	
	
	-2.9
	172
	305

	* Notes:
1) The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer)

2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
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oroc

II

=10dB and 
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=-3dB are set according to H-Set 6.


Table 9.2.3D.16: Test Parameters for Testing 16QAM FRCs H-Set 3

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Phase reference
	
	P-CPICH
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	dBm/3.84 MHz
	-60 (no test tolerance applied)


Table 9.2.3D.17 Test requirement Enhanced performance requirements Type 2, 16QAM, Fixed Reference Channel (FRC) H-Set 3

	Test Number
	Propagation Conditions
	Reference value

	
	
	HS-PDSCH
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 (dB)
	T-put 
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 (kbps) *
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II

= 10.8 dB

	1
	PA3
	-5.9
	361

	
	
	-2.9
	500

	2
	PB3
	-5.9
	74

	
	
	-2.9
	*Note 2

	3
	VA30
	-5.9
	84

	
	
	-2.9
	254

	* Notes:
1)The reference value R is for the Fixed Reference Channel (FRC) H-Set 1, for Fixed Reference Channel (FRC) H-Set 3 the reference values for R should be scaled (multiplied by 3 and rounding to the nearest integer t-put in kbps, where values of i+1/2 are rounded up to i+1, i integer) 

2) Closed loop transmit diversity enhanced performance requirements type 2 for Categories 7 and 8 in Pedestrian B 3km/h with  
[image: image482.wmf]ˆ

/

oroc

II

=10dB and 
[image: image483.wmf]/

cor

EI

=-3dB are set according to H-Set 6.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in clause F.4

.

NEXT CHANGED SECTION
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Figure A.16: Connection setup for HSDPA fixed reference channel


Figure A.17: Void
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Figure A.18: Connection for Combining of reliable TPC commands in Soft Handover Test 1
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Figure A.19: Connection setup for HSDPA open and closed loop diversity
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Figure A.20: Connection for Basic HSDPA TX Test
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Figure A.21: Connection setup for HSDPA (Fixed Reference Channel) for enhanced performance requirements type 1 with UE receive diversity
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Figure A.22: Connection setup for HSDPA (Fixed Reference Channel) open and closed loop diversity for enhanced performance requirements type 1 with UE receive diversity
NEXT CHANGED SECTION 
C.8.1.5
Fixed Reference Channel Definition H-Set 5

Table C.8.1.5: Fixed Reference Channel H-Set 5

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	801

	Inter-TTI Distance
	TTI’s
	1

	Number of HARQ Processes
	Processes
	3

	Information Bit Payload (
[image: image494.wmf]INF

N

)
	Bits
	3202

	Number Code Blocks
	Blocks
	1

	Binary Channel Bits Per TTI
	Bits
	4800

	Total Available SML’s in UE
	SML’s
	28800

	Number of SML’s per HARQ Proc.
	SML’s
	9600

	Coding Rate
	
	0.67

	Number of Physical Channel Codes
	Codes
	5

	Modulation
	
	QPSK

	Note:
This FRC is used to verify the minimum inter-TTI distance for UE category 12. The HS-PDSCH shall be transmitted continuously with constant power. The six sub-frame HS-SCCH signalling pattern shall repeat as follows:
…OOXXXOOOXXXO…,

where ‘X’ marks TTI in which HS-SCCH uses the identity of the UE under test and ‘O’ marks TTI in which HS-SCCH uses a different identity.
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Figure C.8.8: Coding rate for Fixed Reference Channel H-Set 5
C.8.1.6
Fixed Reference Channel Definition H-Set 6

Table C.8.1.6: Fixed Reference Channel H-Set 6

	Parameter
	Unit
	Value

	Nominal Avg. Inf. Bit Rate
	kbps
	3219
	4689

	Inter-TTI Distance
	TTI’s
	1
	1

	Number of HARQ Processes
	Processes
	6
	6

	Information Bit Payload (
[image: image496.wmf]INF

N

)
	Bits
	6438
	9377

	Number Code Blocks
	Blocks
	2
	2

	Binary Channel Bits Per TTI
	Bits
	9600
	15360

	Total Available SML’s in UE
	SML’s
	115200
	115200

	Number of SML’s per HARQ Proc.
	SML’s
	19200
	19200

	Coding Rate
	
	0.67
	0.61

	Number of Physical Channel Codes
	Codes
	10
	8

	Modulation
	
	QPSK
	16QAM
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Figure C.8.9: Coding rate for Fixed reference Channel H-Set 6 (QPSK)
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Figure C.8.10: Coding rate for Fixed reference Channel H-Set 6 (16 QAM)
NEXT CHANGED SECTION
D.2.4
Birth-Death propagation conditions

The dynamic propagation conditions for the test of the baseband performance is a non fading propagation channel with two taps. The moving propagation condition has two taps, Path1 and Path2 while alternate between 'birth' and 'death'. The positions the paths appear are randomly selected with an equal probability rate and are shown in figure D.2.4.1.
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Figure D.2.4.1: Birth death propagation sequence

NOTE1:
Two paths, Path1 and Path2 are randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s. The paths have equal strengths and equal phases.

NOTE 2:
After 191 ms, Path1 vanishes and reappears immediately at a new location randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s but excludes the point Path2.

NOTE 3:
After additional 191 ms, Path2 vanishes and reappears immediately at a new location randomly selected from the group [‑5, ‑4, ‑3, ‑2, ‑1, 0, 1, 2, 3, 4, 5] s but excludes the point Path1.

NOTE 4:
The sequence in 2) and 3) is repeated.
D.2.5
Conditions for HSDPA enhanced performance requirements type 1 with UE receiver diversity

The fading profiles used in the two or four faders for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

The two AWGN signals used for testing enhanced performance requirements type 1 with UE receiver diversity shall be uncorreleted to each other.

NEXT CHANGED SECTION
E.5.3
Downlink Physical Channels for measurement including test tolerances

Table E.5.6 to E.5.8B are applicable for tests in subclause  9.2 Table E.5.9  indicates which levels are applied, when the primary level settings (Ec/Ior and Ior/Ioc) and propagation conditions (PA3, PB3, VA30, VA 120) vary. 

Table E.5.6: Level set 1 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5,9

	HS-SCCH_1
	dB
	-7.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-13.3

	Measurement conditions
	PA3         HS-PDSCH = -6dB,      Ior/Ioc = 0dB


Table E.5.7: Level set 2 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-5.9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-10.75

	Measurement conditions
	HS-PDSCH = -6dB,   

Ior/Ioc = 10dB and 0dB


Table E.5.8: Level set 3 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-2,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-8.4

	OCNS_Ec/Ior
	dB
	off

	Measurement conditions
	HS-PDSCH = -3dB,  

 Ior/Ioc = 10dB and 0 dB


Table E.5.8A: Level set 4 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-8,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-6.75

	Measurement conditions
	HS-PDSCH = -9dB,  

 Ior/Ioc = 10dB


Table E.5.8B: Level set 5 for HSDPA measurements including test tolerances

	Parameter

During Measurement
	Unit
	Value

	P-CPICH_Ec/Ior
	dB
	-9.9

	P-CCPCH and SCH_Ec/Ior
	dB
	-11.9

	PICH _Ec/Ior
	dB
	-14.9

	HS-PDSCH
	dB
	-11,9

	HS-SCCH_1
	dB
	-8.4

	DPCH_Ec/Ior
	dB
	-5

	OCNS_Ec/Ior
	dB
	-5.6

	Measurement conditions
	HS-PDSCH = -12dB,  

 Ior/Ioc = 10dB


Table E.5.9: Application of level sets for measurement

	Test Number
	Propagation Conditions
	 Reference value

	
	
	HS-PDSCH
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= 0 dB
	T-put [image: image503.wmf]R
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= 10 dB

	1
	PA3
	-12
	Not tested
	Level set 5

	
	
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 1
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	2
	PB3
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	3
	VA30
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3

	4
	VA120
	-9
	Not tested
	Level set 4

	
	
	-6
	Level set 2
	Level set 2

	
	
	-3
	Level set 3
	Level set 3



	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


NEXT CHANGED SECTION
F.1.6
Performance requirement (HSDPA)

Table F.1.6: Maximum Test System Uncertainty for Performance Requirements (HSDPA)

	Clause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	9.2.1A to 9.2.1F Single Link Performance
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±0.6  dB
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               ±0.1 dB
	0.1 dB uncertainty in Ec/Ior ratio
Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.32) 0.5 = 0.6 dB

	9.2.2A to 9.2.2D Open loop diversity performance
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±0.8 dB


[image: image516.wmf]oc

I




±1.0 dB


[image: image517.wmf]or

c

I

E



               ±0.1 dB
	Worst case gain uncertainty due to the fader from the calibrated static profile is ±0.5 dB per output

In addition the same ±0.3 dB 
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 ratio error as 7.2.

These are uncorrelated so can be RSS.

Overall error in 
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 is (0.52 + 0.52 + 0.32) 0.5 = 0.768 dB. Round up to 0.8 dB

	9.2.3A to 9.2.3D Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A

	9.3.1 AWGN propagation conditions
	 No test system uncertainty applied
	


F.2.5
Performance requirements (HSDPA)

Table F.2.5: Test Tolerances for Performance Requirements (HSDPA).

	Clause
	Test Tolerance

	9.2.1A to 9.2.1F Single Link Performance
	0.6 dB for 
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0.1 dB for Ec/Ior

	9.2.2A to 9.2.2D Open loop diversity performance
	0.8 dB for 
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0.1 dB for Ec/Ior

	9.2.3A to 9.2.3D Closed loop diversity performance
	Same as 9.2.2A

	9.4 HS-SCCH Detection Performance
	0.3 dB for 
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0.1 dB for P-CPICH_Ec/Ior and HS-SCCH_Ec/Ior


Table F.4.5: Derivation of Test Requirements (Performance tests HSDPA)
	Test 
	Minimum Requirement in TS 25.101
	Test Tolerance
(TT)
	Test Requirement in TS 34.121

	9.2.1A to 9.2.1F Single Link Performance
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for 
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	Formulas:
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 unchanged

	9.2.2A to 9.2.2D Open loop diversity performance
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	Formulas:
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 unchanged

	9.2.3A to 9.2.3D Closed loop diversity performance
	Same as 9.2.2A
	Same as 9.2.2A
	Same as 9.2.2A


NEXT CHANGED SECTION
F.5.5
Performance measurements (HSDPA)

Table F.5.5: Equipment accuracy for performance measurements (HSDPA)

	Clause
	Equipment accuracy
	Test conditions

	9.2.1A to 9.2.1F Single Link Performance
	
[image: image539.wmf]or
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±0.1 dB
	-12, -9, -6 and -3 dB

	9.2.2A to 9.2.2D Open loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A

	9.2.3A to 9.2.3D Closed loop diversity performance
	Same as 9.2.1A
	Same as 9.2.1A


NEXT CHANGED SECTION
F.6.3
Statistical Testing of HSDPA Receiver Performance

F.6.3.1
Definition

Information Bit Throughput R:


The measured information bit throughput R is defined as the sum (in kilobits) of the information bit payloads (excluding the 24-bit HS-DSCH CRC) successfully received during the test interval, divided by the duration of the test interval (in seconds).

F.6.3.2
Mapping throughput to block error ratio

a)
In measurement practice the UE indicates successfully received information bit payload by signalling an ACK to the SS.
If payload is received, but damaged and cannot be decoded, the UE signals a NACK.

b)
Only the ACK and NACK signals, not the data bits received, are accessible to the SS.
The number of bits is known in the SS from knowledge of what payload was sent.

c)
For fixed reference channel the number of bits in a TTI is fixed during one test.

d)
The time in the measurement interval is composed of successful TTIs (ACK), unsuccessful TTIs (NACK) and DTX-TTIs.

e)
DTX-TTIs occur regularly according to the H-set. (regDTX).
In real live this is the time when other UEs are served.
regDTX vary from test to test but are fixed within the test.

f)
Additional DTX-TTIs occur statistically when the UE is not responding ACK or NACK where it should. (statDTX)
This may happen when the UE was not expecting data or decided that the data were not intended for it.

The pass / fail decision is done by observing the:
-
number of NACKs

-
number of ACKs and

-
number of statDTXs (regDTX is implicitly known to the SS)
The ratio (NACK + statDTX)/(NACK+ statDTX +ACK)is the Bock Error Ratio BLER. Taking into account the time consumed by the ACK-, NACK-, and DTX-TTIs (regular and statistical), BLER can be mapped unambiguously to throughput for any single FRC test.

F.6.3.3
Bad DUT factor

Note:
Data throughput in a communication system is of statistical nature and must be measured and decided pass or fail. The specified  limit of throughput related to the ideal throughput in different throughput tests is in the range of a few % to near 100%. To make it comparable with BER, we define the complement of the relative throughput:  BLER as defined above. Complementary this is in the range of near 100% down to a few %  For e.g. BLER = 1%, the currently in BER BLER used Bad DUT factor M=1.5 is highly meaningful. For e.g. BLER = 99%, the currently used M=1.5 obviously meaningless.

An appropriate definition of the bad DUT factor is illustrated in figure F.6.3.3: constant and variable Bad DUT factor. 

It illustrates how to find the Bad BLER when the nominal BLER is given.

1)
In the range 0%< nominal BLER>10% the Bad DUT factor is constant 1.5

2)
In the range 90%< bad BLER>100% it decreases to 1. (symmetrical to (1))

3)
The range in between is interpolated by an arc section.

The example shows: nominal BLER=35,6% ( bad BLER=47.67.5%  ( M=1.34

(blue mapping)


[image: image540]
Figure F.6.3.3: constant and variable Bad DUT factor

Formula: 
For  0 < BLER<= 0.1 M = 1.5 

For 0.1 <BLER <.9 
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F.6.3.3.1
Bad DUT factor, range of applicability

Inaccuracy is one practical reason to avoid the grey shaded area of figure F.6.3.3: constant and variable Bad DUT factor.  For BLER near 1 the Bad DUT factor M is near 1. For M=1,exactly, the pass and fail criteria do not intersect. The test never is finalised.

For M near 1 the pass and fail criteria exhibit a very smooth intersection. In addition the binomial distribution and its inverse are of discrete nature. Therefore the test limit and the number of samples is calculable only very ambiguous.
It is proposed to apply the bad DUT factor only in the not shaded area of figure F.6.3.3.

This is done by the following:

BLER mode:

Use BLER as defined above in the range of 0 to 50%, use M >1 as defined above.

The Test Limit  will be > the Test Requirement in the table F.6.3.5. below.

Relative Throughput mode:

If BLER is in the range 50 to 100%, use 1-BLER instead. Use m<1 instead of M. 

1-BLER is the relative throughput with respect to the ideal throughput.
As a consequence, the Test Limit  <  Test Requirement 

Formula for m:  
For 0 < (1-BLER) <= 0.15 m = 1/1.5

For  0.15 <(1-BLER) <.85 
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In the figure F.6.3.3: this is represented by the red mapping.

The tables F.6.3.5. below distinguishe between m and M.

F.6.3.4
Minimum Test time

Same as with BER BLER there is a minimum test time is necessary for multipath fading profiles with the same justification:

F.6.3.5 Applicability and characteristics of the Tables F.6.3.5.
	profile
	Minimum Test time

	PA3, PB3
	164s

	VA30 
	16.4s

	VA 120
	4.1s


The purpose of tables F.6.3.5.1 to  F.6.3.5.4  is to decide throughput pass or fail.

(the Ior/Ioc levels are only for reference)

Meaning of a decision:

-
A passed DUT is not worse than a Bad DUT with 95% confidence level.

-
A failed DUT is not better than a Limit DUT with 95% confidence level.

The minimum Test Time is

1)
the minimum test time due to statistical reasons 

( To ensure the confidence level, the test must be continued until a certain number of samples (NACK+ statDTX +ACK)     is reached.) 

2)
the minimum test time due to multipath fading.

The longer test time applies. It is marked in  table F.6.3.5. which one applies. 

Statistical independence: 


If a process works within an incremental redundancy sequence, the samples are not independent. The incremental redundancy sequence for every process must be finalised, successfully or unsuccessfully, on or beyond the minimum test time.


Then the BLER (or 1-BLER) is compared with the Test Limit to decide pass or fail.

Note:
It is FFS, if correlation within groups of retransmissions may influence the confidence level of the test. 

Formula:

The theory, to derive  the minimum number  of  samples and the Test Limit, takes into consideration that BLER is in the range of near 0% to near 100%. Hence it is based on the binomial distribution and its inverse cumulative function: qbinom:

For the BLER test mode:


nelow=qbinom(D,ns,M*BLERlimit)             (1)


nehigh=qbinom(1-D,ns,BLERlimit)               (2)

given: 1-D: confidence level= 95%


BLERlimit=Block error ratio at the limit


M: Bad DUT factor >1

Input:   ns: number of samples (NACK+ statDTX + ACK)
Output  ne: number of events (NACK+ statDTX) 

The intersection of (1) and (2) is the Test Limit with the coordinates: ns and ne

For the Relative Throughput  test mode:


nelow=qbinom(D,ns,1-BLERlimit)                          (3)


nehigh=qbinom(1-D,ns,m*(1-BLERlimit))               (4)

given: 1-D: confidence level= 95%


1-BLERlimit= Relative Throughtput at the limit


m: Bad DUT factor <1

Input:   ns: number of samples (NACK+ statDTX + ACK)
Output  ne: number of events (ACK) 

The intersection of (3) and (4) is the Test Limit with the coordinates: ns and ne

Note:
In contrast to BER BLER test, this approach does not contain any test time optimisation.

(early pass, early fail)

Nomenclature used in the tables F.6.3.5… below:

-
NACK+ statDTX + ACK is summarised as No of samples 

-
NACK+ statDTX is summarised as No of errors 

-
ACK is summarised as No of successes

-
In the BLER (BL) test mode  the ratio:              No of errors/ No of samples           is recorded. In this mode a pass is below the test limit
-
In the Relative Throughput (RT) test mode (1-BLER) the ratio: No of successes/ No of samples     is recorded. In this mode a pass is above the test limit
-
The test mode, used, is indicated in the rightmost column with BL or RT
-
The transition from the BL to the RT test mode can also be seen in the column relative test requirement: BLER%( (1-BLER%) 

-
The generic term for No of errors (BLER mode) or No of successes (Relative Throughput mode)   is   No of events. This is used in the table column Test Limit. 

Table F.6.3.5.1 Maximum Input Level for HS-PDSCH Reception (16QAM)

	Maximum Input Level for HS-PDSCH Reception (16QAM)
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 1
	
	
	
	
	
	

	
	700
	10%
	58/467

(M=1.5)
	467

((58)
	2.8s (stat)
	BL


 Table F.6.3.5.2.1 Single link performance for test case 9.2.1A, 9.2.1C and 9.2.1F demodulation of HS-DSCH (QPSK, H-Set 1, 2, 3)
	Single link  Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image543.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	65


	87,82%(  (12.18%)


	60/595

(m = 1 / 1.5)
	N.A.
	164s (fading)
	 RT

	
	
	
	
	
	
	
	

	2

(
[image: image544.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	23


	95.69% ( (4.31%)
	64/1796

(m = 1/1.5)
	N.A
	164s (fading)
	 RT

	
	
	138


	74.14%( (25.86%)


	58/268

(m = 0.682)
	N.A.
	164s(fading)
	 RT

	3

(
[image: image545.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	22
	95.9%( (4.1%)


	64/1888

(1/1.5)
	N.A.
	16.4s(fading)
	 RT

	
	
	142


	73.4%( (26.6%)


	59/264

(m = 0.684)
	N.A.
	16.4s(fading)
	 RT

	4

(
[image: image546.wmf]ˆ

/

oroc

II

= 0 dB)
	VA120
	13


	97.564%( (2.436%)
	63/3224

(m = 1/1.5)
	3224

((63)
	H-set 1: 19.5s(stat)

H-set 2:

13s (stat)

H-set 3:

6.5s (stat)
	 RT

	
	
	140
	(73.77)( 26.23%
	59/268

(m = 0.683)
	N.A.
	4.1s(fading)
	 RT

	1

(
[image: image547.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	309


	42.1%
	83/171

(M = 1.295)
	N.A.
	164s (fading)
	BL

	
	
	423
	20.74%
	60/237

(M = 1.445)
	N.A.
	164s (fading)
	BL

	2

(
[image: image548.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	181


	66.1%( (33.9%)
	62/215

(m = 0.703)
	N.A
	164s (fading)
	 RT

	
	
	287


	46.22%( (53,78%)


	84/176

(m = 0.77)
	N.A.
	164s(fading)
	 RT

	3

(
[image: image549.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	190
	64.4%( (35.6%)
	64/211

(m = 0.708)
	N.A.
	16.4s(fading)
	 RT

	
	
	295


	44.72% ( 55.28%


	85/173

(m = 0.775)
	N.A.
	16.4s(fading)
	 RT

	4

(
[image: image550.wmf]ˆ

/

oroc

II

= 10 dB)
	VA120
	181


	(66.1%)( 33.9%
	62/215

(m = 0.703)
	N.A.
	4.1s(fading)
	 RT

	
	
	275
	(48.5%)( 51.5%


	79/174

(m = 0.761)
	N.A.
	4.1s(fading)
	 RT


	
	



	




	


	



	


	



	

	
	
	
	
	
	

	

	
	

	

	

	
	
	

	
	
	
	
	
	
	
	

	
	
	

	
	

	
	
	

	
	
	

	

	

	
	
	

	
	
	
	

	

	
	
	

	
	
	

	

	

	
	
	

	
	
	

	
	

	

	




	

	
	
	
	
	

	
	
	

	
	


	




	


	



	


	

	

	
	

	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	

	
	

	
	
	

	
	
	

	

	

	
	
	

	
	
	
	
	

	
	
	

	
	
	

	

	

	
	
	

	
	
	

	
	

	
	
	

	
	
	
	

	

	
	
	


Table F.6.3.5.2.1A Single link Performance for test case 9.2.1D and 9.2.1E demodulation of HS-DSCH (enhanced requirement type 1, QPSK, H-Set 1, 2, 3)

	Single link enhanced requirement type 1 Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image551.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	195
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	329
	FFS
	FFS
	FFS
	FFS
	FFS

	2

(
[image: image552.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	156
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	263
	FFS
	FFS
	FFS
	FFS
	FFS

	3

(
[image: image553.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	171
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	273
	FFS
	FFS
	FFS
	FFS
	FFS

	4

(
[image: image554.wmf]ˆ

/

oroc

II

= 0 dB)
	VA120
	168
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	263
	FFS
	FFS
	FFS
	FFS
	FFS

	1

(
[image: image555.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	247
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	379


	FFS
	FFS
	FFS
	FFS
	FFS

	2

(
[image: image556.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	195
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	316
	FFS
	FFS
	FFS
	FFS
	FFS

	3

(
[image: image557.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	212
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	329
	FFS
	FFS
	FFS
	FFS
	FFS

	4

(
[image: image558.wmf]ˆ

/

oroc

II

= 10 dB)
	VA120
	191
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	293
	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.2.2   Single link performance for test case 9.2.1A and 9.2.1C demodulation of HS-DSCH (16 QAM, H-Set 1, 2, 3)

	Single link  Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image559.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	198
	74.53%(  (25.47%)
	58/272

(m=0.681)
	N.A.
	164s (fading)
	RT

	
	
	368
	52.66%(  (47.34%)
	74/179

m=0.746
	N.A.
	164s(fading)
	 RT

	2

(
[image: image560.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	34
	95.626%(  (4.374%)
	64/1770

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	219
	71.83% (  (28,17%)
	58/240

(m=0.687) 
	N.A.
	164s (fading)
	RT

	3

(
[image: image561.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	47
	93.95% ( (6.05%)
	63/1259

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	214
	72.47% (  (27.53%)
	59/255

(m=0.686)
	N.A.
	16.4s (fading)
	RT

	4

(
[image: image562.wmf]ˆ

/

oroc

II

= 10 dB)
	VA120
	28
	96.4% ( (3.6%)
	64/2150

(m=1/1.5)
	2150

((64)
	12.9s H-set1

8.6s H-set2

4.3s Hset3

(stat)
	RT

	
	
	267
	64.5% ( (35.5%)
	57/319

(m=0.673)
	N.A.
	4.1s (fading)
	RT


	
	


	




	


	



	


	



	


	
	
	
	
	
	

	

	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	

	



	

	
	
	
	
	

	
	
	


Table F.6.3.5.2.2A Single link Performance for test case 9.2.1D and 9.2.1E demodulation of HS-DSCH (enhanced requirement type 1, 16 QAM, H-Set 1, 2, 3)

	Single link enhanced requirement type 1 Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image563.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	312
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	487


	FFS
	FFS
	FFS
	FFS
	FFS

	2

(
[image: image564.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	275
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	408
	FFS
	FFS
	FFS
	FFS
	FFS

	3

(
[image: image565.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	296
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	430
	FFS
	FFS
	FFS
	FFS
	FFS

	4

(
[image: image566.wmf]ˆ

/

oroc

II

= 10 dB)
	VA120
	271
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	392
	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.2.3  Single link performance for test case 9.2.1B demodulation of HS-DSCH (QPSK H-Set 4)

	Single link  Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 4
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image567.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	72
	86.5% ( (13.5%)
	59/528

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	
	
	
	
	
	

	2

(
[image: image568.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	24
	95.5% ( (4.5%)
	63/1695

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	142
	73.4% ( (26.6%)
	 59/264

(m=0.684)
	N.A.
	164s (fading)
	RT

	3

(
[image: image569.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	19
	96.44% ( (3.56%)
	64/2176

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	148
	72.27% ( (27.73%)
	59/253

(m=0.686)
	N.A.
	16.4s (fading)
	RT

	4

(
[image: image570.wmf]ˆ

/

oroc

II

= 0 dB)
	VA120
	11
	98% ( (2%)
	65/3746

(m=1/1.5)
	3746

((65)
	22.5s (stat)
	RT

	
	
	144
	73% ( (27%)
	58/256

(m=0.684)
	N.A.
	4.1s (fading)
	RT

	1

(
[image: image571.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	340
	36.29%
	75/177

(M=1.334)
	N.A.
	164s (fading)
	 BL

	
	
	439
	17.74%
	58/266

(M=1.468)
	N.A.
	164s (fading)
	BL

	2

(
[image: image572.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	186
	65.15% ( (34.85%)
	62/209

(m=0.705)
	N.A.
	164s (fading)
	RT

	
	
	299
	44%
	87/174

(m=0.778)
	N.A.
	164s(fading)
	RT 

	3

(
[image: image573.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	183
	65.7% ((34.3%)
	63/216

(m=0.704)
	N.A.
	16.4s (fading)
	RT

	
	
	306
	42.66%
	86/176

(M=1.291)
	N.A.
	16.4s (faging)
	BL

	4

(
[image: image574.wmf]ˆ

/

oroc

II

= 10 dB)
	VA120
	170
	68,14% ( (31.86%)
	61/226

(m=697)
	N.A.
	4.1s (fading)
	RT

	
	
	284
	46.78%(
(53.22%)
	81/172

(m = 0.767)


	N.A.
	4.1s (fading)
	 RT


	
	


	




	


	



	


	



	


	
	
	
	
	
	

	

	
	
	
	

	
	
	

	
	
	
	
	
	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	

	
	

	
	
	
	
	

	
	
	


	
	
	
	
	
	
	

	

	
	
	
	
	
	

	
	


	




	


	



	


	



	

	
	
	
	
	
	

	

	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	

	


	
	
	


Table F.6.3.5.2.4  Single link performance for test case 9.2.1B demodulation of HS-DSCH (QPSK H-Set 5)

	Single link  Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=801 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 5
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image575.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	98
	87.76% ( (12.24%)
	59/583

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	
	
	
	
	
	

	2

(
[image: image576.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	35
	95.63% ( (4.37%)
	63/1746

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	207
	74.14% ( (25.86%)
	58/268

(m=0.682)
	N.A.
	164s (fading)
	RT

	3

(
[image: image577.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	33
	95.88% ( (4.12%)
	64/1879

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	213
	73.4% ( (26.6%)
	59/264%

(m=0.684)
	N.A.
	16.2s (fading)
	RT

	4

(
[image: image578.wmf]ˆ

/

oroc

II

= 0 dB)
	VA120
	20
	97.5% ( (2.5%)
	64/3101

(m=1/1.5)
	3101

((64)
	12.4s (stat)
	RT

	
	
	210
	73.77% ( (26.23%)
	59/268

(m=0.683)
	N.A.
	4.1s (fading)
	RT

	1

(
[image: image579.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	464
	42%
	84/174

(M=1.295)
	N.A.
	164s (fading)
	BL

	
	
	635
	20.67%
	59/234

(M=1.446)
	N.A.
	164s (fading)
	BL

	2

(
[image: image580.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	272
	66.02% ( (33.98%)
	63/218

(m=0.703)
	N.A.
	164s (fading)
	

	
	
	431
	46.16% ( (53.84)
	84/176

(m=0.77)
	N.A.
	164s(fading)
	 RT

	3

(
[image: image581.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	285
	64.4% ( (35.6%)
	64/211

(m=0.708)
	N.A.
	16.4s (fading)
	RT

	
	
	443
	44.7% ( (55.3%)
	85/173

(m=0.775)
	N.A.
	16.4s(fading)
	 RT

	4

(
[image: image582.wmf]ˆ

/

oroc

II

= 10 dB)
	VA120
	272
	66.02% ( (33.98%)
	63/218

(m=0.703)
	N.A.
	4.1s (fading)
	RT

	
	
	413
	48.4% ( (51.6%)
	81/176

(m=0.761)
	N.A.
	4.1s(fading)
	 RT


	
	


	




	


	



	


	



	

	
	
	
	
	
	

	

	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	

	
	

	
	
	
	
	

	
	
	


	
	


	




	


	



	


	



	

	
	
	
	
	
	

	

	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	

	
	
	
	
	

	
	
	


Table F.6.3.5.2.5 Single link Performance for test case 9.2.1C demodulation of HS-DSCH (QPSK H-Set 6)

	Single link Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=3219 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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II
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	FFS
	FFS
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	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.2.5A Single link Performance for test case 9.2.1E demodulation of HS-DSCH (enhanced requirement type 1, QPSK H-Set 6)

	Single link enhanced requirement type 1 Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=3219 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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/
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II
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	PA3
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	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	1305


	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.2.5B Single link Performance for test case 9.2.1F demodulation of HS-DSCH (enhanced requirement type 2, QPSK H-Set 6)

	Single link enhanced requirement type 2 Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=3219 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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II
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	PA3
	1494
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	2153


	FFS
	FFS
	FFS
	FFS
	FFS

	2
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	1038
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	1744
	FFS
	FFS
	FFS
	FFS
	FFS

	3
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II
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	1142
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	1782
	FFS
	FFS
	FFS
	FFS
	FFS

	4
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	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	1467
	FFS
	FFS
	FFS
	FFS
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Table F.6.3.5.2.6 Single link Performance for test case 9.2.1C demodulation of HS-DSCH (16 QAM H-Set 6)

	Single link Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=4689 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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	1664


	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.2.6A Single link Performance for test case 9.2.1E demodulation of HS-DSCH (enhanced requirement type 1, 16 QAM H-Set 6)

	Single link enhanced requirement type 1 Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=4689 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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Table F.6.3.5.2.6B Single link Performance for test case 9.2.1F demodulation of HS-DSCH (enhanced requirement type 2, 16 QAM H-Set 6)

	Single link enhanced requirement type 2 Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=4689 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
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	FFS
	FFS
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	FFS
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	1808


	FFS
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	2
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	1370
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	3
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Table F.6.3.5.3.1 Open Loop Diversity Performance for test case 9.2.2A and 9.2.2D demodulation of HS-DSCH (QPSK, H-Set 1, 2, 3)
	Open Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image595.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	77
	85.57%((14.43%)
	58/486

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	180
	66.27%((33.73%)
	62/216

(m=0.702)
	N.A.
	164s (fading)
	RT

	2

(
[image: image596.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	20
	96.25%( (3.75%)
	64/2065

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	154
	71.14%( (28,86%)
	59/243

(m=0.689)
	N.A.
	164s (fading)
	RT

	3

(
[image: image597.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	15
	97.19% ( (2.81%)
	64/2758

(m=1/1.5)
	H-Set 1:

2758

((64)
	H-Set 2,3:

16.4s (fading)

H-Set 1:

16.6s(stat.)
	RT

	
	
	162
	69.64%( (30.36%)
	60/235

(m=0.693)
	N.A.
	16.4s (fading)
	RT

	1

(
[image: image598.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	375
	29.7%
	68/192

(M=1.38)
	N.A.
	164s (fading)
	BL

	
	
	475
	11%
	58/425

(M=1.499)
	N.A.
	164s (fading)
	BL

	2

(
[image: image599.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	183
	65.7% ( (34.3%)
	63/216

(m=0.704)
	N.A.
	164s (fading)
	RT

	
	
	274
	48.7% ((51.3%)
	80/177

(m=0.76)
	N.A.
	164s (fading)
	RT

	3

(
[image: image600.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	187
	65% ( (35%)
	62/208

(m=0.706)
	N.A.
	16.4s (fading)
	RT

	
	
	284
	46.8% ((53.2%)
	82/174

(m=0.767)
	N.A.
	16.4s (fading)
	RT


Table F.6.3.5.3.2 Open Loop Diversity Performance for test case 9.2.2A and 9.2.2D demodulation of HS-DSCH (16 QAM, H-Set 1, 2, 3)
	Open Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image601.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	295
	62% ((38%)
	66/203

(m=0.715)
	N.A.
	164s (fading)
	RT

	
	
	463
	40.4%
	82/176

(M=1.306)
	N.A.
	164s (fading)
	BL

	2

(
[image: image602.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	24
	96.9% ((3.1%)
	64/2500

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	243
	68.7% ((31.3%)
	60/227

(m=0.695)
	N.A.
	164s (fading)
	RT

	3

(
[image: image603.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	35
	95.5% ((4.5%)
	63/1695

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	251
	67.7% ((32.3%)
	61/223

(m=0.698)
	N.A.
	16.4s (fading)
	RT


Table F.6.3.5.3.3 Open Loop Diversity Performance for test case 9.2.2B demodulation of HS-DSCH (QPSK, H-Set 4)
	Open Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 4
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image604.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	70
	86.9% ((13.1%)
	59/544

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	171
	68% ((32%)
	61/225

(m=0.697)
	N.A.
	164s (fading)
	RT

	2

(
[image: image605.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	14
	97.4% ((2.6%)
	64/2982

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	150
	71.9% ((28.1%)
	59/250

(m=0.687)
	N.A.
	164s (fading)
	RT

	3

(
[image: image606.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	11
	97.04% ((2.06%)
	65/3819

(m=1/1.5)
	3819

((65)
	23s (stat)
	RT

	
	
	156
	70.8% ((29.2%)
	60/243

(m=0.69)
	N.A.
	16.4s (fading)
	RT

	1

(
[image: image607.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	369
	30.9%
	69/188

(M=1.372)
	N.A.
	164s (fading)
	BL

	
	
	471
	11.7%
	58/400

(M=1.497)
	N.A.
	164s (fading)
	BL

	2

(
[image: image608.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	180
	66.3% ((33.7%)
	63/220

(m=0.702)
	N.A.
	164s (fading)
	RT

	
	
	276
	48.3% ((51.7%)
	79/173

(m=0.762)
	N.A.
	164s (fading)
	RT

	3

(
[image: image609.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	184
	65.5% ((34.5%)
	62/211

(m=0.704)
	N.A.
	16.4s (fading)
	RT

	
	
	285
	46.6% ((53.4%)
	81/171

(m=0.768)
	N.A.
	16.4s (fading)
	RT


Table F.6.3.5.3.4 Open Loop Diversity Performance for test case 9.2.2B demodulation of HS-DSCH (QPSK, H-Set 5)
	Open Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement,

normalized to ideal=801 kbps

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 5
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image610.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	116
	85.5% ((14.5%)
	59/492

(m=0.667)
	N.A.
	164s (fading)
	RT

	
	
	270
	66.27% ((33.73%)
	62/216

(m=0.702)
	N.A.
	164s (fading)
	RT

	2

(
[image: image611.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	30
	96.25% ((3.75%)
	65/2100

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	231
	71.14% ((28.86%)
	58/243

(m=0.689)
	N.A.
	164s (fading)
	RT

	3

(
[image: image612.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	23
	97.13% ((2.87%)
	64/2741

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	243
	69.64% ((30.36%)
	60/234

(m=0.693)
	N.A.
	16.4s (fading)
	RT

	1

(
[image: image613.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	563
	29.67%
	68/194

(M=1.381)
	N.A.
	164s (fading)
	BL

	
	
	713
	10.93%
	58/428

(M=1.499)
	N.A.
	164s (fading)
	BL

	2

(
[image: image614.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	275
	65.65% ((34.35%)
	64/212

(m=0.704)
	N.A.
	164s (fading)
	RT

	
	
	411
	48.66% ((51.34%)
	77/170

(m=0.76)
	N.A.
	164s (fading)
	RT

	3

(
[image: image615.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	281
	64.9% ((35.1%)
	63/211

(m=0.706)
	N.A.
	16.4s (fading)
	RT

	
	
	426
	46.78% ((53.22%)
	81/172

(m=0.767)
	N.A.
	16.4s (fading)
	RT


Table F.6.3.5.3.5 Open Loop Diversity Performance for test case 9.2.2C demodulation of HS-DSCH (QPSK, H-Set 1, 2, 3)
	Open Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image616.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	197
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	330
	FFS
	FFS
	FFS
	FFS
	FFS

	2

(
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/

oroc

II

= 0 dB)
	PB3
	152
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	251
	FFS
	FFS
	FFS
	FFS
	FFS

	3

(
[image: image618.wmf]ˆ
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oroc

II

= 0 dB)
	VA30
	164
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	261
	FFS
	FFS
	FFS
	FFS
	FFS

	1

(
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= 10 dB)
	PA3
	268
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	407
	FFS
	FFS
	FFS
	FFS
	FFS

	2

(
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/
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II

= 10 dB)
	PB3
	183
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	288
	FFS
	FFS
	FFS
	FFS
	FFS

	3

(
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	VA30
	197
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	307
	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.3.6 Open Loop Diversity Performance for test case 9.2.2C demodulation of HS-DSCH (16QAM, H-Set 1, 2, 3)
	Open Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image622.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	340
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	513
	FFS
	FFS
	FFS
	FFS
	FFS

	2

(
[image: image623.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	251
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	374
	FFS
	FFS
	FFS
	FFS
	FFS

	3

(
[image: image624.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	280
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	398
	FFS
	FFS
	FFS
	FFS
	FFS


Table F.6.3.5.4.1 Closed Loop Diversity Performance for test case 9.2.3A, 9.2.3C and 9.2.3D demodulation of HS-DSCH (QPSK, H-Set 1, 2, 3)
	Closed Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image625.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	118
	77.89% ((22.11%)
	58/315

(m=0.674)
	N.A.
	164s (fading)
	RT

	
	
	225
	57.84% ((42.16%)
	69/189(m=0.728)
	N.A.
	164s (fading)
	RT

	2

(
[image: image626.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	50
	90.63% ((9.37%)
	61/787

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	173
	67.58% ((32.42%)
	61/222

(m=0.698)
	N.A.
	164s (fading)
	RT

	3

(
[image: image627.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	47
	91.2% ((8.8%)
	62/852

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	172
	67.77% ((32.23%)
	61/223

(m=0.698)
	N.A.
	16.4s (fading)
	RT

	1

(
[image: image628.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	399
	25.23%
	63/207

(M=1.413)
	N.A.
	164s (fading)
	BL

	
	
	458
	14.18%
	57/325

(M=1.487)
	N.A.
	164s (fading)
	BL

	2

(
[image: image629.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	199
	62.71% ((37.29%)
	65/204

(m=0.713)
	N.A.
	164s (fading)
	RT

	
	
	301
	43.6%
	88/180

(M=1.285)
	N.A.
	164s (fading)
	BL

	3

(
[image: image630.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	204
	61.77% ((38.23%)
	65/198

(m=0.716)
	N.A.
	16.4s (fading)
	RT

	
	
	305
	42.85%
	85/173

(M=1.29)
	N.A.
	16.4s (fading)
	BL


Table F.6.3.5.4.2 Closed Loop Diversity Performance for test case 9.2.3A, 9.2.3C and 9.2.3D  demodulation of HS-DSCH (16 QAM, H-Set 1, 2, 3)
	Closed Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=777 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16 QAM

 H-Set 1/2/3
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image631.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	361
	53.56% ((46.44%)
	73/180

(m=0.743)
	N.A.
	164s (fading)
	RT

	
	
	500
	35.68%
	74/177

(M=1.338)
	N.A.
	164s (fading)
	BL

	2

(
[image: image632.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	74
	90.48% ((9.52%)
	62/788

(m=1/1.5) -->





















































































































)
	N.A.
	164s (fading)
	RT

	
	
	255
	67.2% ((32.8%)
	61/219

(m=0.7)
	N.A.
	164s (fading)
	RT

	3

(
[image: image633.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	84
	89.2% ((10.8%)
	61/683

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	254
	67.32% ((32.68%)
	61/220

(m=0.699)
	N.A.
	16.4s (fading)
	RT


Table F.6.3.5.4.3 Closed Loop Diversity Performance for test case 9.2.3B demodulation of HS-DSCH (QPSK, H-Set 4)
	Closed Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=534 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 4
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image634.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	114
	78.64% ((21.36%)
	58/327

(m=0.673)
	N.A.
	164s (fading)
	RT

	
	
	223
	58.21% ((41.79%)
	69/191

(m=0.727)
	N.A.
	164s (fading)
	RT

	2

(
[image: image635.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	43
	91.94% ((8.06%)
	62/930

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	167
	68.71% ((31.29%)
	60/227

(m=0.695)
	N.A.
	164s (fading)
	RT

	3

(
[image: image636.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	40
	92.5% ((7.5%)
	63/1017

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	170
	68.14% ((31.86%)
	61/226

(m=0.697)
	N.A.
	16.4s (fading)
	RT

	1

(
[image: image637.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	398
	25.42%
	63/206

(M=1.412)
	N.A.
	164s (fading)
	BL

	
	
	457
	14.37%
	57/321

(M=1.486)
	N.A.
	164s (fading)
	BL

	2

(
[image: image638.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	196
	63.27 ((36.73%)
	64/204

(m=0.711)
	N.A.
	164s (fading)
	RT

	
	
	292
	45.28% ((54.72%)
	85/175

(m=0.773)
	N.A.
	164s (fading)
	RT

	3

(
[image: image639.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	199
	62.71% ((37.29%)
	65/204

(m=0.713)
	N.A.
	16.4s (fading)
	RT

	
	
	305
	42.85%
	85/173

(M=1.29)
	N.A.
	16.4s (fading)
	BL


Table F.6.3.5.4.4 Closed Loop Diversity Performance for test case 9.2.3B demodulation of HS-DSCH (QPSK, H-Set 5)
	Closed Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=801 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 5
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1

(
[image: image640.wmf]ˆ

/

oroc

II

= 0 dB)
	PA3
	177
	77.89% ((22.11%)
	58/315

(m=0.674)
	N.A.
	164s (fading)
	RT

	
	
	338
	57.78% ((42.22%)
	68/186

(m=0.728)
	N.A.
	164s (fading)
	RT

	2

(
[image: image641.wmf]ˆ

/

oroc

II

= 0 dB)
	PB3
	75
	90.63% ((9.37%)
	61/787

(m=1/1.5)
	N.A.
	164s (fading)
	RT

	
	
	260
	67.52% ((32.48%)
	62/225

(m=0.699)
	N.A.
	164s (fading)
	RT

	3

(
[image: image642.wmf]ˆ

/

oroc

II

= 0 dB)
	VA30
	71
	91.13% ((8.87%)
	62/846

(m=1/1.5)
	N.A.
	16.4s (fading)
	RT

	
	
	258
	67.77% ((32.23%)
	61/223

(m=0.698)
	N.A.
	16.4s (fading)
	RT

	1

(
[image: image643.wmf]ˆ

/

oroc

II

= 10 dB)
	PA3
	599
	25.17%
	64/211

(M=1.413)
	N.A.
	164s (fading)
	BL

	
	
	687
	14.18%
	57/325

(M=1.487)
	N.A.
	164s (fading)
	BL

	2

(
[image: image644.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	299
	62.65% ((37.35%)
	64/200

(m=0.713)
	N.A.
	164s (fading)
	RT

	
	
	452
	43.54% 
	87/174

(M=1.285)
	N.A.
	164s (fading)
	BL

	3

(
[image: image645.wmf]ˆ

/

oroc

II

= 10 dB)
	VA30
	306
	61.77% ((38.23%)
	65/198

(m=0.716)
	N.A.
	16.4s (fading)
	RT

	
	
	458
	42.79% 
	86/175

(M=1.29)
	N.A.
	16.4s (fading)
	BL


Table F.6.3.5.4.5 Closed Loop Diversity Performance for test case 9.2.3D demodulation of HS-DSCH (QPSK, H-Set 6)
	Closed Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=801 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	QPSK

 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1
(
[image: image646.wmf]ˆ

/

oroc

II

= 10 dB)
	PB3
	1536
	FFS
	FFS
	FFS
	FFS
	FFS

	
	
	
	
	
	
	
	


Table F.6.3.5.4.6 Closed Loop Diversity Performance for test case 9.2.3D demodulation of HS-DSCH (16QAM, H-Set 6)
	Closed Loop Diversity Performance
	Absolute Test requirement

(kbps)
	Relative test requirement

(normalized to ideal=801 kbps)

No of events/No of samples in %
	Test limit expressed as No of events/min No of samples

(Bad DUT factor)
	Min No of samples

(number of events to pass)

Mandatory if applicable
	Test time in s

Mandatory if fading

Informative and approx. if statistical
	BL

/

RT

	16QAM
 H-Set 6
	
	
	
	
	
	

	Test number
	
	
	
	
	
	

	1
(
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= 10 dB)
	PB3
	1154
	FFS
	FFS
	FFS
	FFS
	FFS
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