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2 Corrections required for IR_U_r3_wk36 test suite

Change 2.1:

Testcase
tc_8_3_7_5:  lt_InitVariables

Reason for change
1) As per prose, clause 26.6.5.1 shall be referenced for cell allocation of cell 9.

In measurement control message, the ARFCN for cell 9 will not be the same as the ARFCN of the created cell.
2) In measurement report, TTCN will expect wrong ARFCN for cell B, if the test case is run in other than GSM 900 band.

Summary of change
1) At row# 31, after “ts_GSM_InitVariablesSpecific40”, added test step “ts_GSM_InitVariablesSpecific26_6_5_1_2(tsc_GSM_CellA)”

2) At row# 29, used “ts_GSM_InitVariables_TwoCells” instead of  “ts_GSM_InitVariablesAllBands”.

Source of change
New change

Test case affected
8.3.7.5

MCC 160 comments


Before : 

[image: image1.png]{initariakles

7 5 RRC_IniVariablescs
% v _CelinfaA lac = 00600, tov_CellnfaA 36 = 030)
= T5_GSM It arables AIBaT

Ex +15_GSM it arablesSpeciicad

] i

tev_IdeSIBN1_Colle = ¢_SIBH1_3_Intrs3 Inter2_rterRAT Def (
tev_Cellnfo,tev_CellnioB, tov_CellnfoC, ov_CellnfaD,
tev_CellntoE, ov_CellnfoF, tov_G_Cellnfos, fov_G_CellnfoB),
tev leSIBN2_Cela = ¢ _SIB12_3 Intra3 Inter2_IteiRAT Def (
tev_Cellnfos, tov_CellnfoB, tov_CellnfoC, tev_CellnfaD,
tev_CellnfoE, ov_CelinfoF, tov_G_Cellnfas, tov_G_CellnfoB)
)

15 _GPRS IntvariabiesDer





After : 

[image: image2.png]{initariakles

7| e FRC ivarbECs
38| ov_Celinof = 0060, v _Celiniah rac = 050)

= oo _tvarabes_Twocels

) oSN Ve Spenoas

5 S Ve Speae 2 b1 A GRS
32| «

tev_IdeSIBN1_Colle = ¢_SIBH1_3_Intrs3 Inter2_rterRAT Def (
tev_Cellnfo,tev_CellnioB, tov_CellnfoC, ov_CellnfaD,
tev_CellntoE ov_CellnfoF, tev_G_Cellnfos, fov_G_CellnfoB)|
tev leSIBN2_Cela = ¢ _SIB12_3 Intra3 Inter2_IteiRAT Def (
tev_Cellnfos, tov_CellnfoB, tov_CellnfoC, tev_CellnfaD,
tev_CellnfoE, ov_CelinfoF, tov_G_Cellnfas, tov_G_CellnfoB)
)

“t5_GPRS_IntVariablesDel





Change 2.2:

Testcase
tc_8_4_1_36:  lt_Receive_Measurement_Report1

Reason for change
ARFCN of non verified BSIC is hardcoded to 7. But if the band under test is changed, the ARFCN will also change.

Summary of change
In lt_Receive_Measurement_Report1, row # 123, changed the value of ARFCN from 7 to BIT_TO_INT ( tcv_G_CellInfoB.bCCH_Freq ).

Source of change
New change

Test case affected
8.4.1.36

MCC 160 comments
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