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Reason for change:
z

In the NAS test case 11.3.1, Step to deactivate the PDP context requires the response for AT command AT+CGACT=0,1 to be received immediately without the Deactivate PDP context procedure completion. 

However as per TS 34.123-3 Section 8.8.2.1:

“There is only one exception from the rule of immediate answering: the CGACT command. For this command the TTCN does not expect an immediate AT response. Once the CGACT command has been issued a subsequent UE behaviour is expected. The AT response is issued by the UE only after execution of the AT command, and it will only then be accounted for by the ATSs.”

Thus in the TTCN At command confirmation for Deactivate PDP Context should be expected after the completion of Deactivate PDP context procedure.




Summary of change:
z

TTCN is corrected to receive AT command AT+CGACT=0,1 confirmation only after completion of Deactivate PDP context procedure.




Consequences if 
z

not approved:
Test Case will not conform to the test specification.
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1.1 Change 1

Test step name
ts_AT_DeactPDP_Context

Reason for change
The test step requires the response for AT command AT+CGACT=0,1 to be received immediately after sending the AT command AT+CGACT=0,1.

Summary of change
The response handling is removed from this test step and is now expected after PDP Context Deactivation procedure has completed in the test case body. 

Source of change
New change
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After change: 
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1.2 Change 2

Test step name
lt_TestBody, tc_11_3_1

Reason for change
Handling of the response for AT command AT+CGACT=0,1 should be done after PDP Context Deactivation procedure has completed.  

Summary of change
Added new line for handling the response for AT command AT+CGACT=0,1. 

Source of change
New change
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