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14.6.8
Conversational / speech / UL:(12.65 8.85 6.6) DL:(12.65 8.85 6.6) kbps / CS RAB + Interactive or Background / UL:384 DL:[Bit rate depending on the UE category] / PS RAB+ UL:3.4 DL:3.4 kbps SRBs for DCCH + DL:0.15 kbps SRB#5 for DCCH
14.6.8.1
Conformance requirement

See 14.6.1.1.

14.6.8.2
Test purpose

To verify radio bearer establishment and correct data transfer for reference radio bearer configuration as specified in TS 34.108, clause 6.10.2.4.5.8.

14.6.8.3
Method of test

The generic test procedure in FFS is run for each sub-test.
[Editor’s note: Generic test procedure for WB AMR in radio bearer combinations with HS-DSCH is to de defined]
Uplink TFS:
	
	TFI
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	RB7
(I/B 384 kbps, 10ms)
	DCCH

	TFS
	TF0, bits
	0x81
	0x103
	0x336
	0x148

	
	TF1, bits
	1x39
	1x103
	1x336
	1x148

	
	TF2, bits
	1x81
	N/A
	2x336
	N/A

	
	TF3, bits
	N/A
	N/A
	4x336
	N/A

	
	TF4, bits
	N/A
	N/A
	8x336
	N/A


Uplink TFCS:

	TFCI
	(RB5, RB6, RB7, DCCH)

	UL_TFC0
	(TF0,TF0,TF0,TF0) 

	UL_TFC1
	(TF1,TF0,TF0,TF0) 

	UL_TFC2
	(TF2,TF1,TF0,TF0) 

	UL_TFC3
	(TF3,TF2,TF0,TF0) 

	UL_TFC4
	(TF4,TF3,TF0,TF0) 

	UL_TFC5
	(TF0,TF0,TF0,TF1) 

	UL_TFC6
	(TF1,TF0,TF0,TF1) 

	UL_TFC7
	(TF2,TF1,TF0,TF1) 

	UL_TFC8
	(TF3,TF2,TF0,TF1) 

	UL_TFC9
	(TF4,TF3,TF0,TF1)

	UL_TFC10
	(TF0,TF0,TF1,TF0) 

	UL_TFC11
	(TF1,TF0,TF1,TF0) 

	UL_TFC12
	(TF2,TF1,TF1,TF0) 

	UL_TFC13
	(TF3,TF2,TF1,TF0) 

	UL_TFC14
	(TF4,TF3,TF1,TF0) 

	UL_TFC15
	(TF0,TF0,TF1,TF1) 

	UL_TFC16
	(TF1,TF0,TF1,TF1) 

	UL_TFC17
	(TF2,TF1,TF1,TF1) 

	UL_TFC18
	(TF3,TF2,TF1,TF1) 

	UL_TFC19
	(TF4,TF3,TF1,TF1)

	UL_TFC20
	(TF0,TF0,TF2,TF0) 

	UL_TFC21
	(TF1,TF0,TF2,TF0) 

	UL_TFC22
	(TF2,TF1,TF2,TF0) 

	UL_TFC23
	(TF3,TF2,TF2,TF0) 

	UL_TFC24
	(TF4,TF3,TF2,TF0) 

	UL_TFC25
	(TF0,TF0,TF2,TF1) 

	UL_TFC26
	(TF1,TF0,TF2,TF1) 

	UL_TFC27
	(TF2,TF1,TF2,TF1) 

	UL_TFC28
	(TF3,TF2,TF2,TF1) 

	UL_TFC29
	(TF4,TF3,TF2,TF1)

	UL_TFC30
	(TF0,TF0,TF3,TF0) 

	UL_TFC31
	(TF1,TF0,TF3,TF0) 

	UL_TFC32
	(TF2,TF1,TF3,TF0) 

	UL_TFC33
	(TF3,TF2,TF3,TF0) 

	UL_TFC34
	(TF4,TF3,TF3,TF0) 

	UL_TFC35
	(TF0,TF0,TF3,TF1) 

	UL_TFC36
	(TF1,TF0,TF3,TF1) 

	UL_TFC37
	(TF2,TF1,TF3,TF1) 

	UL_TFC38
	(TF3,TF2,TF3,TF1) 

	UL_TFC39
	(TF4,TF3,TF3,TF1)

	UL_TFC40
	(TF0,TF0,TF4,TF0) 

	UL_TFC41
	(TF1,TF0,TF4,TF0) 

	UL_TFC42
	(TF2,TF1,TF4,TF0) 

	UL_TFC43
	(TF3,TF2,TF4,TF0) 

	UL_TFC44
	(TF4,TF3,TF4,TF0) 

	UL_TFC45
	(TF0,TF0,TF4,TF1) 

	UL_TFC46
	(TF1,TF0,TF4,TF1) 

	UL_TFC47
	(TF2,TF1,TF4,TF1) 

	UL_TFC48
	(TF3,TF2,TF4,TF1) 

	UL_TFC49
	(TF4,TF3,TF4,TF1)

	UL_TFC50
	(TF0,TF0,TF5,TF0) 

	UL_TFC51
	(TF1,TF0,TF5,TF0) 

	UL_TFC52
	(TF2,TF1,TF5,TF0) 

	UL_TFC53
	(TF3,TF2,TF5,TF0) 

	UL_TFC54
	(TF4,TF3,TF5,TF0) 

	UL_TFC55
	(TF0,TF0,TF5,TF1) 

	UL_TFC56
	(TF1,TF0,TF5,TF1) 

	UL_TFC57
	(TF2,TF1,TF5,TF1) 

	UL_TFC58
	(TF3,TF2,TF5,TF1) 

	UL_TFC59
	(TF4,TF3,TF5,TF1)


Downlink TFS:

	
	
	RB5

(RAB subflow #1)
	RB6

(RAB subflow #2)
	DCCH1
	DCCH2

(SRB #5)

	TFS
	TF0, bits
	1x0
	0x181
	0x148
	0x3

	
	TF1, bits
	1x40
	1x78
	1x148
	1x3

	
	TF2, bits
	1x54
	1x113
	N/A
	N/A

	
	TF3, bits
	1x64
	1x181
	N/A
	N/A

	
	TF4, bits
	1x72
	N/A
	N/A
	N/A


Downlink TFCS:

	TFCI
	(RB5, RB6, DCCH1, DCCH2)

	DL_TFC0
	(TF0, TF0, TF0, TF0)

	DL_TFC1
	(TF1, TF0, TF0, TF0)

	DL_TFC2
	(TF2, TF1, TF0, TF0)

	DL_TFC3
	(TF3, TF2, TF0, TF0)

	DL_TFC4
	(TF4, TF3, TF0, TF0)

	DL_TFC5
	(TF0, TF0, TF1, TF0)

	DL_TFC6
	(TF1, TF0, TF1, TF0)

	DL_TFC7
	(TF2, TF1, TF1, TF0)

	DL_TFC8
	(TF3, TF2, TF1, TF0)

	DL_TFC9
	(TF4, TF3, TF1, TF0)

	DL_TFC10
	(TF0, TF0, TF0, TF1)

	DL_TFC11
	(TF1, TF0, TF0, TF1)

	DL_TFC12
	(TF2, TF1, TF0, TF1)

	DL_TFC13
	(TF3, TF2, TF0, TF1)

	DL_TFC14
	(TF4, TF3, TF0, TF1)

	DL_TFC15
	(TF0, TF0, TF1, TF1)

	DL_TFC16
	(TF1, TF0, TF1, TF1)

	DL_TFC17
	(TF2, TF1, TF1, TF1)

	DL_TFC18
	(TF3, TF2, TF1, TF1)

	DL_TFC19
	(TF4, TF3, TF1, TF1)


Sub-tests:
FFS
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