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3.3
Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TS 21.905 [1] and the following apply:
CELL_DCH


CELL_FACH




FFS
For Further Study
FLC
Frequency Layer Convergence

LCI
Layer Convergence Information 
MBMS

Multimedia Broadcast Multicast Service

MBMS service ID
Multimedia Broadcast Multicast Service service Identity 

MBMS Session ID
Multimedia Broadcast Multicast Service session identity



MCCH
MBMS point-to-multipoint Control Channel

MICH
MBMS notification Indicator Channel 

MSCH
MBMS point-to-multipoint Scheduling Channel

MTCH
MBMS point-to-multipoint Traffic Channel

NI
Notification Indicator
PL
Preferred Layer
p-t-p
Point-to-Point

p-t-m
Point-to-Multipoint

PF
Probability Factor

5.2.2
One PDCP and RLC entity shared among multiple cells within one RNS
For each MBMS service, a group of multiple cells belonging to one RNS shares one PDCP entity and RLC entity over p-t-m transmission. The group of multiple cells is called 'MBMS Cell Group'. 
1. There are one or more MBMS Cell Groups per RNS. The MBMS Cell Groups are managed by the CRNC.

2. There are one or more cells pertaining to the same RNS for one MBMS Cell Group.

3. The MBMS Cell Group identity is used to uniquely identify a group of multiple cells, which for each MBMS service share the same PDCP entity and RLC entity within an RNS.

4. 
5. 
8.3.3
MBMS Radio Bearer Information
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Figure 8.3.3: MBMS radio bearer information signalling flow
This signalling flow is applicable for handling MBMS to UEs in IDLE and PMM-CONNECTED mode. 
The purpose of the signalling flow is for the RNC to inform UE(s) regarding the MTCH radio bearer information. MBMS RADIO BEARER INFORMATION is only available for p-t-m transmission. MBMS RADIO BEARER INFORMATION shall be transmitted periodically on MCCH to support mobility in the MBMS service.
MBMS RADIO BEARER INFORMATION includes MBMS Service Id, radio bearer, transport channel and physical channel information per MBMS service. 
10.2
UE Actions for Mobility
The UE mobility between intra frequency cells is not affected by the MBMS reception. The mobility between different frequency layers is affected by the Frequency Layer Convergence process as defined in 11.2, if used by the network.
In CELL_FACH and in CELL_DCH state the RRC operation has priority over MBMS reception, thus UE performs the inter frequency and inter RAT measurements as configured by the SRNC. UTRAN should utilize different periodicities between MCCH transmissions and CELL_FACH state measurement occasion, such that CELL_FACH state measurements and MCCH transmissions are not constantly overlapping for some UE.

In Idle mode and in CELL_PCH, URA_PCH states the measurements are performed as configured by the network based on the Release 5. The MBMS specific measurement occasions to S-CCPCH for UEs in idle mode and in CELL_PCH, URA_PCH states are not introduced and measurements have priority over MBMS reception. The usage of channel protection (channel coding) to recover some of the lost transport blocks is possible.
UEs may have DRx occasions for specific MBMS service when UE can stop decoding S-CCPCH and perform measurements. DRx occasion are based on scheduling information.

R'99 standards have some means to reduce need for number of measurements, which can be utilized for MBMS. 

When the UE reselects the cell due to the mobility or returns to on service from out of service, the UE shall acquire the MCCH information if the interested MBMS service is available in the selected cell for the reception of the service. The service is available when the session has been already started and the service is being served on p-t-p/p-t-m in the cell, or the service can be served in the cell if the UE requests it. 

If the MBMS service is available in the cell, the UE will perform an action for the service reception in the cell. For example, if the service is on p-t-p, the idle mode UE will initiate RRC connection establishment procedure. Otherwise, the UE does not need to perform such an action in the cell. The UE, which moves to the new cell, will operate according to the RRC state/mode as follows.
Whenever the UE moves between p-t-m cells while continuing to receive a service, UE shall receive MCCH information in a new cell, which includes an MBMS cell group identity. If a UE moves between cells belong to the same MBMS cell group based on the MCCH information, the UE does not need to re- establish RLC entity and re- initialise PDCP entity for the service received on MTCH. If a UE moves between cells belong to different MBMS cell groups based on the MCCH information, the UE shall re- establish RLC entity and re- initialise PDCP entity for the service received on MTCH. 
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