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8.6.9
MBMS specific information elements

8.6.9.9b
MCCH configuration information

If the IE "MCCH configuration information" is included the UE shall:

1>
Consider an access information period to start from the frame with the SFN value fulfilling the following equation (where m is the modification period coefficient and a is the access info period coefficient):


SFN mod 2(m – a) = 0

1>
Consider a repetition period to start from the frame with the SFN value fulfilling the following equation (where m is the modification period coefficient and r is the repetition period coefficient):


SFN mod 2(m – r) = 0

1>
Consider a modification period to start from the frame with the SFN value fulfilling the following equation (where m is the modification period coefficient):


SFN mod 2m = 0

1>
configure the RLC entity in the UE used for receiving MCCH in accordance with 8.6.4.9;

1>
configure the MAC entity in the UE, used for receiving MCCH, for receiving TCTF field unless the IE 'TCTF presence' is received;

10.3.9a
MBMS Information elements

10.3.9a.13
MCCH configuration information

Includes information about the MCCH configuration.

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Access Info Period coefficient
	MP
	
	Integer (0..3)
	Represents a, the access information coefficient. The number of repetitions per modification period equals 2a while the actual access information period, in number of frames, equals MP DIV 2a
	REL-6

	Repetition Period coefficient
	MP
	
	Integer (0..3)
	Represents r, the repetition period coefficient. The number of repetitions per modification period equals 2r while the actual repetition period, in number of frames, equals MP DIV 2r
	REL-6

	Modification period coefficient
	MP
	
	Integer (7..10)
	Represents m, the modification period coefficient. The actual modification period (MP), in number of frames, equals 2m
	REL-6

	RLC info
	MP
	
	RLC info MBMS

10.3.4.23a
	
	REL-6

	TCTF presence
	CV-rel6
	
	Enumerated (false)
	By default the TCTF is present even though the FACH only carries one logical channel (type). When this IE is included, the TCTF is absent
	REL-6


	Condition
	Explanation

	rel6
	This IE is not needed if the IE is contained within the IE “Secondary CCPCH system information”, otherwise the IE is optional.
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