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CRs on 25.321 FDD Enhanced Uplink (2)
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.321
	0234
	-
	Rel-6
	Buffer status for Scheduling Information
	F
	6.6.0
	6.7.0
	R2-053098
	EDCH-L23

	25.321
	0235
	-
	Rel-6
	Buffer definition for Happy Bit setting
	F
	6.6.0
	6.7.0
	R2-053099
	EDCH-L23

	25.321
	0236
	-
	Rel-6
	Specification of rate control combining rules in baseline procedure for Serving Grant update
	F
	6.6.0
	6.7.0
	R2-053100
	EDCH-L23

	25.321
	0237
	-
	Rel-6
	Definition of sample for E-DCH bit rate measurement
	F
	6.6.0
	6.7.0
	R2-053101
	EDCH-L23

	25.321
	0238
	-
	Rel-6
	Size of Absolute Grant field
	F
	6.6.0
	6.7.0
	R2-053102
	EDCH-L23

	25.321
	0239
	-
	Rel-6
	Transmission of Scheduling Information without higher layer data
	F
	6.6.0
	6.7.0
	R2-053103
	EDCH-L23

	25.321
	0241
	-
	Rel-6
	Size of UPH field and assembly of Scheduling Information message
	F
	6.6.0
	6.7.0
	R2-053110
	EDCH-L23

	25.321
	0242
	-
	Rel-6
	E-DCH SI MAC-e PDU and SI timers
	F
	6.6.0
	6.7.0
	R2-053111
	EDCH-L23

	25.321
	0243
	-
	Rel-6
	MAC es/e reset indicator
	B
	6.6.0
	6.7.0
	R2-053151
	EDCH-L23

	25.321
	0244
	-
	Rel-6
	E-DCH handling at serving cell change
	F
	6.6.0
	6.7.0
	R2-053152
	EDCH-L23

	25.321
	0245
	-
	Rel-6
	RSN sequence in the presence of compressed mode transmission gaps
	C
	6.6.0
	6.7.0
	R2-053154
	EDCH-L23
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