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List of all RAN3 CRs for TSG-RAN #31
Source
TSG RAN WG3

Agenda Item
7.4.1

7.4.3
Approval of CRs to Rel99, Rel-4, Rel-5 and Rel-6 with linked CRs

RP-060059 CRs (Rel-4 cat F and Rel-5/Rel-6 cat A) to TS 25.931
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060193
	25.931
	39
	
	F
	4.4.0
	4.5.0
	Rel-4
	TEI4
	SRNS Relocation example correction

	R3-060194
	25.931
	40
	
	A
	5.2.0
	5.3.0
	Rel-5
	TEI4
	SRNS Relocation example correction

	R3-060195
	25.931
	41
	
	A
	6.2.0
	6.3.0
	Rel-6
	TEI4
	SRNS Relocation example correction


RP-060060 CRs (Rel-5 cat. F and Rel-6 cat. A) to TS25.423 and TS 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060323
	25.433
	1202
	1
	F
	5.13.0
	5.14.0
	Rel-5
	TEI5
	Addition of the SIR Target for HS-SICH in 1.28Mcps TDD

	R3-060324
	25.433
	1203
	1
	A
	6.8.0
	6.9.0
	Rel-6
	TEI5
	Addition of the SIR Target for HS-SICH in 1.28Mcps TDD

	R3-060360
	25.423
	1153
	
	F
	5.16.0
	5.17.0
	Rel-5
	TEI5
	Correction of the presence of the cell capacity class value IE

	R3-060361
	25.423
	1154
	
	A
	6.8.0
	6.9.0
	Rel-6
	TEI5
	Correction of the presence of the cell capacity class value IE


RP-060061 CRs (Rel-6 cat. F and Rel-7 cat. A) to TS 25.413
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060108
	25.413
	805
	
	F
	6.8.0
	6.9.0
	Rel-6
	MBMS-RAN
	Correction of IE name in procedure text for MBMS Session Update

	R3-060109
	25.413
	806
	
	A
	7.0.0
	7.1.0
	Rel-7
	MBMS-RAN
	Correction of IE name in procedure text for MBMS Session Update

	R3-060380
	25.413
	809
	2
	F
	6.8.0
	6.9.0
	Rel-6
	MBMS-RAN
	Correction of signaling bearer mode for MBMS Registration Failure

	R3-060381
	25.413
	810
	2
	A
	7.0.0
	7.1.0
	Rel-7
	MBMS-RAN
	Correction of signaling bearer mode for MBMS Registration Failure

	R3-060241
	25.413
	828
	
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	SRB mapping toward HS-DSCH and E-DCH MAC-d flows

	R3-060242
	25.413
	829
	
	A
	7.0.0
	7.1.0
	Rel-7
	TEI6
	SRB mapping toward HS-DSCH and E-DCH MAC-d flows

	R3-060334
	25.413
	824
	2
	F
	6.8.0
	6.9.0
	Rel-6
	NTShar-UTRANEnh
	PS/CS coordination in shared RAN for MOCN

	R3-060335
	25.413
	825
	2
	A
	7.0.0
	7.1.0
	Rel-7
	NTShar-UTRANEnh
	PS/CS coordination in shared RAN for MOCN

	R3-060336
	25.413
	826
	2
	F
	6.8.0
	6.9.0
	Rel-6
	NTShar-UTRANEnh
	Inclusion of redirect attempt flag in Initial UE Message

	R3-060337
	25.413
	827
	2
	A
	7.0.0
	7.1.0
	Rel-7
	NTShar-UTRANEnh
	Inclusion of redirect attempt flag in Initial UE Message


RP-060062 CRs (Rel-6 cat. F and Rel-7 cat. A) to TS 25.413 and TS 25.410
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060383
	25.410
	66
	1
	F
	6.4.0
	6.5.0
	Rel-6
	TEI6
	Iu Release when detecting double Iu

	R3-060338
	25.413
	830
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Iu Release when detecting double Iu

	R3-060339
	25.413
	831
	1
	A
	7.0.0
	7.1.0
	Rel-7
	TEI6
	Iu Release when detecting double Iu


RP-060063 CRs (Rel-6 cat. F) to TS 25.423 and TS 25.433

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060230
	25.423
	1143
	
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Compressed Mode Correction

	R3-060231
	25.433
	1200
	
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Compressed Mode Correction

	R3-060305
	25.423
	1145
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Correction to the on demand mesurement for the HS-SICH in the dedicated measurement procedure for TDD

	R3-060306
	25.433
	1204
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Correction to the on demand mesurement for the HS-SICH in the dedicated measurement procedure for TDD

	R3-060313
	25.423
	1140
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	CR cross-dependencies for HS cell change by RL ADDITION

	R3-060225
	25.433
	1197
	
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	CR cross-dependencies for HS cell change by RL ADDITION

	R3-060385
	25.423
	1130
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Combined Active Set Update and E-DCH Serving Cell Change with Radio Link Addition Request (Inter RNC Case)

	R3-060386
	25.433
	1189
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Combined Active Set Update and E-DCH Serving Cell Change with Radio Link Addition Request (Inter Node B Case)


RP-060064 CRs (Rel-6 cat. F) to TS 25.423 and TS 25.433 for EDCH
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060099
	25.423
	1124
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH HARQ Combining Capability

	R3-060317
	25.433
	1178
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH HARQ Combining Capability

	R3-060200
	25.433
	1193
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Clarification on serving EDCH cell change

	R3-060201
	25.423
	1136
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Clarification on serving EDCH cell change

	R3-060228
	25.423
	1142
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Alignment of E-DCH RL Set ID

	R3-060229
	25.433
	1199
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Alignment of E-DCH RL Set ID

	R3-060246
	25.423
	1146
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Correction of criticality for Unirectional DCH Indictor

	R3-060247
	25.433
	1205
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Correction of criticality for Unirectional DCH Indictor

	R3-060301
	25.423
	1133
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH Mac-D PDU Size List Alignment

	R3-060302
	25.433
	1191
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	E-DCH Mac-D PDU Size List Alignment

	R3-060387
	25.423
	1134
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Non serving HSDPA indicator for E-DCH

	R3-060388
	25.433
	1192
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Non serving HSDPA indicator for E-DCH


RP-060065 CRs (Rel-6 cat. B) to TS 25.423 and TS 25.433

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060391
	25.433
	1188
	3
	B
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Adding HS-DSCH TDD Info in Radio Link Addition procedure

	R3-060392
	25.423
	1155
	1
	B
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Adding HS-DSCH TDD Info in Radio Link Addition procedure


RP-060066 CRs (Rel-6 cat. F) to  TS 25.423, TS 25.427 and TS 25.433 for EDCH
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060221
	25.423
	1139
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Error Correction Radio Link Parameter Update

	R3-060393
	25.427
	125
	1
	F
	6.5.0
	6.6.0
	Rel-6
	EDCH-IurIub
	HARQ Failure Indication due to MAC-e Reset in UE

	R3-060394
	25.423
	1147
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	HARQ Failure Indication due to MAC-e Reset in UE

	R3-060395
	25.433
	1206
	1
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	HARQ Failure Indication due to MAC-e Reset in UE

	R3-060396
	25.427
	126
	2
	F
	6.5.0
	6.6.0
	Rel-6
	EDCH-IurIub
	Clarification for HARQ Failure Indication


RP-060067 CR (Rel-6 cat. F) to TS 25.433
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060135
	25.433
	1186
	
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Correction of Notification Indicator

	R3-060166
	25.433
	1190
	
	D
	6.8.0
	6.9.0
	Rel-6
	TEI6
	NBAP Review before Freezing

	R3-060299
	25.433
	1213
	
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Clarification on SCCH  TPC step size for LCR TDD

	R3-060307
	25.433
	1209
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	Correction on HSPA Serving Cell Change using RL Addition procedure

	R3-060314
	25.433
	1182
	1
	F
	6.8.0
	6.9.0
	Rel-6
	TEI6
	F-DPCH Cell Capability Enhancement


RP-060068 CR (Rel-6 cat. F) to TS 25.433 for EDCH
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060222
	25.433
	1196
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Error Correction ASN.1 Radio Link Parameter Update

	R3-060257
	25.433
	1208
	
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	General Corrections and Improvements for E-DCH


Note: RAN3 agreed CR1211r1 to TS 25.433 on "Non-serving E-DCH Power Excess Indication" will be presented in RP-060084 under Agenda Item 7.3.4
7.4.4
Approval of linked CRs where the leading one originated from WG3

RP-060069 linked CRs (cat. F) to TS 25.309, TS 25.423 and TS 25.433 for EDCH
	RAN2/3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R2-060668
	25.309
	22
	
	F
	6.5.0
	6.6.0
	Rel-6
	EDCH-L2L3
	Correction to signalling of reference power offset

	R3-060389
	25.423
	1152
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Introduction of E-DCH Reference Power Offset 

	R3-060390
	25.433
	1212
	2
	F
	6.8.0
	6.9.0
	Rel-6
	EDCH-IurIub
	Introduction of E-DCH Reference Power Offset 


9.2.1.1
Optimization of Channelization Code Utilisation for 1.28 Mps TDD

RP-060070 CRs (cat. B) to TS25.423, TS25.430 and TS 25.433 for introduction of PLCCH

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060123
	25.430
	64
	
	B
	6.5.0
	7.0.0
	Rel-7
	RANimp-RABSE-CodeOptTDD
	Introduction of the PLCCH

	R3-060341
	25.423
	1127
	1
	B
	6.8.0
	7.0.0
	Rel-7
	RANimp-RABSE-CodeOptTDD
	Introduction of the PLCCH

	R3-060342
	25.433
	1184
	1
	B
	6.8.0
	7.0.0
	Rel-7
	RANimp-RABSE-CodeOptTDD
	Introduction of the PLCCH


9.3.1
Inclusion of Uplink TDOA UE position method in the UTRAN specifications

RP-060071 CR (cat. B) to TS 25.453 for completion of SAS centric mode
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060343
	25.453
	89
	1
	B
	7.1.0
	7.2.0
	Rel-7
	LCS3-UEPos-UTDOA
	Completion of SAS-centric mode 


9.3.2
LCS Enhancements related to Location-Based Services

RP-060072 CRs (cat. B) to TS25.401, TS25.410, TS25.413 and TS 25.453 for enabling the providing of velocity
	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060095
	25.401
	100
	2
	B
	6.7.0
	7.0.0
	Rel-7
	LCS3-UEPos-Velocity
	Enabling the Providing of Velocity

	R3-060096
	25.410
	64
	2
	B
	6.4.0
	7.0.0
	Rel-7
	LCS3-UEPos-Velocity
	Enabling the Providing of Velocity

	R3-060397
	25.413
	770
	10
	B
	7.0.0
	7.1.0
	Rel-7
	LCS3-UEPos-Velocity
	Enabling the Providing of Velocity

	R3-060398
	25.453
	84
	10
	B
	7.1.0
	7.2.0
	Rel-7
	LCS3-UEPos-Velocity
	Enabling the Providing of Velocity


9.6
7.68 Mcps TDD Option
RP-060073 CRs (cat. B) for introduction of the 7.68 Mcps TDD option

	RAN3 Tdoc
	Spec
	CR
	Rev
	Cat
	curr. Vers.
	new Vers.
	Rel
	Work item
	Title

	R3-060129
	25.427
	124
	
	B
	6.5.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060131
	25.435
	145
	
	B
	6.3.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060346
	25.423
	1128
	1
	B
	6.8.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060347
	25.433
	1185
	1
	B
	6.8.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060348
	25.425
	101
	1
	B
	6.3.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060349
	25.453
	90
	1
	B
	7.1.0
	7.2.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060353
	25.401
	102
	1
	B
	6.7.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option

	R3-060354
	25.402
	51
	1
	B
	6.3.0
	7.0.0
	Rel-7
	VHCRTDD-IurIub
	Introduction of 7.68Mcps TDD option
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