Page 1



3GPP TSG-RAN3 Meeting #51 
Tdoc (
 R3-060302
Denver, USA, 13th – 17th February 2006

	CR-Form-v7.1

	CHANGE REQUEST

	

	(

	25.433
	CR
	1191
	(

rev
	1
	(

Current version:
	6.8.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	E-DCH Mac-D PDU Size List Alignment

	
	

	Source:
(

	RAN3

	
	

	Work item code:
(

	EDCH-IurIub
	
	Date: (

	13/02/2006

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-6

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Ph2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

     Rel-7
(Release 7)



	
	

	Reason for change:
(

	The NBAP maximum E-DCH MAC-d PDU Size List is currently aligned with the theoretical maximum of the E-DCH DDI value (63).
The TS 25.331 (RRC 6.8.0) restrincts the Maximum number of RLC PDU sizes per logical channel mapped on E-DCH of the RLC PDU size list to 32  (maxRLCPDUsizePerLogChan). 
The reason of change is to align the maximum E-DCH MAC-d PDU Size List with the TS 25.331.  

	
	

	Summary of change:
(

	The Maximum number of Data Description Indicators (maxnoofDDIs) which defines the maximum of MAC-d PDU Size List is set to 32 into the ASN.1. 
Change: maxNrOfDDIs ::= 32
This CR only impacts the ASN.1.

The impact can be considered isolated, because the change affects one function namely the E-DCH.
Rev1: 
maxNrOfDDIs and maxnoofDDIs are renamed for clarification and alignment on TS 25.331:
- maxNrOfDDIs is renamed maxNrOfMACdPDUSize
- maxnoofDDIs is renamed maxnoofMACdPDUSize
Editorial correction, for some IEs, the maxnoofDDIs is referenced in the range but not used in the tabular.
The tabular and ASN.1 are impacted.

	
	

	Consequences if 
(

not approved:
	Mise alignement with RRC specification (TS 25.331).

	
	

	Clauses affected:
(

	9.2.2.13Df , 9.2.2.13K , 9.2.2.13L, 9.2.2.13M, 9.3.4, 9.3.6

	
	

	
	Y
	N
	
	

	Other specs
(

	X
	
	 Other core specifications
(

	25.423 CR1133

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

9.2.2.13Df
E-DCH FDD Information to Modify

The E-DCH FDD Information to Modify IE is used for the modification of an E-DCH. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Specific Information
	
	0..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.13O
	

	>Allocation/Retention Priority
	O
	
	9.2.1.1A
	

	>Transport Bearer Request Indicator
	M
	
	9.2.1.62A
	

	>TNL QoS
	O
	
	9.2.1.58A
	

	>Maximum Number Of Retransmissions For E-DCH
	O
	
	9.2.2.20D
	

	>E-DCH HARQ Power Offset FDD
	O
	
	9.2.2.13.Dk
	

	>E-DCH MAC-d Flow Multiplexing  List
	O
	
	9.2.2.13.Dl
	

	>CHOICE E-DCH Grant Type
	O
	
	
	

	>>E-DCH Non-Scheduled Transmission  Grant
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.13.Dm
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13.Dn
	

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	

	>E-DCH Logical Channel To Add
	O
	
	E-DCH Logical Channel Information

9.2.2.13K
	

	>E-DCH Logical Channel To Modify
	O
	
	9.2.2.13L
	

	>E-DCH Logical Channel To Delete
	
	0..< maxnooflogicalchannels>
	
	

	>>Logical Channel ID
	M
	
	9.2.2.18c
	

	HARQ Process Allocation For 2ms Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13Dn
	

	E-DCH Maximum Bitrate
	O
	
	9.2.2.13T
	

	E-DCH Processing Overload Level
	O
	
	9.2.2.13U
	


	Range bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows.

	
	


#partially omitted#

9.2.2.13K
E-DCH Logical Channel Information
The E-DCH Logical Channel Information IE is used for the establishment of E-DCH Logical Channels.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Logical Channel Information
	
	1..<maxnooflogicalchannels>
	
	

	>Logical Channel ID
	M
	
	9.2.2.18c
	

	>Scheduling Priority Indicator
	M
	
	9.2.1.53H
	

	>Scheduling Information
	M
	
	9.2.2.40A
	

	>MAC-es Guaranteed Bit Rate
	O
	
	9.2.2.20E
	

	>E-DCH DDI Value
	M
	
	9.2.2.13Q
	If more than 1 MAC-d PDU size is configured for this Logical Channel, the different sizes will use subsequent DDI values starting from this DDI value.

Value “0x3F” is reserved

	>MAC-d PDU Size List
	
	1..< maxnoofMACdPDUSize
	
	

	>>MAC-d PDU Size
	M
	
	9.2.1.38A
	


	Range Bound
	Explanation

	maxnooflogicalchannels
	Maximum number of logical channels

	maxnoofMACdPDUSize
	Maximum number of MAC-d PDU size per Logical Channels


9.2.2.13L
E-DCH Logical Channel To Modify

The E-DCH Logical Channel To Modify IE is used for the reconfiguration of E-DCH Logical Channels.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH Logical Channel Information
	
	1..<maxnooflogicalchannels>
	
	

	>Logical Channel ID
	M
	
	9.2.2.18c
	

	>Scheduling Priority Indicator
	O
	
	9.2.1.53H
	

	>Scheduling Information
	O
	
	9.2.2.40A
	

	>MAC-es Guaranteed Bit Rate
	O
	
	9.2.2.20E
	

	>E-DCH DDI Value
	O
	
	9.2.2.13Q
	If more than 1 MAC-d PDU size is configured for this Logical Channel, the different sizes will use subsequent DDI values starting from this DDI value.

Value “0x3F” is reserved

	>MAC-d PDU Size List
	
	0..< maxnoofMACdPDUSize
	
	

	>>MAC-d PDU Size
	M
	
	9.2.1.38A
	


	Range Bound
	Explanation

	maxnooflogicalchannels
	Maximum number of logical channels

	maxnoofMACdPDUSize
	Maximum number of MAC-d PDU size per Logical Channels


9.2.2.13M
E-DCH MAC-d Flows Information
The E-DCH MAC-d Flows Information IE is used for the establishment of E-DCH MAC-d flows.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	E-DCH MAC-d Flow Specific Information
	
	1..<maxnoofEDCHMACdFlows>
	
	

	>E-DCH MAC-d Flow ID
	M
	
	9.2.2.13O
	

	>Allocation/Retention Priority
	M
	
	9.2.1.1A
	

	>TNL QoS
	O
	
	9.2.1.58A
	

	>Payload CRC Presence Indicator
	M
	
	9.2.1.49
	

	>Maximum Number Of Retransmissions For E-DCH
	M
	
	9.2.2.20D
	

	>E-DCH HARQ Power Offset FDD
	M
	
	9.2.2.13.Dk
	

	>E-DCH MAC-d Flow Multiplexing List
	O
	
	9.2.2.13.Dl
	

	>CHOICE E-DCH Grant Type
	M
	
	
	

	>>E-DCH Non-Scheduled Transmission Grant
	
	
	
	

	>>>Maximum Number of Bits per MAC-e PDU for Non-scheduled Transmission
	M
	
	9.2.2.13.Dm
	

	>>>HARQ Process Allocation For 2ms Non-Scheduled Transmission Grant
	O
	
	HARQ Process Allocation for 2ms TTI

9.2.2.13.Dn
	If this IE is not included, transmission in all HARQ processes is allowed.

	>>E-DCH Scheduled Transmission Grant
	
	
	NULL
	

	>Bundling Mode Indicator
	O
	
	9.2.2.1Bb
	

	>E-DCH Logical Channel Information
	M
	
	9.2.2.13K
	


	Range Bound
	Explanation

	maxnoofEDCHMACdFlows
	Maximum number of E-DCH MAC-d flows

	
	


#partially omitted#
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,


maxNrOfCombEDPDCH,

maxNrOfEDCH-HARQ-PO-QUANTSTEPs,

maxNrOfEDCHHARQProcesses2msEDCH,


maxNrOfBits-MACe-PDU-non-scheduled,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,

maxNrOfRefETFCIs,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,

maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,

maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,

maxNrOfMACdPDUSize,

maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,

maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,

maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,




maxNrOfE-AGCHs,


maxNrOfEDCHMACdFlows,


maxNrOfEDCHMACdFlows-1,


maxNrOfE-RGCHs-E-HICHs,


maxNrofSigSeqRGHI-1,

maxNoOfLogicalChannels,
#partially omitted#
E-DCH-Processing-Overload-Level ::= INTEGER (0..10,...)
E-DCH-MACdPDU-SizeList ::= SEQUENCE (SIZE (1.. maxNrOfMACdPDUSize)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-MACdPDU-SizeListItem ::= SEQUENCE {


mACdPDU-Size




MACdPDU-Size,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-MACdPDU-SizeListItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-MACdPDU-SizeListItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-LogicalChannelToModify ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToModifyItem

E-DCH-LogicalChannelToModifyItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


schedulingPriorityIndicator

SchedulingPriorityIndicator

OPTIONAL,


schedulingInformation


SchedulingInformation

OPTIONAL,


mACesGuaranteedBitRate


MACesGuaranteedBitRate

OPTIONAL,


e-DCH-DDI-Value




E-DCH-DDI-Value




OPTIONAL,


mACd-PDU-Size-List



E-DCH-MACdPDU-SizeToModifyList, 


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToModifyItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelToModifyItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
E-DCH-MACdPDU-SizeToModifyList ::= SEQUENCE (SIZE (0.. maxNrOfMACdPDUSize)) OF E-DCH-MACdPDU-SizeListItem

E-DCH-LogicalChannelToDelete ::= SEQUENCE (SIZE (1..maxNoOfLogicalChannels)) OF E-DCH-LogicalChannelToDeleteItem
E-DCH-LogicalChannelToDeleteItem ::= SEQUENCE {


logicalChannelId



LogicalChannelID,


iE-Extensions




ProtocolExtensionContainer { { E-DCH-LogicalChannelToDeleteItem-ExtIEs } }


OPTIONAL,

...

}
E-DCH-LogicalChannelToDeleteItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
LogicalChannelID ::= INTEGER (1..15)

9.3.6
Constant Definitions

#partially omitted#
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10
maxNrOfDLTSs



INTEGER ::= 15
maxNrOfDLTSLCRs



INTEGER ::= 6
#partially omitted#
maxNrOfSyncDLCodesLCR

INTEGER ::= 32
maxNrOfHSSCCHCodes



INTEGER ::= 4

maxNrOfMACdFlows



INTEGER ::= 8

maxNrOfMACdFlows-1



INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfMACdPDUIndexes


INTEGER ::= 8

maxNrOfMACdPDUIndexes-1


INTEGER ::= 7
-- maxNoOfMACdPDUIndexes – 1
maxNrOfMACdPDUSize



INTEGER ::= 32
maxNrOfNIs





INTEGER ::= 256
maxNrOfPriorityQueues


INTEGER ::= 8

maxNrOfPriorityQueues-1


INTEGER ::= 7
-- maxNoOfPriorityQueues - 1

maxNrOfHARQProcesses


INTEGER ::= 8

maxNrOfContextsOnUeList


INTEGER ::= 16

maxNrOfCellPortionsPerCell

INTEGER ::= 64
maxNrOfCellPortionsPerCell-1
INTEGER ::= 63

maxNrOfPriorityClasses


INTEGER ::= 16

maxNrOfSatAlmanac-maxNoSat

INTEGER ::= 16  -- maxNrofSatAlmanac - maxNoSat

maxNrOfE-AGCHs




INTEGER ::= 32
maxNrOfEDCHMACdFlows


INTEGER ::= 8

maxNrOfEDCHMACdFlows-1


INTEGER ::= 7

maxNrOfE-RGCHs-E-HICHs


INTEGER ::= 32
maxNrOfEDCH-HARQ-PO-QUANTSTEPs
INTEGER ::= 6
maxNrOfEDCHHARQProcesses2msEDCH
INTEGER ::= 8
maxNrOfEDPCCH-PO-QUANTSTEPs

INTEGER ::= 8

maxNrOfBits-MACe-PDU-non-scheduled
INTEGER ::= 19982

maxNrOfRefETFCIs



INTEGER ::= 8
maxNrOfRefETFCI-PO-QUANTSTEPs
INTEGER ::= 29
maxNrofSigSeqRGHI-1



INTEGER ::= 39

maxNoOfLogicalChannels


INTEGER ::= 16
maxNrOfCombEDPDCH



INTEGER ::= 12
#partially omitted#
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