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Subject:
Rel-5 CRs to 25.323, 25.331, 25.922, 25.993
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.323
	0068
	-
	Rel-5
	Reference model for generating ROHC performance requirements
	F
	5.5.0
	5.6.0
	R2-060777
	RANimp-RABSE5

	25.323
	0069
	-
	Rel-6
	Reference model for generating ROHC performance requirements
	A
	6.4.0
	6.5.0
	R2-060778
	RANimp-RABSE5

	25.331
	2719
	-
	Rel-5
	Default configuration 11 for multirate AMR with SRB5
	F
	5.15.0
	5.16.0
	R2-060644
	TEI5

	25.331
	2720
	-
	Rel-6
	Default configuration 11 for multirate AMR with SRB5
	A
	6.8.0
	6.9.0
	R2-060645
	TEI5

	25.331
	2721
	-
	Rel-5
	Addition of synchronization parameters in RRC for HS-SICH in 1.28Mcps TDD
	F
	5.15.0
	5.16.0
	R2-060647
	HSDPA-L23

	25.331
	2722
	-
	Rel-6
	Addition of synchronization parameters in RRC for HS-SICH in 1.28Mcps TDD
	A
	6.8.0
	6.9.0
	R2-060648
	HSDPA-L23

	25.331
	2745
	1
	Rel-5
	7.95kbps NB AMR Default Configuration removal
	F
	5.15.0
	5.16.0
	R2-060779
	TEI5

	25.331
	2746
	1
	Rel-6
	7.95kbps NB AMR Default Configuration removal
	A
	6.8.0
	6.9.0
	R2-060780
	TEI5

	25.922
	0035
	-
	Rel-6
	Examples of RRM strategies for HSDPA
	F
	6.2.0
	6.3.0
	R2-060686
	HSDPA-L23

	25.993
	0064
	-
	Rel-6
	VT bearer configurations
	F
	6.12.0
	6.13.0
	R2-060637
	TEI5

	25.993
	0065
	-
	Rel-6
	Introduction of additional WB-AMR RAB combinations
	F
	6.12.0
	6.13.0
	R2-060643
	TEI5
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