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Agenda item 7.3.3
Source: 
TSG-RAN WG2.

Subject:
FDD Enhanced Uplink: 25.309 and 25.321 Rel-6 CRs
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.309
	0025
	-
	Rel-6
	Non-serving to total E-DCH power ratio clarification
	F
	6.5.0
	6.6.0
	R2-060763
	EDCH-L23

	25.321
	0246
	-
	Rel-6
	Definition of reference_ETPR
	F
	6.7.0
	6.8.0
	R2-060664
	EDCH-L23

	25.321
	0247
	1
	Rel-6
	AG_Timer for IE “Serving Grant”
	F
	6.7.0
	6.8.0
	R2-060747
	EDCH-L23

	25.321
	0248
	-
	Rel-6
	TEBS and HLBS Coding
	F
	6.7.0
	6.8.0
	R2-060667
	EDCH-L23

	25.321
	0249
	-
	Rel-6
	Correction related to automatic triggering of SI retransmissions
	F
	6.7.0
	6.8.0
	R2-060670
	EDCH-L23

	25.321
	0250
	-
	Rel-6
	Clarifications at TTI Change
	F
	6.7.0
	6.8.0
	R2-060671
	EDCH-L23

	25.321
	0251
	2
	Rel-6
	MAC-es/e and MAC-hs reset procedure
	F
	6.7.0
	6.8.0
	R2-060771
	EDCH-L23

	25.321
	0254
	-
	Rel-6
	Enhanced Uplink Corrections
	A
	6.7.0
	6.8.0
	R2-060745
	EDCH-L23

	25.321
	0255
	-
	Rel-6
	E-TFC Selection Pseudo Code Correction
	A
	6.7.0
	6.8.0
	R2-060746
	EDCH-L23

	25.321
	0257
	-
	Rel-6
	E-DCH Serving Grant Update
	F
	6.7.0
	6.8.0
	R2-060764
	EDCH-L23

	25.321
	0258
	-
	Rel-6
	One PDU size per logical channel per TTI
	F
	6.7.0
	6.8.0
	R2-060767
	EDCH-L23


NOTE:
25.309 CR 0022 ("correction to signalling of reference power offset") is presented by RAN WG3 in RP-060069,

as linked with TS 25.423 CR 1146 and TS 25.433 CR1212.
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