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25.331 Rel-6 CRs on TEI6

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Version-New
	Doc-2nd-Level
	Workitem

	25.331
	2723
	-
	Rel-6
	Integrity Protection check for NAS messages
	F
	6.8.0
	6.9.0
	R2-060649
	TEI6

	25.331
	2735
	-
	Rel-6
	Correction to Modifying Integrity Protection Configuration for TM SRB
	F
	6.8.0
	6.9.0
	R2-060688
	TEI6

	25.331
	2736
	-
	Rel-6
	Correction to Security Mode Control Procedure
	F
	6.8.0
	6.9.0
	R2-060689
	TEI6

	25.331
	2737
	-
	Rel-6
	Resolving problems from CR implementation
	F
	6.8.0
	6.9.0
	R2-060691
	TEI6

	25.331
	2740
	-
	Rel-6
	Periodic URA Update in OOS
	F
	6.8.0
	6.9.0
	R2-060697
	TEI6

	25.331
	2741
	-
	Rel-6
	Correction in IE UE positioning capability
	F
	6.8.0
	6.9.0
	R2-060698
	TEI6

	25.331
	2742
	-
	Rel-6
	F-DPCH, HSDPA and E-DCH in HANDOVER TO UTRAN COMMAND (Rel-6 ASN.1 review issue 013)
	F
	6.8.0
	6.9.0
	R2-060653
	TEI6

	25.331
	2743
	-
	Rel-6
	Representation of IE "latestConfiguredCN-Domain" in the r3 branch of SRNS Relocation Info
	F
	6.8.0
	6.9.0
	R2-060652
	TEI6

	25.331
	2747
	-
	Rel-6
	Periodic BMC Schedule Message
	B
	6.8.0
	6.9.0
	R2-060702
	TEI6

	25.331
	2751
	-
	Rel-6
	Configuration of DL TFCS as 'Same as UL'
	F
	6.8.0
	6.9.0
	R2-060715
	TEI6

	25.331
	2752
	-
	Rel-6
	NAS synchronization indicator in RB setup
	B
	6.8.0
	6.9.0
	R2-060721
	TEI6

	25.331
	2754
	-
	Rel-6
	Clarification of UE action upon receiving the IE RB information to change list
	F
	6.8.0
	6.9.0
	R2-060723
	TEI6

	25.331
	2755
	-
	Rel-6
	Removal of unnecessary checking for HS-DSCH and E-DCH configuration
	F
	6.8.0
	6.9.0
	R2-060725
	TEI6

	25.331
	2756
	-
	Rel-6
	Introduction of WB-AMR default configuration without SRB#5
	B
	6.8.0
	6.9.0
	R2-060727
	TEI6

	25.331
	2757
	-
	Rel-6
	Initial DPCH frame offset for F-DPCH
	F
	6.8.0
	6.9.0
	R2-060728
	TEI6
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