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Recommended test case applicability

The applicability of each individual test is identified in the table 1. This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document and of TS 51.010-2 [52].

The columns in table 1 have the following meaning:

Clause

The clause column indicates the clause number in TS 34.123-1 that contains the test body.

Title

The title column describes the name of the test.

Release

The release column indicates the earliest release from which each testcase is applicable, except if otherwise stated of an individual test case. 

Applicability 

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities. 

Status column

The following notations, defined in ISO/IEC 9646‑7, are used for the status column:

A
applicable – the applicability is required to be supported.

O
optional – the capability may be supported or not.

N/A
not applicable – in the given context, it is impossible to use the capability.

X
prohibited (excluded) – there is a requirement not to use this capability in the given context.

O.i
qualified optional – for mutually exclusive or selectable options from a set. "i" is an integer which identifies an unique group of related optional items and the logic of their selection which is defined immediately following the table.

Ci
conditional – the requirement on the capability ("M", "O", "X" or "N/A") depends on the support of other optional or conditional items. "i" is an integer identifying an unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." shall be used to avoid ambiguities.

Comments 

This column contains a verbal description of the condition included in the applicability column.

Table 1: Applicability of tests

	Inter-RAT cell change order from UTRAN

	8.3.11.1
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Success
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.2
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Success
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.3
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Failure (T309 expiry)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.4
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Failure (Physical channel Failure and Reversion Failure)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.5
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Failure (T309 expiry)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.6
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/Failure (Physical channel Failure and Reversion Failure)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.7
	Inter-RAT cell change order from UTRAN/To GPRS/ Failure (Unsupported configuration)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.8
	Inter-RAT cell change order from UTRAN/To GPRS/ Failure (Invalid Inter-RAT message)
	R99
	C360
	UEs supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.9
	Inter-RAT Cell Change Order from UTRAN to GPRS/CELL_DCH/Success (stop of HS-DSCH reception)
	Rel-5
	C381 
	UEs supporting FDD and GSM. UE supporting PS bearer service and HS-PDSCH

	8.3.11.10
	Inter-RAT Cell Change Order from UTRAN/To GPRS/CELL_DCH/Failure (Physical channel Failure)
	Rel-5
	C381
	UEs supporting FDD and GSM. UE supporting PS bearer service and HS-PDSCH

	8.3.11.11
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_FACH/No RAB established/Success
	R99
	C360
	UE supporting FDD and GSM. UE supporting PS bearer service.

	8.3.11.12
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Network Assisted Cell Change/Success
	Rel-5
	C396
	UEs supporting FDD and GSM. UE supporting PS bearer service. UE supporting Inter-RAT NACC from UTRAN.

	8.3.11.13
	Inter-RAT cell change order from UTRAN/To GPRS/CELL_DCH/Network Assisted Cell Change with Invalid SI/Success
	Rel-5
	C396
	UEs supporting FDD and GSM. UE supporting PS bearer service. UE supporting Inter-RAT NACC from UTRAN.
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