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2. Corrections required for HSENH_r5_wk42 test suite
Change 2.1: ts_GSM_InitVariablesAllBands_r5

Testcase
ts_GSM_InitVariablesAllBands_r5

Reason for change
“ts_GSM_InitVariablesDef_r5” is being called in “ts_GSM_InitVariablesAllBands_r5” and Authentiaction Keys(using +ts_MM_AuthenticationInit ) and tcv_SI2quaterRO are assigned inside that test step. If the test cases are executed in 850 band, Authentiaction Keys and SI2quaterRO will not be assigned as TTCN will not execute test step “ts_GSM_InitVariablesDef_r5”. Also “ts_GSM_InitVariablesDef_r5” does not support 850 band.

Summary of change
The test step “ts_GSM_InitVariablesDef_r5” should support GSM 850 and GSM 700 bands. If this test step supports GSM 850 and GSM 700 bands then there is no need of test step “ts_GSM_InitVariablesAllBands_r5”. “ts_GSM_InitVariablesDef_r5” can be called instead of “ts_GSM_InitVariablesAllBands_r5”.

Source of change
New change

Test cases affected
tc_8_3_11_9, tc_8_3_11_10, tc_8_3_11_12, tc_8_3_11_13, tc_8_3_7_14

MCC 160 comments


Change 2.2: ts_GSM_InitVariablesSpecific26_6_5_1_2

Testcase
ts_GSM_InitVariablesSpecific26_6_5_1_2

Reason for change
This test step does not support GSM850 band.

Summary of change
This test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_14

MCC 160 comments


Change 2.3: ts_G_HandoverCommandInitialise26_6_5_1_2

Testcase
ts_G_HandoverCommandInitialise26_6_5_1_2

Reason for change
This test step does not support GSM850 band.

Summary of change
This test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_14

MCC 160 comments


Change 2.4 : tc_8_3_7_14 - lt_FreqBand

Testcase
tc_8_3_7_14: lt_FreqBand

Reason for change
This local test step does not support GSM 850 band.

Summary of change
This local test step should be modified to support 850 band.

Source of change
New change

Test cases affected
tc_8_3_7_14

MCC 160 comments


Change 2.5 : c_TFC_Allowed_0_1_2_3_11_15_26

Testcase
c_TFC_Allowed_0_1_2_3_11_15_26

Reason for change
As per 34.123-1 section 14.6.3a.3 (subtest 3) UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC11, UL_TFC15, UL_TFC26 are allowed. Hence created a new test step.

Summary of change
New object

Source of change
New change

Test cases affected
tc_14_6_3a

MCC 160 comments


[image: image1.png]Constraint Name:  c_TFC_Allowed_0_1_2_3_11_15_26
Group,
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Derivation Path;
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Change 2.6 : c_TFC_Allowed_0_1_2_3_13_15_28

Testcase
c_TFC_Allowed_0_1_2_3_13_15_28

Reason for change
As per 34.123-1 section 14.6.3a.3 (subtest 4) UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC13, UL_TFC15, UL_TFC28 are allowed. Hence created a new test step.

Summary of change
New object

Source of change
New change

Test cases affected
tc_14_6_3a

MCC 160 comments


[image: image2.png]Constraint Name:  ¢_TFC_Allowed_0_1_2_3_13_15_28
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Change 2.7 : c_TFC_Allowed_0_1_2_3_4_15_19

Testcase
c_TFC_Allowed_0_1_2_3_4_15_19

Reason for change
As per 34.123-1 section 14.6.3a.3 (subtest 1) UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC4, UL_TFC15, UL_TFC19 are allowed. Hence created a new test step.

Summary of change
New object

Source of change
New change

Test cases affected
tc_14_6_3a

MCC 160 comments
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Change 2.8 : c_TFC_Allowed_0_1_2_3_8_15_23

Testcase
c_TFC_Allowed_0_1_2_3_8_15_23

Reason for change
As per 34.123-1 section 14.6.3a.3 (subtest 2) UL_TFC0, UL_TFC1, UL_TFC2, UL_TFC3, UL_TFC8, UL_TFC15, UL_TFC23 are allowed. Hence created a new test step.

Summary of change
New object

Source of change
New change

Test cases affected
tc_14_6_3a

MCC 160 comments


[image: image4.png]Constraint Name:  c_TFC_Allowed_0_1_2_3_8_15_23
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Change 2.9 : cds_RB_SetUpHS_FromDCH_Speech_64kUL_LoopBack

Testcase
cds_RB_SetUpHS_FromDCH_Speech_64kUL_LoopBack

Reason for change
As per 34.108 section 6.10.2.4.1.40.1.2, puncturing limit should be set to 0.76

Summary of change
In the constraint added 

REPLACE message.radioBearerSetup.later_than_r3.criticalExtensions.criticalExtensions.r5. radioBearerSetup_r5.ul_ChannelRequirement BY ul_DPCH_Info : cb_UL_DPCH_InfoACK_HSENH (tsc_UL_DPDCH_SF_64k_PS, pl0_76, p_UL_ScramblingCode, p_HSDPA_ConfigType)

Source of change
New change

Test cases affected
tc_14_6_3 and tc_14_6_3a

MCC 160 comments


[image: image5.png]ConstraintName:  cds_RB_SetUpHS_FromDCH_Speech_64kUL_LoopBack (
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P_MAC_Queus MAC_hs_AddReconfausus;
p_SecondanSeramblingCode : SecondanySeramblingCode;
b_HSDPA_ConfigType : HSDPA_ConfigType
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Encoding Rule Narme:
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Constamtvate ]
REPLACE message radioBearerSetup |ater_than_r3.criticalExtensions criticalExtensions r5. radioBearerSetup_rs rab_InformationSetupList BY {cd_RA|
B_InfoSetupDCH_PS_HS_NoPDCP_DCH4 (useT315, p_RAB_Id, p_RLC_Info)},
REPLACE message racloBearerSetyp ater_than_13 ccaIEHensions rlcalEsensions 5. fadioBsarerSatup_t5.u_CommonTransChinfo Y c_UL_
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REPLACE message radloBearerSelup atet_inan_13 slcalEHansIons cilcalEsensions 5. facioBsarerSatup_t5.dL_inormationPerRL_ListBY _DL_
InfoPerRL_HSENH (p_PrimScramblingCode, tsc_DL_DPCH1_ChC_Speech,
n SecondaryScramblingCode )





Change 2.10 : ts_SS_UL_DPCH_ModifySpeech_HS

Testcase
ts_SS_UL_DPCH_ModifySpeech_HS

Reason for change
1. As per 34.108 section  6.10.2.4.5.3.1.2, puncturing limit should be set 0.60

2. As per 34.108 section 6.10.2.4.1.40.1.2, puncturing limit should be set to 0.76

Summary of change
1. Changed row # 3 from ca_UL_DPCH_ModifyInfo_HSENH (p_CellId, tsc_UL_DPCH1, cb_UL_DPCH_InfoACK_HSENH (sf4, pl0_72,  tcv_TmpCellInfo.uL_ScramblingCode, tcv_HS_Cfg), tcv_ActTime, tcv_HS_Cfg)

 to ca_UL_DPCH_ModifyInfo_HSENH (p_CellId, tsc_UL_DPCH1, cb_UL_DPCH_InfoACK_HSENH (sf4, pl0_60,  tcv_TmpCellInfo.uL_ScramblingCode, tcv_HS_Cfg), tcv_ActTime, tcv_HS_Cfg)

2. Changed row #10 from ca_UL_DPCH_ModifyInfo_HSENH (p_CellId, tsc_UL_DPCH1, cb_UL_DPCH_InfoACK_HSENH ( tsc_UL_DPDCH_SF_64k_PS, pl0_96, tcv_TmpCellInfo.uL_ScramblingCode , tcv_HS_Cfg),tcv_ActTime, tcv_HS_Cfg)

to ca_UL_DPCH_ModifyInfo_HSENH (p_CellId, tsc_UL_DPCH1, cb_UL_DPCH_InfoACK_HSENH ( tsc_UL_DPDCH_SF_64k_PS, pl0_76, tcv_TmpCellInfo.uL_ScramblingCode , tcv_HS_Cfg),tcv_ActTime, tcv_HS_Cfg)



Source of change
New change

Test cases affected
tc_14_6_3 and tc_14_6_3a
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w_ActTime, tev_HS_Cfa)

4 CPHY ? CPHY_RL_Modify_CNF ca_RL_ModifyCnf (p_Cellld, tsc_UL_DPCH1)

5 CPHY ! CPHY_TrCH_Config_REQ  ca_TrChCfainfo (p_Cellld, tsc_UL_DPCH1, c_TrChCo
HTYpEDCH_NOSHO, ¢_DCH_Speech_336_145_UL
_Info384kitev_ActTime))

6 CPHY ? CPHY_TrCH_Config_CNF  ca_TrChCfaCnf (p_Cellld, tsc_UL_DPCH1)
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1

9 [tev_HS_Cfo.ul_DataRate = r64]

10 CPHYICPHY_RL_Modify_REQ ca_UL_DPCH_Modifyinfo_HSENH (p_Cellld, tsc_UL_

DFCHT, ch_UL_DPCH_INfoACK_HSENH (15c_UL_DP
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Change 2.11 : tc_14_6_3

Testcase
tc_14_6_3

Reason for change
Execution time of the test case is not sufficient.

Summary of change
Increased the t_Guart timer to 900

Source of change
New change

Test cases affected


[image: image7.png]Test Case Id: te_14_6_3
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Change 2.12 : tc_14_6_3a

Testcase
tc_14_6_3a

Reason for change
1. Execution time of the test case is not sufficient.

2. For changes 2 to 5 please see change 2.5 to 2.8

Summary of change
1. Increased the t_Guart timer to 900.

2. Passed c_TFC_Allowed_0_1_2_3_4_15_19 to rows 9 and 21

3. Passed c_TFC_Allowed_0_1_2_3_8_15_23 to rows 10 and 22

4. Passed c_TFC_Allowed_0_1_2_3_11_15_26 to rows 11 and 23

5. Passed c_TFC_Allowed_0_1_2_3_13_15_28 to rows 12 and 24



Source of change
New change

Test cases affected
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