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Reason for change:
z
1) The Specific message contents of Cell Update Confirm in Step 9 says that the URNTI  must be passed and its value should be the same as CELL UPDATE message in step 8, wheras in TTCN it is Omitted 

2) In Step 11 of the expected sequence the SS should send the UE CAPABILITY ENQUIRY message and not  UE CAPABILITY INFORMATION CONFIRM as it is done in TTCN




Summary of change:
z

See sections below for details




Consequences if 
z

not approved:
Test case will not be consistent with the Prose




Clauses affected:
z







Y
N



Other specs
z


X
 Other core specifications
z



affected:


 Test specifications




X
 O&M Specifications





Other comments:
z



How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

Table Name
tc_8_1_7_1d: lt_SendCellUpdateConfirm

ATS Suite
iWD_2006_wk03

Test Case affected
TC_8_1_7_1d

Reason for change
The Specific message contents of Cell Update Confirm in Step 9 says that the URNTI  must be passed and its value should be the same as CELL UPDATE message in step 8, whears in TTCN it is Omitted

Summary of change
Passed the value tcv_CellInfoA.uRNTI as a parameter instead of OMIT  in the constraint of Cell Update Confirm Message

lt_SendCellUpdateConfirm

59
 
[ tcv_CellInfoA.cellConfig = cell_DCH_64kPS_RAB_SRB ]
 
 
 

60
 
 UM ! RLC_UM_DATA_REQ
cas_RRC_CellUpdateCnf ( 
tsc_CellDedicated, 
tsc_RB1, 
cbs_108_CellUpdateCnfDCCH ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
tcv_CellInfoA.uRNTI, 
OMIT, 
OMIT, 
cell_DCH, 
ul_DPCH_Info : (cb_UL_DPCH_Info( tsc_UL_DPDCH_SF_64k_PS , pl0_96 , tcv_CellInfoA.uL_ScramblingCode) ), 
c_DL_CommonInformationDCH_DPCH_Offset ( tsc_DL_DPCH1_SFP_64k_PS ), 
c_DL_InformationPerRL ( tcv_CellInfoA.priScrmCode, tsc_DL_DPCH1_ChC_64k_PS, 
tsc_DL_DPCH1_2ndScrC ) ) 
)
 
Step 9

61
TBI2
[TRUE]
 



Table Name
tc_8_1_7_1d: lt_ReceivePhysicalChanReconCmpl

ATS Suite
iWD_2006_wk03

Test Case affected
TC_ 8_1_7_1d

Reason for change
In Step 11 of the expected sequence the SS should send the UE CAPABILITY ENQUIRY message and not  UE CAPABILITY INFORMATION CONFIRM as it is done in TTCN 

Summary of change
Removed the step of sending the UE Capability Information Confirm after receiving the Physical Channel Reconfiguration Complete message from the UE

lt_ReceivePhysicalChanReconCmpl

76
 
START t_WaitMS
 
 
 

77
TSF1
 ? TIMEOUT t_WaitMS
 
(F)
 

78
TSP1
 AM ?RLC_AM_DATA_IND CANCEL t_WaitMS
car_PhyChReconfCmpl ( tsc_CellDedicated, 
tsc_RB2, 
cr_108_PhyChannelReconfCmpl ( 
tcv_RRC_Ti) )
(P)
 

79
 
  AM ! RLC_AM_DATA_REQ
cas_UE_CapabilityInfoCnfAM( 
tsc_CellDedicated , 
tsc_RB2, 
cs_108_UE_CapabilityInfoCnfAM ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti) 
)
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