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Change 1

Teststep name
Test case index

Reason for change
Selection Reference for test case restricts its operation to ‘Automatic Attach Switch On’ mode. This is not as per 34.123-2 table 1.

Summary of change
Changed the Selection Reference to MM_SelExp01 and removed ‘MM_SelExp04’, which was used only by this test case.

Before:
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After:
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Change 2

Teststep name
ts_RegistrationReject

Reason for change
1. The current implementation makes it mandatory for the UE to send a GMM Attach request after responding to the AT command. 

2. In order to support the above change, RRC Connection Release should not be performed collectively for all the options of GMM attach, as is done currently in lt_AttachReject_NMO_II at line # 49.

Summary of change
1. Local test step lt_HandleAttachRequest is modified to handle optional Attach Request from the UE (line #65, 66, 71).

2. Removed call to test step ts_RRC_ConnRel at line #49. Add call to test step ts_RRC_ConnRel at line #58, 70, and 77.



After:
Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments

lt_AttachReject_NMO_II

39
 
+ ts_MMI_UE_SwitchOn
 
 
 

40
 
+ts_RRC_ConnEst ( [image: image4.png]



p_CellId, [image: image5.png]



est_Reg, [image: image6.png]



registration)
 
 
Establish RRC connection

41
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Dc?RRC_DataInd [image: image8.png]



( tcv_Start := RRC_DataInd.start )
car_InitDirectTransfer [image: image9.png]


( [image: image10.png]



tsc_CellDedicated, [image: image11.png]



tsc_RB3, [image: image12.png]



cb_LocUpdReqAny (?))
 
Any Location Update request

42
 
[image: image13.png]


(tcv_GMM_AttachExpect := TRUE, tcv_GMM_AttachRec := FALSE )
 
 
Set Flags in order to enable default handler to store ATTACH REQUEST PDU in case it is sent during Location Update procedure

43
 
[image: image14.png]


+ ts_SS_SecurityDownloadStart [image: image15.png]


( cs_domain, tcv_Start )
 
 
 

44
 
[image: image16.png]


+ts_MM_Authentication (p_CellId)
 
 
Authentication
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+ts_RRC_Security [image: image18.png]



( p_CellId, [image: image19.png]



tcv_AuthCK, [image: image20.png]



tcv_AuthIK, [image: image21.png]



tcv_AuthKcGSM, [image: image22.png]



TRUE, [image: image23.png]



cs_domain)
 
 
 

46
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Dc!RRC_DataReq
ca_DataReq ( [image: image25.png]



tsc_CellDedicated, [image: image26.png]



tsc_RB3, [image: image27.png]



c_LocUpdRej ( [image: image28.png]



tcv_CSRegistrationRejectCause))
 
Location Updating Reject

47
 
[image: image29.png]


[ [image: image30.png]


(pc_PS = TRUE) AND [image: image31.png]


( [image: image32.png]


( pc_AutomaticAttachSwitchON = TRUE) OR [image: image33.png]


( [image: image34.png]


( pc_AutomaticAttachSwitchON = FALSE) [image: image35.png]


AND [image: image36.png]


( tcv_CSRegistrationRejectCause <>tsc_RejCauPLMN_Not ))) ]
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48
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+lt_HandleAttachRequest
 
 
 

49
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(tcv_PS_KeySeq := tsc_KeySeqDeleted, tcv_CS_KeySeq := tsc_KeySeqDeleted)
 
 
Invalidate ciphering key sequence number

50
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+ts_MMI_UE_SwitchOff
 
 
 

51
 
[image: image41.png]


[ TRUE]
 
 
@SIC EW T1-040014 cl. 4.2 SIC@ 
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52
 
[image: image42.png]


+ts_RRC_ConnRel (p_CellId, cell_Dch)
 
 
Release RRC connection

53
 
[image: image43.png]


(tcv_GMM_AttachExpect := FALSE, tcv_PS_KeySeq := tsc_KeySeqDeleted, tcv_CS_KeySeq := tsc_KeySeqDeleted)
 
 
Invalidate ciphering key sequence number and disable GMM Attach expect flag 
@sic ER1849 sic@
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[image: image44.png]


+ts_MMI_UE_SwitchOff
 
 
 

lt_HandleAttachRequest

55
 
[ tcv_GMM_AttachRec = TRUE]
 
 
ATTACH REQUEST was received and handled by NAS default handler

56
 
[image: image45.png]


(tcv_GMM_AttachExpect := FALSE)
 
 
Disable NAS default handler for ATTACH REQUEST
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Dc ! RRC_DataReq
ca_PS_DataReq [image: image47.png]


( tsc_CellDedicated, tsc_RB3, [image: image48.png]



cs_AttachRej ( [image: image49.png]



tcv_PSRegistrationRejectCause [image: image50.png]



))
 
ATTACH REJECT

58
 
[image: image51.png]


+ts_RRC_ConnRel (p_CellId, cell_Dch)
 
 
Release RRC connection

59
 
[NOT pc_AutomaticAttachSwitchON]
 
 
ATTACH REQUEST was NOT yet received and the UE does not automatically attach at switch on

60
 
+ts_RRC_ConnRel (p_CellId, cell_Dch)
 
 
RRC connection release

61
 
[image: image52.png]


START t_WaitS [image: image53.png]


( 1 )
 
 
Wait 1 s to allow UE to relax

62
 
[image: image54.png]


?TIMEOUT t_WaitS
 
 
 

63
 
[image: image55.png]


START t_WaitS [image: image56.png]


( tsc_TWaitAT_EntryTime )
 
 
 

64
 
[image: image57.png]


+ts_AT_TriggerGMM_Attach
 
 
Trigger UE to initiate GMM Attach after allowing the UE to decode Sys Infos
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[image: image58.png]


TM ? RLC_TR_DATA_IND [image: image59.png]


( [image: image60.png]



[image: image61.png]


tcv_InitialUE_Id [image: image62.png]


:= [image: image63.png]


RLC_TR_DATA_IND.tM_message.uL_CCCH_Message.message.rrcConnectionRequest.initialUE_Identity)
car_RRC_ConnReq [image: image64.png]


(p_CellId, [image: image65.png]



tsc_RB0,
cbr_108_RRC_ConnReq [image: image66.png]


( 
registration [image: image67.png]



[image: image68.png]


))
 
 

66
 
[image: image69.png]


+ts_RRC_ConnEstEnd
(p_CellId)
 
 
Establish RRC connection

67
 
[image: image70.png]


Dc ? RRC_DataInd [image: image71.png]


( [image: image72.png]



tcv_TmpAttachReqPDU := RRC_DataInd.msg, [image: image73.png]



tcv_TmpB3:= tcv_TmpAttachReqPDU.attachType.type, [image: image74.png]



tcv_Start := RRC_DataInd.start )CANCEL t_WaitS
car_PS_InitDirectTransfer [image: image75.png]


(tsc_CellDedicated, tsc_RB3, [image: image76.png]



cr_AttachReq [image: image77.png]


( [image: image78.png]



c_AttachTypeAny, c_MobileIdAny_lv, c_RAI_Any_v, [image: image79.png]



?))
 
ATTACH REQUEST [image: image80.png]



- Extract Attach type requested [image: image81.png]



@sic T1-031835 and [image: image82.png]
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68
 
[image: image83.png]


+ ts_SS_SecurityDownloadStart [image: image84.png]


( ps_domain, tcv_Start )
 
 
 

69
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Dc ! RRC_DataReq
ca_PS_DataReq [image: image86.png]


( tsc_CellDedicated, tsc_RB3, [image: image87.png]



cs_AttachRej ( [image: image88.png]



tcv_PSRegistrationRejectCause [image: image89.png]



))
 
ATTACH REJECT

70
 
[image: image90.png]


+ts_RRC_ConnRel (p_CellId, cell_Dch)
 
 
Release RRC connection

71
 
[image: image91.png]


? TIMEOUT t_WaitS
 
 
UE does not react upon manually triggered GMM attach in this given situation

72
 
[TRUE]
 
 
The UE did not send ATTACH REQUEST but it must do it [image: image92.png]


since it shall automaticall switch attach at switch on

73
 
START t_WaitS [image: image93.png]


(tsc_TWaitAT_EntryTime)
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Dc ? RRC_DataInd [image: image95.png]


( [image: image96.png]



tcv_TmpAttachReqPDU := RRC_DataInd.msg, [image: image97.png]



tcv_TmpB3:= tcv_TmpAttachReqPDU.attachType.type, [image: image98.png]



tcv_Start := RRC_DataInd.start )CANCEL t_WaitS
car_PS_InitDirectTransfer [image: image99.png]


(tsc_CellDedicated, tsc_RB3, [image: image100.png]



cr_AttachReq [image: image101.png]


( [image: image102.png]



c_AttachTypeAny, c_MobileIdAny_lv, c_RAI_Any_v, [image: image103.png]



?))
 
ATTACH REQUEST [image: image104.png]



- Extract Attach type requested [image: image105.png]
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T1-03xtc2 sic@
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+ ts_SS_SecurityDownloadStart [image: image108.png]


( ps_domain, tcv_Start )
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Dc ! RRC_DataReq
ca_PS_DataReq [image: image110.png]


( tsc_CellDedicated, tsc_RB3, [image: image111.png]



cs_AttachRej ( [image: image112.png]



tcv_PSRegistrationRejectCause [image: image113.png]



))
 
ATTACH REJECT

77
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+ts_RRC_ConnRel (p_CellId, cell_Dch)
 
 
Release RRC connection

78
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? TIMEOUT t_WaitS
 
F
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