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Table Name
tc_9_4_3_3: lt_Part2

ATS Suite
iWD_2006_wk03

Test Case affected
TC_9_4_3_3

Reason for change
In Step 85 of the expected sequence the SS checks that the UE shall not initiate an RRC connection establishment on cell A or on cell B. This is checked during 30 s. But in TTCN the SS only checks for 3sec rather than 30sec

Summary of change
Changed the value of timer value passed in ts_MM_IMSI_DetachNoReaction
from 3000 to 30000



lt_Part2

31
 
+ts_SS_SwitchCellPowerLevels ( 
tsc_CellA, 
tsc_CellB)
 
 
Step 48

32
 
 +lt_IncreaseAT_Counter ( 
tsc_CellB, 
tcv_CellInfoA.lac)
 
 
Steps 49-68 
@sic EW CR T1-040949 sic@

33
 
  +ts_MM_LupRej2 ( 
tsc_CellB, 
tsc_RejCauNotIdentified, 
c_MobileIdIMSI_lv, 
tcv_CellInfoB.mcc, 
tcv_CellInfoB.mnc, 
tsc_LAC_Deleted, 
tsc_LUT_Normal, 
tsc_KeySeqDeleted)
 
 
Steps 69-74 
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34
 
   +ts_MM_ChkEcallIMSI_NoKey (tsc_CellB)
 
 
Steps 75-83

35
 
     +ts_MM_IMSI_DetachNoReaction( 
3000, 
tsc_USIM_In)
 
 
Steps 84-85

36
 
    +ts_MM_IMSI_DetachNoReaction( 
30000, 
tsc_USIM_In)
 
 
Steps 84-85


37
 
     +ts_MM_PwrOrUSIM_On ( tsc_USIM_NeedRmv)
 
 
Step 86

38
 
      +ts_MM_LupAuth3 ( 
tsc_CellB, 
c_MobileIdTMSI_Def, 
c_MobileIdIMSI_lv, 
tcv_CellInfoB.mcc, 
tcv_CellInfoB.mnc, 
tsc_LAC_Deleted, 
tcv_CellInfoB.lac, 
tsc_LUT_Normal, 
tsc_KeySeqDeleted, 
tcv_CS_KeySeq)
 
 
Steps 87-94

39
 
       +ts_RRC_ConnRel ( 
tsc_CellB, 
cell_Dch)
 
 
Steps 95-96 
Connection Release
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