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Table Name
Tc_8_1_7_1d

ATS Suite
iWD_2005_wk51

Test Case affected
8.1.7.1d

Reason for change
Prose expected sequence step 5, asks to switch off the power off the cell. TTCN sets attenuation to 30 db, which may not be sufficiently low for all UE’s to detect radio link failure

Summary of change
Set cell attenuation to special value of ‘123’ so as to switch power level off.

Consequence if not approved
TTCN will not be conformant to prose

Before:

Test Case Name
tc_8_1_7_1d 

Group
RRC/RRC_SecurityModeCtrl/ 

Purpose
To confirm that the UE aborts the ongoing integrity and ciphering configuration and the security mode control procedure in case it is interrupted by a cell update procedure. 

Configuration
 

Default
RRC_Def1 

Comments
 

Selection Ref
RRC_FDD_PS 

Description
Security mode control in CELL_DCH state interrupted by a cell update 

Nr
Label
Behaviour Description
Constraints Ref
Verdict
Comments

1 
 
START t_Guard 
 
 
 

2 
 
  [ px_RAT = fdd ] 
 
 
FDD specific behaviour 

3 
 
    [ px_CipheringOnOff ] 
 
 
@sic RASH Er2063 sic@ 

4 
 
      + ts_RRC_InitVariablesPS ( cell_DCH ) 
 
 
 

5 
 
        ( tcv_SIB1 := cb_SIB1_Def ( tcv_CellInfoA ) ) 
 
 
@sic RASH T1-041004 sic@ 

6 
 
          ( tcv_SIB1.ue_ConnTimersAndConstants.t_312 := 2 ) 
 
 
@sic RASH T1-041004 sic@  

T312 = 2s 

7 
 
            +lt_GotoState6_10_MO 
 
 
@sic RASH T1-041004 ER2063 sic@ 

8 
TBS 
              ( tcv_TestBody := TRUE ) 
 
 
 

9 
 
                + lt_TestBody 
 
 
 

10 
TBE 
                  ( tcv_TestBody := FALSE ) 
 
 
 

11 
 
                    + po_ConnectionAndSS_Rel ( tsc_CellA ) 
 
 
Release the RRC Connection 

12 
ERR3 
    [ TRUE ] 
 
I 
@sic RASH ER2063 sic@, test case to be run with ciphering on 

13 
ERR1 
  [ px_RAT = tdd ] 
 
I 
TDD specific behaviour 

14 
ERR2 
  [ TRUE ] 
 
I 
 

 
 
lt_TestBody 
 
 
 

15 
 
( tcv_Attenuation1 := tcv_CellInfoA.attenuationLevel) 
 
 
to store the present attenuation level 

16 
 
  (tcv_PS_AuthCK_Old:=tcv_PS_AuthCK , tcv_PS_AuthIK_Old:= tcv_PS_AuthIK) 
 
 
To Save Old Keys 

17 
 
    ( tcv_AuthRAND := o_BitstringXtract(tcv_AuthRAND, 128,128, 3) ) 
 
 
New RAND different from Existing Generated. This can be guaranted if guidelines specified for px_AuthRAND are followed 

18 
 
      + ts_GMM_Authentication ( tsc_CellA ) 
 
 
Steps 1a-1b 

19 
 
        + ts_RRC_Delay(40) 
 
 
@sic r5-050114 sic@ 

20 
 
          +lt_TxSMC_WithNewIntegrity 
 
 
@sic RASH T1-031470 sic@ Branching based on GSM Supported, step 6 

21 
 
            AM?RLC_AM_DATA_IND  

( tcv_CellIndInfo.uL_Integrity := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.securityModeComplete.ul_IntegProtActivationInfo  

) 
car_RRC_SecModeCmpl (  

tsc_CellDedicated,  tsc_RB2,   

cbr_108_RRC_SecModeCmpl (  

     ? , ?)  

) 
 
+ ts_RRC_Delay(120)

@sic r5-050114 sic@

to allow SS to transmit SMC PDU. with SMC command taking 2 RLC PDU's, TTI 40 ms, 100ms is arbitrarily selected 

@sic T1s040717 sic@ 

22 
 
              [ TRUE ] 
 
 
+ts_SS_RLC_Stop_RB ( tsc_RB2)

To stop RB2, so that it shall not ack Security mode complete. 

23 
 
                +ts_SetAttenuationLevel ( tsc_CellA,30) 
 
 
to simulate cell off, with -90 dBM CPICH Ec. 

24 
 
                  +ts_RRC_Delay(6000) 
 
 
Wait timer for 6 seconds. 

After:

Test Case Name
tc_8_1_7_1d 

Group
RRC/RRC_SecurityModeCtrl/ 

Purpose
To confirm that the UE aborts the ongoing integrity and ciphering configuration and the security mode control procedure in case it is interrupted by a cell update procedure. 

Configuration
 

Default
RRC_Def1 

Comments
 

Selection Ref
RRC_FDD_PS 

Description
Security mode control in CELL_DCH state interrupted by a cell update 

Nr
Label
Behaviour Description
Constraints Ref
Verdict
Comments

1 
 
START t_Guard 
 
 
 

2 
 
  [ px_RAT = fdd ] 
 
 
FDD specific behaviour 

3 
 
    [ px_CipheringOnOff ] 
 
 
@sic RASH Er2063 sic@ 

4 
 
      + ts_RRC_InitVariablesPS ( cell_DCH ) 
 
 
 

5 
 
        ( tcv_SIB1 := cb_SIB1_Def ( tcv_CellInfoA ) ) 
 
 
@sic RASH T1-041004 sic@ 

6 
 
          ( tcv_SIB1.ue_ConnTimersAndConstants.t_312 := 2 ) 
 
 
@sic RASH T1-041004 sic@  

T312 = 2s 

7 
 
            +lt_GotoState6_10_MO 
 
 
@sic RASH T1-041004 ER2063 sic@ 

8 
TBS 
              ( tcv_TestBody := TRUE ) 
 
 
 

9 
 
                + lt_TestBody 
 
 
 

10 
TBE 
                  ( tcv_TestBody := FALSE ) 
 
 
 

11 
 
                    + po_ConnectionAndSS_Rel ( tsc_CellA ) 
 
 
Release the RRC Connection 

12 
ERR3 
    [ TRUE ] 
 
I 
@sic RASH ER2063 sic@, test case to be run with ciphering on 

13 
ERR1 
  [ px_RAT = tdd ] 
 
I 
TDD specific behaviour 

14 
ERR2 
  [ TRUE ] 
 
I 
 

 
 
lt_TestBody 
 
 
 

15 
 
( tcv_Attenuation1 := tcv_CellInfoA.attenuationLevel) 
 
 
to store the present attenuation level 

16 
 
  (tcv_PS_AuthCK_Old:=tcv_PS_AuthCK , tcv_PS_AuthIK_Old:= tcv_PS_AuthIK) 
 
 
To Save Old Keys 

17 
 
    ( tcv_AuthRAND := o_BitstringXtract(tcv_AuthRAND, 128,128, 3) ) 
 
 
New RAND different from Existing Generated. This can be guaranted if guidelines specified for px_AuthRAND are followed 

18 
 
      + ts_GMM_Authentication ( tsc_CellA ) 
 
 
Steps 1a-1b 

19 
 
        + ts_RRC_Delay(40) 
 
 
@sic r5-050114 sic@ 

20 
 
          +lt_TxSMC_WithNewIntegrity 
 
 
@sic RASH T1-031470 sic@ Branching based on GSM Supported, step 6 

21 
 
            AM?RLC_AM_DATA_IND  

( tcv_CellIndInfo.uL_Integrity := RLC_AM_DATA_IND.aM_message.uL_DCCH_Message.message.securityModeComplete.ul_IntegProtActivationInfo  

) 
car_RRC_SecModeCmpl (  

tsc_CellDedicated,  tsc_RB2,   

cbr_108_RRC_SecModeCmpl (  

     ? , ?)  

) 
 
+ ts_RRC_Delay(120)

@sic r5-050114 sic@

to allow SS to transmit SMC PDU. with SMC command taking 2 RLC PDU's, TTI 40 ms, 100ms is arbitrarily selected 

@sic T1s040717 sic@ 

22 
 
              [ TRUE ] 
 
 
+ts_SS_RLC_Stop_RB ( tsc_RB2)

To stop RB2, so that it shall not ack Security mode complete. 

23 
 
             +ts_SS_SwitchCellOff ( tsc_CellA) 
 
 
to simulate cell off

24 
 
                  +ts_RRC_Delay(6000) 
 
 
Wait timer for 6 seconds. 
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