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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case 8.3.1.38 which is part of the HS_ENH_r5 test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with one or more 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_8_3_1_38

Test Group:
RRC/RRC_CellUpdate/

ATS Version:
iWD-TVB2004-12_D05wk49 + essential modifications.

System Simulator used:
Rohde & Schwarz 3G system simulator CRTU-W

UE used:
Qualcomm 6275.

Verification Status:
PASS
4 Corrections required for test case 8.3.1.38

4.1 Introduction

This section describes the changes required to make test case 8.3.1.38 run correctly with a 3G UE. All modifications are marked with label “WA#RRC_R5<number>” for RRC related changes in the TTCN comments column of the enclosed ATS [1].

The ATS version used as basis was HS_ENH_r5_wk49.mp which is part of the iWD-TVB2004-12_D05wk49 release. This ATS provided by MCC160 which contains GCF package WI-013 test cases. 

Changes Propsed by Aeroflex

4.2 Change 1.1:

Testcase
8.3.1.38

Reason for change
There is no need to change SIB4 and SIB11 for cell 4. This should be changed only for the serving cell.

Summary of change
In lt_CreateCellD, Deleted row # 31 i.e +lt_SysInfoModifySIB4_11 ( tsc_CellD )

MCC 160 comments


Before change:

[image: image1.png]t_CresteCelD

2| 4555 _CreateCalFACH 15 (155_CoID)
25| +15_SendDefSysinfo (156_Celb )
) +15_SelAtienuaionLevel (sc_ColD 5o AMeuaionCeIoFF )

3

S_SyshfoModifySIB4_11 (tsc_CelDl >





After Change:

[image: image2.png]t_CreateCellD

2| 4555 _CreateCalFACH 15 (155_CoID)
25| +15_SendDefSysinfo (156_Celb )
0 e _SetattenuationLevel ( tsc_CelD, tsc_AftenuationCAIOFF )





4.3 Change 1.2:

Testcase
8.3.1.38

Reason for change
There is no need to assign MIB value Tag in “lt_SysInfoModifySIB4_11”. If  this is assigned a value of  2, this MIB value tag will be wrongly incremented again in “ts_SysInfoModifySIB4_11” to 3.

Summary of change
In “lt_SysInfoModifySIB4_11”, Deleted row # 32 i.e ( tcv_MIB.mib_ValueTag := 2 )

MCC 160 comments


Before Change:

[image: image3.png]{_SysinfoMocifySIB4_11 ( p_Celld : INTEGER )

32| —ici W mib_valueTag =23

33| +ts_SaveBackMIB_SB1 ( p_Celld )

e (icv_SIB4 = c_SIB4_vShONGCIEA ( p_Call,c_SsleciResslectniorACH ),
tov_SB11 fach MessirementOccasioninfo = ¢_FACH MessOccasiannfaon)

35 “ts_SysnfaModifySIBA_11 ( p_Celld, tov_SiB4, fov_SBT1 )





After Change:

[image: image4.png]{_SysinfohocifySIB4_11 ( p_Celld: INTEGER )

g] 5 _SaveBaciMB_SB1 (p_Colld)

) (iov_SiB4 = c_SiB4_vSbONanCriE (p_Celld, o_Seleciesslectinfor ACH),
tev_SIB11fach_MeastrementOccasianinta = ¢_FACH_MeasOceasioniniadn )

) s _SysinfoModitySIB4_11 ( p_Celld, tov_SIB4, tov_SB11 )





5 Branches executed in test case 8.3.1.38

The test case implementation executed the PS branch with Integrity and Ciphering activated, AutoAttach ON.

6 Execution Log Files

6.1 Qualcomm 6275

The Qualcomm 6275 passed this test case on Rohde & Schwarz 3G System Simulator CRTU-W. The documentation below is enclosed as evidence of the successful test case run [1]:

· Execution log files 8_3_1_38-PS-Qualcomm-Logs\Index.html 
This execution log files in HTML format show the dynamic behaviour of the test in a tabular view and in message sequence chart (MSC) view. All message contents are fully decoded and listed in hexadecimal format. Preliminary verdicts and the final test case verdict are listed in the log file.

· PICS/PIXIT file 8_3_1_38-ps-pics-pixit-Qualcomm.html
Text file containing all PICS/PIXIT parameters used for testing.

7 References

[1]
R5s050601
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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