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9.1.39
RADIO LINK ADDITION REQUEST

9.1.39.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	Node B Communication Context ID
	M
	
	9.2.1.48
	The reserved value "All NBCC” shall not be used.
	YES
	reject

	Compressed Mode Deactivation Flag
	O
	
	9.2.2.3A
	
	YES
	reject

	RL Information 
	
	1..<maxnoofRLs-1>
	
	
	EACH
	notify

	>RL ID
	M
	
	9.2.1.53
	
	–
	

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Frame Offset
	M
	
	9.2.1.31
	
	–
	

	>Chip Offset
	M
	
	9.2.2.2
	
	–
	

	>Diversity Control Field
	M
	
	9.2.1.25
	
	–
	

	>DL Code Information
	M
	
	FDD DL  Code Information 9.2.2.14A
	
	–
	

	>Initial DL Transmission Power
	O
	
	DL Power

9.2.1.21
	Initial power on DPCH or on
F-DPCH
	–
	

	>Maximum DL Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on DPCH or on F-DPCH
	–
	

	>Minimum DL Power
	O
	
	DL Power

9.2.1.21
	Minimum allowed power on DPCH or on F-DPCH
	–
	

	>Not Used
	O
	
	NULL
	
	–
	

	>Transmit Diversity Indicator
	O
	
	9.2.2.53
	
	–
	

	>DL Reference Power
	O
	
	DL power

9.2.1.21
	Power on DPCH or on
F-DPCH
	YES
	ignore

	>RL Specific DCH Information
	O
	
	9.2.1.53G
	
	YES
	ignore

	>Delayed Activation
	O
	
	9.2.1.24C
	
	YES
	reject

	>E-DCH RL Indication
	O
	
	9.2.2.13De
	
	YES
	reject

	>RL Specific E-DCH Information
	O
	
	9.2.2.39a
	
	YES
	ignore

	>Synchronisation Indicator
	O
	
	9.2.2.48A
	
	YES
	ignore

	Initial DL DPCH Timing Adjustment Allowed
	O
	
	9.2.2.18K
	
	YES
	ignore

	HS-DSCH Serving Cell Change Information
	O
	
	9.2.2.18Eb
	
	YES
	reject

	Serving E-DCH RL
	O
	
	9.2.2.48B
	
	YES
	reject

	Serving Cell Change CFN
	O
	
	CFN

9.2.1.7
	
	YES
	reject

	E-DPCH Information
	
	0..1
	
	
	YES
	reject

	>Maximum Set of E-DPDCHs
	M
	
	9.2.2.20C
	
	–
	

	>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>E-TFCS Information
	M
	
	9.2.2.13Dh
	
	–
	

	>E-TTI
	M
	
	9.2.2.13Di
	
	–
	

	>E-DPCCH Power Offset
	M
	
	9.2.2.13Dj
	
	–
	

	>E-RGCH 2-Index-Step Threshold
	M
	
	9.2.2.13Ig
	
	–
	

	>E-RGCH 3-Index-Step Threshold
	M
	
	9.2.2.13Ih
	
	–
	

	>HARQ Info for E-DCH
	M
	
	9.2.2.18ba
	
	–
	

	>HS-DSCH Configured Indicator
	M
	
	9.2.2.18Ca
	
	–
	

	E-DCH FDD Information
	C-EDPCHInfo 
	
	9.2.2.13Da
	
	YES
	reject


	Condition
	Explanation

	EDPCHInfo
	This IE shall be present if E-DPCH Information IE is present.


	Range Bound
	Explanation

	maxnoofRLs
	Maximum number of RLs for one UE


#partially omitted#

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AddorDeleteIndicator,


AICH-Power,

AICH-TransmissionTiming,

AllocationRetentionPriority,

AvailabilityStatus,


BCCH-ModificationTime,
#partially omitted#
FROM NBAP-Containers


id-Active-Pattern-Sequence-Information,

id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD,

id-Additional-S-CCPCH-LCR-Parameters-CTCH-ReconfRqstTDD,


id-Additional-S-CCPCH-LCR-Parameters-CTCH-SetupRqstTDD,

id-AdjustmentRatio,

id-AICH-Information,

id-AICH-ParametersListIE-CTCH-ReconfRqstFDD,

#partially omitted#

id-F-DPCH-Information-RL-SetupRqstFDD,

id-HSDPA-And-EDCH-CellPortion-Information-PSCH-ReconfRqst,


id-HSDPA-And-EDCH-CellPortion-InformationList-PSCH-ReconfRqst,

id-HSDPA-And-EDCH-CellPortion-InformationListIE-PSCH-ReconfRqst,

id-HSDSCH-Configured-Indicator,

id-HS-DSCH-Serving-Cell-Change-Info,

id-HS-DSCH-Serving-Cell-Change-Info-Response,

id-IndicationType-ResourceStatusInd,

id-InformationExchangeID,


id-InformationExchangeObjectType-InfEx-Rqst,


id-InformationExchangeObjectType-InfEx-Rsp,


id-InformationExchangeObjectType-InfEx-Rprt,


id-InformationReportCharacteristics,



id-InformationType,

id-InitDL-Power,

id-Initial-DL-DPCH-TimingAdjustment,


id-Initial-DL-DPCH-TimingAdjustment-Allowed,


id-InnerLoopDLPCStatus,

id-IntStdPhCellSyncInfoItem-CellSyncReprtTDD,

#partially omitted#
-- **************************************************************

--

-- RADIO LINK ADDITION REQUEST FDD

--

-- **************************************************************

RadioLinkAdditionRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkAdditionRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkAdditionRequestFDD-Extensions}}


OPTIONAL,


...

}

RadioLinkAdditionRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-NodeB-CommunicationContextID


CRITICALITY reject
TYPE NodeB-CommunicationContextID

PRESENCE
mandatory
} |


{ ID id-Compressed-Mode-Deactivation-Flag

CRITICALITY reject
TYPE Compressed-Mode-Deactivation-Flag

PRESENCE optional }|

{ ID id-RL-InformationList-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationList-RL-AdditionRqstFDD

PRESENCE
mandatory
},


...

}

RadioLinkAdditionRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Initial-DL-DPCH-TimingAdjustment-Allowed

CRITICALITY ignore
EXTENSION Initial-DL-DPCH-TimingAdjustment-Allowed





PRESENCE optional }|


{ ID id-Serving-E-DCH-RL-ID




CRITICALITY reject
EXTENSION Serving-E-DCH-RL-ID






PRESENCE optional }|


{ ID id-Serving-Cell-Change-CFN



CRITICALITY reject
EXTENSION CFN










PRESENCE optional }|

{ ID id-HS-DSCH-Serving-Cell-Change-Info
CRITICALITY reject
EXTENSION HS-DSCH-Serving-Cell-Change-Info

PRESENCE optional }|


{ ID id-E-DPCH-Information-RL-AdditionReqFDD
CRITICALITY reject
EXTENSION E-DPCH-Information-RL-AdditionReqFDD

PRESENCE optional }|


{ ID id-E-DCH-FDD-Information




CRITICALITY reject
EXTENSION E-DCH-FDD-Information


PRESENCE conditional },


-- This IE shall be present if E-DPCH Information is present


...

}

RL-InformationList-RL-AdditionRqstFDD
::= SEQUENCE (SIZE (1..maxNrOfRLs-1)) OF ProtocolIE-Single-Container {{ RL-InformationItemIE-RL-AdditionRqstFDD}}

RL-InformationItemIE-RL-AdditionRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-RL-InformationItem-RL-AdditionRqstFDD
CRITICALITY notify
TYPE RL-InformationItem-RL-AdditionRqstFDD


PRESENCE
mandatory}
}

RL-InformationItem-RL-AdditionRqstFDD ::= SEQUENCE {


rL-ID









RL-ID,


c-ID









C-ID,


frameOffset








FrameOffset,


chipOffset








ChipOffset,


diversityControlField





DiversityControlField,


dl-CodeInformation






FDD-DL-CodeInformation,


initialDL-TransmissionPower




DL-Power





OPTIONAL,

 
maximumDL-Power







DL-Power





OPTIONAL,

 
minimumDL-Power







DL-Power





OPTIONAL,

 
not-Used-sSDT-CellIdentity




NULL






OPTIONAL,


transmitDiversityIndicator




TransmitDiversityIndicator

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { RL-InformationItem-RL-AdditionRqstFDD-ExtIEs} }

OPTIONAL,


...
}

RL-InformationItem-RL-AdditionRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-DLReferencePower






CRITICALITY ignore
EXTENSION DL-Power






PRESENCE optional }|

{ ID id-RL-Specific-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-DCH-Info





PRESENCE optional }|


{ ID id-DelayedActivation






CRITICALITY reject
EXTENSION DelayedActivation





PRESENCE optional }|

{ ID id-E-DCH-RL-Indication






CRITICALITY reject
EXTENSION E-DCH-RL-Indication





PRESENCE optional }|


{ ID id-RL-Specific-E-DCH-Info





CRITICALITY ignore
EXTENSION RL-Specific-E-DCH-Info





PRESENCE optional }|


{ ID id-SynchronisationIndicator




CRITICALITY ignore
EXTENSION SynchronisationIndicator





PRESENCE optional },

...

}

E-DPCH-Information-RL-AdditionReqFDD ::= SEQUENCE {


maxSet-E-DPDCHs







Max-Set-E-DPDCHs,

ul-PunctureLimit






PunctureLimit,


e-TFCS-Information






E-TFCS-Information,


e-TTI









E-TTI,


e-DPCCH-PO








E-DPCCH-PO,

e-RGCH-2-IndexStepThreshold




E-RGCH-2-IndexStepThreshold,


e-RGCH-3-IndexStepThreshold




E-RGCH-3-IndexStepThreshold,

hARQ-Info-for-E-DCH






HARQ-Info-for-E-DCH,

iE-Extensions







ProtocolExtensionContainer { { E-DPCH-Information-RL-AdditionReqFDD-ExtIEs} }

OPTIONAL,


...
}

E-DPCH-Information-RL-AdditionReqFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {
{ ID id-HSDSCH-Configured-Indicator

CRITICALITY
reject
EXTENSION
HSDSCH-Configured-Indicator

PRESENCE mandatory},
-- This shall be present for EDPCH configuration with HSDCH

...

}
#partially omitted#
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

#partially omitted#
id-DPCH-ID768-DM-Rprt











ProtocolIE-ID ::= 763

id-PDSCH-AddInformation-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 764
id-PDSCH-ModifyInformation-768-PSCH-ReconfRqst





ProtocolIE-ID ::= 765
id-PUSCH-AddInformation-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 766
id-PUSCH-ModifyInformation-768-PSCH-ReconfRqst





ProtocolIE-ID ::= 767
id-dL-HS-PDSCH-Timeslot-Information-768-PSCH-ReconfRqst



ProtocolIE-ID ::= 768
id-hS-SCCH-Information-768-PSCH-ReconfRqst






ProtocolIE-ID ::= 769
id-hS-SCCH-InformationModify-768-PSCH-ReconfRqst




ProtocolIE-ID ::= 770

id-hsSCCH-Specific-Information-ResponseTDD768





ProtocolIE-ID ::= 771
id-E-DPCH-Information-RL-AdditionReqFDD







ProtocolIE-ID ::= 772

id-HSDSCH-Configured-Indicator









ProtocolIE-ID ::= 783
END
#partially omitted#
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