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	Reason for change:
(

	Because of timing issues experienced with the AGPS test cases UL SRB3 ciphering was preconfigured for these test cases. The solution consists of configuring UL SRB3 ciphering already when ciphering the DL. The change has a global affect. 

This solution was discussed at RAN5#30 in Denver, and the discussions resulted in document R5-060572 which contains the agreement how to handle the issue:

Step 1: introduce px_preCfgSRB3Ciph

- Normal ciphering doesn’t require to set this px (default), the security procedure will remain the same as before iWD-wk03

- The px is set,  UL SRB3 ciphering is pre-configured

- The px will be introduced in iWD-wk09 by using a TTCN CR from MCC task 160, R&S and Anite

- Px remains in the TTCN deliveries latest till end of April

Step 2: Action to all SS vendors to come up with a generic solution before end  of April 2006

If no generic solution is found, the mechanism for advance SRB3 UL ciphering activation will be removed in all ATS except for the A-GPS ATS
This CR intends to deal with the first part of the decision.

	
	

	Summary of change:
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	1. Introduction of a temporary PIXIT item  px_preCfgSRB3Ciph

2. Preconfiguring UL SRB3 ciphering only if  px_preCfgSRB3Ciph is TRUE
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	The TTCN would not be aligned with the decision concludeed as in R5-060572.
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1.1 px_preCfgSRB3Ciph
	Test suite parameter name
	px_preCfgSRB3Ciph

	Reason for change
	Temporary solution needed to handle preconfigured UL SRB3 ciphering flexibly, as agreed at RAN5#30.

	Summary of change
	px_preCfgSRB3Ciph introduced to control the preconfiguration of UL SRB3 ciphering 

	Source of change
	New change

	RAN5 document
	R5-060572
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ts_RRC_Security
	Test step  name
	ts_RRC_Security: lt_ActivateSecurity_DL_SS

	Reason for change
	Temporary solution needed to handle preconfigured UL SRB3 ciphering flexibly, as agreed at RAN5#30.

	Summary of change
	Made the preconfiguration of UL SRB3 ciphering dependent on px_preCfgSRB3Ciph

	Source of change
	New change

	RAN5 document
	R5-060572
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