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	As per the specific message content of PHYSICAL CHANNEL RECONFIGURATION (STEP 2), the “TGPS Status Flag” for TGPSI 1 should be set to deactivate. 

In the TTCN implementation for the PS doamin in the constraint c_DL_CommonInformation_DCH_ToDCH_InterFreqMeas_UL_DLCompMode_8_4_1_48_PS, this IE is set as activate.
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	In the constraint c_DL_CommonInformation_DCH_ToDCH_InterFreqMeas_UL_DLCompMode_8_4_1_48_PS, the “TGPS Status Flag” for TGPSI-1 is changed to deactivate.
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1. Change 1

	TTCN object
	c_DL_CommonInformation_DCH_ToDCH_InterFreqMeas_UL_DLCompMode_8_4_1_48_PS

	Reason for Change
	As per the specific message content of PHYSICAL CHANNEL RECONFIGURATION (STEP 2), the “TGPS Status Flag” for TGPSI 1 should be set to deactivate. 

In the TTCN implementation for the PS doamin in the constraint c_DL_CommonInformation_DCH_ToDCH_InterFreqMeas_UL_DLCompMode_8_4_1_48_PS, this IE is set as activate.

	Summary of change
	In the constraint c_DL_CommonInformation_DCH_ToDCH_InterFreqMeas_UL_DLCompMode_8_4_1_48_PS, the “TGPS Status Flag” for TGPSI-1 is changed to deactivate.

	Other affected objects
	

	ETSI comment
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[image: image1.png]ASN1 Type Constraint Declaration

Canstraint Name: _¢_DL_Commoninformation_DCH_ToDCH_InterF reqhteas_UL_DLCamphiode_

p_spreadingFactorAndPilot: SF512_AndPilot;
p_Tapsi: TGPSI;
p_Tacin: TOCFN ;
p_Tgmp : TGMP;
p_TOL2 TOL
P_TGPLZTGPL;
p_DL_FrameType: DL_FrameType)
Group,
Type Name: DL_Commoninformation
Derivation Path;
Encotling Variation
Comments: sic Thomas R6S050414, RES080612 sic

_4_1_48_PS (

Canstraint Value

¢
_DPCH_InfaCormman {
cinHandiing maintain : NULL,
modeSpecificinfo fid{
_DPCH_PowerCantralinfo {
modeSpecificinfo fd{
tpc_Mode singleTPC
)
L
powerOfsetPilot_pdpdch tsc_DPCH_PowerOfisetPILOT,
dl_rate_maiching_testriction OMIT,
spreadingFactorAndPilot p_spreatingF actorandPilot,
positionFixedOrFlexible fxed,
ei_Existence TRUE
)
L
modeSpecificinfo fid{
tefaullDPCH_Offsetvalue OMIT,
dpch_CompressedModelnfof
top_SequenceList{(
topsi 1

atus activate *{ tgefn p_Tacfn
tops_Conmgm
tomp fid_Measursment,

topre 0,

tgsn tsc_Tgsng,

tolt tse_Tgl1_14,

tgl2 OMIT,

tgel tsc_Tgd_Undefined, - NOTE™® it cannot take 0 sa given as 15
topi1 12,

topi2 OMIT,

Tpp moded,

itp modsn,

uL_DL_Matte ul_and_dl

e
disi2
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[image: image2.png]ASN1 Type Constraint Declaration

Canstraint Name: _ ¢_DL_Commoninformation_DCH_TODCH_InterFregheas_UL_DLCompMode_8_4_1_48_PS (

p_spreadingFactorAndPilot: SF512_AndPilot;
p_Tapsi: TGPSI;
p_Tacin: TOCFN ;
p_Tgmp : TGMP;
p_TOL2 TOL
P_TGPLZTGPL;
p_DL_FrameType: DL_FrameType)
Group,
Type Name: DL_Commoninformation
Derivation Path;
Encotling Variation
Comments: sic Thomas R6S050414, RES080612 sic

Canstraint Value

¢
_DPCH_InfaCormman {
cinHandiing maintain : NULL,
modeSpecificinfo fid{
_DPCH_PowerCantralinfo {
modeSpecificinfo fd{
tpc_Mode singleTPC
)
L
powerOfsetPilot_pdpdch tsc_DPCH_PowerOfisetPILOT,
dl_rate_maiching_testriction OMIT,
spreadingFactorAndPilot p_spreatingF actorandPilot,
positionFixedOrFlexible fxed,
ei_Existence TRUE
)
L
modeSpecificinfo fid{
tefaullDPCH_Offsetvalue OMIT,
dpch_CompressedModelnfof
top_SequenceList{(
topsi 1

tops_Comfiguraton
tomp fid_Measursment,
topre 0,
tgsn tsc_Tgsng,
tolt tse_Tgl1_14,
tgl2 OMIT,
tgel tsc_Tgd_Undefined, - NOTE™® it cannot take 0 sa given as 15
topi1 12,
topi2 OMIT,
Tpp moded,
itp modsn,
uL_DL_Matte ul_and_dl
e
disi2
i
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