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	Reason for change:
z

	In case a UE codes the Attach Type in an Attach Request message with value ‘010’B (GPRS while IMSI attached) the concerned ATSs determine the UE to support OpMode C, and subsequently set the Attach Result in the resulting Attach Accept message to ‘001’B (GPRS only attached).
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z

	Modification of the evaluation of the Attach Type to handle value ‘010’B as an OpMode A case.
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not approved:
	Conformant UEs will fail.
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Change 1: Evaluation of the Attach Type in an Attach Request

	Test step name
	ts_NAS_Registration and other test steps as listed below.

	Reason for change
	In case a UE codes the Attach Type in an Attach Request message with value ‘010’B (GPRS while IMSI attached) the concerned ATSs determine the UE to support OpMode C, and subsequently set the Attach Result in the resulting Attach Accept message to ‘001’B (GPRS only attached).

	Summary of change
	Modification of the evaluation of the Attach Type to handle value ‘010’B as an OpMode A case.


ts_NAS_Registration is used as a placeholder.

Before:

[image: image1.png]I_SecurityOpMode (p_domain : CN_Domainldentity)

48 +15_55_SecuriyDownloadStart (p_domain, toy_Start)

49 [tov_TmpB3 = 011%8] Set global variable accordingto §
he type of attach requested by U
E

50 (icv_UE_OpMode = opoded)

51 [TRUE]

52 (tev_UE_OpMode = opModeC)




After:

[image: image2.png]t_SecurityOpMade (p_domain : CN_Domainidenity)
48 +15_55_SecurihyDownloadStart (p_domain, toy_Start)
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50 (icv_UE_OpMode = opoded)

51 [TRUE]

52 (tev_UE_OpMode = opModeC)




Other test steps requiring the same CR to be applied:

ts_NAS_Registration_r5, ts_GMM_CombinedAttachReject, ts_GMM_PS_RegistrationFollowOn,

ts_RegistrationReject, ts_GMM_AttachReject, ts_GMM_PS_RegistrationFollowOn_r5

ts_IdleUpdatedRejected_Roam_NA, ts_GMM_PS_RegistrationForSMS
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