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	Reason for change:
(

	RTWP and E-DCH Provided Bit Rate information reported by the Node B to the CRNC are not sufficient for admission and load control purposes.

	
	

	Summary of change:
(

	A new section is added in clause 9.3 to add a description of this measurement.

	
	

	Consequences if 
(

not approved:
	CRNC will not have sufficient information for load balancing among scheduled E-DCH users and other users. Especially at high load times the CRNC will either not efficiently control the resources or risk an UL noise rise overshoot with possible lost packets/calls.
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	Other comments:
(

	Compared to former RP-060300:

· the sentence "Whether either part 1. RSEPS and part 2. RTWP* or only part 1. RSEPS has to be reported is configurable by the measurement initiation from the RNC." was removed (same as for 25.215 CR) as covered in TS 25.433.
· "The reference point for the RSEPS and RTWP* measurements shall be the Rx antenna connector." was added as in TS 25.215 CR.

· It is clarified how E-DPCCH and E-DPDCH shall be taken into account


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

<<< Next modified section ------------------------------------------------------------->>>
9.3.x
Received scheduled E-DCH power share (RSEPS)
	Measurement
	Received scheduled E-DCH power share (RSEPS)

	Source
	L1 (Node B)

	Destination
	RRC(RNC)

	Reporting Trigger
	On-demand, Event-triggered, Periodic

	Description
	The 'Received scheduled E-DCH power share' is defined as a report of 2 values for a considered cell:

1.
RSEPS: defined as a quotient:
sum of all scheduled E-DPDCH and corresponding E-DPCCH power contributions determined in the RSEPS measurement period T=t2-t1>0 for all UEs for which this cell is the serving E-DCH cell divided by the corresponding total received wideband power value determined for this cell during T.

2.
RTWP*: 
This is the received total wideband power (RTWP) measured for this cell as defined in section 9.3.1 but determined for the same time period T starting at t1 and ending at t2 during which RSEPS is determined.
If the E-DPCCH can but the E-DPDCH transport block can not be decoded successfully even from subsequent retransmissions, it is considered as scheduled transmission. 

The reference point for the RSEPS and RTWP* measurements shall be the Rx antenna connector.

When cell portions are defined in the cell, RSEPS (and RTWP*) shall be measured for each cell portion.
This measurement applies to FDD mode only.
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