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9.1.6
COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	reject

	>Secondary CCPCH
	
	
	
	
	–
	

	>>FACH Parameters
	
	0..<maxFACHCell>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on the FACH.
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP. 
	YES
	ignore

	>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH Power
	O
	
	DL Power

9.2.1.21
	Power to be used on the PCH.
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP. 
	YES
	ignore

	>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>PICH Power
	O
	
	9.2.1.49A
	
	–
	

	>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>MICH Power
	O
	
	PICH Power 9.2.1.49A
	
	–
	

	>PRACH
	
	
	
	
	–
	

	>>PRACH Parameters
	
	0..<maxPRACHCell>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Preamble Signatures
	O
	
	9.2.2.31
	
	–
	

	>>>Allowed Slot Format Information
	
	0..<maxnoofSlotFormatsPRACH>
	
	
	–
	

	>>>>RACH Slot Format
	M
	
	9.2.2.37
	
	–
	

	>>>RACH Sub Channel Numbers
	O
	
	9.2.2.38
	
	–
	

	>>>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP.
	YES
	ignore

	>>AICH Parameters
	
	0..<maxPRACHCell>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>AICH Power
	O
	
	9.2.2.D
	
	–
	

	>Not Used
	
	
	NULL
	This choice shall not be used. Reject procedure if received.
	–
	


	Range Bound
	Explanation

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxnoofSlotFormatsPRACH
	Maximum number of SF for a PRACH


9.1.6.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	Secondary CCPCH Parameters
	
	0..1
	
	
	YES
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>Secondary CCPCHs To Be Configured
	
	0..<maxnoofSCCPCHs>
	
	See note 1 below
	GLOBAL
	reject

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>SCCPCH Power
	O
	
	DL power
9.2.1.21
	
	–
	

	Secondary CCPCH Parameters 7.68Mcps
	
	0..1
	
	Applicable to 7.68 Mcps TDD only
	YES
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>Secondary CCPCHs To Be Configured
	
	0..<maxnoofSCCPCHs768>
	
	
	GLOBAL
	reject

	>>Common Physical Channel ID 7.68Mcps
	M
	
	9.2.3.33
	
	–
	

	>>SCCPCH Power
	O
	
	DL power
9.2.1.21
	
	–
	

	PICH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>PICH Power
	O
	
	9.2.1.49A
	
	–
	

	PICH Parameters 7.68Mcps
	
	0..1
	
	Applicable to 7.68 Mcps TDD only
	YES
	reject

	>Common Physical Channel ID 7.68Mcps
	M
	
	9.2.3.33
	
	–
	

	>PICH Power
	O
	
	9.2.1.49A
	
	–
	

	FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	
	

	>Max FACH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP.
	YES
	ignore

	PCH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>PCH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>TNL QoS
	O
	
	9.2.1.58A
	Shall be ignored if bearer reconfiguration with ALCAP.
	YES
	ignore

	FPACH Parameters
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD..
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Max FPACH Power
	O
	
	9.2.3.5E
	
	–
	

	MICH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>MICH Power
	O
	
	PICH Power 9.2.1.49A
	
	–
	

	PLCCH Parameters
	
	0..1
	
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>Max PLCCH Power
	O
	
	DL Power 

9.2.1.21
	
	–
	

	MICH Parameters 7.68Mcps
	
	0..1
	
	Applicable to 7.68Mcps TDD only
	YES
	reject

	>Common Physical Channel ID 7.68Mcps
	M
	
	9.2.3.33
	
	–
	

	>MICH Power
	O
	
	PICH Power 9.2.1.49A
	
	–
	


Note 1: This information element is a simplified representation of the ASN.1. Repetitions 1 to 8 and repetitions 9 to maxnoofSCCPCHs are represented by separate ASN.1 structures. Furthermore, maxnoofSCCPCHs has different values in the ASN.1 for each of the two TDD options.

	Range Bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of SCCPCHs that can be repeated in a Cell

	maxnoofFACHs
	Maximum number of FACHs that can be repeated in a Cell

	maxnoofSCCPCHs768
	Maximum number of SCCPCHs that can be repeated in a Cell at 7.68Mcps


9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Lots of unaffected ASN1 in 9.3.3 not shown

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID










CRITICALITY reject
TYPE C-ID






PRESENCE mandatory }|

{ ID id-ConfigurationGenerationID





CRITICALITY reject
TYPE ConfigurationGenerationID




PRESENCE mandatory }|


{ ID id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CommonPhysicalChannelType-CTCH-ReconfRqstFDD
PRESENCE mandatory },

...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-ReconfRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCHList-CTCH-ReconfRqstFDD,


pRACH-parameters



PRACHList-CTCH-ReconfRqstFDD,


notUsed-cPCH-parameters


NULL,


...

}
Secondary-CCPCHList-CTCH-ReconfRqstFDD ::= SEQUENCE {


fACH-ParametersList-CTCH-ReconfRqstFDD

FACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


pCH-Parameters-CTCH-ReconfRqstFDD


PCH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


pICH-Parameters-CTCH-ReconfRqstFDD


PICH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MICH-Parameters-CTCH-ReconfRqstFDD

CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-ReconfRqstFDD


PRESENCE optional
},


...

}
FACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

FACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
FACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF FACH-ParametersItem-CTCH-ReconfRqstFDD
FACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


maxFACH-Power






DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional },


...

}

PCH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-ReconfRqstFDD }}

PCH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
PCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-Power







DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional },


...

}

PICH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ PICH-ParametersIE-CTCH-ReconfRqstFDD }}

PICH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
PICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






PICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MICH-Parameters-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


mICH-Power






PICH-Power














OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { MICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

MICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACHList-CTCH-ReconfRqstFDD ::= SEQUENCE {


pRACH-ParametersList-CTCH-ReconfRqstFDD

PRACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


aICH-ParametersList-CTCH-ReconfRqstFDD

AICH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { PRACH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
PRACH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PRACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ PRACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

PRACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PRACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
PRACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF PRACH-ParametersItem-CTCH-ReconfRqstFDD

PRACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


preambleSignatures





PreambleSignatures













OPTIONAL,

allowedSlotFormatInformation


AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD





OPTIONAL,


rACH-SubChannelNumbers




RACH-SubChannelNumbers












OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }
OPTIONAL,


...
}

PRACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional },


...

}

AllowedSlotFormatInformationList-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1.. maxNrOfSlotFormatsPRACH)) OF AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD
AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


rACH-SlotFormat






RACH-SlotFormat,


iE-Extensions






ProtocolExtensionContainer  { { AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AllowedSlotFormatInformationItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AICH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ AICH-ParametersListIEs-CTCH-ReconfRqstFDD }}

AICH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE AICH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
AICH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF AICH-ParametersItem-CTCH-ReconfRqstFDD

AICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


aICH-Power






AICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

AICH-ParametersItemIE-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID








CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-ConfigurationGenerationID



CRITICALITY reject
TYPE ConfigurationGenerationID

PRESENCE mandatory }|


{ ID id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional
}|


{ ID id-PICH-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
TYPE PICH-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional }|

{ ID id-FACH-ParametersList-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE FACH-ParametersList-CTCH-ReconfRqstTDD

PRESENCE optional }|

{ ID id-PCH-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
TYPE PCH-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional },

...

}

CommonTransportChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
EXTENSION FPACH-LCR-Parameters-CTCH-ReconfRqstTDD
PRESENCE optional
}|


-- Mandatory For 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD or 7.68Mcps TDD

{ ID id-MICH-Parameters-CTCH-ReconfRqstTDD



CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-ReconfRqstTDD


PRESENCE optional
}|


{ ID id-PLCCH-Parameters-CTCH-ReconfRqstTDD



CRITICALITY ignore
EXTENSION PLCCH-Parameters-CTCH-ReconfRqstTDD





PRESENCE optional
}|

{ ID id-S-CCPCH-768-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
EXTENSION Secondary-CCPCH-768-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional
}|

{ ID id-PICH-768-Parameters-CTCH-ReconfRqstTDD


CRITICALITY reject
EXTENSION PICH-768-Parameters-CTCH-ReconfRqstTDD




PRESENCE optional
}|

{ ID id-MICH-768-Parameters-CTCH-ReconfRqstTDD


CRITICALITY reject
EXTENSION MICH-768-Parameters-CTCH-ReconfRqstTDD




PRESENCE optional
},


...

}

Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


secondaryCCPCHList



Secondary-CCPCHList-CTCH-ReconfRqstTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD


CRITICALITY reject
EXTENSION Secondary-CCPCH-parameterExtendedList-CTCH-ReconfRqstTDD

PRESENCE optional
}|

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.


{ ID id-Additional-S-CCPCH-LCR-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
EXTENSION Secondary-CCPCH-LCR-parameterExtendedList-CTCH-ReconfRqstTDD
PRESENCE optional
},


-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.


...

}

Secondary-CCPCHList-CTCH-ReconfRqstTDD ::= ProtocolIE-Single-Container {{ Secondary-CCPCHListIEs-CTCH-ReconfRqstTDD }}

Secondary-CCPCHListIEs-CTCH-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCHListIE-CTCH-ReconfRqstTDD 
PRESENCE
mandatory }
}

Secondary-CCPCHListIE-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCHItem-CTCH-ReconfRqstTDD
Secondary-CCPCHItem-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,

sCCPCH-Power





DL-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-768-Parameters-CTCH-ReconfRqstTDD::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


secondaryCCPCH768List


Secondary-CCPCH-768-List-CTCH-ReconfRqstTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { Secondary-CCPCH-768-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-768-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-768-List-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs768)) OF Secondary-CCPCH-768-Item-CTCH-ReconfRqstTDD
Secondary-CCPCH-768-Item-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID768



CommonPhysicalChannelID768,

sCCPCH-Power





DL-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { Secondary-CCPCH-768-Item-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-768-Item-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstTDD
 ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






PICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { PICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

PICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-768-Parameters-CTCH-ReconfRqstTDD
 ::= SEQUENCE {


commonPhysicalChannelID768


CommonPhysicalChannelID768,


pICH-Power






PICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { PICH-768-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

PICH-768-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-ReconfRqstTDD
FACH-ParametersItem-CTCH-ReconfRqstTDD ::= SEQUENCE {

 
commonTransportChannelID

CommonTransportChannelID,


toAWS






ToAWS


OPTIONAL,

 
toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-maxFACH-Power-LCR-CTCH-ReconfRqstTDD


CRITICALITY
reject

EXTENSION 
DL-Power

PRESENCE 
optional
},

--  Applicable to 1.28Mcps TDD only
{ ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional },


...

}

PCH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


toAWS






ToAWS


OPTIONAL,


toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PCH-Power-LCR-CTCH-ReconfRqstTDD

CRITICALITY reject

EXTENSION DL-Power

PRESENCE optional },

-- Applicable to 1.28Mcps TDD only
{ ID
id-TnlQos


CRITICALITY ignore

EXTENSION TnlQos
PRESENCE optional },


...
}
FPACH-LCR-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelId


CommonPhysicalChannelID,


fPACHPower





FPACH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { FPACH-LCR-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}
FPACH-LCR-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


mICH-Power






PICH-Power














OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { MICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

MICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MICH-768-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID768


CommonPhysicalChannelID768,


mICH-Power






PICH-Power














OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { MICH-768-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

MICH-768-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-parameterExtendedList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHsinExt)) OF Secondary-CCPCHItem-CTCH-ReconfRqstTDD

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.

Secondary-CCPCH-LCR-parameterExtendedList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHsLCRinExt)) OF Secondary-CCPCHItem-CTCH-ReconfRqstTDD

-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.

PLCCH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


maxPowerPLCCH





DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { PLCCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PLCCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Lots of unaffected ASN1 in 9.3.3 not shown

END
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