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Introduction

Number of CRs agreed: 49. TSs being affected:

· 34.108 - 
05 CR(s)

· 34.121-1 - 
07 CR(s)

· 34.123-1 - 
33 CR(s)

· 34.123-2 - 
03 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN and one or more TTCN CRs that reflect one and the same issue.

The set of CRs has been split in 3 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-062208
	34.108
	530
	
	F
	Rel-6
	6.3.0
	Correction to RB Setup default message for E-DCH RF testing
	EDCH_Test

	R5-062320
	34.108
	535
	
	F
	Rel-6
	6.3.0
	Corrections to the default RADIO BEARER SETUP message
	EDCH_Test

	R5-062328
	34.108
	536
	
	F
	Rel-6
	6.3.0
	New Test RABS for MAC-E/Es test cases
	EDCH_Test

	R5-062199
	34.108
	537
	
	F
	Rel-6
	6.3.0
	Correction to radio bearer configuration 6.10.2.4.6 and 6.10.2.4.8
	EDCH_Test

	R5-062348
	34.108
	538
	
	F
	Rel-6
	6.3.0
	Correction to 34.108 Section 9.1 : Corrections to Radio Bearer Setup for A12
	EDCH_Test

	R5-062452
	34.121-1
	736
	
	F
	Rel-7
	7.1.0
	New HSUPA Test Case to 34.121-1: E-TFC restriction in UE
	EDCH_Test

	R5-062448
	34.121-1
	737
	
	F
	Rel-7
	7.1.0
	New HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-HICH for RLS not containing the Serving E-DCH cell and containing the Serving E-DCH cell
	EDCH_Test

	R5-062449
	34.121-1
	738
	
	F
	Rel-7
	7.1.0
	New HSUPA Test Case to 34.121-1: Detection Inter-Cell Handover conditions for E-RGCH
	EDCH_Test

	R5-062433
	34.121-1
	739
	
	F
	Rel-7
	7.1.0
	Clarification on the loopback test mode for E-DCH RF test cases
	EDCH_Test

	R5-062434
	34.121-1
	740
	
	F
	Rel-7
	7.1.0
	Introduction of E-AGCH information sequence for E-AGCH test case.
	EDCH_Test

	R5-062211
	34.121-1
	741
	
	F
	Rel-7
	7.1.0
	Test tolerance for E-AGCH test case.
	EDCH_Test

	R5-062447r2
	34.121-1
	744
	
	F
	Rel-7
	7.1.0
	Beta values for E-DCH RF tests
	EDCH_Test

	R5-062317
	34.123-1
	1653
	
	F
	Rel-6
	6.3.0
	Introduction of generic test procedure for AMR RB configurations using SRB#5 for TFC control in combination with HS-DSCH/E-DCH radio bearers
	EDCH_Test

	R5-062321
	34.123-1
	1654
	
	F
	Rel-6
	6.3.0
	Addition of details to E-DCH/WB AMR radio bearer test case 14.7.8
	EDCH_Test

	R5-062296
	34.123-1
	1655
	
	F
	Rel-6
	6.3.0
	Correction to E-DCH radio bearer test case 14.7.4
	EDCH_Test

	R5-062318
	34.123-1
	1656
	
	F
	Rel-6
	6.3.0
	Addition of details to radio bearer test cases 14.7.6
	EDCH_Test

	R5-062319
	34.123-1
	1657
	
	F
	Rel-6
	6.3.0
	Addition of details to radio bearer test cases 14.7.7
	EDCH_Test

	R5-062065
	34.123-1
	1658
	
	F
	Rel-6
	6.3.0
	Correction to E-DCH radio bearer test case 14.7.5
	EDCH_Test

	R5-062066
	34.123-1
	1659
	
	F
	Rel-6
	6.3.0
	Correction to E-DCH radio bearer test case 14.7.1
	EDCH_Test

	R5-062326
	34.123-1
	1660
	
	F
	Rel-6
	6.3.0
	Corrections to Enhanced uplink test case 8.2.6.51
	EDCH_Test
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