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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case case 14.6.1a, which are part of the HSD_ENH test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
tc_14_6_1a

Test Group:
RAB

ATS Version:
iWD-TVB2004-12_D06wk15
System Simulator used:
Anite 3G CT

UE used:
Motorola Carina, Nokia HSDPA Platform and Qualcomm 6275

Verification Status:
PASS
4 Corrections required for test case 14.6.1a

4.1 Introduction

This section describes the changes required to make test case 14.6.1a run correctly with the 3G UEs. The ATS version used as basis was HSD_ENH_r5_wk15.mp, which is part of the iWD-TVB2004-12_D06wk15release. 

4.2 Change 1
	Test step name
	c_DCH_336_TFS_20_TC

	Reason for change
	In constraint c_DCH_336_TFS_20_TC, based on section 6.10.2.4.1.28.1.1.1 of 34.108, TTI should be set to 20 ms.

	Summary of change
	Constraint c_DCH_336_TFS_20_TC modified to set the TTI to 20 ms.

	Source of change
	New Change

	Label
	


Before:


[image: image1.png]ASN.1 Type Constraint Declaration

Canstraint Name: _¢_DCH_336_TF5_20_TC

Group,

Type Name: CommonOrDedicatedTFs

Derivation Path;

Encotling Variation

Camments: transport format set for ransport channel used in Interactive or Background JUL:128kbps
This cormesponds to 6.10.2.4.1.28.11.1 of34.108

Canstraint Value

titinok{ th_Size 336,
number0fbSizeList{ zero : NULL one : NULL, small : 2,small - 4,small :8 },
logicalChannelList allSizes : NULL

B

semistaticTF_information {
channelCodingType turbo: NULL,
rateMatchingAttibute 140,
ere_Size cre16

)

)





After:


[image: image2.png]ASN.1 Type Constraint Declaration

Canstraint Name: _¢_DCH_336_TF5_20_TC

Group,

Type Name: CommonOrDedicatedTFs

Derivation Path;

Encotling Variation

Camments: transport format set for ransport channel used in Interactive or Background JUL:128kbps
This cormesponds to 6.10.2.4.1.28.11.1 of34.108

Canstraint Value

120 § { th_Size 336,
number0fbSizeList{ zero : NULL one : NULL, small : 2,small - 4,small :8 },
logicalChannelList allSizes : NULL
B
semistaticTF_information {
channelCodingType turbo: NULL,
rateMatchingAttibute 140,
ere_Size cre16
)
)





5 Branches executed in test case 14.6.1a

The test case implementation executed in PS branch with integrity activated and ciphering enabled. The execution came to a PASS.

6 Execution Log Files

6.1 Motorola Carina

The Motorola Carina passed this test case on the Anite CT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6.2 Nokia HSDPA Platform

The Nokia HSDPA Platform passed this test case on the Anite CT system. The documentation below is enclosed as evidence of the successful test case run [1]:

6.3 Qualcomm 6275 3G UE 

The Qualcomm 6275 passed this test case on the Anite CT system. The documentation below is enclosed as evidence of the successful test case run [1]:
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