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	Reason for change:
(

	As per TS 34.123-1 specific message content ACTIVE SET UPDATE (Step 1)

IE - TPC combination index should be 1.

Also the value used for dpch_frameoffset should be the one passed through “lt_TestBody”.

	
	

	Summary of change:
(

	Defined new constraint “cs_ActSetUpdateAdd_82127” and modified the IE tpc_CombinationIndex from 0 to 1.Also defined variable p_Dpch_FrameOffset to use the dpch_frameoffset value as passed from the test body.

Used this newly defined constraint in the “lt_TestBody” in step1.
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1) Defined new constraint

	ASN.1 PDU Constraint Declaration

	 

	Constraint Name:
cs_ActSetUpdateAdd_82127 ( 
p_IntegrityCheckInfo : IntegrityCheckInfo; 
p_RRC_TI: RRC_TransactionIdentifier; 
p_Act_time: ActivationTime; 
p_PrimScramblingCode : PrimaryScramblingCode; 
p_Tm : Tcell; 
p_Dpch_FrameOffset: DPCH_FrameOffset ; 
p_Sf: SF512_AndCodeNumber; 
p_SecondaryScramblingCode : SecondaryScramblingCode 
)
Group:
 
PDU Name:
DL_DCCH_Message
Derivation Path:
 
Encoding Rule Name:
 
Encoding Variation:
 
Comments:
@sic T1S040224 sic@


	 

	Constraint Value
{ 
  integrityCheckInfo p_IntegrityCheckInfo, 
  message activeSetUpdate: r3:{ 
    activeSetUpdate_r3 { --ActiveSetUpdate_r3_IEs, 
      rrc_TransactionIdentifier p_RRC_TI, 
      activationTime p_Act_time, 
      newU_RNTI OMIT, 
      cn_InformationInfo OMIT, 
      maxAllowedUL_TX_Power OMIT, 
      rl_AdditionInformationList {{ primaryCPICH_Info { primaryScramblingCode p_PrimScramblingCode }, 
          dl_DPCH_InfoPerRL fdd: { 
            pCPICH_UsageForChannelEst mayBeUsed, 
            dpch_FrameOffset (( ( p_Tm+128 ) MOD 38400) / 256 ), 
            -- DPCH-FrameOffset = DefaultDPCH-OffsetValueFDD MOD 38400 
            -- Actual value DPCH-FrameOffset = IE value * 256 
            -- Actual value DefaultDPCH-OffsetValueFDD = IE value * 512 , 
            p_Dpch_FrameOffset, 
            secondaryCPICH_Info OMIT, 
            dl_ChannelisationCodeList {{ --DL_ChannelisationCode 
                secondaryScramblingCode p_SecondaryScramblingCode, 
                sf_AndCodeNumber p_Sf, 
                scramblingCodeChange OMIT --@sic VB R5s050507 sic@ 
            }}, 
            tpc_CombinationIndex 0, 
            1, 
            -- ssdt_CellIdentity OMIT, @sic BaselineMoving R5s060183 sic@ 
            closedLoopTimingAdjMode OMIT 
          }, 
          dummy FALSE -- @sic BaselineMoving R5s060183 sic@ 
          -- dummy2 OMIT @sic BaselineMoving R5s060183 sic@ 
      }} , 
      rl_RemovalInformationList OMIT, 
      tx_DiversityMode noDiversity 
      -- ssdt_Information OMIT @sic BaselineMoving R5s060183 sic@ 
    }, 
    laterNonCriticalExtensions OMIT 
  } 
} 


	 

	Detailed Comment:
 



Table Modified:

	Test Case

	 

	Test Case Id:
tc_8_2_1_27
Test Group Reference:
RRC/RRC_RAB_Establishment/
Purpose:
To confirm that the UE establishes a radio bearer mapped to HS-DSCH according to the received RADIO BEARER SETUP message when having two radio links established.
Configuration:
 
Defaults:
RRC_Def1
Comments:
 


	 

	Nr
Label
Behaviour Description
Constraint Ref
Verdict
Comments
1
 
START t_Guard
 
 
 
2
 
 +ts_RRC_InitVariablesPS_HS
 
 
 
3
 
  +lt_SetPowerLevels_T0
 
 
 
4
 
   +pr_GotoState6_7_MO_HS ( tsc_CellA )
 
 
 
5
 
    +ts_SS_CreateCellDCH_r5 ( tsc_CellB )
 
 
 
6
 
     +ts_SendDefSysInfo ( tsc_CellB )
 
 
 
7
TBS
      ( tcv_TestBody := TRUE )
 
 
 
8
 
       +lt_TestBody
 
 
 
9
TBE
        ( tcv_TestBody := FALSE )
 
 
 
10
 
         +po_ConnectionAndSS_RelsHS
 
 
Postamble
lt_TestBody
11
 
+ts_RRC_Delay ( 100 )
 
 
@sic OG 19/09/05 R5s050389 sic@
12
 
 +ts_SetAttenuationLevel ( tsc_CellB, tsc_AttLevToPower60_dBm )
 
 
Step 0a 
T1 power settings
13
 
  +lt_ReceiveMeasReport
 
 
Step 0b
14
 
   +lt_SHO_ConfigureAdditionalDL_DPCH
 
 
SS configuration
15
 
    AM ! RLC_AM_DATA_REQ
cas_ActSetUpdate ( 
tsc_CellDedicated, 
tsc_RB2, 
cs_ActSetUpdateAdd cs_ActSetUpdateAdd_82127 ( 
tcv_CellIndInfo.dl_IntegrityCheckInfo, 
tcv_RRC_Ti, 
OMIT, 
tcv_CellInfoB.priScrmCode, 
(( ( tcv_Tm+128 ) MOD 38400) / 256 ), 
tsc_DL_DPCH1_ChC_SRB, 
1 
) 
)
 
Step 1 
Active Set Update 
@sic OG 06/09/05 R5-051167 sic@
16
 
     START t_WaitMS
 
 
 
17
TBF3
      ? TIMEOUT t_WaitMS
 
(F)
 
18
TBP3
      AM ? RLC_AM_DATA_IND 
CANCEL t_WaitMS
car_ActSetUpdateCmpl ( 
tsc_CellDedicated, 
tsc_RB2, 
cr_108_ActSetUpdateCmpl ( tcv_RRC_Ti ) 
)
(P)
Step 2 
Active Set Update Complete
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