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A.4
ICS proforma tables
<Start of modified section>
A.4.1
UE Implementation Types

Table A.1: UE Radio Technologies

	Item
	UE Radio Technologies
	Ref.
	Release
	Mnemonic
	Comments

	1
	FDD (DS)
	25.101
	R99
	pc_FDD
	

	2
	TDD 3.84 Mcps
	25.102
	R99
	pc_TDD
	

	3
	TDD 1.28 Mcps (LCR)
	25.102
	Rel-4
	pc_TDD
	

	4
	GSM
	21.904, 5
	R99
	pc_UMTS_GSM
	

	5
	Void
	
	
	
	

	6
	 Multi carrier
	25.306, 4.7
	
	pc_SupportOfMultiCarrier
	

	7
	DTM
	03.55
	R99
	pc_DTM
	


<End of modified section>

<Skipped unmodified sections>
A.4.3.3
Physical Layer Baseline Implementation Capabilities

Table A.17: Void

Table A.18: Void

Table A.18a: FDD Layer 1 UE Radio Access Capabilities

	Item
	FDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	

	3
	Support for SF 512 (downlink)
	25.306, 4.5.3
	R99
	pc_SupportForSF_512
	

	4
	Support of PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SupportOfPDSCH
	

	5
	Simultaneous reception of SCCPCH and DPCH
	25.306, 4.5.3
	R99
	pc_SimultaneousSCCPCH_DPCH_Reception
	

	6
	Simultaneous reception of SCCPCH, DPCH and PDSCH
	25.306, 4.5.3
	R99 and Rel-4 only
	pc_SimultaneousSCCPCH_DPCH_DPDCH_Reception
	

	7
	Support of PCPCH
	25.306, 4.5.4
	R99 and Rel-4 only
	pc_SupportOfPCPCH
	

	8
	Need of inter-frequency uplink compressed mode
	25.306, 4.9
	R99
	pc_InterFreq_UL_CompressedModeRequired
	

	8a
	Need of interRAT uplink compressed mode
	25.306, 4.9
	R99
	pc_InterRAT_UL_CompressedModeRequired
	

	9
	Need of inter-frequency downlink compressed mode
	25.306, 4.9
	R99
	pc_InterFreq_DL_CompressedModeRequired
	

	9a
	Need of interRAT downlink compressed mode
	25.306, 4.9
	R99
	pc_InterRAT_DL_CompressedModeRequired
	

	10
	Void
	
	
	
	

	11
	Support of Network based Network Assisted GPS
	25.306, 4.8
	R99
	
	

	12
	Support of UE based Network Assisted GPS
	25.306, 4.8
	R99
	pc_UeBasedAgps
	

	13
	Support of UE assisted Network Assisted GPS
	25.306, 4.8
	R99
	pc_UeAssistedAgps
	

	14
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	

	15
	Simultaneous reception of SCCPCH, DPCH and HSDSCH
	25.306, 4.11
	Rel-5
	pc_SimultaneousSCCPCH_DPCH_HSDSCH_Reception
	

	16
	Support of dedicated pilots for channel estimation of HSDSCH
	25.306
	Rel-5
	pc_SupportOfDedicatedPilotsForChannelEstimationOfHSDSCH
	

	17
	Capability with simultaneous HS-DSCH configuration
	25.306, 4.11
	Rel-5
	pc_CapabilityWithSimultaneousHS_DSCHConfig
	

	18
	Support of E-DPDCH
	25.306, 4.5.4
	Rel-6
	
	


Table A.18a.1: FDD HS-DSCH physical layer categories 

	Item
	FDD HS-DSCH physical layer categories
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	2
	Category 2 
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	3
	Category 3
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	4
	Category 4
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	5
	Category 5 
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	6
	Category 6
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	7
	Category 7
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	8
	Category 8
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	9
	Category 9
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	10
	Category 10
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	11
	Category 11
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	12
	Category 12
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	


Table A.18a.2: FDD E-DCH physical layer categories

	Item
	FDD HS-DSCH physical layer categories
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1
	25.306, 5.1
	Rel-6
	pc_EDCH_UE_Category
	

	2
	Category 2 
	25.306, 5.1
	Rel-6
	pc_EDCH_UE_Category
	

	3
	Category 3
	25.306, 5.1
	Rel-6
	pc_EDCH_UE_Category
	

	4
	Category 4
	25.306, 5.1
	Rel-6
	pc_EDCH_UE_Category
	

	5
	Category 5 
	25.306, 5.1
	Rel-6
	pc_EDCH_UE_Category
	

	6
	Category 6
	25.306, 5.1
	Rel-6
	pc_EDCH_UE_Category
	


<Start of modified section>

Table A.18b: TDD Layer 1 UE Radio Access Capabilities

	Item
	TDD Layer 1 UE Radio Access Capabilities
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of turbo decoding
	25.306, 4.5.1
	R99
	pc_DL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps

	2
	Support of turbo encoding
	25.306, 4.5.2
	R99
	pc_UL_TC
	Applicable for 3.84 Mcps and 1.28 Mcps

	3
	Max.number of physical channels and TS per frame
	25.306, 4.5.5, 4.5.6
	R99
	
	Applicable for 3.84 Mcps only

	4
	Max.number of downlink physical channels per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxPhysChPerSubFrame_DL
	Applicable for 1.28 Mcps only

	4a
	Max. number of downlink TS per subframe
	25.306, 4.5.5
	Rel-4
	pc_MaxTS_PerSubFrame_DL
	Applicable for 1.28 Mcps only

	4b
	Max. number of uplink TS per subframe
	25.306, 4.5.6
	Rel-4
	pc_MaxTS_PerSubFrame_UL
	Applicable for 1.28 Mcps only

	5
	Minimum downlink SF
	25.306, 4.5.5
	R99
	pc_MinimumSF_DL
	Applicable for 3.84 Mcps and 1.28 Mcps

	5a
	Minimum uplink SF
	25.306, 4.5.6
	R99
	pc_MinimumSF_UL
	Applicable for 3.84 Mcps and 1.28 Mcps

	6
	Support of PDSCH (Downlink)
	25.306, 4.5.5
	R99
	pc_SupportOfPDSCH
	Applicable for 3.84 Mcps and 1.28 Mcps

	7
	Max.number of received physical channels per TS
	25.306, 4.5.5


	R99
	pc_MaxPhysChPerTS_DL
	Applicable for 3.84 Mcps and 1.28 Mcps

	7a
	Max.number of transmitted physical channels per TS
	25.306, 4.5.6
	R99
	pc_MaxPhysChPerTS_UL
	Applicable for 3.84 Mcps and 1.28 Mcps

	8
	Support of 8PSK demodulation
	25.306, 4.5.5
	Rel-4
	pc_SupportOf8PSK_DL
	Applicable for 1.28 Mcps only

	8a
	Support of 8PSK modulation
	25.306, 4.5.6
	Rel-4
	pc_SupportOf8PSK_UL
	Applicable for 1.28 Mcps only

	9
	Support of PUSCH
	25.306, 
4.5.6
	R99
	pc_SupportOfPUSCH
	Applicable for 3.84 Mcps and 1.28 Mcps

	10
	Support of HS-PDSCH
	25.306, 4.5.3
	Rel-5
	pc_HSDPA
	Applicable for 3.84 Mcps and 1.28 Mcps


Table A.18b.1: LCR TDD HS-DSCH physical layer categories 

	Item
	LCR TDD HS-DSCH physical layer categories
	Ref.
	Release
	Mnemonic
	Comments

	1
	Category 1
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	2
	Category 2 
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	3
	Category 3
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	4
	Category 4
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	5
	Category 5 
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	6
	Category 6
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	7
	Category 7
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	8
	Category 8
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	9
	Category 9
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	10
	Category 10
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	11
	Category 11
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	12
	Category 12
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	13
	Category 13
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	14
	Category 14
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	

	15
	Category 15
	25.306, 5.1
	Rel-5
	pc_HSDSCH_UE_Category
	


<End of modified section>
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