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F.6.1.8
Test conditions for BER, BLER tests

Table F.6.1.8: Test conditions for a single BER/BLER tests

	Type of test

(BER)
	Test requirement (BER/BLER)
	Test limit (BER/BLER)= Test requirement (BER/BLER)x TL

TL 
	Target number of error events

(time)
	Minimum number of samples 
	Prob that good unit will fail

= Prob that bad unit will pass

 [%]
	Bad unit BER/BLER factor M

	Reference Sensitivity Level 
	0.001
	1.234


	345

(22.9s)
	Note 1
	0.2
	1.5



	Maximum Input Level
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	Adjacent Channel Selectivity
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	Blocking Characteristics

Pass condition

Note 2
	0.001
	1.251
	403

(26.4s)
	Note 1
	0.2
	1.5

	Blocking Characteristics

Fail condition

 Note 2
	0.001
	1.251
	403

(26.4s)
	Note 1
	0.02
	1.5

	Spurious Response
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	Intermodulation Characteristics
	0.001
	1.234
	345

(22.9s)
	Note 1
	0.2
	1.5

	HS-SCCH Detection Performance
	0.05
	1.234
	345
(34s)
	Note 1
	0.2
	1.5

	
	0.01
	1.234
	345
(168s)
	Note 1
	0.2
	1.5


Unchanged clauses clipped
F.6.3.4
Minimum Test time

Same as with BER BLER there is a minimum test time is necessary for multipath fading profiles with the same justification:

Table F.6.3.5 Applicability and characteristics of the Tables F.6.3.5.1 to F.6.3.5.4.6
	profile
	Minimum Test time

	PA3, PB3
	164s

	VA30 
	16.4s

	VA 120
	4.1s


The purpose of tables F.6.3.5.1 to  F.6.3.5.4  is to decide throughput pass or fail.

(the Ior/Ioc levels are only for reference)

Meaning of a decision:

-
A passed DUT is not worse than a Bad DUT with 95% confidence level.

-
A failed DUT is not better than a Limit DUT with 95% confidence level.

The minimum Test Time is

1)
the minimum test time due to statistical reasons 

( To ensure the confidence level, the test must be continued until a certain number of samples (NACK+ statDTX +ACK)     is reached.) 

2)
the minimum test time due to multipath fading.

The longer test time applies. It is marked in  table F.6.3.5. which one applies. 

Statistical independence: 


If a process works within an incremental redundancy sequence, the samples are not independent. The incremental redundancy sequence for every process must be finalised, successfully or unsuccessfully, on or beyond the minimum test time.


Then the BLER (or 1-BLER) is compared with the Test Limit to decide pass or fail.

Note:
It is FFS, if correlation within groups of retransmissions may influence the confidence level of the test. 

Formula:

The theory, to derive  the minimum number  of  samples and the Test Limit, takes into consideration that BLER is in the range of near 0% to near 100%. Hence it is based on the binomial distribution and its inverse cumulative function: qbinom:

For the BLER test mode:


nelow=qbinom(D,ns,M*BLERlimit)             (1)


nehigh=qbinom(1-D,ns,BLERlimit)               (2)

given: 1-D: confidence level= 95%


BLERlimit=Block error ratio at the limit


M: Bad DUT factor >1

Input:   ns: number of samples (NACK+ statDTX + ACK)
Output  ne: number of events (NACK+ statDTX) 

The intersection of (1) and (2) is the Test Limit with the coordinates: ns and ne

For the Relative Throughput  test mode:


nelow=qbinom(D,ns,1-BLERlimit)                          (3)


nehigh=qbinom(1-D,ns,m*(1-BLERlimit))               (4)

given: 1-D: confidence level= 95%


1-BLERlimit= Relative Throughtput at the limit


m: Bad DUT factor <1

Input:   ns: number of samples (NACK+ statDTX + ACK)
Output  ne: number of events (ACK) 

The intersection of (3) and (4) is the Test Limit with the coordinates: ns and ne

Note 1:
In contrast to BER BLER test, this approach does not contain any test time optimisation. (early pass, early fail)

Note 2:
The intersection of (3) and (4) above is a multipoint intersection due to the discrete nature of those curves. Thus, the specific interesection point used for the test limit is a subjective decision about the interesection point. In all cases, the interesection point was chosen such that it fell in the middle of the set of intersections of curves (3) and (4) above.

Nomenclature used in the tables F.6.3.5… below:

-
NACK+ statDTX + ACK is summarised as No of samples 

-
NACK+ statDTX is summarised as No of errors 

-
ACK is summarised as No of successes

-
In the BLER (BL) test mode  the ratio:              No of errors/ No of samples           is recorded. In this mode a pass is below the test limit

-
In the Relative Throughput (RT) test mode (1-BLER) the ratio: No of successes/ No of samples     is recorded. In this mode a pass is above the test limit

-
The test mode, used, is indicated in the rightmost column with BL or RT

-
The transition from the BL to the RT test mode can also be seen in the column relative test requirement: BLER%( (1-BLER%) 

-
The generic term for No of errors (BLER mode) or No of successes (Relative Throughput mode)   is   No of events. This is used in the table column Test Limit. 
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