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Reason for change:
(

In the test case 8.1.10.1 as in this test case Minimum SIB5 information is transmitted. As per the scheduling information for minimum configuration scheduling frame number 36, should contain third segment for SIB5, SIB7 and SIB11.

With the addition of nonCritical information for variour bands the size of  SIB 5 / SIB5bis is increased and with this it is not possible to transmit SIB5 as per the scheduling information for minimum configuration.
In order to reduce the size of SIB5 / SIB5bis message without impacting the real contents, the following change is proposed. 

In the PRACH partitioning information ASC settings are transmitted only for ASC#1.

As per 25.331 section 10.3.6.53:

“PRACH partitioning information is an optional IE repeated for each ASC.  

If the IE is not persent for a particular ASC (other than ASC 0 ) “The default values are same as the previous ASC”.

Note: Prose CR will be raised for this change in the next RAN5 meeting.




Summary of change:
(

In the PRACH partitioning information, ASC settings are transmitted only for ASC#1.
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not approved:
The current TTCN will not be able to support Band4 and above.
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1 Correction required for TC 8.3.1.30 of WK38 RRC ATS

1.1 Change 1

Test case
ts_SendMinimumSysInfo

Reason for change
In the test case 8.1.10.1 as in this test case Minimum SIB5 information is transmitted. As per the scheduling information for minimum configuration scheduling frame number 36, should contain third segment for SIB5, SIB7 and SIB11.

With the addition of nonCritical information for variour bands the size of  SIB 5 / SIB5bis is increased and with this it is not possible to transmit SIB5 as per the scheduling information for minimum configuration.
In order to reduce the size of SIB5 / SIB5bis message without impacting the real contents, the following change is proposed. 

In the PRACH partitioning information ASC settings are transmitted only for ASC#1.

As per 25.331 section 10.3.6.53:

“PRACH partitioning information is an optional IE repeated for each ASC.  

If the IE is not persent for a particular ASC (other than ASC 0 ) “The default values are same as the previous ASC”, 

Note: Prose CR will be raised for this change in the next RAN5 meeting.

Summary of change
A new constraint prachPartitioningMin is defined and used in ts_SendMinimumSysInfo

Source of change
New Change.

Before:
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1 +ts_SetTmpCellinfo (p_Cellld )

2 +ts_UTRAN_GERAN_Paralnit( p_Cellld )
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5 +ts_CellDependentPara(p_Cellld)

6 +It_InitializeSIB11_MIE { p_Cellld )

7 [Px_RAT = felel]

8 +ts_SendNoSegMinimum(p_Cellld )
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Now)
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@





After:
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New Constraint:
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