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2 Corrections required for RAB_wk34 test suite

2.1 Change 1

Test step name
ts_Subtests_1_to_7_tc_14_2_58

Reason for change
In RB20 (AM mode) acknowledge PDUs must be sent sometimes taking the place in the data message. For example if the transport format used is TF2 for DL (2 blocks in RB20) when the ACK PDUs must be sent it takes one of the blocks so 2 data blocks plus 1 ACK PDU are sent instead of the 2 data PDUs. The remain data PDU will be sent in the next tti but this is possible only if there is a suitable TF available.

Because of this reason DL_TFC5 (TF1, TF1, 0) is also required when there is also data on RB22 to be transmitted otherwise the “remaining” PDU on RB20 on queue won’t be sent. 

Note although both DL_TFC1 (1,0,0) and DL_TFC1 (0,1,0) are part of the allowed list, it does not resolved the problem: both RABs RB20 and RB22 has the same priority, and because the Continuous Data procedure provides data (60 and 30 SDUs respectively) every TTI, MAC has not way to choose which data sent (RB20 or RB22) so it will keep sending on RB22 as it is the one ongoing (the buffer is filled every TTI), i.e. it does not swap RABs sending data every TTI. This means that the data on RB20 would be sent (DL_TFC1) once the RB22 is finished.

Summary of change
Included DL_TFC5 in the restricted DL TFCIs for the subtests 6 and 7.

Source of change
New change

Label
WA#RAB4552
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