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Change 1

Test step
ts_NAS_UpdateRegistration_r5

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use cbr_RA_UpdReqAny_r5 instead of cbr_RA_UpdReqAny (2x)

Source of change
New Change.

After:
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Change 2

Test step
ts_RB_InitTest_CS_HS

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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Change 3

Test step
ts_NAS_ConnRejectMO_r5

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Create the step to use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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Change 4

Test case
tc_8_1_2_14

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use the step ts_NAS_ConnRejectMO_r5 to use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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Change 5

Test case
tc_8_1_2_15

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use the step ts_NAS_ConnRejectMO_r5 to use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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Change 6

Test step
ts_RRC_ConnEstPS_MT_P5_P6_Cause_HSENH

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use the step ts_GMM_ServReq_r5 to use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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Change 7

Test step
ts_RRC_MultiCallEstPS_MO_HSDPA

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use the step ts_GMM_ServReq_r5 to use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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Change 8

Test case
tc_8_3_11_14

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use the step cd_RA_UpdReqAny_NoDrx_r5 resp. cd_RA_UpdReqAny_Drx_r5 instead of cd_RA_UpdReqAny_NoDrx resp. cd_RA_UpdReqAny_Drx

Source of change
New Change.

After:
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Change 9

Test step
ts_HSUPA_ConfigureTestmodefromIdle_CSandPS

Reason for change
Mandatory IE PDP_Context_Status is not checked for its presence.

Summary of change
Use cr_ServiceRequest_r5 instead of cr_ServiceRequest

Source of change
New Change.

After:
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