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1 Overview

This document lists all the changes needed to correct problems in the TTCN implementation of test case case 9.5.9, which are part of the HSU_ENH test suite. Only essential changes to the TTCN are applied and documented in section 4.

With these changes applied the test case can be demonstrated to run with 3G UEs 
(see section 6). Execution log files are provided as evidence. 
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3 Verification Test Summary

Test Case:
TC_9_5_9

Test Group:
MM

ATS Version:
iWD-TVB2004-12_D06wk34
System Simulator used:
Anite 3G CT

UE used:
Qualcomm 6280

Verification Status:
PASS
4 Corrections required for test case 9_5_9

4.1 Introduction

This section describes the changes required to make test case 9.5.9 run correctly with the 3G UEs. The ATS version used as basis was HSU_ENH_r6_wk34.mp, which is part of the iWD-TVB2004-12_D06wk34 release. 

4.2 Change 1

Test step name
Tc_9_5_9, lt_TestBody, line # 19

Reason for change
After broadcasting the system information with access class as barred, UE needs to be given some time to read the information.

Summary of change
Called test step ts_NAS_Delay after the broadcast of system information 

which has a timer for 5 seconds.

Source of change
New Change

Label


Before:
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After:
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4.3 Change 2

Test step name
Tc_9_5_9, lt_TestBody, line # 20

Reason for change
At line # 20, a timer is initiated through test step ts_VerifyNoAccess. The timer value is abnormally high ( 70000 sec). This will cause the guard timer to expire before testcase execution is complete.

Summary of change
Reduced the timer values to 30s. 

Source of change
Modification

Label


Before:
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After:
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4.4 Change 3

Test step name
Tc_9_5_9, lt_TestBody, line # 21

Reason for change
After broadcasting the system information with access class as not barred, UE needs to be given some time to read the information.

Summary of change
Called test step ts_NAS_Delay after the broadcast of system information which has a timer for 5 seconds.

Source of change
New Change

Label


Before:


[image: image5.png]7

X

+ It_SetSysinfosWithCS_UnBarredClass.

+s_UT_InitcM_SenvReq

Step 3
The 5 informs the UE by pagin
g hatthe CS domain specifc ac|
cess class xis not barted amym
ore.

Step 4

MO CM Connection attempt




After:


[image: image6.png]2

24

X

+ It_SetSysinfoswithCS_UnBarredClass

+s_UT_InitcM_SenvReq

Step 3
The 88 informs the UE by paging
thatthe C8 domain specific acce
56 tlass xis not barred anymore,

Step 4
MO CM Connection attempt





4.5 Change 4

Test step name
Tc_9_5_9, lt_TestBody, line # 27

Reason for change
At line 27, test step ts_RRC_Security is called, but the value passed for newKey is FALSE (It’s a Boolean field). Before this teststep, authentication is performed, and hence a newKey is generated. The variable needs to be passed as TRUE for newKey.

Summary of change
Instead of FALSE, passed TRUE in the test step ts_RRC_Security. 

Source of change
Modification

Label


Before:
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After:
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5 Branches executed in test case 9.5.9

The test case implementation executed in CS/PS branch with integrity activated and ciphering enabled. The execution came to a PASS.

6 Execution Log Files

6.1 Qualcomm 6280 3G UE 

The Qualcomm 6280 passed this test case on the Anite CT system. The documentation below is enclosed as evidence of the successful test case run [1]:

7 References

[1]
R5s060245
This archive comprises HTML Execution log files, PICS/PIXIT files and the TTCN MP file
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