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1
Introduction

This document contains the list of Change Requests that were agreed by TSG-RAN WG2 and which are presented for approval to TSG-RAN #35.

The companion document RP-070026 provides the status report of TSG-RAN WG2.

2
Approval of CRs to R'99, Rel-4, Rel-5 and Rel-6 with linked CRs (agenda item 8.3.3)

2.1
25.307 CRs R'99/Rel-4/Rel-5 on Bands V/VI
The following CRs are in RP-070148:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem

	25.307
	0058
	-
	R99
	Signalling requirements for Band VI
	F
	3.8.0
	RInImp-UMTS800

	25.307
	0059
	-
	Rel-4
	Signalling requirements for Band VI
	A
	4.8.0
	RInImp-UMTS800

	25.307
	0060
	-
	Rel-5
	Signalling requirements for Band VI
	A
	5.7.0
	RInImp-UMTS800


2.2
25.323 CRs Rel-6/Rel-7 on RoHC performance testing
The following CRs are in RP-070149:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.323
	0300
	-
	Rel-6
	Introduction of new test for O-mode including test requirement in case SRNS relocation for ROHC performance testing
	F
	6.8.0
	RANimp-RABSE5
	R2-070960

	25.323
	0301
	-
	Rel-7
	Introduction of new test for O-mode including test requirement in case SRNS relocation for ROHC performance testing
	A
	7.3.0
	RANimp-RABSE5
	R2-070961


2.3
25.306 and 25.321 Rel-5/Rel-6/Rel-7 CRs on HSDPA for 1.28 Mcps TDD
The following CRs are in RP-070150:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.306
	0148
	-
	Rel-5
	Correction of the HS-DSCH physical layger categories of 1.28Mcps TDD
	F
	5.13.0
	HSDPA-L23
	R2-070954

	25.306
	0149
	-
	Rel-6
	Correction of the HS-DSCH physical layger categories of 1.28Mcps TDD
	A
	6.9.0
	HSDPA-L23
	R2-070955

	25.306
	0150
	-
	Rel-7
	Correction of the HS-DSCH physical layger categories of 1.28Mcps TDD
	A
	7.2.0
	HSDPA-L23
	R2-070956

	25.321
	0308
	-
	Rel-5
	Modification of HS-DSCH TB size for LCR TDD
	F
	5.12.0
	HSDPA-L23
	R2-070957

	25.321
	0309
	-
	Rel-6
	Modification of HS-DSCH TB size for LCR TDD
	A
	6.11.0
	HSDPA-L23
	R2-070958

	25.321
	0310
	-
	Rel-7
	Modification of HS-DSCH TB size for LCR TDD
	A
	7.3.0
	HSDPA-L23
	R2-070959


2.4
25.306, 25.331 and 25.922 Rel-6/Rel-7 CRs on MBMS
The following CRs are in RP-070151:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.306
	0146
	-
	Rel-6
	TTI values for MCCH RB configuration
	F
	6.9.0
	MBMS-RAN
	R2-070926

	25.306
	0147
	-
	Rel-7
	TTI values for MCCH RB configuration
	A
	7.2.0
	MBMS-RAN
	R2-070927

	25.331
	2965
	-
	Rel-7
	Correction of MBMS MODIFICATION REQUEST
	F
	6.12.0
	MBMS-RAN
	R2-070914

	25.331
	2966
	-
	Rel-7
	Correction of MBMS MODIFICATION REQUEST
	A
	7.3.0
	MBMS-RAN
	R2-070915

	25.331
	2967
	-
	Rel-6
	Wording of MBMS PL Service Restriction Information and preferred frequency layer
	F
	6.12.0
	MBMS-RAN
	R2-070917

	25.331
	2968
	-
	Rel-7
	Wording of MBMS PL Service Restriction Information and preferred frequency layer
	F
	7.3.0
	MBMS-RAN
	R2-070918

	25.331
	2969
	-
	Rel-6
	maxMBMS-Services definition
	F
	6.12.0
	MBMS-RAN
	R2-070919

	25.331
	2970
	-
	Rel-7
	maxMBMS-Services definition
	A
	7.3.0
	MBMS-RAN
	R2-070920

	25.331
	2971
	1
	Rel-6
	MBMS selected services indication
	F
	6.12.0
	MBMS-RAN
	R2-071117

	25.331
	2972
	1
	Rel-7
	MBMS selected services indication
	A
	7.3.0
	MBMS-RAN
	R2-071118

	25.331
	2973
	1
	Rel-7
	Correction of RAB release procedure for Mobile TV
	F
	7.3.0
	MBMS-RAN
	R2-071069

	25.331
	2977
	1
	Rel-7
	Update the IE” RAB information to reconfigure” for Mobile TV
	F
	7.3.0
	MBMS-RAN
	R2-071070

	25.331
	2988
	1
	Rel-6
	MICH reception for services scheduled with MSCH
	C
	6.12.0
	MBMS-RAN
	R2-071083

	25.331
	2989
	1
	Rel-7
	MICH reception for services scheduled with MSCH
	C
	7.3.0
	MBMS-RAN
	R2-071084

	25.346
	0025
	1
	Rel-6
	Modification of the MBMS Service Area definition
	F
	6.9.1
	MBMS-RAN
	R2-070945

	25.346
	0026
	1
	Rel-7
	Modification of the MBMS Service Area definition
	A
	7.2.0
	MBMS-RAN
	R2-070946

	25.922
	0042
	-
	Rel-7
	Examples of RRM strategies for MBMS
	F
	7.0.0
	MBMS-RAN
	R2-070916


2.5
TR 25.993 CRs
The following CRs are in RP-070152:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem

	25.993
	0088
	1
	Rel-7
	Correction on RAB combinations for VoIP for TR 25.993
	F
	7.1.0
	RANimp-RABSE

	25.993
	0089
	-
	Rel-7
	Addition of IMS MM Telephony configurations over HSPA
	B
	7.1.0
	HSDPA-L23 and EDCH-L23

	25.993
	0090
	-
	Rel-7
	Correction to TF size in MBMS reference configuration
	F
	7.1.0
	MBMS-RAN

	25.993
	0091
	-
	Rel-7
	UE capability requirement for 7.6 kbps signalling RB for MCCH
	F
	7.1.0
	MBMS-RAN

	25.993
	0092
	-
	Rel-7
	Additional HSPA RAB Combinations
	F
	7.1.0
	HSDPA-L23 and EDCH-L23

	25.993
	0093
	-
	Rel-7
	Additional HSDPA RAB Combinations
	F
	7.1.0
	HSDPA-L23


2.6
25.331, 34.109 CRs Rel-6/Rel-7 on FDD Enhanced Uplink
The following CRs are in RP-070153:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2974
	-
	Rel-6
	Tabular Alignment for Uplink DPCH Info
	F
	6.12.0
	EDCH-L23
	R2-070931

	25.331
	2975
	-
	Rel-7
	Tabular Alignment for Uplink DPCH Info
	A
	7.3.0
	EDCH-L23
	R2-070932

	25.331
	2980
	-
	Rel-6
	Handling of TFCS with no DCH configured
	F
	6.12.0
	EDCH-L23, TEI6
	R2-070940

	25.331
	2981
	-
	Rel-7
	Handling of TFCS with no DCH configured
	A
	7.3.0
	EDCH-L23, TEI6
	R2-070941

	34.109
	0041
	-
	Rel-6
	Correction of max RLC SDU size
	F
	6.3.0
	EDCH-Test
	R2-071064

	34.109
	0042
	2
	Rel-7
	Correction of max RLC SDU size
	A
	7.1.0
	EDCH-Test
	R2-071119


2.7
25.331 Rel-6/Rel-7 CRs on PS Inter-RAT Handover
The following CRs are in RP-070154:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2978
	-
	Rel-6
	Absence of MS Classmark 2 and 3 in IE "Inter-RAT UE radio access capability"
	F
	6.12.0
	TEI6
	R2-070936

	25.331
	2979
	-
	Rel-7
	Absence of MS Classmark 2 and 3 in IE "Inter-RAT UE radio access capability"
	A
	7.3.0
	TEI6
	R2-070937


2.6
25.302, 25.308 Rel-6/Rel-7 CRs on HS-DSCH operation for TDD
The following CRs are in RP-070165:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.302
	0178
	-
	Rel-7
	Alignment of 25.302 with 25.321 and 25.331 to enable HS-DSCH operation without an associated DL DPCH for all TDD modes
	F
	7.2.0
	RANimp-RABSE-CodOptLCRTDD
	R2-071043

	25.308
	0014
	-
	Rel-6
	Alignment of 25.308 with 25.302 and 25.331 to enable HS-DSCH operation without an associated DL DPCH for all 3.84 McpsTDD
	F
	6.3.0
	RANimp-RABSE-CodOptTDD
	R2-070938

	25.308
	0015
	-
	Rel-7
	Alignment of 25.308 with 25.302, 25.321 and 25.331 to enable HS-DSCH operation without an associated DL DPCH for all TDD modes
	F
	7.1.0
	RANimp-RABSE-CodOptLCRTDD
	R2-070939


2.7
25.922 CR on the introduction of GAN CS and PS Handover

The following CR is in RP-070173:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.922
	0043
	-
	Rel-7
	Introduction of GAN CS Handover and PS Handover
	B
	7.0.0
	GUGAN
	R2-070934


3
CRs to closed Release 7 Work items (agenda item 9)

3.1
25.319, 25.321, 25.331 Rel-7 CRs on TDD 3.84 / 7.68 Mcps Enhanced Uplink
The following CRs are in RP-070160:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem

	25.319
	0006
	-
	Rel-7
	Editorial Corrections Related to 3.84/7.68 Mcps TDD E-DCH
	F
	7.1.0
	EDCHTDD-L23, EDCH-L23

	25.321
	0314
	-
	Rel-7
	Editorial Corrections for 3.84/7.68 Mcps TDD E-DCH
	F
	7.3.0
	EDCHTDD-L23

	25.331
	2987
	-
	Rel-7
	Corrections to Tabular for 3.84 and 7.68 McpsTDD E-DCH
	F
	7.3.0
	EDCHTDD-L23


3.2
25.331 Rel-7 CR on 7.68 Mcps TDD
The following CR is in RP-070172:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2986
	-
	Rel-7
	Alignment of Tabular with ASN.1
	F
	7.3.0
	VHCRTDD-L23
	R2-071044


4
RAN Improvement feature (agenda item 10.2)

4.1
Continuous connectivity for packet data users (agenda item 10.2.2)
4.1.1
25.321, 25.331 Rel-7 CRs on the introduction of CPC

The following CRs are in RP-070158:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.321
	0315
	-
	Rel-7
	Introduction of DTX-DRX and HS-SCCH less in MAC
	B
	7.3.0
	RANimp-ConCon
	R2-071072

	25.331
	2990
	-
	Rel-7
	Introduction of DTX-DRX and HS-SCCH less in RRC
	B
	7.3.0
	RANimp-ConCon
	R2-071071


5
Multiple Input Multiple Output Antennas (MIMO) (agenda item 10.4)
5.1
25.308 Rel-7 CR 0018rev2 on L2 Enhancements (and Cell_FACH and MIMO)
The following CR is in RP-070155:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.308
	0018
	2
	Rel-7
	L2 enhancements: Stage 2
	B
	7.1.0
	RANimp-L2DataRates, RANimp-Enhstate, MIMO-L23
	R2-071106


5.2
25.308, 25.306, 25.321, 25.331 Rel-7 CRs on the introduction of MIMO
The following CRs are in RP-070161:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.306
	0153
	2
	Rel-7
	Introducing MIMO in UE Capability specification
	B
	7.2.0
	MIMO-L23
	R2-071116

	25.308
	0017
	-
	Rel-7
	Introduction of MIMO in 25.308
	B
	7.1.0
	MIMO-L23
	R2-071038

	25.321
	0316
	-
	Rel-7
	Introducing MIMO in MAC specification
	B
	7.3.0
	MIMO-L23
	R2-071091

	25.331
	2985
	1
	Rel-7
	Introducing MIMO in RRC specification
	B
	7.3.0
	MIMO-L23
	R2-071092


6
1.28 Mcps TDD Enhanced Uplink (agenda item 10.5)
6.1
25.302, 25.306, 25.319, 25.321, 25.331 Rel-7 CRs on the introduction of 1.28 Mcps EDCH
The following CRs are in RP-070157:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.302
	0177
	-
	Rel-7
	Introduction of 1.28 Mcps TDD E-DCH
	B
	7.2.0
	LCRTDD-EDCH-L23
	R2-071034

	25.306
	0152
	-
	Rel-7
	Introduction of 1.28Mcps TDD E-DCH
	B
	7.2.0
	LCRTDD-EDCH-L23
	R2-071036

	25.319
	0004
	-
	Rel-7
	Introduction of 1.28Mcps TDD E-DCH
	B
	7.1.0
	LCRTDD-EDCH-L23
	R2-071033

	25.321
	0313
	-
	Rel-7
	Introduction of 1.28Mcps TDD E-DCH
	B
	7.3.0
	LCRTDD-EDCH-L23
	R2-071035

	25.331
	2984
	-
	Rel-7
	Introduction of 1.28 Mcps TDD E-DCH
	B
	7.3.0
	LCRTDD-EDCH-L23
	R2-071037


7
Technical Small Enhancements and Improvements (agenda item 10.7)
7.1
25.331 Rel-7 CRs on TEI7
The following CRs are in RP-070159:
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.331
	2957
	2
	Rel-7
	Deferred SIB11/12 reading and acting
	B
	7.3.0
	TEI7
	R2-071095

	25.331
	2958
	-
	Rel-7
	UE Positioning Fine Time Assistance for GPS
	C
	7.3.0
	TEI7
	R2-070594

	25.331
	2959
	-
	Rel-7
	Correction of "Threshold SFN-GPS TOW"
	F
	7.3.0
	TEI7
	R2-070593

	25.331
	2960
	1
	Rel-7
	Correction to standalone UE positioning
	F
	7.3.0
	TEI7
	R2-071046

	25.331
	2961
	-
	Rel-7
	Clarification on introduction of the new security algorithms
	F
	7.3.0
	TEI7
	R2-070500

	25.331
	2962
	-
	Rel-7
	Change to area scope of SIB1 value tag
	F
	7.3.0
	TEI7
	R2-070750

	25.331
	2963
	-
	Rel-7
	Correction of the tabular description of the IE Downlink information for each radio link Post
	F
	7.3.0
	TEI7
	R2-070986

	25.331
	2964
	-
	Rel-7
	Removal of redundant ASN1 element DL-CCTrChTPCList
	F
	7.3.0
	TEI7
	R2-070636


8
64QAM for HSDPA (agenda item 10.20)

8.1
25.306, 25.308, 25.321, 25.331 Rel-7 CRs on the introduction of downlink 64Qam
The following CRs are in RP-070163:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.306
	0155
	-
	Rel-7
	Introduction of 64QAM downlink in 25.306
	B
	7.2.0
	RANimp-64QamDownlink
	R2-071093

	25.308
	0016
	-
	Rel-7
	25.308 DL HOM CR
	B
	7.1.0
	RANimp-64QamDownlink
	R2-071026

	25.321
	0312
	1
	Rel-7
	Introduction of 64QAM in MAC specification
	B
	7.3.0
	RANimp-64QamDownlink
	R2-071089

	25.331
	2983
	1
	Rel-7
	Introducing 64QAM downlink support
	B
	7.3.0
	RANimp-64QamDownlink
	R2-071090


9
Higher order modulation in HSUPA (agenda item 10.21)

9.1
25.306, 25.319, 25.321, 25.331 Rel-7 CRs on the introduction of uplink 16Qam
The following CRs are in RP-070162:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.306
	0151
	1
	Rel-7
	Introduction of 16QAM in 25.306
	B
	7.2.0
	RANimp-16QamUplink
	R2-071088

	25.319
	0005
	-
	Rel-7
	25.319 UL HOM CR
	B
	7.1.0
	RANimp-16QamUplink
	R2-071018

	25.321
	0311
	1
	Rel-7
	Introduction of 16QAM in 25.321
	B
	7.3.0
	RANimp-16QamUplink
	R2-071085

	25.331
	2982
	2
	Rel-7
	Introducing 16QAM uplink support
	B
	7.3.0
	RANimp-16QamUplink
	R2-071087


10
MBMS FDD Physical layer Enhancements, MBMS TDD Physical layer Enhancements (agenda items 10.22, 10.23)

10.1
25.346 Rel-7 CR on MBMS TDD and FDD Physical layer improvements
The following CR is in RP-070166:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.346
	0027
	1
	Rel-7
	MBMS TDD and FDD Physical Layer Improvements
	B
	7.2.0
	MBMSE-RANPhysTDD, MBMSE-RANPhysFDD
	R2-071079


10
Improved L2 support for high data rates (agenda item 10.24)

10.1
25.308 Rel-7 CR 0019rev2 on Cell_FACH (and L2 Enhancements)
The following CR is in RP-070156:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.308
	0019
	2
	Rel-7
	Stage 2 updates for Enhanced CELL_FACH state in FDD
	B
	7.1.0
	RANimp-Enhstate, RANimp-L2DataRates
	R2-071121


10.2
25.308 Rel-7 CR 0018rev2 on L2 Enhancements (and Cell_FACH and MIMO)
See 5.1.

10.3
25.301 Rel-7 CR on the introduction of Layer 2 Enhancements
The following CR is in RP-070164:

	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Version-Current
	Workitem
	Doc-2nd-Level

	25.301
	0083
	-
	Rel-7
	L2 enhancements: Stage 2
	B
	7.0.0
	RANimp-L2DataRates
	R2-071051


11
Enhanced Cell_FACH State in FDD (agenda item 10.24b)

11.1
25.308 Rel-7 CR 0019rev2 on Cell_FACH (and L2 Enhancements)
See 10.1.
11.2
25.308 Rel-7 CR 0018rev2 on L2 Enhancements (and Cell_FACH and MIMO)
See 5.1.
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