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8.2
Position Calculation

8.2.1
General

The purpose of the Position Calculation procedure is to enable an SRNC to query an SAS for a position estimate of a UE. The procedure uses connectionless signalling.

8.2.2
Successful Operation

[image: image1.wmf] 

 

SAS

 

POSITION CALCULATION 

REQUEST

 

POSITION CALCULATION 

RESPONSE

 

SRNC

 


Figure 1: Position Calculation procedure, Successful Operation

The procedure is initiated with a POSITION CALCULATION REQUEST message sent from the SRNC to the SAS. When the SAS receives the POSITION CALCULATION REQUEST message, it shall calculate the UE position and, if supported and requested, velocity based on the provided measurement data. This procedure may be repeated by the SRNC as needed for periodic location. If the POSITION CALCULATION REQUEST message is part of periodic location, this message may include the Periodic Position Calculation Info IE to enable the SAS to better fulfill future such requests.
If the Initial UE Position Estimate IE is included in the POSITION CALCULATION REQUEST message, the SAS shall use this value for the calculation of the UE Position Estimate in case of A-GPS positioning methods are used. The SAS may use this value for the calculation of the UE Position when any other methods are used.
If the Cell-ID Measured Results Sets IE is included in the POSITION CALCULATION REQUEST message and both of the Round Trip Time Info IE and the Round Trip Time Info With Type 1 IE are included in the Cell-ID Measured Results Info List IE, the SAS shall use the Round Trip Time Info IE. 
If the Horizontal Accuracy Code IE and possibly the Vertical Accuracy Code IE are included in the POSITION CALCULATION REQUEST message, the SAS shall use these values in order to assess whether the resulting position estimation fulfills the requested accuracy.
If the SAS Response Time IE is included in the POSITION CALCULATION REQUEST message, the SAS shall send a POSITION CALCULATION RESPONSE message within the indicated time after reception of the POSITION CALCULATION REQUEST message.
If the Include Velocity IE is set to "requested" in the POSITION CALCULATION REQUEST message, the SAS shall include the Velocity Estimate IE, if available, in the POSITION CALCULATION RESPONSE message.
Response Message:

If the SAS was able to calculate the position estimate, it shall respond with a POSITION CALCULATION RESPONSE message.

Whenever one of the geographic area shapes Ellipsoid point with uncertainty Ellipse IE, Ellipsoid point with altitude and uncertainty Ellipsoid IE or Ellipsoid Arc IE is reported, the Confidence IE shall indicate the probability that the UE is located within the uncertainty region of the shape. The value of the Confidence IE shall be in the interval of "1" to "100".
If at least the Horizontal Accuracy Code IE was included in the POSITION CALCULATION REQUEST message and the calculated position estimate fulfils the requested accuracy, the Accuracy Fulfilment Indicator IE with the value "requested accuracy fulfilled" shall be included in the POSITION CALCULATION RESPONSE message. If the calculated position estimate does not fulfil the requested accuracy, the Accuracy Fulfilment Indicator IE with the value "requested accuracy not fulfilled" shall be included in the POSITION CALCULATION RESPONSE message.
8.2.3
Unsuccessful Operation
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Figure 2: Position Calculation procedure, Unsuccessful Operation

If the SAS is unable to perform the position estimate for any reason, it shall return a POSITION CALCULATION FAILURE message to the SRNC.

Typical cause values are:

-
Invalid reference information;

· Position calculation error: invalid GPS measured results;

-
Initial UE Position Estimate missing;

-
Processing Overload;

-
Hardware Failure;

-
O&M Intervention.;

-
Invalid U-TDOA measured results;

-
U-TDOA positioning method not supported;

-
U-TDOA positioning method not supported in specified UTRAN cell;

-
SAS unable to perform U-TDOA positioning within Response Time.
8.2.4
Abnormal Conditions

If the Vertical Accuracy Code IE is included and the Horizontal Accuracy Code IE is not included in the POSITION CALCULATION REQUEST message, the SAS shall reject the procedure.
If the RRC State is indicated as being CELL_DCH in the POSITION CALCULATION REQUEST message and [FDD - neither the DCH Information IE nor the E-DPCH Information IE][TDD – no DCH Information IE] is included, the SAS shall reject the procedure using the POSITION CALCULATION FAILURE message.

8.9
Position Activation
8.9.1
General

The purpose of the Position Activation procedure is to enable the SAS to initiate a particular positioning method used for an individual positioning event. This procedure uses connection-oriented signalling.

8.9.2
Successful Operation
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Figure 9c: Position Activation procedure, Successful Operation

The SAS initiates this procedure by sending a Position Activation Request message to the SRNC containing the required positioning method and any assistance data and instructions associated with that positioning method. The SRNC then sends a Position Activation Response message to the SAS confirming the requested action and providing any information required by the requested positioning method; e.g. UE channel information for the U-TDOA positioning method or A-GPS measurements for UE assisted A-GPS. In the POSITION ACTIVATION RESPONSE message, the SRNC should include either the UE Position Estimate Info IE, GPS Measurement Results IE, Cell-ID Measured Results Sets IE, OTDOA Measured Results Sets IE or UTDOA Group IE.

If the POSITION ACTIVATION REQUEST message contains periodic reporting information to start a periodic RNC positioning procedure (i.e., Amount of Reporting IE is included), the POSITION ACTIVATION RESPONSE message may be returned confirming the requested action and not including any measurements. In that case, all periodic measurement reports are conveyed using POSITION PERIODIC REPORT messages.

If the GPS Positioning Instructions IE is included in a POSITION ACTIVATION REQUEST message containing the Measurement Validity IE, the SRNC should include the Measurement Instructions Used IE in a POSITION ACTIVATION RESPONSE message if the Measurement Validity used by the SRNC is different from the Measurement Validity requested by the SAS.

If the POSITION ACTIVATION REQUEST message contains the Position Method IE with value “Cell ID”, the Amount of Reporting IE shall not be included.

If the POSITION ACTIVATION REQUEST message contains the Position Method IE with value “Cell ID”, the RNC may include either of the Round Trip Time Info IE or the Round Trip Time Info With Type 1 IE or both in the POSITION ACTIVATION RESPONSE message. If both of the Round Trip Time Info IE and the Round Trip Time Info With Type 1 IE are included in the POSITION ACTIVATION RESPONSE message, the SAS shall use the Round Trip Time Info IE. 

If the SRNC receives a new Position Activation Request message before it has responded to a previous non-periodic request, the SRNC should terminate all activity for the previous request, without sending any response to the initial request, and process the new request.
If the SRNC receives a new POSITION ACTIVATION REQUEST message for UE position measurement reporting using A-GPS or OTDOA (periodic or non-periodic) while it is still performing activity for a previous A-GPS or OTDOA periodic request, the SRNC should terminate all activity for the previous request, including terminating the periodic measurement reporting in the UE, and should process the new request.

If the SRNC receives a new POSITION ACTIVATION REQUEST message for Cell-ID or U-TDOA positioning while it is still performing activity for a previous A-GPS or OTDOA periodic request (but after returning any POSITION ACTIVATION RESPONSE for this request), the SRNC may both continue with the previous request and process the new request.
If the RRC State is indicated as being CELL_DCH in the POSITION ACTIVATION RESPONSE message, [FDD - either the DCH Information IE or the E-DPCH Information IE][TDD - the DCH Information IE] should be included.

8.9.3
Unsuccessful Operation


[image: image4.wmf] 

SRNC

 

POSITION ACTIVATION REQUEST

 

POSITION ACTIVATION FAILURE

 

SAS

 


Figure 9d: Position Activation procedure, Unsuccessful Operation

When the SRNC is unable to accept a Position Activation Request message, the Position Activation Failure message should be sent to the SAS.

Typical cause values are:

-
Processing Overload;

-
Hardware Failure;

-
O&M Intervention;

-
Positioning Method Not Supported

-
Location Measurement Failure

8.9.4
Abnormal Conditions

-

8.12
Position Periodic Report
8.12.1
General

The purpose of the Position Periodic Report procedure is to send measurement information or UE position estimate from the SRNC to the SAS for periodic location in SAS-centric mode. This procedure uses connection-oriented signalling.

8.12.2
Successful Operation
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Figure 9g: Position Periodic Report procedure, Successful Operation

This procedure is initiated with a POSITION PERIODIC REPORT message sent from the SRNC to the SAS. The POSITION PERIODIC REPORT message provides the SAS measurement information such as GPS or OTDOA measurements, or an indication of measurement failure.

The SRNC should send the first POSITION PERIODIC REPORT message one reporting interval after the POSITION ACTIVATION RESPONSE message, and should continue to send further POSITION PERIODIC REPORT messages one reporting interval after the previous POSITION PERIODIC REPORT message based on the available measurements. If the RNC can not deliver measurement information when a POSITION PERIODIC REPORT is triggered, the Cause IE should be included in the POSITION PERIODIC REPORT message, indicating the reason for measurement failure, e.g. “UE Positioning Error: Not enough OTDOA cells”, “UE Positioning Error: Not enough GPS Satellites”, “UE Positioning Error: Not Accomplished GPS Timing of Cell Frames” or “UE Positioning Error: Undefined Error”. If the Cause IE is included in a POSITION PERIODIC REPORT message,  the UE Position Estimate Info IE, Velocity Estimate IE, GPS Measurement Results IE, Cell-ID Measured Results Sets IE, and OTDOA Measured Results Sets IE should not be included.
If the Cell-ID Measured Results Sets IE is included in the POSITION PERIODIC REPORT message and both of the Round Trip Time Info IE and the Round Trip Time Info With Type 1 IE are included in the Cell-ID Measured Results Info List IE, the SAS shall use the Round Trip Time Info IE. 
8.12.3
Abnormal Conditions

-
9.2.2.31
Cell-ID Measured Results Info List

This IE contains the Cell-ID measurements of signals associated with one or more cells.

Table 69

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Cell-ID Measured Results Info
	
	1..<maxNoOfMeasNCell>
	
	
	–
	

	>UC-ID
	M
	
	9.2.2.37
	The identifier of the measured cell.
	–
	

	>UTRAN Access Point Position with Altitude
	M
	
	9.2.2.36
	Exact geographical position of the base station antenna. 

If the SAS operates in SAS-centric mode, the values of this IE shall be set to 0 by the transmitter and shall be ignored by the receiver.
	–
	

	>Geographical Area
	O
	
	9.2.2.6
	May only be present if the SAS operates in RNC-centric mode.
	–
	

	>Round Trip Time Info
	
	0..1
	
	FDD only
	–
	

	>>UE Rx-Tx Time Difference Type 2
	M
	
	INTEGER

(0..8191)


	According to mapping in [13].
	–
	

	>>UE Positioning Measurement Quality
	M
	
	9.2.2.35
	Quality of the UE Rx-Tx time difference measurement.
	–
	

	>>Round Trip Time
	M
	
	INTEGER

(0..32766)
	According to mapping in [13].
	–
	

	>>Extended Round Trip Time
	O
	
	INTEGER

(32767..103041)
	Continuation of intervals as mapped in [13]. Included only if the Round Trip Time IE above is included with its maximum value and if the actual value is outside the possible range for the the Round Trip Time IE
	YES
	ignore

	>Rx Timing Deviation Info
	
	0..1
	
	3.84Mcps TDD only
	–
	

	>>Rx Timing Deviation
	M
	
	INTEGER (0..8191)
	According to mapping in [14].
	–
	

	>>Timing Advance
	M
	
	INTEGER (0..63)
	According to [4].
	–
	

	>Rx Timing Deviation LCR Info
	
	0..1
	
	1.28Mcps TDD only
	–
	

	>>Rx Timing Deviation LCR
	M
	
	INTEGER (0..511)
	According to mapping in [14].
	–
	

	>>Timing Advance LCR
	M
	
	INTEGER (0..2047)
	According to mapping in [14].
	–
	

	>Pathloss
	O
	
	INTEGER

(46..158)
	Unit: dB
downlink pathloss as defined in [4] subclause 10.3.7.3
	–
	

	>Rx Timing Deviation 768Info
	
	0..1
	
	7.68Mcps TDD only
	YES
	reject

	>>Rx Timing Deviation 7.68Mcps
	M
	
	INTEGER (0.. 65535)
	According to mapping in [14].
	–
	

	>>Timing Advance 7.68Mcps
	M
	
	INTEGER (0.. 511)
	According to [4].
	–
	

	>Rx Timing Deviation 384ext Info
	
	0..1
	
	3.84Mcps TDD only
	YES
	reject

	>>Rx Timing Deviation
	M
	
	INTEGER (0.. 32767)
	According to mapping in [14].
	–
	

	>>Timing Advance
	M
	
	INTEGER (0.. 255)
	According to [4].
	–
	

	>Round Trip Time Info With Type 1
	
	0..1
	
	FDD only
	YES
	ignore

	>>UE Rx-Tx Time Difference Type 1
	M
	
	INTEGER

(768..1280)


	According to mapping in [13].
	–
	

	>>Round Trip Time
	M
	
	INTEGER

(0..32766)
	According to mapping in [13].
	–
	

	>>Extended Round Trip Time
	O
	
	INTEGER

(32767..103041)
	Continuation of intervals as mapped in [13]. Included only if the Round Trip Time IE above is included with its maximum value and if the actual value is outside the possible range for the the Round Trip Time IE
	–
	


Table 70

	Range bound
	Explanation

	maxNoOfMeasNCell
	Maximum number of neighbour cells on which information can be reported. The value of maxNoOfMeasNCell is 32.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************
PCAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxNrOfErrors,


maxSat,


maxSatAlmanac,

maxNrOfLevels,


maxNrOfMeasNCell,


maxNrOfMeasurements,


maxNrOfPoints,


maxNrOfExpInfo,

maxNrOfSets,


maxRateMatching,


maxNrOfTFs,


maxTTI-count,


maxTS-1,


maxCCTrCH,


maxTF,


maxTFC,


maxPRACH,


maxTrCH,


maxTGPS,


maxNoOfMeasurements,


maxCellMeas,


maxNrOfEDPCCH-PO-QUANTSTEPs,


maxNrOfRefETFCI-PO-QUANTSTEPs,


maxNrOfRefETFCIs,


maxSet,


id-UTRAN-GPSReferenceTime,


id-UTRAN-GPSReferenceTimeResult,


id-GPS-UTRAN-TRU,


id-UTRAN-GPS-DriftRate,


id-OTDOA-AddMeasuredResultsInfo,


id-GPS-ReferenceLocation,

id-rxTimingDeviation768Info,


id-rxTimingDeviation384extInfo,


id-MeasurementValidity,


id-ExtendedRoundTripTime,

id-roundTripTimeInfoWithType1
FROM PCAP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TransactionID,

TriggeringMessage

FROM PCAP-CommonDataTypes


ProtocolExtensionContainer{},


PCAP-PROTOCOL-EXTENSION

FROM PCAP-Containers;

(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
-- **************************************************************

--

-- Cell Id Measured Results Sets

--

-- **************************************************************

CellId-MeasuredResultsSets ::=


SEQUENCE (SIZE (1..maxNrOfMeasurements)) OF


CellId-MeasuredResultsInfoList

CellId-MeasuredResultsInfoList ::=

SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF


CellId-MeasuredResultsInfo

CellId-MeasuredResultsInfo ::=


SEQUENCE {


uC-ID







UC-ID,


uTRANAccessPointPositionAltitude
UTRANAccessPointPositionAltitude,


ue-PositionEstimate




UE-PositionEstimate


OPTIONAL,


roundTripTimeInfo




RoundTripTimeInfo


OPTIONAL, -- FDD only


rxTimingDeviationInfo



RxTimingDeviationInfo

OPTIONAL, -- 3.84Mcps TDD only


rxTimingDeviationLCRInfo


RxTimingDeviationLCRInfo
OPTIONAL, -- 1.28Mcps TDD only


pathloss






Pathloss




OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { CellId-MeasuredResultsInfo-ExtIEs } }

OPTIONAL,


...

}

CellId-MeasuredResultsInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-rxTimingDeviation768Info
CRITICALITY reject
EXTENSION RxTimingDeviation768Info





PRESENCE optional }| -- 7.68Mcps TDD only

{ ID id-rxTimingDeviation384extInfo
CRITICALITY reject
EXTENSION RxTimingDeviation384extInfo





PRESENCE optional }| -- 3.84Mcps TDD only

{ ID id-roundTripTimeInfoWithType1
CRITICALITY ignore
EXTENSION RoundTripTimeInfoWithType1





PRESENCE optional }, -- FDD only


...

}

RoundTripTimeInfo ::=




SEQUENCE {


ue-RxTxTimeDifferenceType2


UE-RxTxTimeDifferenceType2,


ue-PositioningMeasQuality


UE-PositioningMeasQuality,


roundTripTime





RoundTripTime,


iE-Extensions





ProtocolExtensionContainer { { RoundTripTimeInfo-ExtIEs } }

OPTIONAL,


...

}

RoundTripTimeInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


{ ID id-ExtendedRoundTripTime
CRITICALITY ignore
EXTENSION ExtendedRoundTripTime




PRESENCE optional }, -- FDD only


...

}

RoundTripTimeInfoWithType1 ::=


SEQUENCE {


ue-RxTxTimeDifferenceType1


UE-RxTxTimeDifferenceType1,


roundTripTime





RoundTripTime,

extendedRoundTripTime



ExtendedRoundTripTime

OPTIONAL, -- FDD only


iE-Extensions





ProtocolExtensionContainer { { RoundTripTimeInfoWithType1-ExtIEs } }

OPTIONAL,


...

}
RoundTripTimeInfoWithType1-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

UE-RxTxTimeDifferenceType2 ::=


INTEGER (0..8191)

UE-RxTxTimeDifferenceType1 ::=


INTEGER (768..1280)

UE-PositioningMeasQuality ::=


SEQUENCE {


stdResolution





BIT STRING (SIZE (2)),


numberOfMeasurements



BIT STRING (SIZE (3)),


stdOfMeasurements




BIT STRING (SIZE (5)),


iE-Extensions





ProtocolExtensionContainer { { UE-PositioningMeasQuality-ExtIEs } }

OPTIONAL,


...

}

UE-PositioningMeasQuality-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RoundTripTime ::=





INTEGER (0..32766)

-- Actual value RoundTripTime = IE value * 0.0625 + 876

ExtendedRoundTripTime ::=





INTEGER (32767..103041)

-- Actual value RoundTripTime = IE value * 0.0625 + 876
UTRANAccessPointPositionAltitude ::=
SEQUENCE {


geographicalCoordinates



GeographicalCoordinates,


ga-AltitudeAndDirection



GA-AltitudeAndDirection
















OPTIONAL,


iE-Extensions





ProtocolExtensionContainer { { UTRANAccessPointPositionAltitude-ExtIEs } }

OPTIONAL,


...

}

UTRANAccessPointPositionAltitude-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviationInfo ::=



SEQUENCE {


rxTimingDeviation




RxTimingDeviation,


timingAdvance





TimingAdvance,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviationInfo-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviationInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviationLCRInfo ::=


SEQUENCE {


rxTimingDeviationLCR



RxTimingDeviationLCR,


timingAdvanceLCR




TimingAdvanceLCR,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviationLCRInfo-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviationLCRInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviation768Info ::=


SEQUENCE {


rxTimingDeviation768



RxTimingDeviation768,


timingAdvance768




TimingAdvance768,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviation768Info-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviation768Info-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviation384extInfo ::=


SEQUENCE {


rxTimingDeviation384ext



RxTimingDeviation384ext,


timingAdvance384ext




TimingAdvance384ext,

iE-Extensions





ProtocolExtensionContainer { { RxTimingDeviation384extInfo-ExtIEs } }

OPTIONAL,


...

}

RxTimingDeviation384extInfo-ExtIEs PCAP-PROTOCOL-EXTENSION ::= {


...

}

RxTimingDeviation ::=




INTEGER (0..8191)

RxTimingDeviationLCR ::=



INTEGER (0..511)

RxTimingDeviation768 ::=



INTEGER (0..65535)

RxTimingDeviation384ext ::=



INTEGER (0..32767)

TimingAdvance ::=





INTEGER (0..63)

TimingAdvanceLCR ::=




INTEGER (0..2047)
TimingAdvance768 ::=




INTEGER (0..511)

TimingAdvance384ext ::=




INTEGER (0..255)

Pathloss ::=






INTEGER (46..158)

-- Unit: dB; as defined in [4] subclause 10.3.7.3
(
(
(
<Parts of the ASN.1 module is omitted>

(
(
(
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

PCAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) pcap(4) version1 (1) pcap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM PCAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-PositionCalculation



ProcedureCode ::= 1
id-InformationExchangeInitiation
ProcedureCode ::= 2
id-InformationReporting



ProcedureCode ::= 3
id-InformationExchangeTermination
ProcedureCode ::= 4
id-InformationExchangeFailure

ProcedureCode ::= 5
id-ErrorIndication




ProcedureCode ::= 6

id-privateMessage




ProcedureCode ::= 7
id-PositionParameterModification
ProcedureCode ::= 8

id-PositionInitiation



ProcedureCode ::= 9

id-PositionActivation



ProcedureCode ::= 10

id-Abort






ProcedureCode ::= 11
id-PositionPeriodicReport


ProcedureCode ::= 12

id-PositionPeriodicResult


ProcedureCode ::= 13

id-PositionPeriodicTermination

ProcedureCode ::= 14

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfErrors





INTEGER ::= 256

maxSat







INTEGER ::= 16

maxSatAlmanac





INTEGER ::= 32

maxNrOfLevels





INTEGER ::= 256
maxNrOfPoints





INTEGER ::= 15
maxNrOfExpInfo





INTEGER ::= 32

maxNrOfMeasNCell




INTEGER ::= 32

maxNrOfMeasurements




INTEGER ::= 16

maxNrOfSets






INTEGER ::= 3
maxRateMatching





INTEGER ::= 256

maxNrOfTFs






INTEGER ::= 32

maxTTI-count





INTEGER ::= 4

maxTS-1







INTEGER ::= 13 

maxCCTrCH






INTEGER ::= 8

maxTF







INTEGER ::= 32

maxTFC







INTEGER ::= 1024

maxPRACH






INTEGER ::= 16

maxTrCH







INTEGER ::= 32

maxTGPS







INTEGER ::= 6

maxNoOfMeasurements




INTEGER ::= 16

maxCellMeas






INTEGER ::= 32

maxNrOfEDPCCH-PO-QUANTSTEPs


INTEGER ::= 8
-- FFS

maxNrOfRefETFCI-PO-QUANTSTEPs

INTEGER ::= 8
-- FFS

maxNrOfRefETFCIs




INTEGER ::= 8

maxSet







INTEGER ::= 9

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause









ProtocolIE-ID ::= 1
id-CriticalityDiagnostics





ProtocolIE-ID ::= 2
id-GPS-UTRAN-TRU







ProtocolIE-ID ::= 3
id-InformationExchangeID





ProtocolIE-ID ::= 4
id-InformationExchangeObjectType-InfEx-Rprt

ProtocolIE-ID ::= 5
id-InformationExchangeObjectType-InfEx-Rqst

ProtocolIE-ID ::= 6
id-InformationExchangeObjectType-InfEx-Rsp

ProtocolIE-ID ::= 7
id-InformationReportCharacteristics



ProtocolIE-ID ::= 8
id-InformationType







ProtocolIE-ID ::= 9
id-GPS-MeasuredResultsList





ProtocolIE-ID ::= 10
id-MethodType








ProtocolIE-ID ::= 11
id-RefPosition-InfEx-Rqst





ProtocolIE-ID ::= 12
id-RefPosition-InfEx-Rsp





ProtocolIE-ID ::= 13

id-RefPosition-Inf-Rprt






ProtocolIE-ID ::= 14
id-RequestedDataValue






ProtocolIE-ID ::= 15
id-RequestedDataValueInformation



ProtocolIE-ID ::= 16
id-TransactionID







ProtocolIE-ID ::= 17
id-UE-PositionEstimate






ProtocolIE-ID ::= 18
id-CellId-MeasuredResultsSets




ProtocolIE-ID ::= 20

id-OTDOA-MeasurementGroup





ProtocolIE-ID ::= 22

id-AccuracyFulfilmentIndicator




ProtocolIE-ID ::= 23

id-HorizontalAccuracyCode





ProtocolIE-ID ::= 24

id-VerticalAccuracyCode






ProtocolIE-ID ::= 25

id-UTDOA-Group








ProtocolIE-ID ::= 26

id-RequestType








ProtocolIE-ID ::= 28

id-UE-PositioningCapability





ProtocolIE-ID ::= 29

id-UC-id









ProtocolIE-ID ::= 30

id-ResponseTime








ProtocolIE-ID ::= 31

id-PositioningPriority






ProtocolIE-ID ::= 32

id-ClientType








ProtocolIE-ID ::= 33

id-PositioningMethod






ProtocolIE-ID ::= 34

id-UTDOAPositioning







ProtocolIE-ID ::= 35

id-GPSPositioning







ProtocolIE-ID ::= 36

id-OTDOAAssistanceData






ProtocolIE-ID ::= 37

id-Positioning-ResponseTime





ProtocolIE-ID ::= 38

id-EnvironmentCharacterisation




ProtocolIE-ID ::= 39

id-PositionData








ProtocolIE-ID ::= 40

id-IncludeVelocity







ProtocolIE-ID ::= 41

id-VelocityEstimate







ProtocolIE-ID ::= 42
id-rxTimingDeviation768Info





ProtocolIE-ID ::= 43
id-UC-ID-InfEx-Rqst







ProtocolIE-ID ::= 44

id-UE-PositionEstimateInfo





ProtocolIE-ID ::= 45

id-UTRAN-GPSReferenceTime





ProtocolIE-ID ::= 46
id-UTRAN-GPSReferenceTimeResult




ProtocolIE-ID ::= 47
id-UTRAN-GPS-DriftRate






ProtocolIE-ID ::= 48

id-OTDOA-AddMeasuredResultsInfo




ProtocolIE-ID ::= 49
id-GPS-ReferenceLocation





ProtocolIE-ID ::= 50

id-OTDOA-MeasuredResultsSets




ProtocolIE-ID ::= 51

id-rxTimingDeviation384extInfo




ProtocolIE-ID ::= 55
id-ExtendedRoundTripTime





ProtocolIE-ID ::= 56

id-PeriodicPosCalcInfo






ProtocolIE-ID ::= 57
id-PeriodicLocationInfo






ProtocolIE-ID ::= 58
id-AmountOfReporting






ProtocolIE-ID ::= 59
id-MeasInstructionsUsed






ProtocolIE-ID ::= 60
id-RRCstateChange







ProtocolIE-ID ::= 61
id-PeriodicTerminationCause





ProtocolIE-ID ::= 62
id-MeasurementValidity






ProtocolIE-ID ::= 63
id-roundTripTimeInfoWithType1




ProtocolIE-ID ::= 64
END
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