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	Feature / Item:
	16QAM in HSUPA (FDD)

	Affects:
	UE/MS: X
	CN: 
	UTRAN: X
	GERAN:

	Expected Completion Date:
	June 2007 (RAN#36) for RAN1/RAN2/RAN3 functional specifications
September 2007 (RAN#37) for RAN4 requirement specifications

	Service(s) impacted:
	Peak UL bit rates available in the system

	Specification(s) affected:
	25.1xx, 25.2xx, 25.3xx, 25.4xx

	Task(s) within work which are not complete:
	Definition of the boosted uplink phase reference for high data rates
RAN4 performance test cases and requirements

	Consequences if not included in Release 7:
	Uplink peak data rate evolution of the WCDMA standard is not available.


Abstract of document:

Introduction of 16QAM to HSUPA (FDD) increases the uplink peak bit rate provided by the physical layer from 5.76 Mbps to 11.52 Mbps. The introduction of 16QAM to the functional specifications is waiting for the completion of the boosted uplink phase reference definition work. Additionally the finalisation of the 16QAM radio performance requirement work has just started and can only be finalised after the functional specifications have been approved. For further details see document RP-070046 Status Report for WI to TSG on 16QAM in HSUPA (FDD), RAN#35, March 2007.
Contentious Issues:

None
