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Introduction

Number of CRs agreed: 34. TSs being affected:

· 34.108 - 
03 CR(s)

· 34.123-1 - 
26 CR(s)

· 34.123-2 - 
04 CR(s)

· 34.123-3 - 
01 CR(s)

Note:
Non TTCN CRs may have impact on TTCN and therefore there may be one or more non TTCN CR(s) and one or more TTCN CR(s) 
that affect one and the same issue.
The set of CRs has been split in 2 Batches. This is Batch 1.
	WG Tdoc
	Spec
	CR
	R
	Cat
	Rel
	Curr Ver
	Title
	Work Item

	R5-070429
	34.108
	570
	
	F
	Rel-6
	6.5.0
	MBMS test - MCCH configurations
	MBMS_Test

	R5-070422
	34.108
	571
	
	F
	Rel-6
	6.5.0
	Generic setup procedures and default values for MBMS signalling testing
	MBMS_Test

	R5-070147
	34.108
	572
	
	F
	Rel-6
	6.5.0
	Introduction of signalling radio bearer for MCCH
	MBMS_Test

	R5-070069
	34.123-1
	1841
	
	F
	Rel-6
	6.5.0
	Correction to MBMS GMM test case 12.9.18
	MBMS_Test

	R5-070431
	34.123-1
	1842
	
	F
	Rel-6
	6.5.0
	Generic test procedure for MBMS radio bearer test cases
	MBMS_Test

	R5-070432
	34.123-1
	1843
	
	F
	Rel-6
	6.5.0
	New MBMS radio bearer test cases
	MBMS_Test

	R5-070473
	34.123-1
	1844
	
	F
	Rel-6
	6.5.0
	Corrections to MBMS RLC test cases
	MBMS_Test

	R5-070475
	34.123-1
	1845
	
	F
	Rel-6
	6.5.0
	Corrections to MBMS test cases 8.5.3.5 and 8.5.3.6
	MBMS_Test

	R5-070466
	34.123-1
	1846
	
	F
	Rel-6
	6.5.0
	New MBMS test case for Modification of the list of MBMS Selected Service whilst in Cell_PCH, URA_PCH & Cell_FACH
	MBMS_Test

	R5-070436
	34.123-1
	1847
	
	F
	Rel-6
	6.5.0
	Correction to MBMS Test Cases 11.5.1, 11.5.2.1 and 11.5.2.2
	MBMS_Test

	R5-070465
	34.123-1
	1848
	
	F
	Rel-6
	6.5.0
	New MBMS RRC Test Case: MBMS session Start at Notification via DCCH in CELL_DCH
	MBMS_Test

	R5-070406
	34.123-1
	1849
	
	F
	Rel-6
	6.5.0
	New MBMS RRC Test Case: Transmission of the MBMS Selected Services Information when entering RRC connected mode
	MBMS_Test

	R5-070437
	34.123-1
	1850
	
	F
	Rel-6
	6.5.0
	New MBMS RRC Test Case: MBMS Serving Cell Reselection in CELL_DCH during ongoing Session
	MBMS_Test

	R5-070438
	34.123-1
	1851
	
	F
	Rel-6
	6.5.0
	New MBMS RRC Test Case: MBMS Serving Cell Reselection in CELL_PCH during ongoing Session
	MBMS_Test

	R5-070439
	34.123-1
	1852
	
	F
	Rel-6
	6.5.0
	Correction of TC 8.5.1.1: MBMS Session Start in Idle mode 
	MBMS_Test

	R5-070440
	34.123-1
	1853
	
	F
	Rel-6
	6.5.0
	Addition of TC 8.5.1.2: MBMS session start at notification in CELL_PCH
	MBMS_Test

	R5-070443
	34.123-1
	1854
	
	F
	Rel-6
	6.5.0
	Addition of TC 8.5.3.2: MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in CELL_PCH
	MBMS_Test

	R5-070441
	34.123-1
	1855
	
	F
	Rel-6
	6.5.0
	Addition of TC 8.5.1.6: MBMS session start at MCCH acquisition in CELL_DCH (for a MBMS service) when entering into an MBMS cell (UE capable of MBMS p-t-m reception in CELL_DCH)
	MBMS_Test

	R5-070442
	34.123-1
	1856
	
	F
	Rel-6
	6.5.0
	Addition of TC 8.5.3.3: MBMS Session Start (Frequency Layer Convergence)/Session Stop (Frequency Layer Dispersion) in CELL_FACH
	MBMS_Test

	R5-070444
	34.123-1
	1857
	
	F
	Rel-6
	6.5.0
	Addition of TC 8.5.5.5: P-t-p Request in Idle Mode
	MBMS_Test
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