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<Start of first modified section>

8.5.2
Conformance requirement

On sending a REGISTER request in order to indicate support for early IMS security procedures, the UE shall not include an Authorization header field and not include header fields or header field values as required by RFC3329. The From header, To header, Contact header, Expires header, Request URI and Supported header shall be set according clause 5.1.1.2 of TS 24.229.

On receiving the 200 (OK) response to the REGISTER request, the UE shall handle the expiration time, the P-Associated-URI header field, and the Service-Route header field according clause 5.1.1.2 of TS 24.229.

The UE shall support SIP compression as described in TS 24.229  subclause 8.1.1 with the exception that no security association exists between the UE and the P-CSCF. Therefore, when the UE creates the compartment is implementation specific.

The UE shall use the temporary public user identity (IMSI-derived IMPU, cf. section 6.1.2) only in registration messages (i.e. initial registration, re-registration or de-registration), but not in any other type of SIP requests.

NOTE 1:
Early IMS security does not allow SIP requests to be protected using an IPsec security association because it does not perform a key agreement procedure.

…

If a UE attempts a registration using early IMS security, the REGISTER shall include an IMPU that is derived from the IMSI that is used for bearer network access according to the rules in TS 23.003. The UE shall apply this rule even if a UICC containing an ISIM is present in the UE.

…

When early IMS security is used for registering an UE, the IMSI-derived IMPU shall be used for all registration procedures initiated by the UE (i.e., initial registration, re-registration and mobile-initiated de-registration).

…


Upon receipt of a 2xx response to the initial registration, the UE shall subscribe to the reg event package for the public user identity registered at the user's registrar (S-CSCF) as described in RFC 3680.

The UE shall use the default public user identity for subscription to the registration-state event package, if the public user identity that was used for initial registration is a barred public user identity. The UE may use either the default public user identity or the public user identity used for initial registration for the subscription to the registration-state event package, if the initial public user identity that was used for initial registration is not barred.

On sending a SUBSCRIBE request, the UE shall populate the header fields as follows:

a)
a Request URI set to the resource to which the UE wants to be subscribed to, i.e. to a SIP URI that contains the public user identity used for subscription;

b)
a From header set to a SIP URI that contains the public user identity used for subscription;

c)
a To header set to a SIP URI that contains the public user identity used for subscription;

d)
an Event header set to the "reg" event package;



e)
an Expires header set to 600 000 seconds as the value desired for the duration of the subscription

f)
a P-Access-Network-Info header set as specified for the access network technology; and

g)
a Contact header set to contain the same IP address or FQDN, and with the protected server port value as in the initial registration.
Reference(s)

3GPP TR 33.978[58], clauses 6.2.3.1, 6.2.4, 3GPP TS 24.229[10], clause 5.1.1.3.
<End of modified section>
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