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5.2.3
Test purpose

For the following reasons:

Limit interference.

Verify that the maximum output power is achievable.

It is the purpose of the test to verify that the UE's maximum output power is within its tolerance limits under all environmental conditions.

5.2.4
Method of test

5.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2. 

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Calls are set up according to the Generic call setup procedure using parameters as specified in tables 5.2.4.1.1a and b for the 3,84 Mcps TDD Option and in tables 5.2.4.1.2a and b for the 1,28 Mcps TDD Option, respectively.

3)
Enter the UE into loopback test mode and start the loopback test.

5.2.4.1.1
3,84 Mcps TDD Option

Table 5.2.4.1.1a: Test parameters for Maximum Output Power single code (3,84 Mcps TDD Option)

	Parameter
	Value/description

	UL Reference measurement channel
	12,2 kbps, according to annex C.2.1.1

	Uplink Power Control
	SS level and signalling values such that UE transmits maximum power.

	Data content
	real life (sufficient irregular)


Table 5.2.4.1.1b: Test parameters for Maximum Output Power multicode (3,84 Mcps TDD Option)

	Parameter
	Value/description

	Reference measurement channel
	Multicode 12,2 kbps, according to annex C.2.2.1

	Uplink Power Control
	SS level and signalling values such that UE transmits maximum power

	Data content
	real life (sufficient irregular)


5.2.4.1.2
1,28 Mcps TDD Option

Table 5.2.4.1.2a: Test parameters for Maximum Output Power single code (1,28 Mcps TDD Option)

	Parameter
	Value/description

	UL Reference measurement channel
	12,2 kbps, according to annex C.2.1.2.

	Uplink Power Control
	SS level and signalling values such that UE transmits maximum power.

	Data content
	real life (sufficient irregular)


Table 5.2.4.1.2b: Test parameters for Maximum Output Power multicode (1,28 Mcps TDD Option)

	Parameter
	Value/description

	Reference measurement channel
	Multicode 12,2 kbps, according to annex C.2.2.2

	Uplink Power Control
	SS level and signalling values such that UE transmits maximum power

	Data content
	real life (sufficient irregular)


5.2.4.1.3
7,68 Mcps TDD Option

Table 5.2.4.1.3a: Test parameters for Maximum Output Power single code (7,68 Mcps TDD Option)

	Parameter
	Value/description

	UL Reference measurement channel
	12,2 kbps, according to annex C.2.1.3

	Uplink Power Control
	SS level and signalling values such that UE transmits maximum power.

	Data content
	real life (sufficient irregular)


Table 5.2.4.1.3b: Test parameters for Maximum Output Power multicode (7,68 Mcps TDD Option)

	Parameter
	Value/description

	Reference measurement channel
	Multicode 12,2 kbps, according to annex C.2.2.3

	Uplink Power Control
	SS level and signalling values such that UE transmits maximum power

	Data content
	real life (sufficient irregular)


5.2.4.2
Procedure

1)
Measure the mean power of the UE output signal.

2)
Run step 1) for RF channels Low / Mid / High.

5.2.5
Test Requirements

The output power, measured in step 2) of clause 5.2.4.2, shall not exceed the prescribed tolerance in table 5.2.5 a and b. 

Table 5.2.5.a: Maximum Output Power single code

	Power Class
	Nominal maximum output power
	Tolerance

	1
	+30 dBm
	[+1,7] dB / [-3,7] dB

	2
	+24 dBm
	+1,7 dB / -3,7dB

	3
	+21 dBm
	+2,7 dB / -2,7dB

	4
	+10 dBm
	[+4,7] dB / [-4,7] dB


Table 5.2.5.b: Maximum Output Power multi code

	Power Class
	Nominal maximum output power
	Tolerance

	1
	27 dBm
	+1,7 dB / -3,7 dB

	2
	21 dBm
	+1,7dB / -3,7 dB

	3
	18 dBm
	+2,7dB / -2,7 dB

	4
	7 dBm
	+4,7 dB / -4,7 dB


NOTE 1: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

NOTE 2:
Concerning multicode transmission this test applies only for UE power classes 2 and 3. It is intended, that additional test requirements for UE power classes 1 and 4 in this case are part of a later version of the present document. 

5.3
UE frequency stability

5.3.1
Definition and applicability

The frequency stability is the difference of the modulated carrier frequency between the RF transmission from the UE and the RF transmission from the BS. The UE shall use the same frequency source for both RF frequency generation and chip clocking.

The requirements of this test apply to all types of UTRA- UE.

5.3.2
Minimum Requirements

The UE frequency stability, observed over a period of one timeslot, shall be within 0,1 ppm compared to signals received from the BS.

The normative reference for this requirement is TS 25.102 [1] clause 6.3.

5.3.3
Test purpose

Reliable frequency stability of the UE's transmitter in certain tolerance limits is prerequisite for connectivity. 

This test stresses the ability of the UE's receiver to derive correct frequency information from the received signal for the transmitter.
5.3.4
Method of test

5.3.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH, vibration; see clauses G.2.1, G.2.2 and G.2.3.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

5.3.4.1.1
3,84 Mcps TDD Option

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure using parameters as specified in table 5.3.4.1.1.

3)
Enter the UE into loopback test mode and start the loopback test.

Table 5.3.4.1.1: Test parameters for Frequency Stability (3,84 Mcps TDD Option)

	Parameter
	Value/description

	SS level (Ior)
	–105 dBm / 3,84 MHz

(reference sensitivity)

	UL reference measurement channel
	12,2 kbps according to annex C.2.1.1.

	Data content
	real life (sufficient irregular)


5.3.4.1.2
1,28 Mcps TDD Option

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure using parameters as specified in table 5.3.4.1.2.

3)
Enter the UE into loopback test mode and start the loopback test.

Table 5.3.4.1.2: Test parameters for Frequency Stability (1,28 Mcps TDD Option)

	Parameter
	Value/description

	SS level (Ior)
	–108 dBm / 1,28 MHz

(reference sensitivity)

	UL reference measurement channel
	12,2 kbps according to annex C.2.1.2

	Data content
	real life (sufficient irregular)


5.3.4.1.3
7,68 Mcps TDD Option

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure using parameters as specified in table 5.3.4.1.3.

3)
Enter the UE into loopback test mode and start the loopback test.

Table 5.3.4.1.3: Test parameters for Frequency Stability (7,68 Mcps TDD Option)

	Parameter
	Value/description

	SS level (Ior)
	–102 dBm / 7,68 MHz

(reference sensitivity)

	UL reference measurement channel
	12,2 kbps according to annex C.2.1.3.

	Data content
	real life (sufficient irregular)


5.3.4.2
Procedure

1)
Measure the frequency error delta f across the TS according to annex B.

2)
Repeat step 1) for 200 bursts (time slots).

3)
Run Step 1) and 2) for RF channels Low /Mid/ High.

5.3.5
Test Requirements

For all measured bursts (time slots), the frequency error, derived in clause 5.3.4.2, shall not exceed (0,1 ppm + 10 Hz).

NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4

5.4
Output Power Dynamics 

Power control is used to limit the interference level.

5.4.1
Uplink power control

Uplink power control is the ability of the UE transmitter to sets its output power in accordance with measured downlink path loss, values determined by higher layer signalling and path loss weighting parameter  as defined in TS 25.331 [9]. The output power is defined as the RRC filtered mean power of the transmit timeslot.

5.4.1.1
Initial accuracy (3,84 Mcps TDD Option)

5.4.1.1.1
Definition and applicability

Initial Uplink power control is the ability of the UE transmitter to sets its output power in accordance with measured downlink path loss, and signalling values: IBTS and Constant value, received from the BCH and applicable for the PRACH.

The requirements and this test apply to all types of UTRA - UEs.

5.4.1.1.2
Minimum requirements

The UE power control, initial accuracy, is given in table 5.4.1.1.2.

Table 5.4.1.1.2: Initial uplink power control tolerance (3,84 Mcps TDD Option)

	Normal conditions
	±9 dB

	Extreme conditions
	±12 dB


The reference for this requirement is TS 25.102 [1] clause 6.4.1.1.1.

5.4.1.1.3
Test purpose

The power of the received signal at the UE and the BCH information control the power of the transmitted UE signal with the target to transmit at lowest power, acceptable for proper communication.

The test stresses the ability of the receiver to measure the received power over the receiver dynamic range and to derive from this correct transmitter-power.

5.4.1.1.4
Method of test

5.4.1.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

Connect the SS to the MS antenna connector as shown in figure A.1.

A call is set up according to the generic call setup procedure [3] using parameters as specified in table 5.4.1.1.4. The RACH procedure within the call setup is used for the test.

Table 5.4.1.1.4: Test parameters for uplink Power Control (3,84 Mcps TDD Option)

	
	RX-Upper dynamic end
	RX-middle
	RX-Sensitivity level

	SS transmit power
	-25 dBm/3,84 MHz
	-65 dBm/3,84 MHz
	-105 dBm/3,84 MHz

	Broadcasted transmit- power PCCPCH
	35 dBm
	35 dBm
	24 dBm

	Simulated path loss =

Broadcasted TX – SS TX Power
	60 dB
	100 dB
	129 dB

	I BTS (UL interference)
	-75 dBm
	-100 dBm
	-110 dBm

	Constant value
	-10 dB
	-10 dB
	-10 dB

	Nominal expected UE TX power
	-25 dBm
	-10 dBm
	+9 dBm (note 2)

	NOTE 1:
While the SS transmit power shall cover the UE receiver input dynamic range, the logical parameters: broadcasted transmit power, IBTS, and RACH constant value are chosen to achieve a UE TX power, located within the TX output power dynamic range of a class 3 UE.

NOTE 2:
Nominal TX output power 9 dBm allows to check the uplink power control algorithm within the entire tolerance range (9 dBm +-12 dB: 9 dBm +12 dB =21 dBm = max power class 3). 


5.4.1.1.4.2
Procedure

1)
Set the SS transmit power according to table 5.4.1.1.4.

2)
Measure the RACH output power of the UE according to annex B.

3)
Repeat the test for all SS transmit powers and parameters in table 5.4.1.1.4.

5.4.1.1.5
Test requirements

The deviation with respect to the nominal expected UE TX power (table 5.4.1.1.2), derived in step 2, shall not exceed the prescribed tolerance in table 5.4.1.1.5.

Table 5.4.1.1.5: Test parameters for uplink Power Control

	Expected UE TX power, normal conditions
	-25 dBm ±10 dB
	-10 dBm±10 dB
	+9 dBm ±10 dB

	Expected UE TX power, extreme conditions
	-25 dBm ±13 dB
	-10 dBm±13 dB
	+9 dBm ±13 dB


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.4.1.2
Differential accuracy, controlled input (3,84 Mcps TDD Option)

5.4.1.2.1
Definition and applicability

Uplink power control, differential accuracy, is the ability of the UE transmitter to sets its output power in accordance with measured downlink path loss, and the signalling values: I BTS, SIR Target, Constant Value, received from higher layers and applicable for the DPCH.

Specifically, the uplink power control, differential accuracy, controlled input, is defined as the error in the UE transmitter power step as a result of a step in SIRTARGET, IBTS or DPCH Constant Value when the path loss weighting parameter =0.

The requirements of this test apply to all types of UTRA -UE.

5.4.1.2.2
Minimum requirements

The step in SIRTARGET shall be rounded to the closest integer dB value. The power control error resulting from a change in SIRTARGET, IBTS or DPCH Constant Value shall not exceed the values in table 5.4.1.2.2.

Table 5.4.1.2.2: Transmitter power step tolerance as a result of control power step
(3,84 Mcps TDD Option)

	SIRTARGET [dB]
	Transmitter power step tolerance [dB]

	 1SIRTARGET  
	 0,5

	1 <  2SIRTARGET  
	 1

	2 <  3SIRTARGET  
	 1,5

	3 <  10SIRTARGET  
	 2

	10 <  20SIRTARGET  
	 4

	20 <  30SIRTARGET  
	 6

	30 < SIRTARGET  
	 9 (note)

	NOTE:
Value is given for normal conditions. For extreme conditions value is 12.


The reference for this requirement is TS 25.102 [1] clause 6.4.1.1.2.

5.4.1.2.3
Test purpose

It is verified if the UE sets correct uplink power steps in response to steps in the signalling value SIR Target and DPCH Constant Value, signalled via the downlink to the UE,under the following conditions: keeping the other signalling parameters constant and deactivating any influence due to varying pathloss.

5.4.1.2.4
Method of test

5.4.1.2.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the MS antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table 5.4.1.2.4.

Table 5.4.1.2.4
: Test parameters for Uplink Power Control, Differential Accuracy,
Controlled Input (3,84 Mcps TDD Option)
	Parameter
	Value/description

	UL reference measurement channel
	12,2 kbps according to annex C clause C.2.1.1

	BS Transmit to UE Transmit delay
	7 TSs--> =0

	SSTransmit power
	-65 dBm

	Reference transmit power broadcast on BCH
	35 dBm

	IBTS
	-100

	Constant value
	-10

	Data content
	real life

(sufficient irregular)


5.4.1.2.4.2
Procedure

Using a combination of SIR Target and DPCH constant value signaled in the downlink,cover the UE-transmitter dynamic range by commanding the UEs power with the signalling value SIR Target in a step resolution (positive and negative direction) of:

1   dB

approx. 68 steps up and 68 steps down

2   dB  

approx. 34 steps up and 34 steps down

3   dB 

approx. 22 steps up and 22 steps down

10 dB 

approx.   7 steps up and   7 steps down

20 dB

approx.   3 steps up and   3 steps down

30 dB

approx.
 2 step   up and   2 step   down

maximum stepsize
 1 step   up and   1 step   down

Measure the power according to annex B.

5.4.1.2.5
Test requirements

For the UE output power laying between 

Max Power minus tolerance                    and                            Min Power 

the step response shall not exceed the prescribed tolerance in table 5.4.1.2.5.

Table 5.4.1.2.5: Transmitter power step tolerance as a result of control power step

	SIRTARGET [dB]
	Transmitter power step tolerance [dB]

	 1SIRTARGET   
	 0,6

	1 <  2SIRTARGET  
	 1,15

	2 <  3SIRTARGET  
	 1,7

	3 <  10SIRTARGET  
	 2,5

	10 <  20SIRTARGET  
	 4,7

	20 <  30SIRTARGET  
	 6,7

	30 < SIRTARGET  
	 10


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.4.1.2A
Differential accuracy, controlled input 

This is not tested.

5.4.1.3
Open loop power control (1,28 Mcps TDD Option)

5.4.1.3.1
Definition and applicability

Open loop power control is the ability of the UE transmitter to sets its output power to a specific value. The open loop power control tolerance is given in table 5.4.1.3.2.
5.4.1.3.2
Minimum requirements

The UE open loop power is defined as the average power in a timeslot or ON power duration, whichever is available, and they are measured with a filter that has a Root-Raised Cosine (RRC) filter response with a roll off and a bandwidth equal to the chip rate of 1,28 Mcps. The open loop power control tolerance is given in table 5.4.1.3.2.
Table 5.4.1.3.2: Open loop power control tolerance (1,28 Mcps TDD Option)

	Normal conditions
	±9 dB

	Extreme conditions
	±12 dB


The reference for this requirement is TS 25.102 [1] clause 6.4.1.2.1.1.

5.4.1.3.3 
Test purpose

The power of the received signal and the BCCH information control the power of the transmitted signal with the target to transmit at lowest power acceptable for proper communication.

The test stresses the ability of the receiver to measure the received power correctly over the receiver dynamic range.

The test purpose is to verify that the UE open loop power control tolerance does not exceed the described value shown in table 5.4.1.3.2.

An excess error of the open loop power control decreases the system capacity.

5.4.1.3.4
Method of test

5.4.1.3.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure, and RF parameters are set up according to table 5.4.1.3.4a. The transmit power level by a UE on the UpPTS is measured. The network signals on BCH a power increment that is applied only for the access procedure. At each new transmission of a SYNC1 burst during the access procedure, the transmit power level can be increased by this power increment. According to the test purpose this power increment is set to zero.

See TS 34.108 [3] for details regarding generic call setup procedure.

Table 5.4.1.3.4a: Test parameters for Open Loop Power Control (UE) (1,28 Mcps TDD Option)

	Parameter
	Level / Status
	Unit

	Îor
	See table 5.4.1.3.4b
	dBm / 1,28 MHz


Table 5.4.1.3.4b: Test parameters for Open Loop Power Control (SS) (1,28 Mcps TDD Option) 1)
	Parameter
	RX Upper dynamic end
	RX-middle
	RX-Sensitivity level

	SS transmit power Îor
	25 dBm / 1,28 MHz


	 66 dBm / 1,28 MHz


	 108 dBm / 1,28 MHz 3)


	broadcasted transmit power 

on BCH 
	+35 dBm
	+24 dBm
	+11 dBm

	Simulated path loss = broadcasted TX – SS TX power 
	 +60 dBm
	 +90 dB
	+119 dB

	PRXUpPCHdes (UL interference)
	85 dBm
	100 dBm
	110 dBm

	Pwrramp (Power Ramping Step)
	0 dB
	0 dB
	0 dB

	I (Max SYNC_UL Transmissions)
	1
	1
	1

	Expected nominal UE TX power 5)
	-25 dBm
	 -10 dBm
	+9 dBm 2)


NOTE 1:
While the SS transmit power shall cover the receiver input dynamic range, the logical parameters: broadcasted TX power, Desired UpPCH RX power at the BS receiver and Power Ramp step are chosen to achieve a UE TX power, located within the TX output power dynamic range of a class 3 UE.

NOTE 2:
Nominal TX output power 9 dBm allows to check the open loop power algorithm within the entire tolerance range (9 dBm ± 12 dB; 9 dBm + 12 dB = 21 dBm = max power class 3)

NOTE 3:
The reference for this requirement is TS 25.102 [1] clause 7.3.1.2.

NOTE 4:
This test applies only for max UE power classes 3. It is intended, that additional test requirements for UE power class 4 are part of a later release.

NOTE 5:
The Expected nominal UE TX power is calculated by using the equation in the clause 8.5.7 Open Loop Power Control of [9]
5.4.1.3.4.2
Procedure

1)
Set the TX output level of the SS to obtain Îor at the UE antenna connector. Îor shall be according to table 5.4.1.3.4b (25 dBm / 1,28 MHz).

2)
Measure the UpPCH RX power at the BS receiver and calculate the transmit power level by the UE on the UpPTS by using the equation in the clause 8.5.7 Open Loop Power Control of [9].

3)
Repeat the above measurement for all SS levels in table 5.4.1.3.4b.

5.4.1.3.5
Test requirements

The deviation with respect to the expected nominal UE TX power (table 5.4.1.3.4b), derived in step 2), shall not exceed the prescribed tolerance given in table 5.4.1.3.5.

Table 5.4.1.3.5: Test parameters for open loop power control (1,28 Mcps TDD Option) 

	Expected UE TX power, normal conditions
	-25 dBm ±10 dB
	-10 dBm±10 dB
	+9 dBm ±10 dB

	Expected UE TX power, extreme conditions
	-25 dBm ±13 dB
	-10 dBm±13 dB
	+9 dBm ±13 dB


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.4.1.4
Closed loop power control (1,28 Mcps TDD Option)

5.4.1.4.1
Definition and applicability

Closed loop power control in the Uplink is the ability of the UE transmitter to adjust its output power in accordance with one or more TPC commands received in the downlink.

The power control step is the change in the UE transmitter output power in response to a single TPC command, TPC_cmd, arrived at the UE.
5.4.1.4.2
Minimum requirements

The UE transmitter shall have the capability of changing the output power with a step size of 1, 2 and 3 dB according to the value of TPC in the slot immediately after the TPC_cmd can be arrived.

a)
The transmitter output power step due to closed loop power control shall be within the range shown in table 5.4.1.4.2a.

b)
The transmitter average output power step due to closed loop power control shall be within the range shown in table 5.4.1.4.2b. Here a TPC_cmd group is a set of TPC_cmd values derived from a corresponding sequence of TPC commands of the same duration.

The closed loop power is defined as the relative power differences between RRC filtered mean power of original (reference) timeslot and RRC filtered mean power of the target timeslot without transient duration. 
Table 5.4.1.4.2a: Transmitter power control range

	TPC_cmd
	Transmitter power control range

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	Up
	+0,5 dB
	+1,5 dB
	+1 dB
	+3 dB
	+1,5 dB
	+4,5 dB

	Down
	-0,5 dB
	-1,5 dB
	-1 dB
	-3 dB
	-1,5 dB
	-4,5 dB


Table 5.4.1.4.2b: Transmitter average power control range

	TPC_cmd group
	Transmitter power control range after 10 equal TPC_ cmd groups

	
	1 dB step size
	2 dB step size
	3 dB step size

	
	Lower
	Upper
	Lower
	Upper
	Lower
	Upper

	Up
	+8 dB
	+12 dB
	+16 dB
	+24 dB
	+24 dB
	+36 dB

	Down
	-8 dB
	-12 dB
	-16 dB
	-24 dB
	-24 dB
	-36 dB


5.4.1.4.3
Test purpose

The purpose of this test is

-
to verify that the UE inner loop power control size and response is meet to the described value shown in clause 5.4.1.4.2; and

-
to verify that the TPC_cmd is correctly derived from received TPC commands.

5.4.1.4.4
Method of test

5.4.1.4.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2) A call is set up according to the Generic call setup procedure. 

3)
Enter the UE into loopback test mode and start the loopback test.

See TS 34.108 [3] and TS 34.109 [4] for details regarding generic call setup procedure and loopback test.

5.4.1.4.4.2
Procedure

1)
Before proceeding with paragraph (2) (Step A) below, set the output power of the UE, measured at the UE antenna connector, to be in the range –10 9dBm. This may be achieved by setting the downlink signal (Îor) to yield an appropriate open loop output power and/or by generating suitable downlink TPC commands from the SS.

2)
Step A: Configure the uplink channel to set the TPC step size to 1 dB. When the Configuration is complete, transmit a sequence of TPC commands with the value 1 until the UE output power is above the maximum power threshold.

3)
Step B: Transmit a sequence of 68 (note) TPC commands with the value 0.

4)
Step C: Transmit a sequence of 68 (note) TPC commands with the value 1.

5)
Step D: Reconfigure the uplink channel to set the TPC step size to 2dB. When the reconfiguration is complete, transmit a sequence of TPC commands with the value 1 until the UE output power is above the maximum power threshold. Transmit a sequence of 34 (note) TPC commands with the value 0.

6) Step E: Transmit a sequence of 34 (note) TPC commands with the value 1.

7)
Step F: Reconfigure the uplink channel to set the TPC step size to 3 dB. When the reconfiguration is complete, transmit a sequence of TPC commands with the value 1 until the UE output power is above the maximum power threshold. Transmit a sequence of 22 (note) TPC commands with the value 0.

8) Step G: Transmit a sequence of 22 (note) TPC commands with the value 1.

NOTE: 
These numbers of TPC commands are given as examples. The actual number of TPC commands transmitted in these steps shall be sufficient to ensure that the UE reaches the relevant maximum or minimum power threshold.

5.4.1.4.5
Test requirements

a) During Step B, the difference in mean output power between adjacent slots shall be within the prescribed range given in table 5.4.1.4.2a for a TPC_cmd of 1 and step size of 1 dB, until the output power reaches (Minimum power threshold +0,5 dB). 

b)
During Step B, the change in mean output power over 10 consecutive slots shall be within the prescribed range for a TPC_cmd group of 1, and step size of 1 dB as given in table 5.4.1.4.2b, until the output power reaches (Minimum power threshold +0,5 dB).

c) During Step C, the difference in mean output power between adjacent slots shall be within the prescribed range given in table 5.4.1.4.2a for a TPC_cmd of +1 and step size of 1 dB, until the output power reaches (Maximum power threshold 0,5 dB).

d) During Step C, the change in mean output power over 10 consecutive slots shall be within the prescribed range for a TPC_cmd group of +1, and step size of 1 dB as given in table 5.4.1.4.2b, until the output power reaches (Maximum power threshold 0,5 dB).

e) During Step D, the difference in mean output power between adjacent slots shall be within the prescribed range given in table 5.4.1.4.2a for a TPC_cmd of 1 and step size of 2 dB, until the output power reaches (Minimum power threshold +1 dB).

f) During Step D, the change in mean output power over 10 consecutive slots shall be within the prescribed range for a TPC_cmd group of 1, and step size of 2 dB as given in table 5.4.1.4.2b, until the output power reaches (Minimum power threshold +1 dB).

g) During Step E, the difference in mean output power between adjacent slots shall be within the prescribed range given in table 5.4.1.4.2a for a TPC_cmd of +1 and step size of 2 dB, until the output power reaches (Maximum power threshold 1 dB).

h) During Step E, the change in mean output power over 10 consecutive slots shall be within the prescribed range for a TPC_cmd group of +1, and step size of 2 dB as given in table 5.4.1.4.2b, until the output power reaches (Maximum power threshold 1 dB).

i) During Step F, the difference in mean output power between adjacent slots shall be within the prescribed range given in table 5.4.1.4.2a for a TPC_cmd of 1 and step size of 3 dB, until the output power reaches (Minimum power threshold +1 dB).

j) During Step F, the change in mean output power over 10 consecutive slots shall be within the prescribed range for a TPC_cmd group of 1, and step size of 3 dB as given in table 5.4.1.4.2b, until the output power reaches (Minimum power threshold +1 dB).

k) During Step G, the difference in mean output power between adjacent slots shall be within the prescribed range given in table 5.4.1.4.2a for a TPC_cmd of +1 and step size of 3 dB, until the output power reaches (Maximum power threshold 1 dB). 

l) During Step G, the change in mean output power over 10 consecutive slots shall be within the prescribed range for a TPC_cmd group of +1, and step size of 3 dB as given in table 5.4.1.4.2b, until the output power reaches (Maximum power threshold 1 dB).
5.4.1.5
Initial accuracy (7,68 Mcps TDD Option)

5.4.1.5.1
Definition and applicability

Initial Uplink power control is the ability of the UE transmitter to set its output power in accordance with measured downlink path loss, and signalling values: IBTS and Constant value, received from the BCH and applicable for the PRACH.

The requirements and this test apply to all types of UTRA - UEs.

5.4.1.5.2
Minimum requirements

The UE power control, initial accuracy, is given in table 5.4.1.5.2.

Table 5.4.1.5.2: Initial uplink power control tolerance (7,68 Mcps TDD Option)

	Normal conditions
	±9 dB

	Extreme conditions
	±12 dB


The reference for this requirement is TS 25.102 [1] clause 6.4.1.3.1.

5.4.1.5.3
Test purpose

The power of the received signal at the UE and the BCH information control the power of the transmitted UE signal with the target to transmit at lowest power, acceptable for proper communication.

The test stresses the ability of the receiver to measure the received power over the receiver dynamic range and to derive from this correct transmitter-power.

5.4.1.5.4
Method of test

5.4.1.5.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

Connect the SS to the MS antenna connector as shown in figure A.1.

A call is set up according to the generic call setup procedure [3] using parameters as specified in table 5.4.1.5.4. The RACH procedure within the call setup is used for the test.

Table 5.4.1.5.4: Test parameters for uplink Power Control (7,68 Mcps TDD Option)

	
	RX-Upper dynamic end
	RX-middle
	RX-Sensitivity level

	SS transmit power
	-25 dBm/7,68 MHz
	-65 dBm/7,68 MHz
	-102 dBm/7,68 MHz

	Broadcasted transmit- power PCCPCH
	35 dBm
	35 dBm
	24 dBm

	Simulated path loss =

Broadcasted TX – SS TX Power
	60 dB
	100 dB
	126 dB

	I BTS (UL interference)
	-75 dBm
	-100 dBm
	-107 dBm

	Constant value
	-10 dB
	-10 dB
	-10 dB

	Nominal expected UE TX power
	-25 dBm
	-10 dBm
	+9 dBm (note 2)

	NOTE 1:
While the SS transmit power shall cover the UE receiver input dynamic range, the logical parameters: broadcasted transmit power, IBTS, and RACH constant value are chosen to achieve a UE TX power, located within the TX output power dynamic range of a class 3 UE.

NOTE 2:
Nominal TX output power 9 dBm allows to check the uplink power control algorithm within the entire tolerance range (9 dBm +-12 dB: 9 dBm +12 dB =21 dBm = max power class 3). 


5.4.1.5.4.2
Procedure

1)
Set the SS transmit power according to table 5.4.1.1.4.

2)
Measure the RACH output power of the UE according to annex B.

3)
Repeat the test for all SS transmit powers and parameters in table 5.4.1.5.4.

5.4.1.5.5
Test requirements

The deviation with respect to the nominal expected UE TX power (table 5.4.1.5.2), derived in step 2, shall not exceed the prescribed tolerance in table 5.4.1.5.5.

Table 5.4.1.5.5: Test parameters for uplink Power Control

	Expected UE TX power, normal conditions
	-25 dBm ±10 dB
	-10 dBm±10 dB
	+9 dBm ±10 dB

	Expected UE TX power, extreme conditions
	-25 dBm ±13 dB
	-10 dBm±13 dB
	+9 dBm ±13 dB


a) NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.
5.4.2
Minimum output power

5.4.2.1
Definition and applicability

The minimum controlled output power of the UE is when the power is set to a minimum value. The minimum output power is defined as the mean power in one time slot excluding the guard period.

The normative requirements of this test apply to all types of UTRA- UE.

5.4.2.2
Minimum Requirements

5.4.2.2.1
3,84Mcps TDD Option

The minimum output power shall be lower than or equal to –44 dBm.
The normative reference for this requirement is TS 25.102 [1] clause 6.4.2.1.1.

5.4.2.2.2
1,28Mcps TDD Option

The minimum output power shall be better than–49 dBm.

The normative reference for this requirement is TS 25.102 [1] clause 6.4.2.1.2.
5.4.2.2.3
7,68Mcps TDD Option

The minimum output power shall be lower than or equal to –41 dBm.
The normative reference for this requirement is TS 25.102 [1] clause 6.4.2.1.3.

5.4.2.3
Test purpose

The test purpose is to verify the ability of the UE to reduce its output power to a specified value.

5.4.2.4
Method of test

5.4.2.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the Generic call setup procedure using parameters as specified in table E.3.1.2.

3)
Enter the UE into loopback test mode and start the loopback test.

5.4.2.4.2
Procedure

1)
Configure the UE transmitter to enable power control steps of size 1 dB. 

2)
Set and send Down power control commands to the UE. The sequence shall be sufficiently long so that the UE output signal reached its minimum power.
2)
Measure the mean power of the UE output signal according to annex B.

NOTE:
Annex B returns the power in the decision points (displayed as reference power and power offset). This is equivalent to thermal power at the air-interface. Insofar 5.4.2.2.1 minimum output power for 3,84 Mcps TDD Option and 5.4.2.2.2 minimum output power for 1,28 Mcps TDD Option is consistent with 5.2 maximum output power.

3)
Configure the UE transmitter to enable power control steps of 2 dB and of 3 dB, respectively, and repeat step 2).

4)
Run step 2) for RF channels Low Mid and High.

5.4.2.5
Test requirements

5.4.2.5.1
3,84 Mcps TDD Option

For all measurements, the minimum output power derived in step 3) and 4) of 5.4.2.4.2 shall be below –43 dBm.

5.4.2.5.2
1,28 Mcps TDD Option

For all measurements, the minimum output power derived in step 3) and 4) of 5.4.2.4.2 shall be below -48 dBm.
5.4.2.5.3
7,68 Mcps TDD Option

For all measurements, the minimum output power derived in step 3) and 4) of 5.4.2.4.2 shall be below -40 dBm.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.4.3
Transmit OFF power

5.4.3.1
Definition and applicability

Transmit OFF power is defined as the RRC filtered mean power measured over one chip when the transmitter is off. The transmit OFF power state is when the UE does not transmit.

The requirements of this test apply to all types of UTRA-UE.

5.4.3.2
Minimum Requirements

The transmit OFF power shall be below 65 dBm.

The normative reference for this requirement is TS 25.102 clause 6.5.1.

5.4.3.3
Test purpose

Refer clause 5.4.4.3.

5.4.3.4
Method of test

Refer clause 5.4.4.4.

5.4.3.5
Test requirements

The transmit OFF power shall be below 63.5 dBm.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4

5.4.4
Transmit ON/OFF Time mask

5.4.4.1
Definition and applicability

The transmit ON/OFF time mask defines the ramping time allowed for the UE between transmit OFF power and transmit ON power.

This test applies for all UTRA TTD UEs.

5.4.4.2
Minimum requirements 

5.4.4.2.1
3,84Mcps TDD Option

The transmit power level versus time shall meet the mask specified in figure 5.4.4.2, where the transmission period refers to the burst without guard-period for a single transmission slot, and to the period from the beginning of the burst in the first transmission slot to the end of the burst without guard period in the last transmission timeslot for consecutive transmission slots.

The reference for this requirement is TS 25.102 [1] clause 6.5.2.1.1.
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Figure 5.4.4.2.1: Transmit ON/OFF template for 3,84 Mcps TDD Option

5.4.4.2.2
1,28Mcps TDD Option

The transmit power level versus time shall meet the mask specified in figure 5.4.4.2.2, where the transmission period refers to the burst without guardperiod for a single transmission slot, and to the period from the beginning of the burst in the first transmission slot to the end of the burst without guard period in the last transmission timeslot for consecutive transmission slots.

The reference for this requirement is TS 25.102 [1] clause 6.5.2.1.2.
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Figure 5.4.4.2.2: Transmit ON/OFF template for 1,28Mcps TDD Option
5.4.4.2.3
7,68Mcps TDD Option

The transmit power level versus time shall meet the mask specified in figure 5.4.4.2.3, where the transmission period refers to the burst without guard-period for a single transmission slot, and to the period from the beginning of the burst in the first transmission slot to the end of the burst without guard period in the last transmission timeslot for consecutive transmission slots.

The reference for this requirement is TS 25.102 [1] clause 6.5.2.1.3.
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Figure 5.4.4.2.3: Transmit ON/OFF template for 7,68 Mcps TDD Option
5.4.4.3
Test Purpose

It is tested if the UE TX signal uses the guard period for on-to-off and off-to-on transitions, where the time position of guard period is derived from the burst under test itself. 

It is furtheron tested, if the UE TX signal is below certain limits outside transmission period and guard periods where the position in time is derived from the burst under test itself.

With this test interference to other UTRA TDD users are limited 

5.4.4.4
Method of test

5.4.4.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

Connect the SS to the UE antenna connector as shown in figure A.1.

A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2. 

Enter the UE into loopback test mode and start the loopback test.

5.4.4.4.2
Procedure

1)
The time position of the midamble of the burst under test (TimeSlot s in Frame f) shall be the reference for the time position of the leading and laging guard-periods of the burst under test and, alternatively, for the equivalent guard periods of the next 2 bursts.

2)
Record the following time periods with at least 2 samples /chip through a matched filter (RRC 0.22, BW equal to the chiprate) : TS s-1 and TS s+1 in frame f or f+1 or f+2

3)
Calculate power samples by averaging the recorded samples of one chip duration.

5.4.4.5
Test requirements

Each power sample shall be below the limits (off Power (clause 5.4.3) and –50 dBm), indicated in figure 5.4.4.2.1 for 3,84 Mcps TDD Option,figure 5.4.4.2.2 for 1,28 Mcps TDD Option and figure 5.4.4.2.3 for 7,68 Mcps TDD Option, respectively.

NOTE:
In this test no power limits apply during guard period.

5.4.5
Out-of-synchronisation handling of output power for continuous transmission

5.4.5.1
Definition and applicability

The UE shall monitor the DPCH quality in order to detect a loss of the signal on Layer 1, as specified in TS 25.224. [5] The thresholds Qout and Qin specify at what DPCH quality levels the UE shall shut its power off and when it shall turn its power on, respectively. The thresholds are not defined explicitly, but are defined by the conditions under which the UE shall shut its transmitter off and turn it on, as stated in this clause. 

The requirement of this clause shall apply to all types of UTRA-UE.

5.4.5.2
Minimum Requirement

5.4.5.2.1 
3,84 Mcps TDD Option

When the UE estimates the DPCH quality over the last 160 ms period to be worse than a threshold Qout, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the DPCH quality exceeds an acceptable level Qin. When the UE estimates the DPCH quality over the last 160 ms period to be better than a threshold Qin, the UE shall again turn its transmitter on within 40 ms.

The quality levels at the thresholds Qout and Qin correspond to different signal levels depending on the downlink conditions DCH parameters. For the conditions in table 5.4.5.2.1, a signal with the quality at the level Qout is generated by a ΣDPCH_Ec/Ior ratio of -13 dB, and a signal with Qin by a ΣDPCH_Ec/Ior ratio of -9 dB. In this test, the DL reference measurement channel (12,2) kbps specified in clause C.3.1, where the CRC bits are replaced by data bits, and with static propagation conditions is used.

Table 5.4.5.2.1: DCH parameters the of Out-of-synch handling test case test case – 3,84 Mcps TDD option – continuous transmission

	Parameter
	Unit
	Value
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	kbps
	13
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Figure 5.4.5.2.1: Test case for out-of-synch handling in the UE. Conditions apply for 3,84 Mcps TDD Option – continuous transmission

The requirements for the UE are that:

1)
The UE shall not shut its transmitter off before point B.

2)
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3)
The UE shall not turn its transmitter on between points C and E.

4)
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.

The normative reference for this test is TS 25.102 [1] clause 6.4.3.1.1.

5.4.5.2.2 
1,28 Mcps TDD Option

The parameters in table 5.4.5.2.2 are defined using the DL reference measurement channel (12,2) kbps specified in annex C where the CRC bits are replaced by data bits, and with static propagation conditions.

Table 5.4.5.2.2: DCH parameters for test of Out-of-synch handling

	Parameter
	Unit
	Value
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	See figure 5.4.5.2.2

	Information Data Rate
	kbps
	12,2

	TFCI
	-
	On


The conditions for when the UE shall shut its transmitter off and when it shall turn it on are defined by the parameters in table 5.4.5.1.2 together with the DPCH power level as defined in figure 5.4.5.1.
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Figure 5.4.5.2.2: Conditions for out-of-synch handling in the UE. The indicated thresholds Qout andQin are only informative. Conditions apply for 1,28 Mcps TDD Option – continuous transmission

The requirements for the UE are that:

1.
The UE shall not shut its transmitter off before point B.

2.
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3.
The UE shall not turn its transmitter on between points C and E. 

4.
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.

The normative reference for this test is TS 25.102 [1] clause 6.4.3.1.2.
5.4.5.2.3 
7,68 Mcps TDD Option

When the UE estimates the DPCH quality over the last 160 ms period to be worse than a threshold Qout, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the DPCH quality exceeds an acceptable level Qin. When the UE estimates the DPCH quality over the last 160 ms period to be better than a threshold Qin, the UE shall again turn its transmitter on within 40 ms.

The quality levels at the thresholds Qout and Qin correspond to different signal levels depending on the downlink conditions DCH parameters. For the conditions in table 5.4.5.2.3, a signal with the quality at the level Qout is generated by a ΣDPCH_Ec/Ior ratio of -16 dB, and a signal with Qin by a ΣDPCH_Ec/Ior ratio of -12 dB. In this test, the DL reference measurement channel (12,2) kbps specified in clause C.3.1.3, where the CRC bits are replaced by data bits, and with static propagation conditions is used.

Table 5.4.5.2.3: DCH parameters the of Out-of-synch handling test case test case – 7,68 Mcps TDD option – continuous transmission

	Parameter
	Unit
	Value
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Figure 5.4.5.2.3: Test case for out-of-synch handling in the UE. Conditions apply for 7,68 Mcps TDD Option – continuous transmission

The requirements for the UE are that:

1)
The UE shall not shut its transmitter off before point B.

2)
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3)
The UE shall not turn its transmitter on between points C and E.

4)
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.

The normative reference for this test is TS 25.102 [1] clause 6.4.3.1.3.
5.4.5.3
Test purpose

To verify that the UE monitors the DPCH quality and turns its transmitter on or off according to DPCH level diagram specified in figure5.4.5.1

5.4.5.4
Method of test

5.4.5.4.1
Initial conditions 

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Calls are set up according to the Generic call setup procedure using parameters as specified in table 5.4.5.1

3)
Enter the UE into loopback test mode and start the loopback test. 

4)
The handover triggering level shall be set very high [TBD] to ensure that the beacon channel power never exceeds the value of 10dB above it. Therefore the averaging time for signal quality will always be 160 milliseconds.
5.4.5.4.2
Procedure

5.4.5.4.2.1
3,84 Mcps TDD Option

1)
SS level and signalling values are set that the UE transmits maximum power (see annex E clause E.3.1)

2) 
Set the SS TX signal quality to [image: image16.wmf]or
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 = -4.6[+0.4 - 0] dB and verify that the UE TX signal is on.

3) 
Set the SS TX signal quality to [image: image17.wmf]or
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 = -7[+0.4 - 0]dB and verify that the UE TX signal remains on continuously for at least 5 seconds.

4) 
Set the SS TX signal quality to [image: image18.wmf]or
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 = -16[+0 -0.4] dB and verify that the UE TX signal turns off 200 ms or earlier with respect to that instant.

5) 
Set the SS TX signal quality to [image: image19.wmf]or
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 = -14[+0 -0.4] dB and verify that the UE TX signal remains off continuously for at least 5 seconds.

6) 
Set the SS TX signal quality to [image: image20.wmf]or
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 = -6[+0.4 - 0]dB and verify that the UE TX signal is switched on 200 ms or earlier with respect to that instant.

5.4.5.4.2.2
1,28 Mcps TDD Option

1)
The SS sends continuously Up power control commands to the UE until the UE transmitter power reaches maximum level

2) 
Set the SS TX signal quality to [image: image21.wmf]or
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 = -2.4 [+0.3 - 0] dB and verify that the UE TX signal is on.

3) 
Set the SS TX signal quality to [image: image22.wmf]or
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 = -6[+0.3 - 0] dB and verify that the UE TX signal remains on continuously for at least 5 seconds.

4) 
Set the SS TX signal quality to [image: image23.wmf]or
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 = -16[+0 - 0.3] dB and verify that the UE TX signal turns off 200 ms or earlier with respect to that instant.

5) 
Set the SS TX signal quality to [image: image24.wmf]or
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 = -14[+0 - 0.3] dB and verify that the UE TX signal remains off continuously for at least 5 seconds.

6) 
Set the SS TX signal quality to [image: image25.wmf]or
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 = -3[+0.3 - 0] dB and verify that the UE TX signal is switched on 200 ms or earlier with respect to that instant.

5.4.5.4.2.3
7,68 Mcps TDD Option

1)
SS level and signalling values are set that the UE transmits maximum power (see annex E clause E.3.1)

2) 
Set the SS TX signal quality to [image: image26.wmf]or
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 = -7.6[+0.4 - 0] dB and verify that the UE TX signal is on.

3) 
Set the SS TX signal quality to [image: image27.wmf]or
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 = -10[+0.4 - 0]dB and verify that the UE TX signal remains on continuously for at least 5 seconds.

4) 
Set the SS TX signal quality to [image: image28.wmf]or
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 = -19[+0 -0.4] dB and verify that the UE TX signal turns off 200 ms or earlier with respect to that instant.

5) 
Set the SS TX signal quality to [image: image29.wmf]or
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 = -17[+0 -0.4] dB and verify that the UE TX signal remains off continuously for at least 5 seconds.

6) 
Set the SS TX signal quality to [image: image30.wmf]or
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 = -9[+0.4 - 0]dB and verify that the UE TX signal is switched on 200 ms or earlier with respect to that instant.
5.4.5.5
Test Requirements

The UE TX on-criterion including tolerance window is derived from the initial conditions and is verified with the method of 5.4.2.4 minimum transmit power related to minimum requirements according to clause 5.4.2.2.1 for 3,84 Mcps TDD Option,5.4.2.2.2 for 1,28 Mcps TDD Option and 5.4.2.2.3 for 7.68Mcps TDD option, respectively. The UE transmitter is considered to be on if the UE transmitted power is higher than the minimum output power.

The UE TX off criterion including tolerance is verified according to clause 5.4.3 of the present document (Transmit off power). The UE transmitter is considered to be off if the UE transmitted power is lower than the transmit OFF power.

To pass the test, steps 1 through 6 of the procedure must be fulfilled.

5.4.6
Out-of-synchronisation handling of output power for discontinuous transmission

5.4.6.1
Definition and applicability

Normally the UE monitors the DPCH quality in order to detect a loss of the signal on Layer 1, as specified in TS 25.224. [5] The thresholds Qout and Qin specify at what DPCH quality levels the UE shall shut its power off and when it shall turn its power on, respectively. The thresholds are not defined explicitly, but are defined by the conditions under which the UE shall shut its transmitter off and turn it on, as stated in this clause. 

However, during DTX, there are periods when the UE will receive no data from the UTRAN. As specified in TS 25.224, in order to keep synchronization, Special Bursts shall be transmitted by the UTRAN during these periods of no data.

During these periods, the conditions for when the UE shall shut its transmitter on or off are defined by the power level of the received Special Bursts. 

When the UE does not detect at least one special burst with a quality above a threshold Qsbout  over the last 160 ms period, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the special burst quality exceeds an acceptable level Qsbin. When the UE estimates the special burst quality to be better than a threshold Qsbin over the last 160 ms, the UE shall again turn its transmitter on within 40 ms.
The requirement of this clause shall apply to all types of UTRA-UE.

5.4.6.2
Minimum Requirement

5.4.6.2.1 
3,84 Mcps TDD Option

When the UE estimates the DPCH quality over the last 160 ms period to be worse than a threshold Qout, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the DPCH quality exceeds an acceptable level Qin. When the UE estimates the DPCH quality over the last 160 ms period to be better than a threshold Qin, the UE shall again turn its transmitter on within 40 ms.

The quality levels at the thresholds Qout and Qin correspond to different signal levels depending on the downlink conditions DCH parameters. For the conditions in table 5.4.6.2.1, a signal with the quality at the level Qout is generated by a DPCH_Ec/Ior ratio of -16 dB during special bursts, and a signal with Qin by a DPCH_Ec/Ior ratio of -12 dB. 
Table 5.4.6.2.1: DCH parameters the of Out-of-synch handling test case test case – 3,84 Mcps TDD option – discontinuous transmission

	Parameter
	Unit
	Value
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	dBm/3,84 MHz
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	dB
	See figure 5.4.6.2.1

	Bits/burst (including TFCI bits)
	bits
	244

	TFCI
	-
	On
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Figure 5.4.6.2.1: Test case for out-of-synch handling in the UE. Conditions apply for 3,84 Mcps TDD Option – discontinuous transmission

The requirements for the UE are that:

1)
The UE shall not shut its transmitter off before point B.

2)
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3)
The UE shall not turn its transmitter on between points C and E.

4)
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.

The normative reference for this test is TS 25.102 [1] clause 6.4.3.1.1.

5.4.6.2.2 
1,28 Mcps TDD Option

When the UE estimates the DPCH quality over the last 160 ms period to be worse than a threshold Qout, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the DPCH quality exceeds an acceptable level Qin. When the UE estimates the DPCH quality over the last 160 ms period to be better than a threshold Qin, the UE shall again turn its transmitter on within 40 ms.

The quality levels at the thresholds Qout and Qin correspond to different signal levels depending on the downlink conditions DCH parameters. For the conditions in table 5.4.6.2.2, a signal with the quality at the level Qout is generated by a DPCH_Ec/Ior ratio of -16 dB during special bursts, and a signal with Qin by a DPCH_Ec/Ior ratio of -12 dB. 
Table 5.4.6.2.2: DCH parameters for test of Out-of-synch handling

	Parameter
	Unit
	Value

	[image: image35.wmf]oc

or

I

I

ˆ


	dB
	-1

	[image: image36.wmf]oc

I


	dBm/1,28 MHz
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	dB
	See figure 5.4.6.2.2

	Bits/burst (including TFCI bits)
	bits
	88 per subframe

	TFCI
	-
	On


The conditions for when the UE shall shut its transmitter off and when it shall turn it on are defined by the parameters in table 5.4.6.2.2 together with the DPCH power level as defined in figure 5.4.6.2.
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Figure 5.4.6.2.2: Conditions for out-of-synch handling in the UE. The indicated thresholds Qout andQin are only informative. Conditions apply for 1,28 Mcps TDD Option– discontinuous transmission

The requirements for the UE are that:

1.
The UE shall not shut its transmitter off before point B.

2.
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3.
The UE shall not turn its transmitter on between points C and E. 

4.
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.

The normative reference for this test is TS 25.102 [1] clause 6.4.3.1.2.
5.4.6.2.3
7,68 Mcps TDD Option

When the UE estimates the DPCH quality over the last 160 ms period to be worse than a threshold Qout, the UE shall shut its transmitter off within 40 ms. The UE shall not turn its transmitter on again until the DPCH quality exceeds an acceptable level Qin. When the UE estimates the DPCH quality over the last 160 ms period to be better than a threshold Qin, the UE shall again turn its transmitter on within 40 ms.

The quality levels at the thresholds Qout and Qin correspond to different signal levels depending on the downlink conditions DCH parameters. For the conditions in table 5.4.6.2.3, a signal with the quality at the level Qout is generated by a DPCH_Ec/Ior ratio of -19 dB during special bursts, and a signal with Qin by a DPCH_Ec/Ior ratio of -15 dB. 
Table 5.4.6.2.3: DCH parameters the of Out-of-synch handling test case test case – 7,68 Mcps TDD option – discontinuous transmission

	Parameter
	Unit
	Value
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	dBm/3,84 MHz
	-60
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	dB
	See figure 5.4.6.2.3

	Bits/burst (including TFCI bits)
	bits
	244

	TFCI
	-
	On


The conditions for when the UE shall shut its transmitter off and when it shall turn it on are defined by the parameters in table 5.4.6.2.3 together with the DPCH power level as defined in figure 5.4.6.2.3.
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Figure 5.4.6.2.3: Test case for out-of-synch handling in the UE. Conditions apply for 7,68 Mcps TDD Option – discontinuous transmission

The requirements for the UE are that:

1)
The UE shall not shut its transmitter off before point B.

2)
The UE shall shut its transmitter off before point C, which is Toff = 200 ms after point B

3)
The UE shall not turn its transmitter on between points C and E.

4)
The UE shall turn its transmitter on before point F, which is Ton = 200 ms after Point E.

The normative reference for this test is TS 25.102 [1] clause 6.4.3.1.3.

5.4.6.3
Test purpose

To verify that the UE monitors the DPCH quality and turns its transmitter on or off according to DPCH level diagram specified in figure5.4.6.1

5.4.6.4
Method of test

5.4.6.4.1
Initial conditions 

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
Calls are set up according to the Generic call setup procedure using parameters as specified in table 5.4.6.1

3)
Enter the UE into loopback test mode and start the loopback test. 

4)
The handover triggering level shall be set very high [TBD] to ensure that the beacon channel power never exceeds the value of 10dB above it. Therefore the averaging time for signal quality will always be 160 milliseconds.
5.4.6.4.2
Procedure

5.4.6.4.2.1
3,84 Mcps TDD Option

1)
SS level and signalling values are set that the UE transmits maximum power (see annex E clause E.3.1)

2) 
Set the SS TX signal quality to [image: image43.wmf] 

or
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 = -7.6[+0.4 –0] dB and verify that the UE TX signal is on.

3) 
Set the SS TX signal quality to [image: image44.wmf] 

or
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 = -10[+0.4 –0] dB and verify that the UE TX signal remains on continuously for at least 5 seconds.

4) 
Set the SS TX signal quality to [image: image45.wmf] 

or
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 = -19[+0 –0.4] dB and verify that the UE TX signal turns off 200 ms or earlier with respect to that instant.

5) 
Set the SS TX signal quality to [image: image46.wmf] 

or
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 = -17[+0 –0.4] dB and verify that the UE TX signal remains off continuously for at least 5 seconds.

6) 
Set the SS TX signal quality to [image: image47.wmf] 

or
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 = -9[+0.4 –0] dB and verify that the UE TX signal is switched on 200 ms or earlier with respect to that instant.

5.4.6.4.2.2
1,28 Mcps TDD Option

1)
The SS sends continuously Up power control commands to the UE until the UE transmitter power reaches maximum level

2) 
Set the SS TX signal quality to [image: image48.wmf] 

or
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 = -5.4[+0.3 - 0] dB and verify that the UE TX signal is on.

3) 
Set the SS TX signal quality to [image: image49.wmf] 

or
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 = -9+[+0,3-0] dB and verify that the UE TX signal remains on continuously for at least 5 seconds.

4) 
Set the SS TX signal quality to [image: image50.wmf] 

or
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 = -19-[+0-0,3] dB and verify that the UE TX signal turns off 200 ms or earlier with respect to that instant.

5) 
Set the SS TX signal quality to [image: image51.wmf] 

or
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 = -17-[=0-0,3] dB and verify that the UE TX signal remains off continuously for at least 5 seconds.

6) 
Set the SS TX signal quality to [image: image52.wmf] 

or
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 = -6+[+0,3-0] dB and verify that the UE TX signal is switched on 200 ms or earlier with respect to that instant.
5.4.6.4.2.3
7,68 Mcps TDD Option

1)
SS level and signalling values are set that the UE transmits maximum power (see annex E clause E.3.1)

2) 
Set the SS TX signal quality to [image: image53.wmf] 

or
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 = -10.6[+0.4 –0] dB and verify that the UE TX signal is on.

3) 
Set the SS TX signal quality to [image: image54.wmf] 

or
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 = -13[+0.4 –0] dB and verify that the UE TX signal remains on continuously for at least 5 seconds.

4) 
Set the SS TX signal quality to [image: image55.wmf] 

or
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 = -22[+0 –0.4] dB and verify that the UE TX signal turns off 200 ms or earlier with respect to that instant.

5) 
Set the SS TX signal quality to [image: image56.wmf] 

or

 

c

 

I

 

E

 

DPCH

 

_

 

 

 = -20[+0 –0.4] dB and verify that the UE TX signal remains off continuously for at least 5 seconds.

6) 
Set the SS TX signal quality to [image: image57.wmf] 

or
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 = -11[+0.4 –0] dB and verify that the UE TX signal is switched on 200 ms or earlier with respect to that instant.

5.4.6.5
Test Requirements

The UE TX on-criterion including tolerance window is derived from the initial conditions and is verified with the method of 5.4.2.4 minimum transmit power related to minimum requirements according to clause 5.4.2.2.1 for 3,84 Mcps TDD Option, 5.4.2.2.2 for 1,28 Mcps TDD Option and 5.4.2.2.3 for 7.68Mcps TDD option, respectively. The UE transmitter is considered to be on if the UE transmitted power is higher than the minimum output power.

The UE TX off criterion including tolerance is verified according to clause 5.4.3 of the present document (Transmit off power). The UE transmitter is considered to be off if the UE transmitted power is lower than the transmit OFF power.

To pass the test, steps 1 through 6 of the procedure must be fulfilled.

5.5
Output RF spectrum emissions

5.5.1
Occupied bandwidth

5.5.1.1
Definition and applicability

Occupied bandwidth is a measure of the bandwidth containing 99 % of the total integrated power for transmitted spectrum and is centered on the assigned channel frequency.

The requirements in this clause shall apply to all types of UTRA - UE.

5.5.1.2
Minimum Requirements

5.5.1.2.1 
3,84Mcps TDD Option

The occupied bandwidth shall be less than 5 MHz based on a chip rate of 3,84 Mcps.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.1.1.

5.5.1.2.2
1,28Mcps TDD Option

The occupied channel bandwidth shall be less than 1.6 MHz based on a chip rate of 1,28 Mcps.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.1.2.
5.5.1.2.3 
7,68Mcps TDD Option

The occupied bandwidth shall be less than 10 MHz based on a chip rate of 7,68 Mcps.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.1.3.

5.5.1.3
Test purpose

The occupied bandwidth, defined in the Radio Regulations of the International Telecommunication Union ITU, is a useful concept for specifying the spectral properties of a given emission in the simplest possible manner; see also ITU‑R Recommendation SM.328-9 [8].

The test purpose is to verify that the emission of the UE is sufficiently concentrated in the bandwidth for the service to be provided and is, therefore, not likely to create interference to other users of the spectrum beyond undue limits.

5.5.1.4
Method of test

5.5.1.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2. 

3)
Enter the UE into loopback test mode and start the loopback test.

5.5.1.4.2
Procedure

1)
Measure the power of the transmitted signal with a measurement filter of bandwidth [30 kHz]. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The center frequency of the filter shall be stepped in contiguous 30 kHz steps from a minimum frequency, which shall be [7,5 – 0,015] MHz for the 3,84 Mcps TDD Option, [2,4 – 0,015] MHz for the 1,28 Mcps TDD Option and [15 - 0,015] MHz for 7.68 Mcps TDD option, respectively, below the assigned channel frequency of the transmitted signal, up to a maximum frequency, which shall be [7,5 – 0,015] MHz for the 3,84 Mcps TDD Option, [2,4 – 0,015] MHz for the 1,28 Mcps TDD Option and [15 - 0,015] MHz for 7.68 Mcps TDD option, respectively, above the assigned channel frequency of the transmitted signal. The step duration shall be sufficient slow to capture the active TS. The measured power shall be recorded for each step.

2)
Determine the total transmitted power by accumulating the recorded power measurements results of all steps.

3)
Sum up the power upward from the lower boundary of the measured frequency range in '(2)' and seek the limit frequency point by which this sum becomes 0.5 % of "Total Power" and save this point as "Lower Frequency".

4)
Sum up the power downward from the upper boundary of the measured frequency range in '(2)' and seek the limit frequency point by which this sum becomes 0.5 % of "Total Power" and save this point as "Upper Frequency".

5)
Calculate the difference ("Upper Frequency" – "Lower Frequency" = "Occupied Bandwidth") between two limit frequencies obtained in '(4)' and '(5)'.

5.5.1.5
Test requirements

5.5.1.5.1
3,84 Mcps TDD Option

The measured Occupied Bandwidth, derived in step 5), shall not exceed 5 MHz for the 3,84 Mcps TDD Option.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.5.1.5.2
1,28 Mcps TDD Option

The measured Occupied Bandwidth, derived in step 5), shall not exceed [1.6] MHz for the 1,28 Mcps TDD Option.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.
5.5.1.5.3
7,68 Mcps TDD Option

The measured Occupied Bandwidth, derived in step 5), shall not exceed 10 MHz for the 7,68 Mcps TDD Option.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.
5.5.2
Out of band emission

Out of band emissions are unwanted emissions immediately outside the nominal channel resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and adjacent channel leakage power ratio (ACLR).

5.5.2.1
Spectrum emission mask

5.5.2.1.1
Definition and applicability

5.5.2.1.1.1
3,84 Mcps TDD Option

The spectrum emission mask of the UE is a requirement that applies to frequencies which are between 2,5 MHz and 12,5 MHz on both sides of the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.

The requirements of this test apply to all types of UTRA-UE.

5.5.2.1.1.2
1,28 Mcps TDD Option

The spectrum emission mask of the UE applies to frequencies, which are between 0,8 MHz and 4,0 MHz on both sides of the centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.
5.5.2.1.1.3
7,68 Mcps TDD Option
The spectrum emission mask of the UE is a requirement that applies to frequencies which are between 5 MHz and 25 MHz on both sides of the UE centre carrier frequency. The out of channel emission is specified relative to the RRC filtered mean power of the UE carrier.
5.5.2.1.2
Minimum Requirements

5.5.2.1.2.1
3,84 Mcps TDD Option 

The power of any UE emission shall not exceed the levels specified in table 5.5.2.1.2.1.

The normative reference for this requirement is TS 25.102 clause 6.6.2.1.1.1.

	Table 5.5.2.1.2.1: Spectrum Emission Mask Requirement (3,84 Mcps TDD Option)

Δf in MHz (note 1)
	Minimum requirement
	Measurement bandwidth

	2.5 - 3.5
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	30 kHz (note 2)

	3.5 - 7.5
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	1 MHz (note 3)

	7.5 - 8.5
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	1 MHz (note 3)

	8.5 - 12.5
	-49 dBc
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measuring filter.

Note 2:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 3:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

	The lower limit shall be –50dBm/3,84 MHz or the minimum requirement presented in this table which ever is the higher.


5.5.2.1.2.2
1,28 Mcps TDD Option 

The power of any UE emission shall not exceed the levels specified in table 5.5.2.1.2.2.

The normative reference for this requirement is TS 25.102 clause 6.6.2.1.1.2.

Table 5.5.2.1.2.2: Spectrum Emission Mask Requirement (1,28 Mcps TDD Option)

	Δf (note 1) in MHz
	Minimum requirement
	Measurement bandwidth

	0.8
	-35 dBc
	30 kHz (note 2)

	0.8-1.8
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	30 kHz (note 2)

	1.8-2.4
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	30 kHz (note 2)

	2.4 – 4.0
	-49 dBc
	1MHz (note 3)

	NOTE 1:
(f is the separation between the carrier frequency and the centre of the measuring filter.

	NOTE 2:
The first and last measurement position with a 30 kHz filter is at (f equals to 0.815 MHz and 2.385 MHz.

	NOTE 3:
The first and last measurement position with a 1 MHz filter is at (f equals to 2.9MHz and 3.5MHz .As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

	The lower limit shall be –55dBm/1,281,28 MHz or the minimum requirement presented in this table which ever is the higher.


5.5.2.1.2.3
7,68 Mcps TDD Option 

The power of any UE emission shall not exceed the levels specified in table 5.5.2.1.2.3.

The normative reference for this requirement is TS 25.102 clause 6.6.2.1.3.1.

Table 5.5.2.1.2.3: Spectrum Emission Mask Requirement (7,68 Mcps TDD Option)

	Δf* in MHz
	Minimum requirement
	Measurement bandwidth

	5.0 - 5.75
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	30 kHz **

	5.75 - 7.0
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	30 kHz**

	7.0 - 15
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	1 MHz ***

	15.0 - 17.0
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	1 MHz ***

	17.0 - 25.0
	-53 dBc
	1 MHz ***

	*
(f is the separation between the carrier frequency and the centre of the measuring filter.

	**
The first and last measurement position with a 30 kHz filter is at (f equals to 5.015 MHz and 6.985 MHz

	***
The first and last measurement position with a 1 MHz filter is at (f equals to 7.5 MHz and 24.5 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

	Note:
The lower limit shall be -47dBm/7.68 MHz or the minimum requirement presented in this table which ever is the higher.


5.5.2.1.3
Test purpose

This test supplements Occupied Bandwidth (verifying the spectral concentration of the UE's emissions) and Adjacent Channel Leakage Ratio (simulating the perception of other UTRA receivers) in a system independent way. It is the purpose of this test to limit interferences to other systems (wideband or narrowband).

5.5.2.1.4
Method of test

5.5.2.1.4.1
Initial conditions 

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2.

3)
Enter the UE into loopback test mode and start the loopback test.

5.5.2.1.4.2
Procedure

1)
Measure the power of the transmitted signal with a measurement filter of bandwidths according to table 5.5.2.1.2.1 for the 3,84 Mcps TDD Option, 5.5.2.1.2.2 for the 1,28 Mcps TDD Option and 5.5.2.1.2.3 for the 7,68 Mcps TDD Option, respectively. The characteristic of the filter shall be approximately Gaussian (typical spectrum analyzer filter). The center frequency of the filter shall be stepped in contiguous steps according to table 5.5.2.1.2.1 for the 3,84 Mcps TDD Option, 5.5.2.1.2.2 for the 1,28 Mcps TDD Option and 5.5.2.1.2.3 for the 7,68 Mcps TDD Option, respectively. The step duration shall be sufficient slow to capture the active TS. The measured power shall be recorded for each step.

2)
Measure the RRC filtered mean power centered on the assigned channel frequency according to annex B.

3)
Display the results of 1) in dBc with respect to 2).

5.5.2.1.5
Test requirements

5.5.2.1.5.1
3,84 Mcps TDD Option

The result 5.5.2.1.4.2. step 3) shall fulfil the requirements of table 5.5.2.1.5.1.

	Table 5.5.2.1.5.1: Spectrum Emission Mask Requirement (3,84 Mcps TDD Option)

Δf in MHz (note 1)
	Minimum requirement
	Measurement bandwidth

	2.5 - 3.5
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	30 kHz 

	3.5 - 7.5
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	1 MHz 

	7.5 - 8.5
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	1 MHz 

	8.5 - 12.5
	-47.5 dBc
	1 MHz 

	Note 1:
(f is the separation between the carrier frequency and the centre of the measuring filter.

Note 2:
The first and last measurement position with a 30 kHz filter is at (f equals to 2.515 MHz and 3.485 MHz.

Note 3:
The first and last measurement position with a 1 MHz filter is at (f equals to 4 MHz and 12 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth..

	The lower limit shall be –48.5dBm/3,84 MHz or the minimum requirement presented in this table which ever is the higher.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.4.

5.5.2.1.5.2
1,28 Mcps TDD Option

The result 5.5.2.1.4.2. step 3) shall fulfil the requirements of table 5.5.2.1.5.2.

	Table 5.5.2.1.5.2: Spectrum Emission Mask Requirement (1,28 Mcps TDD Option)

Δf (note 1) in MHz
	Minimum requirement
	Measurement bandwidth

	0.8
	-33.5 dBc
	30 kHz (note 2)

	0.8-1.8
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	30 kHz (note 2)

	1.8-2.4
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	30 kHz (note 2)

	2.4 – 4.0
	-47.5 dBc
	1MHz (note 3)

	NOTE 1:
(f is the separation between the carrier frequency and the centre of the measuring filter.

	NOTE 2:
The first and last measurement position with a 30 kHz filter is at (f equals to 0.815 MHz and 2.385 MHz.

	NOTE 3:
The first and last measurement position with a 1 MHz filter is at (f equals to 2.9MHz and 3.5MHz .As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

	The lower limit shall be –53.5 dBm/1,281,28 MHz or the minimum requirement presented in this table which ever is the higher.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.4.
5.5.2.1.5.3
7,68 Mcps TDD Option

The result 5.5.2.1.4.2. step 3) shall fulfil the requirements of table 5.5.2.1.5.3.

	Table 5.5.2.1.5.3: Spectrum Emission Mask Requirement (7,68 Mcps TDD Option)

Δf* in MHz
	Minimum requirement
	Measurement bandwidth

	5.0 - 5.75
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	30 kHz **

	5.75 - 7.0
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	30 kHz**

	7.0 - 15
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	1 MHz ***

	15.0 - 17.0
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	1 MHz ***

	17.0 - 25.0
	-51.5 dBc
	1 MHz ***

	*
(f is the separation between the carrier frequency and the centre of the measuring filter.

	**
The first and last measurement position with a 30 kHz filter is at (f equals to 5.015 MHz and 6.985 MHz

	***
The first and last measurement position with a 1 MHz filter is at (f equals to 7.5 MHz and 24.5 MHz. As a general rule, the resolution bandwidth of the measuring equipment should be equal to the measurement bandwidth. To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth can be different from the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.

	Note:
The lower limit shall be -47dBm/7.68 MHz or the minimum requirement presented in this table which ever is the higher.


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in Annex F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in Annex F.4.

5.5.2.2
Adjacent Channel Leakage power Ratio (ACLR)

5.5.2.2.1
Definition and applicability

Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the RRC filtered mean power centered on the assigned channel frequency to the RRC filtered mean power centered on an adjacent channel frequency. 

The requirements in this clause shall apply to all types of UTRA-UE. 

5.5.2.2.2
Minimum Requirements

5.5.2.2.2.1
3,84Mcps TDD Option

If the adjacent channel RRC filtered mean power is greater than –50 dBm then the ACLR shall be higher than the value specified in table 5.5.2.2.2.1.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.2.2.1.1.

Table 5.5.2.2.2.1: UE ACLR (3,84 Mcps TDD Option)

	Power Class
	Adjacent channel
	ACLR limit

	2, 3
	UE-channel

± 5 MHz
	33 dB 

	2, 3
	UE-Channel

± 10 MHz
	43 dB 


5.5.2.2.2.2
1,28Mcps TDD Option

If the adjacent channel RRC filtered mean power is greater than –55 dBm then the ACLR shall be better than the value specified in table 5.5.2.2.2.2.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.2.2.1.2.

Table 5.5.2.2.2.2: UE ACLR (1,28Mcps TDD Option)

	Power Class
	adjacent channel
	ACLR limit

	2, 3
	UE channel ± 1.6 MHz
	33 dB 

	2, 3
	UE channel ± 3.2 MHz
	43 dB 


NOTE 1:
The requirement shall still be met in the presence of switching transients.

NOTE 2:
The ACLR requirements reflect what can be achieved with present state of the art technology. 

NOTE 3:
Requirement on the UE shall be reconsidered when the state of the art technology progresses.
5.5.2.2.2.3
7,68Mcps TDD Option

If the adjacent channel RRC filtered mean power is greater than -50dBm measured with a 3.84 Mcps RRC filter then the ACLR shall be higher than the value specified in table 5.5.2.2.2.3.
The normative reference for this requirement is TS 25.102 [1] clause 6.6.2.2.1.3.

Table 5.5.2.2.2.3: UE ACLR (7,68 Mcps TDD Option)

	Power Class
	adjacent channel
	Chip Rate for RRC Measurement Filter
	ACLR limit

	2, 3
	UE channel ± 7.5 MHz
	3.84 MHz
	33 dB 

	2, 3
	UE channel ± 12.5 MHz
	3.84 MHz
	43 dB 

	2 ,3
	UE channel ± 10.0 MHz
	7.68 MHz
	33 dB

	2 ,3
	UE channel ± 20.0 MHz
	7.68 MHz
	43 dB


NOTE:

1)
The requirement shall still be met in the presence of switching transients.

2)
The ACLR requirements reflect what can be achieved with present state of the art technology. 
5.5.2.2.3
Test purpose

The test purpose is to verify the ability of the UE to limit the interference produced by the transmitted signal to other UTRA receivers operating at the first or second adjacent RF channel.

5.5.2.2.4
Method of test

5.5.2.2.4.1
Initial conditions 

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2. 

3)
Enter the UE into loopback test mode and start the loopback test.

5.5.2.2.4.2
Procedure

1)
Measure the RRC filtered mean power centered on the assigned channel frequency.

2)
Measure RRC filtered mean power centered on the first lower adjacent channel frequency.

3)
Calculate the ACLR by dividing the power measured in 1) by the power measured in 2).

4)
Repeat steps 2) and 3) for the second lower adjacent RF channel (center frequency 10 MHz for the 3,84 Mcps TDD Option, 3,2 MHz for the 1,28 Mcps TDD Option and 20MHz for the 7,68 Mcps TDD option with the 7,68Mcps RRC filter, respectively, below the assigned channel frequency of the transmitted signal) and also for the first and second upper adjacent RF channel (center frequency 5 MHz for the 3,84 Mcps TDD Option, 1,6 MHz for the 1,28 Mcps TDD Option and 10MHz for the 7,68Mcps TDD option with the 7,68Mcps RRC filter, respectively, and 10 MHz, for the 3,84 Mcps TDD Option, 3,2 MHz for the 1,28 Mcps TDD Option and 20MHz for the 7,68Mcps TDD option with the 7,68Mcps RRC filter, respectively).

7)
Run step 1) to 4) for RF channels Low/Mid/High.
8) For the 7,68Mcps TDD option repeat steps 1 to 7 except use the adjacent channel frequency of +/- 7.5MHz and 12.5MHz using the 3.84Mcps RRC filter..
5.5.2.2.5
Test requirements

5.5.2.2.5.1
3,84 Mcps TDD Option

The ACLR calculated in steps 3) and 4) of clause 5.5.2.2.4.2 shall be equal or greater than the limits given in table 5.5.2.2.5.1 for the 3,84 Mcps TDD Option.

Table 5.5.2.2.5.1: UE ACLR (3,84 Mcps TDD Option)

	Power Class
	Adjacent channel
	ACLR limit

	2, 3
	UE-channel

± 5 MHz
	32.2 dB 

	2, 3
	UE-Channel

± 10 MHz
	42.2 dB 


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F.

5.5.2.2.5.2
1,28 Mcps TDD Option

The ACLR calculated in steps 3) and 4) of clause 5.5.2.2.4.2 shall be equal or greater than the limits given in table 5.5.2.2.5.2 for the 1,28 Mcps TDD Option.

Table 5.5.2.2.5.2: UE ACLR (1,28 Mcps TDD Option)

	Power Class
	Adjacent channel
	ACLR limit

	2, 3
	UE-channel

± 1.6 MHz
	32.2 dB 

	2, 3
	UE-Channel

± 3.2 MHz
	42.2 dB 


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F.
5.5.2.2.5.3
7,68 Mcps TDD Option

The ACLR calculated in steps 3) and 4) of clause 5.5.2.2.4.2 shall be equal or greater than the limits given in table 5.5.2.2.5.3 for the 7,68 Mcps TDD Option.

Table 5.5.2.2.5.3: UE ACLR (7,68 Mcps TDD Option)

	Power Class
	adjacent channel
	Chip Rate for RRC Measurement Filter
	ACLR limit

	2, 3
	UE channel ± 7.5 MHz
	3.84 MHz
	32.8 dB 

	2, 3
	UE channel ± 12.5 MHz
	3.84 MHz
	42.2 dB 

	2 ,3
	UE channel ± 10.0 MHz
	7.68 MHz
	32.8 dB

	2 ,3
	UE channel ± 20.0 MHz
	7.68 MHz
	42.2 dB


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F. 
5.5.3
Spurious emissions

5.5.3.1
Definition and applicability

Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emission, intermodulation products and frequency conversion products, but exclude out of band emissions. 

The frequency boundary and the detailed transitions of the limits between the requirement for out band emissions and spectrum emissions are based on ITU-R Recommendations SM.329 [8].

5.5.3.2
Minimum Requirements

5.5.3.2.1
3,84 Mcps TDD Option

These requirements are only applicable for frequencies which are greater than 12.5 MHz away from the UE center carrier frequency.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.3.1.1.

Table 5.5.3.2.1a: General Spurious emissions requirements (3,84 Mcps TDD Option)

	Frequency Bandwidth
	Resolution Bandwidth
	Minimum requirement

	9 kHz  f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz  f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz  f < 12.75 GHz
	1 MHz
	-30 dBm


Table 5.5.3.2.1b: Additional Spurious emissions requirements (3,84 Mcps TDD Option)

	Frequency Bandwidth
	Resolution Bandwidth
	Minimum requirement

	925 MHz  935 MHz f 
	100 kHz
	-67 dBm*

	935 MHz < f  960 MHz
	100 kHz
	-79 dBm*

	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm*

	1884.5 MHz ( f ( 1919.6 MHz
	300kHz
	-41 dBm**


NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.5.3.2.1a are permitted for each UARFCN used in the measurement.


** Applicable for transmission in 2010-2025 MHz as defined in subclause 4.2 (a).

5.5.3.2.2
1,28Mcps TDD Option

These requirements are only applicable for frequencies which are greater than 4 MHz away from the UE center carrier frequency.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.3.1.2.

Table 5.5.3.2.2a : General Spurious emissions requirements (1,28 Mcps TDD Option)

	Frequency Bandwidth
	Resolution Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 5.5.3.2.2b : Additional Spurious emissions requirements (1,28 Mcps TDD Option)

	Frequency Bandwidth
	Resolution Bandwidth
	Minimum requirement

	925 MHz ( f ( 935 MHz
	100 KHz
	-67 dBm*

	935 MHz < f ( 960 MHz
	100 KHz
	-79 dBm*

	1805 MHz ( f ( 1880 MHz
	100 KHz
	-71 dBm*


NOTE: 
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.5.3.2.2a are permitted for each UARFCN used in the measurement.
5.5.3.2.3
7,68 Mcps TDD Option

These requirements are only applicable for frequencies which are greater than 25 MHz away from the UE center carrier frequency.

The normative reference for this requirement is TS 25.102 [1] clause 6.6.3.1.3.

Table 5.5.3.2.3a: General Spurious emissions requirements (7,68 Mcps TDD Option)

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 5.5.3.2.3b: Additional Spurious emissions requirements (7,68 Mcps TDD Option)

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (note 1)

	925 MHz ( f ( 935 MHz
	100 kHz
	-67 dBm (note 1)

	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (note 1)

	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (note 1)

	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-37 dBm (note 1)

	1884.5 MHz ( f ( 1919.6 MHz
	300 kHz
	-41 dBm (note 2)

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.7E are permitted for each UARFCN used in the measurement. 

NOTE 2:
Applicable for transmission in 2010-2025 MHz as defined in subclause 4.2 (a).


NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.5.3.2.3a are permitted for each UARFCN used in the measurement.

5.5.3.3
Test purpose

5.5.3.3.1
3,84 Mcps Option

The test purpose is to verify the ability of the UE to limit the interference caused by unwanted transmitter effects to other systems operating at frequencies which are more than 12,5 MHz away from of the UE's carrier frequency.

5.5.3.3.2
1,28 Mcps Option

The test purpose is to verify the ability of the UE to limit the interference caused by unwanted transmitter effects to other systems operating at frequencies which are more than 4 MHz away from of the UE's carrier frequency.
5.5.3.3.3
7,68 Mcps Option

The test purpose is to verify the ability of the UE to limit the interference caused by unwanted transmitter effects to other systems operating at frequencies which are more than 25 MHz away from of the UE's carrier frequency.

5.5.3.4
Method of test

5.5.3.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2.

3)
Enter the UE into loopback test mode and start the loopback test.

5.5.3.4.2
Procedure

Measure the power of the spurious emissions applying measurement filters with bandwidths as specified in the relevant tables of 5.5.3.2.1 for 3,84 Mcps TDD Option, tables 5.5.3.2.2 for 1,28 Mcps TDD Option and tables 5.5.3.2.3 for 7,68 Mcps TDD option, respectively. The characteristic of the filters shall be approximately Gaussian (typical spectrum analyzer filters). The center frequency of the filter shall be swept over the frequency bands as given in the tables. The sweep time shall be sufficiently low to capture the active time slots. 

5.5.3.5
Test requirements

5.5.3.5.1
3,84 Mcps TDD Option

The spurious emissions measured according to clause 5.5.3.4.2 shall not exceed the limits specified in the relevant tables of 5.5.3.5.1a and 5.5.3.5.1b.

Table 5.5.3.5.1a: General Spurious emissions requirements

	Frequency Bandwidth
	Resolution Bandwidth
	Test requirement

	9 kHz  f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz  f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz  f < 1000 MHz
	100 kHz
	-36 dBm

	1GHz  f < 12.75GHZ
	1MHz
	-30 dBm


Table 5.5.3.5.1b: Additional Spurious emissions requirements

	Frequency Bandwidth
	Resolution Bandwidth
	Test requirement

	925 MHz  935 MHz f 
	100 kHz
	-67 dBm*

	935 MHz < f  960 MHz
	100 kHz
	-79 dBm*

	1805 MHz  1880 MHz f 
	100 kHz
	-71 dBm*

	1884.5 MHz ( f ( 1919.6 MHz
	300kHz
	-41 dBm**


NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.5.3.5.1a for the 3,84 Mcps TDD Option are permitted for each UARFCN used in the measurement.

NOTE 2:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4. 


** Applicable for transmission in 2010-2025 MHz as defined in subclause 4.2 (a).

5.5.3.5.2
1,28 Mcps TDD Option

The spurious emissions measured according to clause 5.5.3.4.2 shall not exceed the limits specified in the relevant tables of 5.5.3.5.2a and 5.5.3.5.2b.

Table 5.5.3.5.2a: General Spurious emissions requirements (1,28 Mcps TDD Option)
	Frequency Bandwidth
	Resolution Bandwidth
	Test requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 5.5.3.5.2b: Additional Spurious emissions requirements (1,28 Mcps TDD Option)

	Frequency Bandwidth
	Resolution Bandwidth
	Test requirement

	925 MHz ( f ( 935 MHz
	100 KHz
	-67 dBm*

	935 MHz < f ( 960 MHz
	100 KHz
	-79 dBm*

	1805 MHz ( f ( 1880 MHz
	100 KHz
	-71 dBm*


NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.5.3.5.2a for the 1,28 Mcps TDD Option are permitted for each UARFCN used in the measurement.

NOTE 2:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.
5.5.3.5.3
7,68 Mcps TDD Option

The spurious emissions measured according to clause 5.5.3.4.2 shall not exceed the limits specified in the relevant tables of 5.5.3.5.3a and 5.5.3.5.3b.

Table 5.5.3.5.3a: General Spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	9 kHz ( f < 150 kHz
	1 kHz
	-36 dBm

	150 kHz ( f < 30 MHz
	10 kHz
	-36 dBm

	30 MHz ( f < 1000 MHz
	100 kHz
	-36 dBm

	1 GHz ( f < 12.75 GHz
	1 MHz
	-30 dBm


Table 5.5.3.5.3b: Additional Spurious emissions requirements

	Frequency Bandwidth
	Measurement Bandwidth
	Minimum requirement

	921 MHz ( f < 925 MHz
	100 kHz
	-60 dBm (note 1)

	925 MHz ( f ( 935 MHz
	100 kHz
	-67 dBm (note 1)

	935 MHz < f ( 960 MHz
	100 kHz
	-79 dBm (note 1)

	1805 MHz ( f ( 1880 MHz
	100 kHz
	-71 dBm (note 1)

	2620 MHz ( f ( 2690 MHz
	3.84 MHz
	-37 dBm (note 1)

	1884.5 MHz ( f ( 1919.6 MHz
	300 kHz
	-41 dBm (note 2)

	NOTE 1:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in Table 6.7E are permitted for each UARFCN used in the measurement. 

NOTE 2:
Applicable for transmission in 2010-2025 MHz as defined in subclause 4.2 (a).


NOTE:
The measurements are made on frequencies which are integer multiples of 200 kHz. As exceptions, up to five measurements with a level up to the applicable requirements defined in table 5.5.3.5.3a are permitted for each UARFCN used in the measurement.

NOTE 2:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4. 
5.6
Transmit Intermodulation 
5.6.1
Definition and applicability 

The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by the presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.

User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into the UE, or BS receive band as an unwanted interfering signal. The UE intermodulation attenuation is defined by the ratio of the RRC filtered mean power of the wanted signal to the RRC filtered mean power of the intermodulation product when an interfering CW signal is added at a level below the wanted signal. 

The requirements of this test shall apply for all UTRA-UE.

5.6.2
Minimum Requirements

5.6.2.1
3,84 Mcps TDD Option

The requirement of transmitting intermodulation for carrier spacing 5 MHz is prescribed in the table below.

The normative reference for this requirement is TS 25.102 [1] clause 6.7.1.1.

Table 5.6.2.1: Transmit Intermodulation (3,84 Mcps TDD Option)

	Interference Signal Frequency Offset
	5MHz
	10MHz

	Interference Signal Level
	-40 dBc

	Interferer Modulation
	CW

Note: BS Test uses a CDMA modulated signal

	Minimum Requirement
	-31dBc
	-41dBc


5.6.2.2
1,28 Mcps TDD Option

The requirement of transmitting intermodulation for carrier spacing 1,6 MHz is prescribed in table 5.6.2.2.

The normative reference for this requirement is TS 25.102 [1] clause 6.7.1.1.
Table 5.6.2.2: Transmit Intermodulation (1,28 Mcps TDD Option)

	Interference Signal Frequency Offset
	1.6 MHz
	3.2 MHz

	Interference Signal Level
	-40 dBc

	Interferer Modulation
	CW

Note: BS Test uses a CDMA modulated signal

	Minimum Requirement
	-31dBc
	-41dBc


5.6.2.3
7,68 Mcps TDD Option
The requirement of transmitting intermodulation for carrier spacing 10 MHz is prescribed in the table 5.6.2.3.

The normative reference for this requirement is TS 25.102 [1] clause 6.7.1.3.

Table 5.6.2.3: Transmit Intermodulation (7,68 Mcps TDD Option)

	Interference Signal Frequency Offset
	10MHz
	20MHz

	Interference Signal Level
	-40 dBc

	Interferer Modulation
	CW

Note: BS Test uses a CDMA modulated signal

	Minimum Requirement
	-31dBc
	-41dBc


5.6.3
Test purpose

User Equipment(s) transmitting in close vicinity of each other can produce intermodulation products, which can fall into other UE, or BS receive band as an unwanted interfering signal.

It is the purpose of this test to limit interferences to the own and other systems due to intermodulation products.

5.6.4
Method of test

5.6.4.1
Initial conditions

Test environment: normal; see clauses G.2.1 and G.2.2.

Frequencies to be tested: mid range; see clause G.2.4.

1)
Connect the SS and the interferer to the UE antenna connector as shown in figure A.2.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2. 

3)
Enter the UE into loopback test mode and start the loopback test.

Configure parameters of the interferer according to table 5.6.2.1 for 3,84 Mcps TDD Option, table 5.6.2.2 for 1,28 Mcps TDD Option and table 5.6.2.3 for 7,68 Mcps TDD Option, respectively. 

5.6.4.2
Procedure

5.6.4.2.1
3,84 Mcps TDD Option

1)
Measure the unwanted emissions according to 5.6.2. in a carrier offset spacing of 5 MHz and in a frequency range [5 MHz to 12.75 GHz], using an interferer +5MHz offset.

The frequency occupied by the interferer is excluded from the measurement.

2)
Repeat 1) with the other 3 interferer-configurations (-5Mz. +10 MHz, -10 MHz).

3)
Measure the wanted power according to annex B.

4)
Display 1) and 2) in dBc with respect to 3).

5.6.4.2.2
1,28 Mcps TDD Option

1)
Measure the unwanted emissions according to 5.6.2.2 in a carrier offset spacing of 1.6 MHz and in a frequency range [1.6 MHz to 12.75GHz], using an interferer +1.6MHz offset.


The frequency occupied by the interferer is excluded from the measurement.

2)
Repeat 1) with the other 3 interferer-configurations (-1.6 MHz, +3.2 MHz, -3.2 MHz).

3)
Measure the wanted power according to annex B.

4)
Display 1) and 2) in dBc with respect to 3).
5.6.4.2.3
7,68 Mcps TDD Option

1)
Measure the unwanted emissions according to 5.6.2.3 in a carrier offset spacing of 10 MHz and in a frequency range [10 MHz to 12.75 GHz], using an interferer +10MHz offset.

The frequency occupied by the interferer is excluded from the measurement.

2)
Repeat 1) with the other 3 interferer-configurations (-10Mz. +20 MHz, -20 MHz).

3)
Measure the wanted power according to annex B.

4)
Display 1) and 2) in dBc with respect to 3).

5.6.5
Test requirements

5.6.5.1
3,84 Mcps TDD Option

The results in 4) from clause 5.6.4.2.1 shall not exceed the predescribed values in table 5.6.5.1.

Table 5.6.5.1: Transmit Intermodulation (3,84 Mcps TDD Option)

	Interference Signal Frequency Offset
	5MHz
	10MHz

	Interference Signal Level
	-40 dBc

	Interferer Modulation
	CW

Note: BS Test uses a CDMA modulated signal

	Minimum Requirement
	[-31+TT] dBc
	[-41+TT] dBc


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.6.5.2
1,28 Mcps TDD Option

The results in 4) from clause 5.6.4.2.2 shall not exceed the predescribed values in table 5.6.5.2.

Table 5.6.5.2 : Transmit Intermodulation (1,28Mcps TDD Option)

	Interference signal frequency offset
	1.6MHz
	3.2MHz

	Interference signal level
	[-40]dBc

	Minimum requirement of intermodulation products
	[-31+TT] dBc
	 [-41+TT] dBc


NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.
5.6.5.3
7,68 Mcps TDD Option

The results in 4) from clause 5.6.4.2.3 shall not exceed the predescribed values in table 5.6.5.3.

Table 5.6.5.3: Transmit Intermodulation (7,68 Mcps TDD Option)

	Interference Signal Frequency Offset
	10MHz
	20MHz

	Interference Signal Level
	-40 dBc

	Interferer Modulation
	CW

Note: BS Test uses a CDMA modulated signal

	Minimum Requirement
	[-31+TT] dBc
	[-41+TT] dBc


NOTE:
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.7
Transmit Modulation

5.7.1
Error Vector Magnitude 

5.7.1.1
Definition and applicability

The Error Vector Magnitude (EVM) is a measure of the difference between the measured waveform and the theoretical modulated waveform (the error vector). Both waveforms pass through a matched Root Raised Cosine filter with bandwidth corresponding to the considered chip rate and roll-off =0,22. Both waveforms are then further modified by selecting the frequency, absolute phase, absolute amplitude and chip clock timing so as to minimise the error vector. The EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference signal power expressed as a %. The measurement interval is one timeslot.

The requirement of this clause shall apply to all types of UTRA-UE.

5.7.1.2
Minimum Requirements

The Error Vector Magnitude shall not exceed 17,5 % for the parameters specified in table 5.7.1.2.

Table 5.7.1.2.: Test parameters for Error Vector Magnitude/Peak Code Domain Error

	Parameter
	Level
	Unit

	UE Output Power
	-20
	dBm

	Operating conditions
	Normal conditions
	

	Power control step size
	1
	dB


The normative reference for this requirement is TS 25.102 [1] clause 6.8.2.1.

5.7.1.3
Test purpose

The transmitter shall generate a sufficient precise waveform, to enable the receiver to achieve the specified receiver performances.

5.7.1.4
Method of test

5.7.1.4.1
Initial conditions

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH, vibration; see clauses G.2.1, G.2.2 and G.2.3.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table E.3.1.2. 

3)
Enter the UE into loopback test mode and start the loopback test.

5.7.1.4.2
Procedure

1)
Starting from the initial conditions, measure EVM (Error Vector Magnitude) of the UE according to annex B.

2)
Set SS-level and signalling values such that the power level of the UE is between –20 and –19 dBm.

3)
Measure EVM of the UE according to annex B.

5.7.1.5
Test requirements

The results in step 1) and 2) shall not exceed 17.5 % for parameters specified in table 5.7.1.2.

NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

5.7.2
Peak code domain error

5.7.2.1
Definition and applicability

The code domain error is computed by projecting the error vector power onto the code domain at a specific spreading factor. The error power for each code is defined as the ratio to the mean power of the projetion onto the code, to the mean power of the composite reference waveform expressed in dB. And the Peak Code Domain Error is defined as the maximum value for Code Domain Error. The measurement interval is one timeslot.

The present document is applicable for multi-code transmission only.

The requirement of this test applies to all UTRA-UE, applicable for multi-code transmission.

5.7.2.2
Minimum Requirement

The peak code domain error shall not exceed -21dB at spreading factor 16 for 3,84 Mcps TDD Option, and 1,28 Mcps TDD Option . The peak code domain error shall not exceed -24dB at spreading factor 32 for 7,68 Mcps TDD Option
The normative reference for this requirement is TS 25.102 [1] clause 6.8.3.1.

5.7.2.3
Test purpose

It is the purpose of this test to limit crosstalk among codes.

5.7.2.4
Method of test

5.7.2.4.1
Initial conditions

5.7.2.4.1.1
3,84 Mcps TDD Option

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table 5.7.2.4.1.1 for the 3,84 Mcps TDD Option.

3)
Enter the UE into loopback test mode and start the loopback test.

Table 5.7.2.4.1.1: Test parameters for Peak code Domain Error (3,84 Mcps TDD Option)

	Parameter
	Value/description

	Reference measurement channel
	Multicode 12,2kbps, according to annex C.2.2.1

	Uplink Power Control


	SS level and signalling values such that UE transmits maximum power

	Data content
	real life

(sufficient irregular)


5.7.2.4.1.2
1,28 Mcps TDD Option

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table 5.7.2.4.1.2 for the 1,28 Mcps TDD Option.

3)
Enter the UE into loopback test mode and start the loopback test.

Table 5.7.2.4.1.2: Test parameters for Peak code Domain Error (1,28 Mcps TDD Option)

	Parameter
	Value/description

	Reference measurement channel
	Multicode 12,2kbps, according to annex C.2.2.2

	Uplink Power Control


	SS level and signalling values such that UE transmits maximum power

	Data content
	real life

(sufficient irregular)


5.7.2.4.1.3
7,68 Mcps TDD Option

Test environment: normal, TL/VL, TL/VH, TH/VL, TH/VH; see clauses G.2.1 and G.2.2.

Frequencies to be tested: low range, mid range, high range; see clause G.2.4.

1)
Connect the SS to the UE antenna connector as shown in figure A.1.

2)
A call is set up according to the generic call setup procedure using parameters as specified in table 5.7.2.4.1.3 for the 7,68 Mcps TDD Option.

3)
Enter the UE into loopback test mode and start the loopback test.

Table 5.7.2.4.1.3: Test parameters for Peak code Domain Error (7,68 Mcps TDD Option)

	Parameter
	Value/description

	Reference measurement channel
	Multicode 12,2kbps, according to annex C.2.2.3

	Uplink Power Control


	SS level and signalling values such that UE transmits maximum power

	Data content
	real life

(sufficient irregular)


5.7.2.4.2
Procedure

1)
Starting from the initial conditions, measure peak code error(PCDE)of the UE according to annex B.

2)
Set SS-level and signalling values such that the power level of the UE is between –20 and –19 dBm.
3)
Measure PCDE of the UE according to annex B.

5.7.2.5
Test requirements

The results in step 1) and 2) shall nor exceed -20 dB. for parameters specified in table 5.7.1.2 for 3,84 Mcps TDD Option, and 1,28 Mcps TDD Option.
The results in step 1) and 2) shall nor exceed -23 dB. for parameters specified in table 5.7.1.2 for 7,68 Mcps TDD Option.
NOTE: 
If the above Test Requirement differs from the Minimum Requirement then the Test Tolerance applied for this test is non-zero. The Test Tolerance for this test is defined in annex F clause F.2 and the explanation of how the Minimum Requirement has been relaxed by the Test Tolerance is given in annex F clause F.4.

�PAGE \# "'Page: '#'�'"  �� � HYPERLINK "http://www.3gpp.org/ftp/Information/DocNum_FTP_structure_V3.zip" ��Document numbers� are allocated by the Working Group Secretary.  


�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.  It consists of at least three digits, padded with leading zeros if necessary.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR was written and (normally) to which it will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� SIM / USIM / ISIM applications.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.  Do not use redundant information such as "Change Request number xxx to 3GPP TS xx.xxx".


One or more organizations (3GPP Individual Members) which drafted the CR and are presenting it to the Working Group.


For CRs agreed at Working Group level, the identity of the WG.  Use the format "x WGn" where �	x = "CT" for TSG CT, "RAN" for TSG RAN, "SA" for TSG SA, "GERAN" for TSG GERAN; �PAGE \# "'Page: '#'�'"  ���	n = digit identifying the Working Group; for CRs drafted during the TSG meeting itself, use "TSG x". �Examples: "CT WG4", "RAN WG5", "GERAN WG3", "TSG SA".


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by English version of MS Windows ® applications, e.g. 19/02/2002.


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report �HYPERLINK "http://www.3gpp.org/ftp/Specs/html-info/21900.htm"��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR were to be rejected. It is mandatory necessary to complete this section only if the CR is of category "F" (i.e. correction), though it may well be useful for other categories.


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Tick "yes" box if any other specifications are affected by this change.  Else tick "no".  You MUST fill in one or the other.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





_1208905539.unknown

_1230017491.unknown

_1230018467.unknown

_1230018519.unknown

_1230018375.unknown

_1208905569.unknown

_1114528035.unknown

_1114528087.unknown

_1088251987.unknown

